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NCR: A HISTORY OF QUALITY, SERVICE AND 


SUPPORT 


The NCR Corporation was founded over 100 
years ago with the invention of the cash register. Since 
then, its been one innovation after another. For example, 
as an early pioneer in electronic component technology, 
NCR performed advanced vacuum tube research as 
early as 1938. Later, in 1959, NCR produced the first 
commercial all solid-state computer. 


Today, NCR Corporation is a multi-billion dol- 
lar manufacturer of diversified business and technology 
products including computer systems, retail and banking 
terminals, and semiconductors. 


NCR established the microelectronics division 
in 1971 to design and manufacture advanced integrated 
circuits for internal use. In 1981, NCR Microelectronics 
became an autonomous division and began selling its 
services to the merchant market. 


Just three years later in 1984, NCR achieved in- 
dependent recognition as the industry’s leading supplier 
of standard cell products—the fastest growing segment 
of the exploding ASIC market. This achievement not 
only made NCR one of the world’s fastest growing ASIC 
suppliers, but assured its customers an early lead in get- 
ting their ASIC-based products to market. 


In 1987, NCR introduced a technology 
breakthrough—the Design Advisor™. This first-of-its- 
kind application of artificial intelligence, assists design 
engineers by providing 1000 years of engineering 
knowledge. This product introduction, announced at 
New York City’s Hayden Planetarium in unison with the 
Design Automation Conference (DAC), received very 
significant trade press and analyst coverage. 


Today, NCR’s Microelectronics Division con- 
sists of two modern manufacturing facilities located in 
Fort Collins and Colorado Springs, Colorado. In early 
1988, the Miamisburg, Ohio, microelectronics center’s 
operations were relocated in these two facilities. 


These independent, but closely coupled plants, 
offer customers a new level of security of supply. 
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Fort Collins, Colorado 


The Fort Collins facility is headquarters for 
NCR’s commercial/industrial Application Specific Inte- 
grated Circuits (ASIC), Digital Signal Processing 
(DSP), Software Development, and Customer Owned 
Tooling (COT) business units. The Fort Collins ASIC 
business unit conducts a great deal of research and de- 
velopment in gate arrays, standard cell libraries, and 
“supercells,” as well as customer owned tooling. The re- 
cently formed software development business unit is 
dedicated to providing leading edge software products. 


The Fort Collins facility also houses volume 
wafer fabrication and test facilities and a complete small- 
volume/fast-turn assembly capability for popular plastic 
and ceramic devices. 


Colorado Springs, Colorado 


Colorado Springs is home for NCR’s logic 
product, Military ASIC, and Automotive ASIC business 
units. 


The logic products group supplies a variety of 
microprocessors, logic support devices, and special 
function chips. The military products group is dedicated 
to supplying both standard ICs and ASIC devices 
screened to military requirements. It offers a compre- 
hensive quality system based on the MIL-Q-9858A. De- 
vices can be screened and qualified to MIL-STD-883C, 
Method 5004/5005 and 5010 on a stand-alone basis. The 
automotive ASIC group supplies both standard and 
ASIC devices to the special requirements of the automo- 
tive industry. 


The Colorado Springs facility is the site of 
NCR’s newest advanced wafer fab. Currently, this fab is 
running geometies down to 1.54m with 1.0um in proto- 
type development. 


This Standard Products Databook highlights 
NCR’s standard product offering. The complementary 
ASIC Databook (May 1988) includes ASIC product in- 
formation for all applications. 


If you desire a copy of the ASIC Databook, 
please contact the sales office in your area (see page 13) 
or call NCR’s hotline: 1-800-334-5454. 
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STRATEGY AND GOALS 


SCSI Products 


NCR is creating high value products for its cus- 
tomers in the SCSI Controller area. As the SCSI leader, 
NCR offers the broadest line of SCSI products ranging 
from the low cost 5380 family of chips to the high per- 
formance 53C90. SCSI products are designed using the 
semi-custom modular approach while maintaining sensi- 
tivity to the industry trend toward higher integration. An 
emphasis is placed on software compatibility with the 
5380 and the 53C90 to provide customers a migration 
path to higher performance products. NCR’s high vol- 
ume marketing approach allows for an optimum price/ 
performance ratio giving customers high value products. 


Some of NCR’s newest developments in the 
SCSI area include the 53C90 - a high performance SCSI 
processor which features sequenced commands and high 
speed synchronous data transfers, the 53C80-40 - a 
CMOS part pin compatible with the 5380 that also fea- 
tures a faster REQ-ACK SCSI handshake, and the 
53C400 - a single chip host adapter chip compatible with 
the IBM PC/XT/AT Bus and the PS/2 Model 30 which 
also features two 128 byte buffers to provide speed 
matching. 


NCR’s SCSI Products group is continuing to 
provide customers with high perfromance, low cost 
quality products by using the latest process technology, 
Computer Aided Design tools, and quality assurance 
programs. NCR maintains a high degree of customer 
satisfaction by filling the market needs with performance 
products quickly and effectively. 


Graphics Products 


As users become more comfortable with per- 
sonal computers, there will be an increase in demand for 
color monitors. Likewise, computer manufacturers will 
demand high performance color/graphics controllers for 
these monitors. NCR’s graphics products provide a solu- 
tion now. Our graphics products provide easy-to-use, 
highly integrated and cost effective solutions for the 
needs of the PC market. 


NCR’s foremost strategy is to provide industry 
standard solutions to the marketplace which preserve 
compatibility, while providing leadership, performance, 
features and integration. With this strategy, NCR has 
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become a popular source of CRT controllers for both 
monochrome and color display systems. 


NCR Microelectronics will compete only at the 
chip level in the marketplace. This allows us to concen- 
trate on the production of CRT controller chips rather 
than the production of PC board-based display systems. 
With this strategy, NCR can provide the best product, 
service and commitment to our customers’ needs. 


Providing timely and current solutions for the 
needs of the display systems market is our strategy for 
the future. This will continue to maintain NCR’s position 
as an industry leader. 


Communication Products 


The Communications Business Unit develops 
semiconductor circuits for use in local area networks and 
digital telephony. NCR develops local area digital com- 
munication network circuits, these circuits are for net- 
works usually less than 50,000 meters and connecting up 
to 1024 nodes. Local area network speeds range from 
1200 bits per second to greater than 100 MB/S. These 
circuits support 802 Standards, PC Networks, Factory 
Automation Networks, Office Automation Networks, 
CAE and CAD Networks and Backbone Networks. 


Digital telephony circuits include Digital Tele- 
com as well as Integrated Services Digital Networks 
(ISDN). These circuits support digital applications on 
existing twisted pair wiring circuits as well as fiber optic 
networks. They include ISDN interfaces, PBX’s, and 
central office applications. 


NCR Memory Products 


NCR Memory products group has moved from 
Miamisburg, Ohio to Fort Collins, Colorado and is a 
part of the Customer Owned Tooling (COT) group. 


NCR offers a full line of high performance 
CMOS and NMOS read-only memories (ROM) with a 
variety of pinouts, access times, and packages (DIP, 
PLCC, Fpp). NCR’s strong manufacturing capability al- 
lows for fast turn around of both prototype and produc- 
tion quantities. NCR provides the customer service 
levels and the engineering support required of a major 
supplier of ROM’s in today’s market. 
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NCR Military Products 


NCR Microelectronics Military group, now lo- 
cated in Colorado Springs, Colorado, is dedicated to 
providing both standard and ASIC products to the mili- 
tary market. 


It offers a comprehensive quality system based 
on the MIL-Q-9858A. Devices can be screened and 


qualified to MIL-STD-883C, Method 5004/5005 and 
5010 on a stand-alone basis. 


The NCR Microelectronics Military group is 
expanding its capabilities and expects several new stan- 
dard and ASIC products to be included in its offerings 
this year. | 
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NCR QUALITY 


NCR Microelectronics Division — A 
History of Quality 


The NCR Corporation was founded over 100 
years ago with the invention of the cash register. Since 
then it has been one innovation after the other. Today 
NCR Corporation is a multi-billion dollar manufacturer 
of diversified business and technology products includ- 
ing computer systems, peripherals, retail and banking 
terminals and semiconductors. 


NCR established its first microelectronics labo- 
ratory in 1963 to stay abreast of the emerging semicon- 
ductor technology. The laboratory was expanded in 
1966, and by 1968 NCR’s first production MOS circuits 
were produced. NCR created the Microelectronics Divi- 
sion in 1971 with the opening of its first manufacturing 
plant located in Miamisburg, Ohio to manufacture ad- 
vanced integrated circuits for internal use. NCR ex- 
panded its Microelectronics operation in 1975 with a 
second production facility in Colorado Springs, Colo- 
rado and in 1979 added a third facility in Fort Collins, 
Colorado. 


In 1981 NCR Microelectronics became an au- 
tonomous division and began selling its products to the 
merchant market. And by 1984 the division had become 
the market leader in the standard cell sector of the semi- 
custom application specific ICs (ASIC) market serving 
customers with commercial, industrial, automotive and 
military applications. 


In addition to standard cell devices NCR Mi- 
croelectronics also manufactures an extensive line of 
state-of-the-art VLSI devices including gate arrays, peri- 
pheral ICs, logic devices, digital signal processing de- 
vices, microprocessors, and memories. | 


A Commitment to Quality 


“‘NCR Corporation is totally committed to 
maintaining a reputation for excellence second to none in 
the markets we serve. We intend to maintain this reputa- 
tion by providing only defect-free products and error- 
free services.” 


Charles E. Exley Jr. 


Chairman of the Board and President 
.NCR Corporation 
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Mr. Exley’s statement, from our highest level 
of management, exemplifies the commitment to quality, 
reliability and customer satisfaction NCR has held for 
over 100 years. 


The NCR goal in all products is to exceed the 
customer’s quality and reliability requirements by build- 
ing quality in. Of course, we test each device exten- 
sively, but testing alone cannot insure long-term 
reliability. 


Each of NCR Microelectronics standard prod- 
ucts, cell libraries and processes has been extensively 
characterized and qualified. Our quality assurance engi- 
neers work closely with standard product, standard cell 
and gate array IC designers, as well as, computer-aided 
design software engineers and process engineers to as- 
sure that long-term product quality is an integral part of 
every NCR standard or ASIC device. 


At NCR we have learned that not only must 
each and every element of the design and manufacturing 
process be fully validated, but that they must also be va- 
lidated as an entire system—from processing to worksta- 
tion simulations. For example, in the design process, 
strict design rules with carefully controlled margining 
requirements are used to insure products meet or exceed 
customer quality and reliability requirements. In the fab- 
rication and assembly operation, Statistical Process Con- 
trol (SPC) is the key to maintaining a high level of 
confidence. 


Of course each ASIC device receives full 
screening, testing and qualification prior to shipment, 
but without built-in quality attributes, long term reliabil- 
ity could not be ensured. And at NCR quality is not mea- 
sured in percent of failed devices received by our 
customers, but rather the reliability of the devices over 
the long haul. 


Additionally, NCR supports a program of con- 
tinuous quality improvement. This includes working 
closely with customers to help insure that applications 
are consistent with the intended use of the product. 
When problems are encountered, NCR maintains a 
closed loop corrective action system to insure that prob- 
lems are resolved and corrected in a timely manner. 


All of this attention to quality and reliability has 
paid off—for NCR and our customers. As a result of our 
exceedingly high standards, NCR Microelectronics has 
an AQL level much better than the industry average. 
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Quality is a System 


. Behind. NCR’s reputation for excellence in 
quality and reliability is a comprehensive quality system 
based upon MIL-Q-9858A. This system provides de- 
tailed documentation of our design and manufacturing 
processes as well as for the handling, testing and inspec- 
tions of the raw material and work-in-process. It also 
documents manufacturing operation controls, final ac- 
ceptance and delivery. Here are some of the key ele- 
ments of that system. | 


¢ Defect Prevention 


NCR Microelectronics is committed to the phi- 
losophy that defect prevention is the most effective 
means of assuring the quality of all products and serv- 
ices. As a result of this commitment, defect prevention is 
practiced throughout every phase of the operation. 


Quality is designed into our products through 
the use of documented design rules and procedures. 
Comprehensive design reviews are conducted to ensure 
the product design conforms to specifications. Process- 
ing is accomplished under documented controlled condi- 
tions thereby providing the highest quality throughout 
the fabrication process. Extensive characterization and 
reliability verification testing can be performed to help 
ensure that products are defect-free and peor reliably 
over an extended period of time. 


° Closed Loop Corrective Action 


A Closed Loop Corrective Action (CLCA) sys- 
tem is in place at NCR Microelectronics to ensure that 
problems are resolved in a timely manner. The basic ele- 
ments of the system include: | 


. Problem identification 
. Investigation and determination of cause 
. .Corrective action to eliminate the problem and pre- 
vent its recurrence 
... Verification that the corrective action has eliminated 
the problem 


e Configuration Control 
Configuration control procedures ensure that 


product designs are fully documented and production 
changes are implemented in a controlled manner. With 


this procedure, customers are assured of complete con- 
figuration accountability of the end item. Engineering 
documentation is handled under strict change control 
procedure utilizing request for change and engineering 
change notice procedures. Engineering changes are do- 
cumented using part number and revision letter control. 
Change implementation is monitored, tracked and re- 
corded to ensure that changes are incorporated into pro- 
duction as scheduled. Configuration accountability 
records are maintained to allow complete design tra- 
ceability of the completed end item. 


e Calibration of Equipment 


The procedures used by NCR for calibrating 
manufacturing and testing equipment are based upon 
MIL-C-45662, Calibration System Requirements. These 
procedures are designed to ensure that all measurements 
are accurate and reliable. Calibration of NCR’s manu- 
facturing and testing equipment is performed in accord- 
ance with the manufacturer’s recommendations or those 
proven by the National Bureau of Standards. Calibra- 
tions are performed in-house or by a certified laboratory 
depending upon the type and complexity of the equip- 
ment. NCR’s calibration system includes machine label- 
ing and record documentation system designed to ensure 
that calibrations are performed on schedule. 


e Supplier Quality Management 


NCR is committed to doing business with se- 
lected suppliers who have demonstrated their ability to 
constantly deliver defect-free products as scheduled. 
Suppliers are selected by NCR based upon evaluation 
and audits of their quality systems and their capabilities 
for meeting the specified quality requirements. NCR’s 
supplier evaluation criteria include: 


...Commitment to quality 

. .Proven ability to produce defect-free product 

. . Well documented processes that are under strict con- 
trol 

. .Use of statistics to evaluate process capabilities 

. .Engineering expertise and design maturity 

. .Engineering change control procedures 

. .Test documentation, inspection records, certification 
of performance, quality reports on a regular basis 

. Corrective action system with ability to resolve 
problems in a timely manner 

. .Continuous quality improvement program 

. .Flow down procedures for second source suppliers 
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e Statistical Process Control 


NCR uses Statistical Process Control (SPC) as 
one of the key elements in their systems to build in qual- 
ity and reliability. For example, within wafer fabrica- 
tion, critical process parameters are charted to monitor 
the on-going statistical performance of the process. The 
targeted performance standard of each monitored proc- 
ess is continually raised resulting in ever improving per- 
formance. Numerous other process parameters are 
monitored throughout the manufacturing, qualification 
and support process to assure conformance to docu- 
mented requirements. 


e Wafer Fabrication 


After the device is approved for production, 
stringent process and assembly controls are used to build 
in quality and reliability. Within wafer fabrication, over 
150 critical process parameters are monitored to assure 
performance of the process. The following quality assur- 
ance functions are just some of the functions performed 
during wafer fabrication: 


. .After Develop Inspections (ADIs) performed at each 
masking level 
...After Etch Inspection (AEIs) performed at each 
masking level 
. .All critical process operations implemented on statis- 
tical process control (SPC) chart 
. .In-process QC audits and final QC wafer lot accept- 
ance gate 
. .CV sampling performed for every lot 
...Profile testing of critical parameters 
. .100% die probe 
. ..QC lot acceptance for assembly 


Quality and Reliability Testing Procedures 


NCR offers complete quality assurance services 
to provide the optimum high reliability solution to meet 
your system requirements. At NCR, end items are thor- 
oughly tested to ensure conformance to specified re- 
quirements. For military and high reliability 
applications, NCR supports the stringent MIL-STD- 
883C, Method 5004/5005 and Method 5010 screening 
and quality conformance inspection test methods and on 
a stand-alone basis. These testing procedures are 
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designed to insure that the quality and reliability of the 
completed device conforms with the applicable procure- 
ment document. Additionally, NCR can support cus- 
tomer requirements for special screening and 
qualification testing procedures. 


Methods 5004 and 5005 are companion test 
methods establishing total lot screening and quality con- 
formance inspection procedures for microcircuits. 
Method 5010 is a relatively new all inclusive screening 
and qualification procedure for custom and semicustom 
microcircuits with low production volume requirements. 


Using Method 5010 as an example, the testing 
and evaluation procedure involves four major areas: 


..-Element Evaluation—This series of tests involve 
the materials for device assembly, i.e. wafers, die and 
packages. 


...Process Control—These tests are performed to en- 
sure the integrity of the die attachment and wire bonding 
process. 


..-100% Device Screening—This series of rigorous 
tests are performed on assembled devices to ensure the 
quality and reliability levels specified by the device 
specification has been achieved. 


..-Quality Conformance Inspection—This group of 
tests establishes qualification and quality conformance 
inspection procedures for initial device qualification, re- 
qualification and retention of qualification. These qual- 
ity conformance tests consist of Group A, B, C and D. 


e Group A—Electrical tests performed on an 
inspection lot that has already passed 100% screening. 


e Group B—Environmental tests designed to 
test the integrity of the fabrication and assembly proc- 
esses. 


e Group C—Die related test conducted on a 
three month periodic basis, as required. 


¢ Group D—Package related tests conducted 
on a six month periodic basis, as required. 
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° High Rel ASIC 


These products are available in commercial, in- 
dustrial, automotive and military temperature ranges and 
a variety of screening procedures including MIL-STD- 
883C Method 5004/5005 and Method 5010, on a stand 
alone basis. ; 


NCR’s ASIC CMOS product family is com- 
prised of both standard cells and gate arrays all screened 
for operation in the automotive temperature ranges and 
military temperature range. Standard cells are offered in 
2um double-level-metal (DLM) and 3m single-level- 
metal (SLM). Gate arrays are provided in 25m double- 
level-metal with complexity ranging from 600 to 8,500 
usable gates. 


NCR’s automotive products group is based in 
Colorado Springs, Colorado. This plant is NCR’s new- 
est microelectronics factory and features an automotive 
design center, 1.5-micron fabrication capability, testing, 
and qualification. The automotive products group sup- 
plies full custom, cell based and gate array products to 
the automotive and high-temp industrial markets. 


The Miamisburg plant is home to the Mi- 
croelectronics Division’s Military Products Unit. The 
plant offers a military applications design center, on-site 
fabrication, and back-end screening, testing and qualifi- 
cation to a variety of Mil standards. The Military Prod- 
ucts Group is dedicated to supplying both standard and 
ASIC devices screened to military requirements. 


NCR’s CMOS devices, using our semicustom 
design approach, have the characteristics essential to 
military and automotive systems including high reliabil- 
ity in rugged environments, low power consumption, 
and high immunity to noise and power supply variations. 


10 


A Commitment to Customer 
Satisfaction 


NCR’s commitment to quality, reliability and 
customer satisfaction is an integral part of corporate pol- 
icy and philosophy. And it’s been that way since 1884 
when NCR’s founder, John H. Patterson, set the stan- 
dards that NCR follows today. | 


Patterson’s premise was simple. Build each 
product the best it could be built and provide a level of 
service to customers which exceeds their expectations. 
Patterson knew that if each employee believed and lived 
that premise, success for his newly founded company 
would be assured. Today, as then, everyone at NCR is 
committed to continue its successful growth in the mar- 
kets we serve by striving to provide defect-free products 
and error-free services to each of our customers. 


Every NCR employee is motivated to ensure 
our customer’s satisfaction in our products and services. 
It’s this commitment to customer service that forms the 
underlying foundation on which our Quality Assurance 
Program is based. At NCR we feel this is a fundamental 
part of quality. Testing for quality is an important func- 
tion, but we believe that the long-term reliability cannot 
be tested-in. Reliability begins and ends with people. 
People committed to product and service excellence. 


At NCR, when we say, “We Take Customer 
Satisfaction Personally,’ - we mean it. 
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NCR PLANTS/PRODUCT LINES 


FORT COLLINS 


COLORADO SPRINGS 
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Commercial ASIC Products 

Digital Signal Processing Products 
Customer Owned Tooling/Memory Products 
Telecommunications Products 

Software Development 


2001 Danfield Court 
Fort Collins, CO 80525 
(303) 226-9500 


SCSI Products 

Graphics Products 

Military ASIC Products 
Automotive ASIC Products 
Distribution 

Internal Marketing 


1635 Aeroplaza Drive 
Colorado Springs, CO 80916 
(303) 596-5611 or 

(800) 525-2252 
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Northwestern U.S. 
WYOMING 
NEBRASKA 


NCR Microelectronics Division Regional Territories 


. Northeastern U.S. 
NORTH DAKOTA ties A 
IDAFO ‘i 
SOUTH DAKOTA in‘) 
oa 
PENNSYLVANIA ‘] 




















SOUTH 
CAROLINA 


Southeastern U.S. 





Southwestern U.S. 


NEW MEXICO 


OKLAHOMA 









ARKANSAS 







ARIZONA 









GEORGIA 





ALABAMA 






LOUISIANA . 


FLORIDA 


NORTHEASTERN AREA SALES OFFICE 


SOUTHEASTERN OFFICE 


NORTH CENTRAL OFFICE 


SOUTH CENTRAL OFFICE 


NORTHWESTERN AREA SALES OFFICE 


NCR Microelectronics Division 
400 W. Cummings Park 

Suite 2750 

Woburn, MA 01801 

Phone: (617) 933-0778 


NCR Microelectronics Division 
700 Old Roswell Lakes Pkwy. 
Suite 250 

Roswell, GA 30076 

Phone: (404) 587-3736 


NCR Microelectronics Division 
33 West Higgins Road 

South Barrington, IL 60010 
Phone: (312) 426-4600 


NCR Microelectronics Division 
400 Chisholm Place, Suite 100 
Plano, TX 75075 

Phone: (214) 578-9113 


NCR Microelectronics Division 
3130 De la Cruz Blvd. 

Suite 209 

Santa Clara, CA 95054-2410 
Phone: (408) 727-6575 


SOUTHWESTERN REGIONAL SALES OFFICE 
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NCR Microelectronics Division 
1940 Century Park East 

Los Angeles, CA 90067 
Phone: (213) 556-5231 
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NCR SALES REPS AND DESIGN CENTERS 


Cross Referenced by State/International Area 
February 15, 1988 
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ALABAMA 

Electronic Manufacturers Agents 
309 Jordan Lane 

Huntsville, AL 35805 
205-830-4030 


ARIZONA 

Sun State Technical, Inc. 
Suite 115 

2323 East Magnolia 
Phoenix, AZ 85034 
602-220-0595 


ARKANSAS 

ION Associates, Inc. 
1504 109th Street 

Grand Prairie, TX 75050 
214-647-8225 


CALIFORNIA 

(North) 

Quorum Technical Sales 
Building 12 

4701 Patrick Henry Drive 
Santa Clara, CA 95054 
408-980-0812 


(South) 


Leading Concept Technologies, Inc. 


3900 Birch Street, Suite 104 
Newport Beach, CA 92660 
714-851-0654 


(San Diego and 
Imperial Counties) 
Earle Associates, Inc. 
Suite 200 

7585 Ronson Road 
San Diego, CA 92111 
619-278-5441 


COLORADO 
Electrodyne 

Suite 110 

2620 South Parker Road 
Aurora, CO 80014 
303-695-8903 
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CONNECTICUT 

John E. Boeing Co., Inc. 

139 Billerica Road 
Chelmsford, MA 01824-3501 
617-256-5800 


DELAWARE 
OPEN 


DISTRICT OF COLUMBIA 
OPEN 


FLORIDA 

Delmac Sales, Inc. 

1701 West Hillsboro Boulevard 
Suite 304 

Deerfield, FL 33441 
305-427-7788 


Delmac Sales, Inc. 

1963 Corporate Square Drive 
Suite 106 

Longwood, FL 32750 
305-831-0040 


Delmac Sales, Inc. 
1170 Woodlawn Street 
Clearwater, FL 34616 
813-443-2622 


GEORGIA 

Electronic Manufacturers Agents 
620 Colonial Park Drive 
Roswell, GA 30075 
404-992-7240 


IDAHO 

Electrodyne 

Suite 120 

825 East 4800 South Street 
Salt Lake City, UT 84107 
801-264-8050 


ILLINOIS 

(South of I-74) 
Dy-Tronix, Inc. 

3407 Bridgeland Drive 
Bridgeton, MO 63044 
314-291-4777 
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ILLINOIS (Continued) 
(North of I-74) 

Eagle Technical Sales 
1805-B Hicks Road 

Rolling Meadows, IL 60008 
312-991-0700 


(Rock Island County) 
Aldridge Associates, Inc. 
7138 Shady Oak Road 

Eden Prairie, MN 55344-3517 
612-944-8433 


INDIANA 

Bailey’s Electronics Sales 
87 Bali Hai 

Carmel, IN 46032 
317-846-5578 


IOWA 

Aldridge Associates, Inc. 
7138 Shady Oak Road 

Eden Prairie, MN 55344-3517 


KANSAS 

Dy-Tronix, Inc. 

Suite 322 

1999 Amidon 

Wichita, KS 67203-2124 
316-838-0884 


Dy-Tronix, Inc. 

Suite 106 

5001 College Boulevard 
Leawood, KS 66211 
913-339-6333 


KENTUCKY 

(W of I-75) 

Bailey’s Electronics Sales 
87 Bali Hai 

Carmel, IN 46032 
317-846-5578 


(E of I-75) 

Arthur Baier Company 
7480 Kingswood Drive 
Westchester, OH 45069 
513-779-2395 
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LOUISIANA 

ION Associates, Inc. 
1504 109th Street | 
Grand Prairie, TX 75050 
214-647-8225 


MAINE 

John E. Boeing Co., Inc. 

139 Billerica Road 
Chelmsford, MA 01824-3501 
617-256-5800 


MARYLAND 
OPEN 


MASSACHUSETTS 

John E. Boeing Co., Inc. 

139 Billerica Road 
Chelmsford, MA 01824-3501 
617-256-5800 


MICHIGAN 

Rathsburg Associates, Inc. 
17600 Northland Park Court 
Suite 100, P.O. Box 5037 
Southfield, MI 48086-5037 
313-559-9700 


MINNESOTA 

Aldridge Associates, Inc. 
7138 Shady Oak Road 

Eden Prairie, MN 55344-3517 


MISSISSIPPI 

Electronic Manufacturers Agents 
309 Jordan Lane 

Huntsville, AL 35805 
205-830-4030 


MISSOURI 
Dy-Tronix, Inc. 

3407 Bridgeland Drive 
Bridgeton, MO 63044 
314-291-4777 


MONTANA 

Electrodyne 

Suite 120 

825 East 4800 South Street 
Salt Lake City, UT 84107 
801-264-8065 
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NEBRASKA 
Dy-Tronix, Inc. 

Suite 322 

1999 Amidon 

Wichita, KS 67203-2124 
316-838-0884 


NEVADA 

(All, excluding) 

Quorum Technical Sales 

4701 Patrick Henry Drive, Bldg. 12 
Santa Clara, CA 95054 
408-980-0812 


(Clark County) 

Sun State Technical, Inc. 
Suite 115 

2323 East Magnolia 
Phoenix, AZ 85034 
602-220-0595 


NEW HAMPSHIRE 

John E. Boeing Co., Inc. 

139 Billerica Road 
Chelmsford, MA 01824-3501 
617-256-5800 


NEW JERSEY 

(North) 

Comtronic Associates, Inc. 
555 Braod Hollow Road 
Melville, NY 11747 
516-249-0505 


(South) 

TCA, Inc. 

1570 McDaniel Drive 
West Chester, PA 19380 
215-692-6853 


NEW MEXICO 

Nelco Electronix 

4801 General Bradley, N.E. 
Albuquerque, NM 87111 
505-293-1399 


NEW YORK 

(All except L.I.) 

Ontec Electronic Marketing 
167 Flanders Street 
Rochester, NY 14619 
716-464-8636 
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NEW YORK (Continued) 
Ontec Electronic Marketing 
16 Gabriella Road 

P.O. Box 525 

Wappinger Falls, NY 12590 
914-462-7374 


(Long Island) 

Comtronic Associates, Inc. 
555 Broad Hollow Road 
Melville, NY 11747 
516-249-0505 


NORTH CAROLINA 
Electronics Manufacturers Agents 
Suite 204 

6604 Six Forks Road 

Raleigh, NC 27609 
919-846-6888 


NORTH DAKOTA 

Aldridge Associates, Inc. 
7138 Shady Oak Road 

Eden Prairie, MN 55344-3517 


OHIO 

Arthur Baier Company 
Suite 106 

6690 Beta Drive 
Cleveland, OH 44143 
216-461-6161 


Arthur Baier Company 
4940 Profit Way 
Dayton, OH 45414 
513-276-4128 


Arthur Baier Company 
7395 Mapleleaf Boulevard 
Worthington, OH 43085 
614-764-1144 


Arthur Baier Company 
7480 Kingswood Drive 
Westchester, OH 45069 
513-779-2395 


OKLAHOMA 

ION Associates, Inc. 
1504 109th Street 

Grand Prairie, TX 75050 
214-647-8225 
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OREGON 

Westerberg & Associates 
7165 SW Fir Loop 
Portland, OR 97224 
503-620-1931 


PENNSYVLANIA 
(West) 

Arthur Baier Company 
Suite 106 

6690 Beta Drive 
Cleveland, OH 44143 
216-461-6161 


(East) 

TCA, Inc. 

1570 McDaniel Drive 
West Chester, PA 19380 
215-692-6853 


RHODE ISLAND 

John E. Boeing Co., Inc. 

139 Billerica Road . 
Chelmsford, MA 01824-3501 
617-256-5800 


SOUTH CAROLINA 
Electronics Manufacturers Agents 
309 Jordan Lane 

Huntsville, AL 35805 
205-830-1947 


SOUTH DAKOTA 

Aldridge Associates, Inc. 
7138 Shady Oak Road 

Eden Prairie, MN 55344-3517 
612-944-8433 


TENNESSEE 

East (Eastern Time Zone) 
Electronic Manufacturers Agents 
620 Colonial Park Drive 
Roswell, GA 30075 
404-992-7240 


West (Central Time Zone) 
Electronic Manufacturers Agents 
309 Jordan Lane 

Huntsville, AL 35805 
205-830-4030 
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TEXAS 

(All, excluding) 

ION Associates, Inc. 
1504 109th Street 

Grand Prairie, TX 75050 
214-647-8225 


ION Associates, Inc. 

Suite #100, Bldg. A 

12731 Research Boulevard 
Austin, TX 78759 
512-331-7251 


ION Associates, Inc. 

14347-A Torrey Chase Boulevard 
Houston, TX 77014-1696 
713-537-7717 


(El Paso County) 

Nelco Electronix 

4801 General Bradley, N.E. 
Albuquerque, NM 87111 
505-293-1399 


UTAH 

Electrodyne 

Suite 120 

825 E. 4800 South Street 
Salt Lake City, UT 84107 
801-264-8050 


VERMONT 

John E. Boeing Co., Inc. 

139 Billerica Road 
Chelmsford, MA 01824-3501 
617-256-5800 


VIRGINIA 
OPEN 


WASHINGTON 

Westerberg & Associates 

12505 Bell-Red Road, Suite 112 
Bellevue, WA 98005 
206-453-8881 


WEST VIRGINIA 
Arthur Baier Company 
Suite 106 

6690 Beta Drive 
Cleveland, OH 44143 
513-461-6161 
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WISCONSIN 

Eagle Technical Sales 
1805-B Hicks Road 

Rolling Meadows, IL 60008 
312-991-0700 


WYOMING 
Electrodyne 

Suite 110 

2620 South Parker Road 
Aurora, CO 80014-1660 
303-695-8903 


CANADA, excluding 
Cantec Representative, Inc. 
1573 Laperriere Avenue 
Kttawa, Ontario, CANADA 
K1Z 7T3 

613-725-3704 


Cantec Representatives, Inc. 

8 Strathearn Avenue - Unit #18 
Brampton, Ontario, CANADA 
L6T 4L8 

416-791-5922 


Cantec Representatives, Inc. 
3639 Sources Road, Suite 116 
Dollard des Ormeaux 
Quebec, CANADA H9B 2K4 
514-683-6131 


(Alberta & Br. Columbia) 
OPEN 


CUIDAD, MEXICO (only) 
Nelco Electronix 

4801 General Bradley, N.E. 
Albuquerque, NM 87111 
$05/293-1399 


UNITED KINGDOM AND 
CENTRAL EUROPE 
Manhattan Skyline, Ltd. 
Manhattan House, Bridge Road 
Maidenhead, Berkshire 
England, $16 8DB 
44-628/75851 


NCR Overview 04/88 


UNITED KINGDOM AND 
CENTRAL EUROPE (Continued) 
Manhattan Skyline Halbleiter und 
Computerperipherie Vertriebs GmbH 
Weisbadener Str. 5/5a 

D-6204 Taunusstein-Hahn 

West Germany 

49-6128/23044 


ITALY 

Skylab s.r.1. 

Electronic Components 
Piazza Carbonari 12 
20125 Milano 

Italy 
011/39-2-688-3806 


FRANCE 

Futur IDS 

26, Rue de Versailles 
78150 Le Chesnay 
France 
011/39-63-2626 


JAPAN 

Japan Macnics Corporation 
516 Imaimanami-Cho 
Kawasaki City, Kanagawa 
211 Japan 
011/81-44-711-0022 


HONG KONG 

Printed Circuits Int’] (HK), Ltd. 
3rd Floor, Kin Yip Factory Bldg. 
9 Cheung Yee Street 

Cheung Sha Wan 

Kowloon, Hong Kong 
011/85-3743-1366 


KOREA 

Dongah Trading Corporation 

7F, Dongah Building 

14--2 Yoido-Dong, Youngdeungpo-GU 
C.P.O. Box 1815 

Seoul, Korea 

011/82-2-784-8312 
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SINGAPORE 


Datasource Electronics Private Ltd. 


1296 Toa Payoh Lor 1 

#04-01 Siong Hoe Int’] Building 
Singapore 1231 
011/65-258-2752 or 5066 


TAIWAN 

Prospect Technology Corporation 
5, Lane 55, Long-Chiang Road 
Taipei, Taiwan 
011/886-2-721-9533 
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AUSTRAILIA, NEW ZEALAND 
Energy Control Pty Ltd. 

26 Boron Street 

Sumner Park Qld. 4074 

P.O. Box 6502, Goodna Qld. 4300 
Brisbane, Australia 
011/61-7-376-2955 
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53C90 ENHANCED SCSI PROCESSOR 


Introduction 
General Description 


The NCR 53C90 Enhanced SCSI Processor 
(ESP) is a high performance CMOS device which imple- 
ments the ANSI X3.131-1986 SCSI Standard. The 
53C90 operates in both the initiator and target roles and 
can therefore be used in host adapter and control unit 
applications. 


The 53C90 performs such functions as bus arbi- 
tration, selection of a target or reselection of an initiator. 
It handles message, command, status and data transfer 
between the SCSI bus and its 16 byte internal FIFO or a 
buffer memory. 


With its high level of integration, the ESP re- 
places SCI interface circuitry, which typically consists of 
discrete devices, external drivers, and/or lower per- 
formance SCSI controllers. 


The ESP maximizes protocol efficiency by uti- 
lizing a command pipeline, composed of a dual-ranked 
command register and transfer counter, and combination 
commands to minimize host intervention. The 53C90 
also maximizes Transfer Rates by sustaining Asynchro- 
nous data rates over 3.0 MBytes/sec and Synchronous 
data rates of 5.0 MBytes/sec. With its on-chip 48 mA 
single-ended drivers and receivers, the ESP can be di- 
rectly connected to the SCSI bus, hence minimizing 
board space requirement. The highly integrated struc- 
ture utilized by the ESP provides several benefits to its 
users. 


Enhanced SCSI Processor (ESP) Features 
Summary 


e Support of ANSI X3.131-1986 SCSI 
standard 


e Buffer Controller interface for I/O and fast 
DMA 


e On-chip 48 mA single-ended drivers and 
receivers 


¢ Control logic for differential transceivers 


e Parity generation with optional checking 
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Initiator and target roles supported 


Asynchronous data transfers over 3.0Mbytes 
per second 


Synchronous data transfers to 5.0Mbytes per 

second 

—Programmable synchronous transfer 
period 

—Programmable synchronous transfer off- 
sets up to 15 


Sixteen-byte data FIFO between the DMA 
and SCSI channels 


Pipelined command structure 


Common SCSI sequences without micropro- 

cessor intervention 

—Selection sequence, from arbitration 
through command 

—Reselection sequence, from arbitration 
through message 

—Bus-initiated selection through received 
command 

—Bus-initiated reselection through received 
message 

—Command complete sequences 

—Terminate and disconnect sequences 


Interrupts microprocessor only when service 

is required 

—Disconnect or bus reset 

—Selection/reselection sequence complete 

—Target mode command complete or ATN 
detected 

—Initiator mode command complete or 
phase change detected 

—Waits until the phase is stable and REQ is 
asserted 


Clock rate up to 25 MHz 


Interfaces to eight-bit microprocessor data 
bus with minimal support logic 


CMOS low power requirements 


68 pin PLCC and 80 pin QFP packages 
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ESP Pin Description 


The ESP pins are described below. The pin type is indi- 
cated by “I” for input, ““O”’ for output and “‘B”’ for bi- 
directional. 


DMA Interface Pins 


DMA Interface 


es. ae 
fons tsne } Suef beseaign 


DB7-DBO Active-high data bus connected to the DMA Controller, CPU 
and buffer memory. Each pad contains a pullup to Vdd 
(12.5K Q minimum). 


SCSI 
PRODUCTS 


Active-high address bus which specifies one of the ESP's 
internal registers for reading or writing. 


Active-low chip select signal which enables access to the 
ESP's internal registers. CS/ and DACK/ must never be active 
at the same time. 


Active-low read signal which enables ESP data onto DB7-DBO. 
CS/ or DACK/ must also be active. 


Active-low write signal which strobes DB7-DBO data into the ESP. 
CS/ or DACK/ must also be active. 


Active-high DMA request to the DMA Controller. 


Active-low DMA acknowledge signal from the DMA Controller. 
CS/ and DACK/ must never be active at the same time. 


Active-low, open drain interrupt signal to the microprocessor. 
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Miscellaneous Pins 
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Miscellaneous Pins 
Pin | Type | Signal Description 


RESETO 


Active-high initiator group select signal. This pin is high whenever 
the ESP. is in initiator mode. It is used in differential mode to enable 
the initiator signals (ACKO/, ATNO/). When low the ESP should 

be receiving these signals. — 


Active-high target group select signal. This pin is high whenever 
the ESP is in target mode. It is used in differential mode to 
enable the target signals (REQO/, MSGO/, CDO/, |00/). When 
low the ESP should be receiving these signals. 


Differential mode enable. When this pin is grounded the ESP 
operates in single-ended mode, with separate SCSI data input 
and output buses. When this pin is high the ESP operates in 
differential mode, with bidirectional SCSI data on the SDI pins 
and active high differential transceiver enables on the SDO pins. 


Active-high chip reset. When this pin is high the ESP registers 
and sequencers are initialized. This pin must not be connected to 
the RESETO pin. | 


Active-high reset output. This pin is asserted whenever the 
RESET input pin is active. Itis also asserted when a SCSI 
reset interrupt timeout occurs. 


Square wave clock which generates internal chip timing. The 
maximum frequency is 25 MHz. For synchronous transfers, 
the minimum is 13 MHz. A minimum of 10MHz is required for 
asynchronous transfers. 

+5V power input (2 pins) 


Ground reference (6 pins) 
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SCSI Bus Interface Pins 


SCSI Bus Interface 
pa [tpe| Slonal Descrpton 


SDO7/-SDO0/ | 48 mA, open drain SCSI data/parity bus. In single-ended mode (DIFFM=0), 
these pins output active-low data signals to the SCSI bus. In differential mode 

SDOP/ (DIFFM=1), these pins are used to control the direction of external differential 
transceivers. When a pin is high, the direction is out to the SCSI bus. 


w” 
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SDI7/-SDI0/ Schmitt trigger, active-low SCSI data/parity bus. In single-ended mode 

SDIP/ (DIFFM-0), these pins are used strictly for input from the SCSI bus. In 
differential mode (DIFFM=1), these pins carry bidirectional data/parity to 
and from the external SCSI bus transceivers. 





48 mA, open drain SCSI select signal. In single-ended mode, this pin is active 
low. In differential mode, this pin is active high. The pin is asserted by the chip 
when it attempts to select or reselect a SCSI device. 


BSYO/ 48 mA, open drain SCSI busy signal. In single-ended mode, this pin is active 
low. In differential mode, this pin is active high. 


ATNO/ 48 mA, open drain, active-low SCSI attention signal. This pin is only asserted 
when the ESP is in initiator mode. 


ACKO/ 48 mA, open drain, active-low SCSI acknowledge signal. This pin is only 
asserted when the ESP is in the initiator mode. 


REQO/ 48 mA, open drain, active-low SCSI request signal. This pin is only asserted 
when the ESP is in target mode. 


MSGO/, 48 mA, open drain, active-low SCSI phase signals. These pins are only 
CDO/, lOO/ asserted when the ESP is in target mode. | 


RSTO/ 48 mA, open drain SCSI reset signal. In single-ended mode, this pin is active 
low. In differential mode, this pin is active high. 


SELI/ Schmitt trigger, active-low SCSI select signal. 

BSYI/ Schmitt trigger, active-low SCSI busy signal. 

REQI/ Schmitt trigger, active-low SCSI request signal. 
ACKI/ Schmitt trigger, active-low SCSI acknowledge signal. 
MSGI/ Schmitt trigger, active-low SCS! message signal. 
CDI/ Schmitt trigger, active-low SCSI control/data signal. 


1Ol/ Schmitt trigger, active-low SCSI input/output signal. 


ATNI/ Schmitt trigger, active-low SCSI attention signal. 





RSTI/ Schmitt trigger, active-low SCSI reset signal. 
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Differential Mode Enable Pin 


The differential mode enable pin alters the 
SCSI data paths in the ESP. When the pin is grounded, 
the ESP operates in single-ended mode with the SDI and 
SDO buses providing separate input data and output 
data, respectively. That is, the ESP drives data out on 
SDO7/-SDOO/ and receives data on SD17/-SDIO/. The 
SCSI data and control pins are all negative true. 


When the differential mode enable pin is high, 
the SDI bus becomes a bidirectional data bus and the 
SDO bus is used to control the external differential trans- 
ceivers. The transceivers have positive true output en- 
ables and negative true input enables. They are 
configured as all driving or all receiving, except during 


ESP 68 Pin PLCC Pin Diagram 


ed SDIS/ 
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arbitration when only the bus ID bit is driven and all 
other bits are received. In addition, the polarity of the 
RSTO/, SELO/, and BSYO/ pins are set to positive true 
to enable external differential drivers for these signals. 


Since the TGS and IGS output pins are true 
when the ESP is in target or initiator mode, respectively, 
they may be used to enable external differential drivers 
for the target and initiator groups of signals: 


Target Signals Initiator Signals 
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User-Accessible Register and 
Counters 


The ESP has a number of registers which are 
used to configure, command, monitor, and pass data to 
the chip. These registers are listed in the table below and 
more fully described in the paragraphs that follow. 


Transfer counter lo 
(LSB) 

Transfer counter hi 
(MSB) 

FIFO 

Command 

Status 


Interrupt status 


Sequence step 
FIFO flags 
Configuration 
NCR Reserved 


Transfer count lo 
(LSB) 

Transfer count hi 
(MSB) 

FIFO 

Command 
Select/reselect bus 
ID 
Select/reselect 
timeout 

Sync period 
Sync offset 
Configuration 
Clock conversion 


factor 
NCR Reserved Test 


Transfer Counter - Address 0,1 (Read only) 


This 16-bit counter is used by the DMA com- 
mands and by the command sequence. It is loaded at the 
beginning of a DMA command (the contents of the 
Transfer Count Register is loaded into it) and when re- 
ceiving a SCSI command (it is loaded with the decoded 
length of the command). The counter may be read to 
help determine the number of bytes remaining to be 
transferred if a sequence terminates early. 


Transfer Count Register - Address 0,1 
(Write only) 


This 16-bit register is normally loaded prior to 
writing a command to the Command Register. The value 
in this register is transferred to the Transfer Counter at 
the beginning of a command which used DMA. The 
Transfer Count need only be loaded once for successive 
DMA command using the same count. Zero specifies 
maximum count (65536). 


FIFO Register - Address 2 (Read/Write) 
The FIFO is a 16-byte deep, first-in-first-out 


buffer between the SCSI bus and buffer memory. It is ac- 
cessible by the microprocessor via this register. 
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Command Register - Address 3 
(Read/Write) 


The Command Register is an eight-bit read/ 
write register used to give commands to the ESP. The re- 
gister is double ranked, enabling the microprocessor to 
stack commands to the ESP. Once the bottom command 
has been completed and reported, the top command (if 
present) will fall to the bottom and execute. The value of 
the last executed (or executing) command will be con- 
tained in the bottom of the Command Register. 


Bit7 Enable DMA 
When this bit is reset (0) and sending, the chip 
transmits data to the SCSI bus from the FIFO 
until it is empty. It does not modify the transfer 
counter. 


When this bit is reset (0) and receiving, the chip 
receives a single byte into the FIFO. It does not 
modify the transfer counter. 


When this bit is set (1) and sending, data will be 
transferred through the DMA channel into the 
FIFO. The counter is decremented as bytes are 
received by the DMA channel. Data will con- 
tinue to be transmitted to the SCSI bus from the 
FIFO until it is empty and the transfer counter 
is Zero. 


When this bit is set (1) and receiving, the chip 
receives from the SCSI bus the number of bytes 
specified in the transfer counter into the FIFO, 
decrementing the transfer counter as bytes are 
received. Data will be transferred to the DMA 
channel from the FIFO until it is empty and the 
transfer counter is zero. 


When this bit is receiving synchronous data in 
the Initiator mode, the transfer counter is decre- 
mented as bytes are removed by the DMA 
channel. The transfer completes when the 
transfer counter is zero. 


Bit 6-0 Command Code 
The ESP responds to 26 commands, by which 
the microprocessor can initiate data transfers, 
prepare the controller for selection, etc. Bits 6- 
4 specify the command mode: 


Bit 6 Disconnected Mode 
Bit5 Target Mode 
Bit 4 Initiator Mode 


Bit 3-0 specify the command within the 
mode group. 
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Command Summary 


The ESP’s Command set is listed in the following table. 


Bits 
7654 3210 


x000 0000 
x000 0001 
x000 0010 
x000 0011 


Flush FIFO 
Reset Chip 
Reset SCSI bus 


DISCONNECTED 


Reselect sequence 

Select without ATN sequence 
Select with ATN sequence 

Select with ATN and stop sequence 
Enable selection/reselection 
Disable selection/reselection 


po rGeT 


Send message 

Send status 

Send data 

Disconnect sequence 
Terminate sequence 

Target command complete sequence 
Disconnect 

Receive message sequence 
Receive command 

Receive data 

Receive command sequence 


Transfer information 

Initiator command complete sequence 
Message accepted 

Transfer pad 

Set ATN 


*External connection of the RSTO/ pin to RSTI/ pin causes an interrupt 
if the SCSI reset interrupt is not disabled in the Configuration Register. 


30 





NCR SCSI Products 04/88 


An illegal interrupt is generated if the ESP is 
not currently in the mode specified by bits 6-4, or if bits 
3-0 specify an unsupported command. 


Certain conditions clear the Command Regis- 
ter, aS summarized below: 


Chip reset 
e SCSI bus reset or disconnect 


¢ Completion of bus-initiated selection or rese- 
lection 


¢ Completion of a select command 


¢ Completion of a Reselect Command if ATN 
is asserted 


e Select or reselect timeout 


¢ Completion of a target disconnect or termi- 
nate command 


Bad parity received in the target mode 


Assertion of ATN in target mode 


Phase change during an initiator transfer 


Unexpected phase change during an initiator 
sequence 


Illegal command 


Note the RESET chip and RESET SCSI Bus 
commands execute as soon as they are loaded into the 
top of the Command Register. 


Status Register - Address 4 (Read only) 


This eight-bit read-only register contains fields to indi- 
cate the status of the chip and to qualify the reason for an 
interrupt. Because several of these fields are reset when 
the Interrupt Register is read, the Status Register should 
always be read prior to the Interrupt Register. The fields 
within the Status Register are defined below. 


vO 

C/D 

MSG 
Transfer Complete 
Transfer Count Zero 
Parity Error 
Gross Error 
Reserved 
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Bit 7 Reserved 


Bit6 ~~ Gross Error 
This status bit is set (1) when one of the follow- 
ing has occurred: 


1. The top of the FIFO has been overwritten 

2. The top of the Command Register has been 
overwritten 

3. A DMA transfer occurs in the wrong direc- 
tion 

4. A phase change occurs in the middle of an 
initiator synchronous data transfer. 


No interrupt is generated by the ESP when a 
gross error is detected. Bit 6 resets (O) if the In- 
terrupt Register is read when the interrupt pin is 
active. 


Bit5 Parity Error 
This bit is set to a one when parity is enabled in 
the Configuration Register and the ESP detects 
a parity error on a byte received from the SCSI 
bus. It is cleared if the Interrupt Register is read 
when the interrupt pin is active. 


Bit4 Transfer Count Zero 
This bit is set (1) when the Transfer Counter de- 
crements to zero. It resets when the Transfer 
Counter is loaded. 


Bit3 Transfer Complete 
This status bit is set to a one during the target 
command sequence if the received command is 
in one of the non-reserved groups (0, 1, 5, 6 or 
7). It is reset, if the Interrupt Register is read 
when the interrupt pin is active. 


Bits 2-0 SCSI Phase 
Bits 2 through 0 indicate the state of the SCSI 
MSG, C/D and I/O signals, respectively. These 
bits define the information phase being asserted 
by the target. 


Bits 
210 SCSI Bus Phase 


Data out 
Data in 
Command 
Status 
Reserved for future standardization 
Reserved for future standardization 
Message out 

Message in 
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Select/Reselect Bus ID Register - Address 4 
(Write only) 


The Select/Reselect Bus ID Register is a three- 
bit write-only register which specified the encoded desti- 
nation bus ID for a Select or Reselect command. (least 
significant 3 bits) 


Interrupt Status Register - Address 5 (Read 
only) 


This eight-bit read-only register is used in con- 
junction with the Status Register and Sequence Counter 
to determine the cause of an interrupt. 


RAR RAGA ES Ee 


Selected 

Selected with ATN 
Reselected 

Function Complete 
Bus Service 
Disconnect 

Itegal Command 
SCSI Reset Detected 


Bit 7 SCSI Reset Detected 
This bit is set if the SCSI reset interrupt disable 
bit is zero in the Configuration Register and the 
chip detects a reset on the SCSI bus. If the in- 
terrupt is not serviced in T1 ms, the chip will 
assert RESETO for T2 ps. (See below) 


INT/ | 


: 


pales =e: 
Tl = 2 (Clock Period) [(Clock Conversion 
Factor ®3841)-1] 


T2 = 2 (Clock Period) [(65) (Clock Conver- 
sion Factor)] 


Example: Clock = 24MHz, CCF = 5 


T1 = 1.60033ms 
T2 = 27.0833us 
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Bit6 Illegal Command 
This bit is.set when the ESP detects an unused 
code or illegal command. 


Bit5 Disconnect 

This bit is set when the ESP is in initiator mode 
and the target disconnects from the bus, or if a 
selection or reselection timeout occurs. In the 
target mode, this bit is set when the Terminate 
Sequence or Command Complete Sequence 
command disconnects the ESP from the SCSI 
bus. 


Bit4 —_ Bus Service 
In target mode, this bit is set when the ATN sig- 
nal is asserted, indicating the initiator is re- 
questing service. In initiator mode, this bit will 
be set on command completion unless a mes- 
sage is received and ACK is still asserted. 


Bit3 Function Complete 
This bit is set to indicate that an interrupting- 
type disconnected or target state command has 
completed. In initiator mode, this bit will be set 
when a message has been received and ACK is 
being asserted. 


Bit2 Reselected 
This bit is set to indicate the chip has been rese- 
lected as an initiator. 


Bit 1 Selected with ATN 
This bit is identical to the selected bit except it 
indicates that the initiator asserted ATN during 
selection. 


BitO Selected — 
This bit is set to indicate the chip has been se- 
lected as a target. 


Reading the Interrupt Register while the inter- 
rupt pin is active, causes the interrupt pin, Interrupt Sta- 
tus Register, and Sequence Step Registers to be cleared. 
Always read the Status Register (and the Sequence Step 
Register) prior to reading the Interrupt Register. If the 
ESP is waiting for the interrupt to be cleared to report 
the status of its command, the interrupt pin will be 
reasserted. 
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Select/Reselect Timeout Register - Address 
5 (Write only) 


The Select/Reselect Timeout Register is an 
eight-bit write-only register which specifies the amount 
of time to wait for a response during selection or reselec- 
tion. This register is typically loaded to specify a timeout 
period of 250 ms (93H at 24 MHz). To determine the 
value for other timeouts use the following equation: 


8192*CCF*tcp = TU 
T/TU = Register Value (convert to Hex) 


Where: CCF = Clock Conversion Factor 
(See next page) 
tcp = Input Clock Period 
TU = Time Unit 
T = Desired Timeout 


Note: Maximum timeout = 255TU 
Sequence Step - Address 6 (Read only) 


The Sequence Step Register is an eight-bit read- 
only register which indicates the current substep within 
certain ESP sequences when an interrupt occurs. The 
least significant three bits from an incrementing se- 
quence to indicate which steps of a sequence were exe- 
cuted prior to the interrupt. The upper five bits are 
reserved. (Refer to page 45) 


The sequences that utilize this register are: 


Target Initiator 
Bus Initiated Selection Select with ATN 


with ATN Bus Initiated 


Selection 

Receive Command Select with ATN and 
Sequence Stop 

Command Complete Select without ATN 
Sequence 


Disconnect Sequence 
Terminate Sequence 


Sequence Step 





Reserved 
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Synchronous Transfer Period Register - 
Address 6 (Write only) 


The Synchronous Transfer Period Register is a 
five-bit write-only register which specifies the minimum 
time between leading edges of successive REQ or ACK 
pulses. The time unit is the input clock period. The mini- 
mum transfer period is five cycles and the maximum is 
35 cycles. The default value is five cycles. 


Sync Transfer 
Reserved 


FIFO Flags Register - Address 7 (Read 
only) 


This is a read-only register. The least signifi- 
cant five bits encode the sixteen FIFO full flags to indi- 
cate the number of bytes remaining in the FIFO. The 
remaining bits are reserved. 


FIFO Flags 
Reserved 





Synchronous Offset Register - Address 7 
(Write only) 


The Synchronous Offset Register is a four-bit 
write-only register (bits 3-0) which specifies the maxi- 
mum REQ/ACK offset allowed during synchronous 
transfers. An offsett of zero specifies an asynchronous 
operation. 


Configuration Register - Address 8 
(Read/Write) 


This eight-bit read/write register is used to 
specify different operating options for the ESP. The bits 
are defined on next page. 


Se ee 
ae ees 


Bus ID 
Chip Test Mode 
Parity Enable 


Parity Test Mode 
SCSI Reset Int Disable 


Slow Cable Mode 
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Bit 7 Slow Cable. Mode 

When set, this bit increases the minimum data 
setup time from two cycles to three when trans- 
mitting to the SCSI bus. The minimum asynch- 
ronous and synchronous transmit periods are 
also increased to four and six cycles, respec- 
tively. This bit should be enabled if excessive 
capacitance on the SCSI cable causes SCSI tim- 
ing violations. | 


Bit6 SCSI Reset Interrupt Disable 
This bit disables the reporting of a SCSI reset 
condition. If a SCSI reset occurs with this bit 
set, the ESP will disconnect from the SCSI bus 
and remain in the idle state without reporting an 
interrupt or timing out the response. 


Bit5 —_‘ Parity Test Mode 
This bit causes the parity output to the SCSI bus 
to be generated from Bit 7 of the transmitted 
byte, rather than from the parity generator. This 
facilitates system debug by allowing the MPU 
to force bad parity on any byte. This bit must 
not be enabled in normal operation. 


Bit4 Parity Enable 
- When set (1), this bit enables parity checking 
whenever data is read from SCSI bus except 
during arbitration and when receiving pad 
bytes. 


Bit3 Chip Test Mode 
When set (1), this bit enables special test cir- 
cuitry which is used during chip test. This mode 
must not be enabled in normal operation. 


Bits 2-0 Bus ID 
The bus ID is a three-bit field which specifies 
the encoded value of the SCSI Bus ID to which 
the ESP chip responds during a bus-initiated se- 
lection or reselection, and the bus ID to assert 
during arbitration and selection or reselection. 


Clock Conversion Register - Address 9 
(Write only) 


The Clock Conversion Factor is a three-bit 
write-only register which is used for generating all 
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timings in the ESP longer than 400 ns. The Clock Con- 
version Factor must never be loaded with the value 1. 


Clock Conversion Factor = 200/tcp 
Where: tcp = input clock period (ns) 


CLK Freq (MHz) CLK Conv. Factor 


10 2 
10.01 to 15 3 
15.01 to 20 4 
20.01 to 25 5 


Clock Factor 
Reserved 


Test Register - Address A (Write only) 





This write-only register utilizes the least signif- 
icant three bits to place the chip in various mades for 
testing. To set these bits, first put the ESP into test mode 
by setting bit 3 of the Configuration Register. Next load 
the appropriate bit value into the Test Register. To clear 
the test mode, the ESP must be reset by either asserting 
the RESET input or issuing a RESET chip command. 


Caution must be exercised when using this register. 


Target Mode 
Initiator Mode 
Tristate Mode 
NCR Reserved 





Bit 2 Tri-State Test Mode 


This mode allows the ESP to support board- 
level automatic testing. When this bit is set, all 
bidirectional and output pins are forced into a 
high impedance state, regardless of the chip in- 
puts. 


Bit 1 Initiator Mode 
This bit, when set, will put the ESP into the ini- 
tiator mode. 


BitO Target Mode 


When this bit is set, the ESP is placed into the 
target mode. 
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Sequencer 


The sequencer modules are briefly described 
below. These modules are used internally by the ESP 
and are not user accessible. However, they are used by 
commands/registers as described. Refer to the functional 
description section for more information (See page 37). 


Bus Delay Module 


The bus delay module detects whether the SCSI 
bus has been in the bus free state for more than a bus set- 
tle delay plus a bus free delay (1200 ns min). 


The module also generates the timing for a bus 
settle delay (400 ns min), an arbitration delay (2200 ns 
min), a reset hold delay (25 ys min), a selection abort de- 
lay (200 ps), and the select/reselect timeout clock (1.7 
ms). The module contains a twelve bit counter clocked 
by the conversion clock to generate the timing. 


Phase Monitor Module 


The phase monitor module monitors the SCSI 
bus to detect phase changes. If the ESP is an initiator and 
BSY and SEL are both released, a disconnect interrupt is 
generated and the sequencer is halted. 


DMA Controller Interface 


The DMA controller interface performs the ac- 
tual transfers over the DMA channel. The module is 
coupled to the transfer counter and the FIFO. 


SCSI Interface Modules 


The SCSI interface modules perform the actual 
transfers over the SCSI bus. The mode of operation de- 
pends on whether the transfers are synchronous or asyn- 
chronous, single or multi-byte, target or initiator, and 
single ended or differential. The SCSI interface modules 
are coupled to the Transfer Counter, the FIFO, Synchro- 
nous Transfer Period Counter, and Synchronous Offset 
Counter. These modules are used internally by the ESP 
and are not accessible. However, these are used by the 
various commands/registers. 
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Odd parity is generated for the SCSI data out 
bus. If the number of asserted data bits is even, the par- 
ity bit is asserted. Parity is checked on the SCSI data-in 
bus if parity checking is enabled in the Configuration 
Register. During arbitration and when receiving pad 
bytes, parity is not checked. 


Bus Initiated Selection/Reselection 


The Bus Initiated Selection/Reselection se- 
quence responds to selection by a SCSI initiator, includ- 
ing checking for and receiving an identify message and a 
command block. It also responds to reselection by a 
SCSI target, including checking for and receiving a mes- 
sage byte. 


Command Sequence 


The Command Sequence module decodes the 
length of an incoming command from information in the 
first byte, loads the transfer counter, and receives the ap- 
propriate number of bytes as described in the functional 
description (See page 37). 


Disconnected State Commands 


The Disconnected State Commands module ar- 
bitrates and selects a SCSI target with optional message 
and command transmission, or reselects a SCSI initiator 
with message byte transmission, as described in the 
functional description (See page 39). 


Target Commands 

The Target Commands module implements the 
target mode commands, as described in the functional 
description (See page 40). 
Initiator Commands 

The Initiator Commands module implements 


the initiator mode commands, as described in the func- 
tional description (See page 42). 
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Miscellaneous Blocks 


The following section describes various func- 
tional blocks that are utilized within the ESP. These 
modules/blocks are for information only and are not user 
accessible. 


ID Module 


The ID module determines whether there is an 
ID match by using the three-bit bus ID contained in the 
configuration register to pick a bit in the SCSI data-in 
bus. It also determines if the proper number of bits are 
set. 


The ID module also checks the SCSI data bus © 


for a set bit which is higher than the bus ID contained in 
the configuration register. If there is none, the ESP has 
won arbitration. 


If the ESP is in the Arbitration Phase, the ID 
module generates the destination ID which is the OR of 
the arbitration ID and the decoded select/reselect bus ID. 
The parity bit is always asserted, which forces bad parity 
if the select/reselect ID is inadvertently set equal to the 
arbitration ID. 


Read/Write Control 


The Read/Write Control Module handles the 
I/O interface with the DMA Controller when the micro- 
processor wishes to access one of the user-accessible re- 
gisters in the ESP. 


Select/Reselect Timer. 


The Select/Reselect timer is an eight-bit timer 
which is clocked by the sequencer bus delay module. 
With a 24 MHz chip clock, the timer is clocked approxi- 
mately once every 1.7 ms. The timer is compared with 
the Select/Reselect Timeout Register to determine 
whether a select/reselect timeout has occurred (See page 
11). 


Synchronous Offset Counter 

The synchronous offset counter is a four-bit up/ 
down counter used to control synchronous data 
transfers. 

The offset counter also contains logic to detect 


whether the counter is zero or if it is equal to the contents 
of the synchronous offset register. 
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Command Decode 


The command decode circuit decodes bit 7-5 of 
the first byte received in the command phase to deter- 
mine the command group and thus the length of the in- 
coming command. The byte is decoded from the top of 
the FIFO. 


SCSI Command Block Description 


Group Bytes Stored Description 


0 6 Six-byte command 

1 10 Ten-byte command 

2 6 Reserved 

3 6 Reserved 

4 6 Reserved 

5 12 Twelve-byte command 

6 6 Vendor unique (six bytes) 
7 10 Vendor unique (ten bytes) 


Sequencer Mode Register 


The Sequencer Mode Register stores informa- 
tion about the sequencer. The fields within the register 
are defined below. 


Target 
Indicates that the ESP is a target. This bit drives the TGS 


output pin which controls the target group of trans- 
ceivers when operating with differential drivers. 


Initiator 

Indicates that the ESP is an initiator. This bit drives the 
IGS output pin which controls the initiator group of 
transceivers when operating with differential drivers. 


Select/Reselect Enable 

Indicates that the ESP has received an Enable Selection/ 
Reselection command, enabling it to perform the bus- 
initiated selection and reselection sequences. 


Select/Reselect DMA Enable : 
Indicates that the Enable Selection/Reselection com- 
mand was issued with the DMA bit set. If this bit is set 
and the microprocessor issues a Select or Reselect com- 
mand with DMA, an illegal command interrupt is 
generated. 
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Functional Description 


The following section contains the functional 
descriptions for the ESP including Bus Initiated Se- 
quences, Commands and Flow Charts. 


Initialization 


The ESP has three levels of reset. The hard re- 
set (H), applied when the reset pin is high or when a Re- 
set Chip command is executed, resets the entire chip. 
The soft reset (R), applied when HRST or SCSI bus re- 
set is active, resets a subset of the functions reset by the 
hard reset. The disconnect reset (D), applied when the 
soft reset is active or a disconnect occurs, resets a subset 
of the functions reset by the soft reset. 


Initialization for Different Levels of Reset 


Reset Description 


Set clock conversion factor to 2 
Clear configuration register bits: 
Chip test mode = 0 
Parity enable = 0 
Parity test mode = 0 
SCSI reset interrupt disable = 0 
Slow cable mode = 0 
Initialize FIFO to empty 
Set synchronous period to 5 
Set synchronous offset to 0 
Release SCSI RSTO signal* 
Release interrupt pin 
Clear interrupt register to 0 
Clear status register bits: 
Transfer complete = 0 
Parity error = 0 
Gross error = 0 
Transfer count zero = 0 
Reset DMA interface 
Reset bus-initiated selection/reselection module 
Reset command sequence module 
Reset sequence step 
Clear sequencer mode bits: 
HR Enable sel/resel = 0 
HRD Target = 0 
HRD Initiator = 0 
HRD Initialize command register FIFO to empty 
HRD _ Release all SCSI signals* 
HRD _ Reset disconnect, initiator, and target command 
modules . 


*Note: RSTO/ is only released by a Hard (H) reset 


Cot oCtCoC occ LH aTeetrTrTetarx 6 
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When the RESET input signal is asserted, it is 
recognized immediately by the ESP, but the chip releases 
it internally in a synchronous manner, 0.5 to 1.5 cycles 
after RESET is released. RESET must be asserted for a 
minimum of two clock cycles. 


The reset output pin, RESETO, is the OR or 
RESET and the SCSI reset interrupt timeout, described 
on next page. RESETO is generally used to reset the mi- 
croprocessor and other onboard circuitry. 


The microprocessor should program the fol- 
lowing registers as part of its start up procedure: 


-Configuration Register 
-Clock Conversion Factor 


The microprocessor must initialize the follow- 
ing registers prior to their use, since they are not initial- 
ized by a chip reset: 


-Bus ID (in the Configuration Register) 
-Transfer Count low and high bytes 
-Select/Reselect bus ID 
-Select/Reselect timeout 


Bus Initiated Sequences 


BUS INITIATED SEQUENCES 


Selection 


Reselection 
SCSI Bus Reset 





Bus Initiated sequences occur during the dis- 
connected state when the ESP chip is selected or rese- 
lected by another initiator or target. The Enable 
Selection/Reselection command must have been issued 
before either sequence will be initiated. Bit 7 of the En- 
able Selection/Reselection command enables DMA dur- 
ing the Bus Initiated Sequences. If bit 7 is zero, any 
information transferred during one of these sequences 
will be stored in the FIFO. If bit 7 is a one, the informa- 
tion will be stored in memory using DMA. 


These sequences reduce processor overhead by 
automating the processes and creating an interrupt only 
after a process is complete or an abnormal condition 
occurs. 


37 


7p) 
fon 
a) 
es 
AS 
c 
oe 





The Select and Reselect command sequences 
automatically disable Bus Initiated selection/reselection 
after completing the selection or reselection. Normally, 
the microprocessor has 250 ms (the recommended 
select/reselect timeout) to issue the Enable Selection/ 
Reselection command to the ESP chip after the chip dis- 
connects from the bus. If this time is exceeded, an 
initiator or target which is attempting to select or reselect 
the ESP chip may timeout. 


While a Bus Initiated Sequence is in progress, 
the command register is held reset. If a command is is- 
sued while a Bus Initiated sequence is in progress, the 
command will be ignored. If a Select or Reselect com- 
mand was executing when the bus-initiated sequence be- 
gan, the command will abort. 


Selection 


The Selection sequence will be performed when 
the Enable Selection/Reselection command has been is- 
sued and the chip is selected as a target by an initiator. 


If the sequence completes normally, the follow- 
ing data will have been transferred from the initiator: 


Selection bus ID 1 Byte 
Identify message 1 Byte 
Command descriptor block 6,10 or. 12 Bytes 


This data will be in the FIFO if the Enable 


Selection/Reselection command was issued without 


DMA enabled. 


The selection bus ID byte is stored to enable the 
microprocessor to determine the initiator’s ID. (The byte 
is not encoded). The absence of an initiator ID indicates 
that the system is in single-initiator mode. 


The sequence terminates early if the received 
message byte is not an Identify message, if ATN is still 
asserted after the Identify message has been received, or 
if bad parity is received. 


Reselection 


The Reselection sequence will be performed 
when the Enable Selection/Reselection command has 
been issued and the chip is reselected as an initiator by a 
target. 


If the sequence completes normally, the follow- 
ing data will have been transferred from the target: 


Reselection bus ID 1 Byte 
Message In (Identify) 1 Byte 
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The data will be in the FIFO if the Enable 
Selection/Reselection command was issued without 
DMA enabled. 


The reselection bus ID byte is stored to enable 
the microprocessor to determine the target’s ID. The 
byte is not encoded. 


If the message byte was received, ACK will 
still be asserted on the SCSI bus and the host processor 
must issue a Message Accepted command to the ESP 
chip to release it. The host processor may reject the mes- 
sage by issuing the Assert ATN command prior to the 
Message Accepted command. 


The sequence terminates early if Message In 
Phase was not asserted by the target. 


SCSI Bus Reset 


A SCSI bus reset may occur when the ESP is in 
any mode. The reset causes the ESP to disconnect from 
the SCSI bus and reset several internal states. (See Ini- 
tialization, page 37). 


If the SCSI reset interrupt has not been disabled 


in the configuration register, the ESP will set the inter- 


rupt bit and generate an interrupt to the microprocessor. 
If the interrupt is not serviced in approximately 1.7 ms, 
the ESP will assert the RESETO pin for 25 ys. (See page 
32). It then loops back to wait another 1.7 ms for the in- 
terrupt to be serviced. This provides a watchdog timeout 
on the SCSI reset interrupt which can be used to reset the 
rest of the board in the event that the microprocessor is 
locked in an erroneous state. 


If the SCSI bus reset is still active when the mi- 
croprocessor clears the interrupt, a new interrupt will be 
generated which must be serviced. 


Commands 


The microprocessor issues commands to the 
ESP by writing to the dual-ranked Command Register. 
Caution should be exercised when overlapping com- 
mands to the ESP chip. Commands which transfer data 
in one direction should not be overlapped with com- 
mands that transfer data in the opposite direction. Also, 
for overlapped DMA commands, the transfer count must 
be loaded prior to loading the corresponding command. 
Care should be taken when overlapping non-DMA trans- 
mit commands, since many commands will completely 
empty the FIFO leaving nothing for the second com- 
mand to transmit. 
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The 53C90 command set is divided into Dis- 
connected, Target, Initiator, and Miscellaneous types: 


Disconnected State Commands 


The following commands are valid only when 
the 53C90 is in the disconnected state. 


DISCONNECTED STATE COMMANDS 


Non-DMA 

40 Reselect Sequence 

41 Select without ATN 
Sequence 

41 Select with ATN Sequence 


42 Select with ATN and Stop 
Sequence 

44 Enable 
Selection/Reselection 

45 Disable 
Selection/Reselection 


If any of these commands are issued when the 
chip is not in a disconnected state, they will be ignored, 
the chip will generate an illegal command interrupt, and 
the Command Register will be cleared. 


These sequences reduce processor overhead by 
automating the Selection or Reselection process. An in- 
terrupt is generated only after the entire sequence is 
complete or an abnormal condition occurs. 


Reselect Sequence 


This command will start the Reselect Sequence 
to connect the ESP as a target to an initiator. 


Prior to issuing this command the microproces- 
sor must set the timeout register, Select/Reselect bus ID 
registers and, if DMA is enabled, the Transfer Count 
Register must be set to 1. If DMA is not enabled, the 
message must be loaded into the FIFO prior to issuing 
this command to the ESP. 


When the Reselect Sequence completes, the fol- 
lowing data will have transferred to the Initiator: 


Identify Message 1 byte 
The sequence terminates early if a Reselect ti- 


meout occurs. This sequence does not use the Sequence 
Step Register. 
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Select without ATN Sequence 


This command connects the chip as an intiator. 
A command block is sent to the target. 


Prior to issuing this command the microproces- 
sor must set the Timeout Register, Select/Reselect bus 
ID Registers and, if DMA is enabled, the Transfer Count 
Register must be set to the total length of the command. 
If DMA is not enabled, the data must be loaded into the 
FIFO prior to giving the command. 


When this command completes normally, the 
following data will have transferred to the target: 


Command Descriptor Block 6, 10, or 12 bytes 


This command terminates early if: 


-A select timeout occurs 
-Target does not assert Command Phase 
-Target removes Command Phase early 


Select with ATN Sequence 


The Select with ATN sequence command con- 
nects the chip as an initiator. A message and command 
block are sent to the target. 


Prior to issuing this command the host proces- 
sor must set the Timeout Register, Select/Reselect bus 
ID Registers and, if DMA is enabled, the Transfer Count 
Register must be set to the total length of the message 
and command. If DMA is not enabled, the data must be 
loaded into the FIFO prior to issuing this command. 


The following data is transferred if Select with 
ATN completes normally: 


Identify Message 1 byte 
Command Descriptor Block 6, 10, or 12 bytes 


The message can only be one byte in length. 
This command terminates early if: 


-Select timeout occurs 

-Target does not assert Message Out or Com- 
mand Phase 

-Target removes Command Phase early 
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Select with ATN and Stop Sequence 


The Select with ATN and Stop sequence com- 
mand should be used instead of the Select with ATN se- 
quence if a message longer than one byte must be 
transferred. This command will start the Select sequence 
and stop after one message byte has been sent. ATN will 
remain asserted on the SCSI bus after the sequence com- 
pletes. This allows the Initiator to send another message 
after the ID message has been sent. 


This command terminates early if: 


-Select timeout occurs | 
-Target does not assert Message Out Phase 


This command is used to transfer extended 
messages such as Modify Data Pointers, Synchronous 
Data Transfer Requests and Extended Identify. 


Enable Selection/Reselection 


This command allows the ESP to respond to 
bus-initiated selection or reselection. Normally, this 
command is issued by the microprocessor to the ESP 
within 250ms (recommended select/reselect timeout) af- 
ter the chip disconnects from the bus. 


If DMA is enabled, the ESP will DMA the re- 
ceived data to buffer memory. If this bit is a zero, the re- 
ceived data will be left in the FIFO. 


Disable Selection/Reselection 


The Disable Selection/Reselection command 
disables the ESP from responding to bus-initiated selec- 
tion or reselection. If the ESP has not yet begun a bus- 
initiated selection or reselection sequence, this command 
resets the internal mode bits which were previously set 
by the Enable Selection/Reselection command. The ESP 
then generates a function complete interrupt to the 
microprocessor. 


If bus initiated selection or reselection has al- 
ready begun, the Command Register is held reset so that 
all incoming commands are ignored. The ESP will gen- 
erate selected or reselected interrupt when it completes. 


Target Commands 


The following commands are valid only when 
the chip is connected as a target. 
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TARGET COMMANDS 


Send Message 

Send Status 

Send Data 

Disconnect Sequence 
Terminate Sequence 
Target Command Complete 


Sequence 
Disconnect 
Receive Message 
Sequence 
Receive Command 
Receive Data 
Receive Command 
Sequence 


If any of these commands are issued when the 
chip is not in target mode, it will be ignored, the chip 
will generate an illegal command interrupt, and the 
Command Register will be cleared. 


Prior to issuing a send command, if DMA is en- 
abled, the transfer counter must be set to the total num- 
ber of bytes to be read from buffer memory. If DMA is 
not enabled, the data must be loaded into the FIFO. 
Prior to issuing a receive command, if DMA is enabled 
the Transfer Count must be loaded with the total number 
of bytes to transfer from the SCSI bus. If DMA is not en- 
abled, only one byte will be received into the FIFO. 


Normally, the commands terminate with a func- 
tion complete interrupt. If ATN is asserted, the bus serv- 
ice interrupt is also set and the Command Register is 
cleared. 


If ATN is asserted when the ESP is idle, a bus 
service interrupt is generated without the function com- 
plete bit set and the Command Register will be cleared. 


Send Message (Message In Phase) 


This command will change the phase lines to 
the Message In Phase and transmit bytes to the SCSI 
bus. 


A function complete interrupt will be generated 
when the command is completed. If ATN is asserted dur- 
ing the execution of the command, the bus service inter- 
rupt will also be set, the Command Register will be 
cleared, and the command will terminate early. 
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Send Status (Status Phase) 


This command will change the phase lines to 
the Status Phase and transmit bytes to the SCSI bus. 


A function complete interrupt will be generated 
when the command is completed. If ATN is asserted dur- 
ing the execution of the command, the bus service inter- 
rupt will also be set, the Command Register will be 
cleared, and the command will terminate early. 


Send Data (Data In Phase) 


This command will change the phase lines to 
the Data In Phase and transmit bytes to the SCSI bus. 


A function complete interrupt will be generated 
when the command is completed. If ATN is asserted dur- 
ing the execution of the command, the bus service inter- 
rupt will also be set, the Command Register will be 
cleared, and the command will terminate early. 


Disconnect Sequence 


This command will change the phase lines to 
the Message In Phase, send two message bytes to the ini- 
tiator, and then disconnect from the SCSI bus. The Save 
Data Pointers and Disconnect messages will normally be 
sent. A function-complete and disconnect interrupt will 
be generated when the command is completed. 


If ATN is asserted, the function complete and 
bus-service bits will be set, the Command Register is 
cleared, and the command will terminate early without 
disconnecting. 


Terminate Sequence 


This command will change the phase lines to 
the Status Phase and send one status byte, change to the 
Message In Phase and send one message byte, and then 
disconnect from the SCSI bus. This sequence is used to 
complete a command and will normally send the status 
followed by a Command Complete Message. A function 
complete and disconnect interrupt will be generated 
when the command is completed. 


If ATN is asserted, the function-complete and 
bus-service bits will be set, the Command Register is 
cleared, and the command will terminate early without 
disconnecting. 
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Target Command Complete Sequence 


This command will change the phase lines to 
the Status Phase and send one status byte, then change to 
the Message In Phase and send one message byte. This 
sequence is used to complete a linked command and will 
normally send the status followed by a Command Com- 
plete message. A function complete interrupt will be 
generated when the command is completed. 


If ATN is asserted, the function-complete and 
bus-service bits will be set, the Command Register is 
cleared, and the command will terminate early without 
disconnecting. 


Disconnect 


This command releases all SCSI bus signals ex- 
cept RSTO and returns the ESP to a disconnected state 
(refer to the earlier initialization description). No inter- 
rupt is generated to the microprocessor. 


Receive Message Sequence (Message Out Phase) 


This command causes the ESP chip to change 
the phase lines to the Message Out Phase and receive 
bytes from the SCSI bus. The sequence generates a func- 
tion complete interrupt when the command is completed. 
If ATN is still asserted, the bus service interrupt bit will 
also be set and the Command Register will be cleared. 


If a parity error is detected, the ESP chip will 
receive message bytes and discard them until ATN is 
false. A function complete interrupt is generated, and 
the Command Register is cleared. 


Receive Command (Command Phase) 


This command will change the phase lines to 
the Command Phase and receives bytes from the SCSI 
bus. A function complete interrupt will be generated 
when the command is completed. Also, if bad parity was 
received during the transfer the Command Register will 
be cleared when the command completes. 


If ATN is asserted during the execution of the 
command, the bus service interrupt will also be set, the 
Command Register will be cleared, and the command 
will terminate early. 
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Receive Data (Data Out Phase) | 


This command will change the phase lines to 
the Data Out Phase and receive bytes from the SCSI bus. 


A function complete interrupt will be generated 
when the command is completed. Also, if bad parity was 
received during the transfer, the Command Register will 
be cleared. 


If ATN is asserted during the execution of the 
command, the bus service interrupt will also be set, the 
Command Register will be cleared, and the command 
will terminate early. 


Receive Command Sequence (Command Phase) 


This command will change the phase lines to 
the Command Phase and receive bytes from the SCSI 
bus. The ESP examines the first byte received to deter- 
mine the length of the command. If the length is un- 
known, the Transfer Counter will be loaded with 5 and 
the Transfer Complete bit in the Status Register will be 
cleared. Otherwise, the command is decoded, the Trans- 
fer Counter is loaded with the appropriate value (5, 9 or 
11), and the Transfer Complete bit is set. 


If bad parity is detected, the sequence will ter- 
minate early and the Command Register will be cleared. 
If ATN is set, the sequence does not terminate early but 
the bus service bit will be set and the Command Register 
will be cleared when the sequence completes. 


Initiator Commands 


The following commands are valid only when 
the chip is connected as an initiator. If any of these com- 
mands are issued when the chip is not in Initiator mode 
they will be ignored, the chip will generate an illegal 
command interrupt, and the Command Register will be 
cleared. 


| INITIATOR COMMANDS 


Non-DMA 
10 Transfer Information 
11 | Initiator Command 


Complete Sequence 
12 Message Accepted 
18 Transfer Pad 
1A Set ATN 
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If BSY becomes false, the ESP generates a dis- 
connect interrupt and returns to the disconnected state. 
(See page 37) Due to synchronization latency, a discon- 
nect is detected by the ESP 1.5 to 3.5 cycles after it actu- 
ally occurs on the bus. 


Prior to issuing a command to send data to the 
SCSI bus, if DMA is enabled the transfer count must be 
set to the total number of bytes to read from buffer mem- 
ory. If DMA is not enabled, the data must be loaded into 
the FIFO. 


Prior to issuing a command to receive data 
from the SCSI bus, if DMA is enabled the transfer count 
must be loaded with the total number of bytes to transfer 
from the SCSI bus. If DMA is not enabled, only one 
byte will be accepted by the FIFO. 


Received bytes are checked for parity if the par- 
ity enable bit is set in the Configuration Register. If a 
parity error is detected, the chip asserts ATN prior to 
deasserting ACK for the byte which was error. It also 
sets the parity error status bit. 


Transfer Information 


The Transfer Information command is used to 
perform general transfers over the SCSI bus while in ini- 
tiator mode. The ESP will continue to Transfer Informa- 
tion until one of four terminating events occurs: 


e The transfer is complete. If the phase is Mes- 
sage Out, the chip removes ATN prior to as- 
serting ACK for the last byte of the message. 
When the target asserts REQ, a bus service 
interrupt is generated. 


The target changes the infermation phase be- 
fore the expected number of bytes was trans- 
ferred. The ESP clears the Command 
Register and generates a bus service interrupt 
when REQ is asserted by the target. 


The target releases BSY, which generates a 
disconnect interrupt and a disconnect reset 
(refer to the earlier initialization descrip- 
tion). 


e The chip receives the last byte of a Message 


In Phase. The chip leaves ACK asserted and 
generates a function complete interrupt. | 
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A Transfer Information command to transfer 
synchronous data must use DMA. Synchronous data in 
transfers are unique in that the target may at any time 
send data and REQ pulses to the initiator. These bytes 
must be stored in the FIFO as they are sent. Initiator 
transfers are handled internally as follows: 


e All Message In and Status Phase transfer are 
handled one byte at a time. If DMA is 
enabled, the next byte will not be received 
until the current byte has been written to 
buffer memory and the FIFO is empty. 


If the phase changes to Synchronous Data In, 
the DMA interface is immediately disabled to ensure 
that no data bytes are transferred to buffer memory. 
Also, if bad parity is detected on the incoming data 
bytes, it is not immediately reported. This is because the 
status register must reflect the status of the completing 
command, not the new data. The status bit and ATN are 
set when the next Transfer Info command begins 
executing. 


e All Message Out and Command Phase trans- 
fers are handled one byte at a time. If DMA 
is enabled, the DMA interface only issues 
one DMA request at a time. If the phase 
changes to synchronous Data In, the DMA 
interface is already inactive so no extra bytes 
will be loaded into the FIFO. 


If DMA is not enabled and the phase changes to 
Synchronous Data In, there may be bytes remaining in 
the FIFO which have not yet been transmitted. The 
FIFO flags register is latched to indicate the number of 
non-data bytes that were in the FIFO, and then the FIFO 
is flushed of these bytes. The FIFO will contain only the 
incoming data bytes. 


e In synchronous Data Out Phase, the offset 
counter is incremented as REQ pulses are re- 
ceived. The transfer completes when the 
FIFO is empty and the transfer counter is 
zero. The offset counter may or may not be 
zero, depending on whether the target con- 
tinues requesting synchronous data. 


¢ In synchronous Data In Phase, the transfer 
counter is clocked by the DMA interface as 
bytes are unloaded from the FIFO, rather 
than being clocked as bytes are loaded into 
the FIFO. The transfer completes when the 
transfer counter is zero. The FIFO may or 
may not be empty, depending on whether the 
target continues sending synchronous data. 
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Initiator Command Complete Sequence 


The command will normally be issued when a 
status phase is received. If the sequence completes nor- 
mally, the following data will have been transferred from 
the target: 


Status 1 Byte 
Message In 1 Byte 


The data will be in the FIFO if the command 
was not issued with DMA enabled. 


The sequence terminates early if the target does 
not assert the Message In Phase or if it disconnects. This 
sequence does not utilize the Sequence Step Register. 


Message Accepted 


The Message Accepted command releases the 
ACK signal. Upon completion of this command, the 
chip waits for the target to assert REQ and then gener- 
ates a bus service interrupt. 


When the chip receives the last byte of a mes- 
sage, it leaves the ACK signal asserted so that ATN can 
be asserted with the Set ATN command if the message is 
to be rejected. The Message Accepted command must 
always be issued to release ACK if it was left asserted 
whether or not ATN is asserted. 


Transfer Pad 


The Transfer Pad command is similar to the 
Transfer Information command, except that the informa- 
tion being transferred is null data. For an output transfer, 
the ESP uses the FIFO to generate pads for the SCSI 
bus. For an input transfer, the ESP receives data from 
the SCSI bus into the top of the FIFO without checking 
parity, and then discards it from the bottom of the FIFO. 


A Transfer Pad command to transmit pad bytes 
must have DMA enabled. No DMA requests are actually 
made, but the ESP uses the Transfer Counter to deter- 
mine when the transfer is complete. 


The command terminates under the same condi- 
tions as the Transfer Information command, except that 
the chip does not leave ACK asserted on the last byte of 
a message in phase. If the command terminates early 
(due to a phase change or a disconnect), the FIFO may 
contain pad bytes. 
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Set ATN 


The Set ATN command causes the ATN signal 
to be asserted. No interrupt is generated upon comple- 
tion of this command. 


The ESP automatically asserts the ATN signal 
for the following cases: 


e A Select with ATN command is issued and 
arbitration is won. 


e A parity error is detected on a byte received 
in initiator mode. ATN is asserted prior to re- 
leasing ACK. 


The ESP automatically releases the ATN signal 
during the last byte of the Transfer Information com- 
mand for a Message Out Phase. ATN is released prior to 
asserting the ACK signal. 


Miscellaneous Commands 


Miscellaneous Commands described in this sec- 
tion are valid in all modes. These commands do not 
check for ATN. If the ESP is a Target device and ATN 
happens to be asserted during the execution of one of 
these commands no bus service interrupt will be gener- 
ated. It will be reported on completion of the next Target 
command, if the chip does not become disconnected. 


MISCELLANEOUS COMMANDS 


NOP 


Flush FIFO 
Reset Chip 
Reset SCSI Bus 





NOP Command 


The NOP command performs no operation. It 
is also used following a Reset Chip command to free the 
ESP Command Register. No interrupt is generated on 
completion of this command. 
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Flush FIFO Command 


The Flush FIFO command initializes the FIFO 
to the empty condition. No interrupt is generated on 
completion of this command. 


Reset Chip Command 


The Reset Chip command resets all functions in 
the chip and returns it to a disconnected state. The com- 
mand has the same effect as a hardware reset (refer to 
the earlier initialization description). 


The Reset Chip command will remain in the top 
of the Command Register (locking the ESP and its regis- 
ters in a reset state) until a new command is loaded. The 
new command must be a NOP command. This command 
might not be readable or executable. 


Reset SCSI Bus Command 


The Reset SCSI Bus command asserts the SCSI 
RSTO pin for 25s (see page 32). The chip is returned to 
a disconnected state. No interrupt is generated on com- 
pletion of this command. Since the RSTI pin will be ex- 
ternally connected to the RSTO pin, an SCSI reset 
interrupt will be generated if it is not disabled in the 
Configuration Register. 


Illegal Command 


An illegal command is a command that is not 
allowed in the current ESP mode as specified by bits 6-4 
of the Command Register or is an unsupported command 
as determined by bits 3-0. The chip will generate an ille- 
gal command interrupt to the microprocessor and clear 
the Command Register when an illegal command oc- 
curs. 


An illegal command interrupt will also be gen- 
erated if an initiator Transfer Information, Transfer Pad, 
or Command Complete command is issued when ACK is 
still asserted. Also, an illegal command interrupt is gen- 
erated when a Select or Reselect command is issued with 
DMA if the Enable Selection/Reselection command was 
previously issued with DMA enabled. 


To determine if an illegal command was written 
to the chip, check for the occurrence of an interrupt (i.e. 
INT/active) and bit 6 of the Interrupt Status Register (re- 
gister 5) being set. 
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Sequence Steps and Flow Charts 


Sequence Steps 


Bus Initiated Selection with ATN (Target) 


Bus Initiated Selection with ATN (Target) 
SEQ STEP INT REG DESCRIPTION 
210 76543210 


00000010 Selected with ATN, received bus ID and 
one message byte. Check parity bit in 
Status Register. 
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00010010 Same as above; ATN on 





00000010 





Command Phase; all bytes not received 
because of parity error. Check Transfer 
Complete bit in Status Register. 

Check FIFO Flags/Counter. 





00010010 Same as above; ATN on 


00000010 





Command Phase completed. 
Check transfer complete bit in Status 
Register 





00010010 Same as above; ATN on 





Bus Initiated Selection (Target) 


Bus Initiated Selection (Target 


SEQ STEP INT REG DESCRIPTION 
210 76543210 


00000001 Selected; received Initiator ID 
00000001 






















Command Phase; all bytes not received 
because of parity error. Check FIFO Flags/ 
Counter. 





00010001 Same as above; ATN on 





00000001 Command Phase completed. 
Check Transfer Complete bit in Status 


Register. 


00010001 





Same as above; ATN on 
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Select with ATN (Initiator) 















Select with ATN (Initiator) 
SEQ STEP INT REG DESCRIPTION | 
210 76543210 


00100000 Arbitration completed; selection timeout; 


Disconnected 








00011000 Arbitration and select completed. 


Not Message Out Phase; ATN on 





00011000 Arbitration and Select completed; 
Message Out Phase; sent one byte. ATN off; 


Not Command Phase 





00011000 Command Phase. All command bytes not 
transferred because of premature phase 


change 





00011000 Select with ATN completed, not Command 


Phase 


Select with ATN and Stop (Initiator) 
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Select with ATN and Stop (Initiator) 


SEQ STEP INT REG DESCRIPTION 
210 76543210 , 





000 00100000 Arbitration completed; 
| Selection timeout; disconnected. 
000 00011000 Arbitration and Select completed. 
Not Message Out Phase; ATN on 
001 00011000 Sent one message byte, ATN on 
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Select without ATN (Initiator) 


Select without ATN | = Select without ATN (Initiator) 


SEQ STEP INT REG DESCRIPTION 
210 76543210 





000 00100000 Arbitration complete; Select timeout. 

Disconnected 

00011000 Arbitrate and Select completed. 
Not Command Phase. 

00011000 Aribtrate and Select completed. 
Command Phase; all command bytes not 
transferred because of Phase change. 

00011000 Arbitrate, Select, and Command Phase 
completed. 


Receive Command Sequence (Target) 





Receive Command Sequence (Target) 
SEQ STEP INT REG DESCRIPTION 
210 76543210 


001 00001000 
001 
010 
010 
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Command Phase set; all bytes not received 
because of parity error. Check FIFO Flags/ 
Counter. Check Transfer Complete bit. 











00011000 





Same as above; ATN on. 





00001000 Command Sequence completed. 


Check Transfer Complete bit. 









00011000 Same as above; ATN on. 
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Command Complete Sequence (Target) 


Command Complete Sequence (Target) 
SEQ STEP INT REG DESCRIPTION 
210 76543210 


— 000 00011000 Status phase, sent one byte; 
ATN on. 
001 00011000 Status Phase completed. 
Message In Phase; sent one byte; | 
ATN on. 
010 00001000 Command Complete Sequence completed. 


Disconnect Sequence (Target) 


Disconnect Sequence (Target) 
SEQ STEP INT REG DESCRIPTION 
210 76543210 


000 
001 
010 


Terminate Sequence (Target) 






















Message In Phase; sent one byte; 


00011000 ATN on. 










Message In Phase; sent second byte; 
ATN on. 





00011000 










00101000 Disconnect Sequence completed. 








Terminate Sequence (Target) — 


SEQ STEP INT REG DESCRIPTION 
210 76543210 


000 00011000 Status Phase, sent one byte: 
i ATN on. 
001 00011000 Status complete. Message In Phase, 
sent one byte; ATN on. 
010 00101000 Terminate Sequence Completed. 
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saouenbas payeniuy sng 


(Disconnected) 


Set 


Bad Parity or 
not 1 or 2 ID 
Bits Set 


Wait 400 ns 





















Good Parity Identify MSG & 
& 1 or2 ) good parity & 
ID Bits, {ASSERT ATN =0 GOTO \ (See 
Select BUS CMD Cmd Seq) 
a . SEQ 
es = 1 Not Identify MSG 
SEL/RESEL : 
Set or bad parity or INTRPT Tacuat 
Enabled & ID Parity ATN -1 AND ( arge ) 
Stat STOP 
7 REQ = 0 
& 21D Sel = 0 (~ eae . = 
5 Set WAIT RCV Good Parity INTRPT\\ qitiat 
ASSERT ¢ FOR BYTE . Func AND (Initiator) 
Bue ben REQ STOP 
Bad Parity or Cy Release 
SEL = 1 Busy 





not 2 ID Bits 





Serv 


“Note: NACK = ACK remains asserted until Message Accepted issued. 


SCSI 


PRODUCTS 





syieyy MOL 










(Disconnected) 





SCSI RST 


Int Disabled 
Int Pending & 


No Timeout 





Interrupt Serviced 





SCSI RST 
Int Enabled 


(Any State) 
Int Pending and 
Timeout (1.7 MS) 
(Initialize Chip) 
Wait 25 ys 
SCSI Reset 


Bus Initiated Sequences 
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(Initiator) 
Not Msgout & Se 
REQ (SEQ = 0) Bus pie 
mony STOP 





SEL W/ATN & 






Not Cmd Phase Not cmp 


& REQ (SEQ=2) 
or 

SEL WATN stop 

& REQ (SEQ=1) 














SEL w/ATN/stop 





Cmd phase 














SEL w/AT 
or REQ (Seq = 
SEL w/o ATN 
SEL w/ATN/stop cmd 
re ee 3 /Enable Disable Sel/Resel 
w/o cm SEQ <0 
SEU/RESEL Sere?) eae Not 
——* NABL Cmd 
Lo SEL/ & REQ & Cmp Phase & 
Reconnect RESEL (SEQ=3) REQ 
(Disconnected Cmd 





=e ATN=O0/'NTRPT\ (Target) 
ARB Func AND 
: Comp STOP 
8 
Disable Sel/Resel r ) 


(SEQ = 0) Wait 400 ns 
Se 


Bus 
Serv 


(Disconnected) 


SCSI 


PRODUCTS 





nae ee me 





(eye1g Auy) 





(eye1g Ewes) 





eyeis Auy 
(eye1g ewes) 


pwd Osid UsNid 


(peyeuucosiq) 


pwd MeN ON C\ 








(peyeuucosig) 


eyeic Au 
PWD ISOS 3eSe 
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< 2200 ns and 
SEL =0 









Bus Free for 1200 ns SEL = 0 and > 2200 ns and won 








(Disconnected) 
Bus Not 
Free For 
1200 ns 
SEL = 1 or > 2200 ns and lost 
Arbitrate 
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powe 
——- GC 
i 
2S 
[oo 
ou. 





vS 


Ss}ONPOld ISOS YON 
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99]9S9Y /}D9]9S 


(Initiator) 








Assert 
ATN 
Sel 
SEL w/ATN Cmd 
RESEL Cmd 
& 
> RELEAS 
SEL & 
2 # om & os 
Wait 1200 ns Wait 4 cycles Wait 400ns_ asy = & Wait 2 cycles Resel 
No Timeout Resel 
Cmd Cmd 
: Sel Cmd 
(Timeout Using (Target) 
Timeout Register) | BSY = 0 
& Timeout 
BSY = 1 & 
< 200 ps 
BSY «0 & (Disconnected) 
Reset Clear pila 
ABORT “A SEL Cmds STOP 


BSY =0 
< 200 ps 


S}ONPOld ISOS YON 
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SS 


sduenbeag pueulUi0;d 


(Target) 





Wait 400 ns 


Xfr 
Comp 
ta 


Not Cmp & 
Good Parity 





ScS| 


PRODUCTS 





(Target) 


9S 


S}ONPOld ISOS YON 
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F 
va 
Q 
ep 
S 
= 
5 
ro) 
5 
ny (Disconnected) 
Disconnect 
Command 
(Target) 
TARGET 
& IDLE 
No Cmd & 
ATN =0 Rev Cmd 
Seq 
GOTO 
CMD 
SEQ 


(See CmdSq) 










Not cmp & 
No Cmd SEQ =0 ATN =0 


Send Status 


Rev Cmd 


i 
! 







Not Cmp & 
ATN=0 
ATN=1 





Data out 
Phase 


Bad Parity Set ~ 
Parity 
Stat 










Term Seg or, 
At) 


Cmd Cmpit 







If direction chg from out to in 
wait 800 ns 

else 

wait 400 ns 


. l~ Disc Seq or 
wy SEQ=21 Terminate Seq 
Wait 400 ns & ATN=0 


et 
Func Clear 
Comp Cmds 
4 é 








(Disconnected) 


INTRPT 
AND 
STOP 


SpONPOld ISOS YON 
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ZS 









Xfr info out & 


WAIT not last msg byte 









Xfr info out & 
last msg byte 


SPUBUIWIOZ 10} 8110] 











Xfr pad out & 
not last msg byte 















No 
Change 
accepted 
cmd 
is (Initiator) 
(Initiator) Xfr info cmd or a ne 
Xfr pad cmd INTRPT 
No AND 
Cm {\ STOP 
Set 
ATN 
cmd 
Xfr info in & 
last msg byte 

Cmd 

Cmpt 

Seq 

RCV 
“Note: NACK = ACK remains asserted gia! Set ww, parity Set 
until Message Accepted issued. Parity )Assert No Req bad |{ Parity } Assert 
Stat / ATN Stat / ATN 


SCSI 
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Electrical Characteristics 


D.C. Characteristics 


Absolute Maximum Stress Ratings 


SYMBOL PARAMETER 

Tstg Storage Temperature 

VDD Supply Voltage 

VIN Input Voltage 

ESD* - Electrostatic Discharge (All except SCSI pins) 
ESD* Electrostatic Discharge (SCSI pins) 


*Test using the human body model—100pF at 1.5kQ 


Operating Conditions 


SYMBOL PARAMETER 

VDD Supply Voltage 

IDD* Supply Current (Static IDD) 
IDD Supply Current (Dynamic IDD) 
Ta Operating Free-Air 


MIN 


=D 

—0.5 

VSS — 0.5 
—4000 

— 7000 


MIN 


4.75 
0 
0 
0 


MAX UNIT 
150 = @ 
7.0 Vv 
VDD + 0.5 V 
4000 Vv 
7000 Vv 
MAX UNIT 
5.25 Vv 

10 mA 
50 mA 
70 as 


* Static IDD refers to all inputs at VSS, all outputs floating, and all bidirectional pins configured as inputs. 


Data Bus Lines DBO - DB7 


SYMBOL 


VIH 
VIL 
IIL 
VOH 
VOL 


PARAMETER 


Input High Voltage 
Input Low Voltage 
Input Leakage Current 
Output High Voltage 
Output Low Voltage 


CLK, RESET, A3-A0 


SYMBOL 


VIH 
VIL 
IIL 


PARAMETER 


Input High Voltage 
Input Low Voltage 
Input Leakage Current 


CS/, RD/, WR/, ACK/, DIFFM 


SYMBOL 


VIH 
VIL 
IIL 
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PARAMETER 


Input High Voltage 
Input Low Voltage 
Input Leakage Current 


MIN 


2.0 
VSS — 0.5 
—400 


VSS 


MIN 


2.0 — 
VSS - 0.5 
=10 


MIN 

pees 

VSS — 0.5 
—10 


MAX 


VDD + 0.5 
0.8 

10 

VDD 

0.4 


MAX 


VDD + 0.5 
0.8 
10 


MAX 


VDD + 0.5. 


0.8 
10 


UNIT 


V 
V 
pA 
Vv 
Vv 


UNIT 


pA 


UNIT 


pA 


TEST 
CONDITION 


0 < VIN < VDD 
IOH = —400 pA. 


—1OL =4mA 


TEST 
CONDITION 


0 < VIN < VDD 


TEST 
CONDITION 


0 < VIN < VDD 
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DREQ, TGS, IGS 


SYMBOL PARAMETER 

VOH Output High Voltage 
VOL Output Low Voltage 

IOZ Tri-State Leakage Current 
INT/ 

SYMBOL PARAMETER 

VOL Output Low Voltage 

IOZ Tri-State Leakage Current 


MIN 


2.4 
VSS 
—10 


MIN 


VSS 
—10 


MAX 


VDD 
0.4 
10 


MAX 


0.4 
10 


RSTI/, SELI/, BSYI/, ATNI/, MSGI/, CDI/, IOI/, REQI/, ACKI/ 


SYMBOL PARAMETER 

VIL Input Low Voltage 
VIH Input High Voltage 
IIL Input Leakage Current 
HST Hysteresis 


MIN 


VSS — 0.5 


2.0 
—10 
200 


MAX 


0.8 
VDD + 0.5 
10 


UNIT 


pA 


UNIT 


pA 


UNIT 


V 
Vv 
pA 
mV 


TEST 
CONDITION 


IOH = —400 pA 
IOL = 4mA 
0 < VOUT < VDD 


TEST 
CONDITION 


IOL = 4mA 
0 < VOUT < VDD 


TEST 
CONDITION 


0 < VIN < VDD 


RSTO/, SELO/, BSYO/, ATNO/, MSGO/, CDO/, I0O/, REQO/, ACKO/, SDO0-SDO7/, SDOP/ 


SYMBOL PARAMETER 

VOL Output Low Voltage 
IOZ Tri-State Leakage Current 
SFT Signal Fall Time 
RESETO 

SYMBOL PARAMETER 

VOH Output High Voltage 
VOL Output Low Voltage 
IOZ Tri-State Leakage 
SDIO-SDI7/ 

SYMBOL PARAMETER 

VIL Input Low Voltage 
VIH Input High Voltage 
HST Hysteresis 

IIL Input Leakage Current 
VOH Output High Voltage 
VOL Output Low Voltage 
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MIN 


VSS 
~10 
8 


MIN 


2.4 
VSS 
—10 


MIN 


2.0 

VSS - 0.5 
200 

—10 

2.4 

VSS 


MAX 


0.5 
10 


MAX 


VDD 
0.4 
10 


MAX 


VDD + 0.5 
0.8 


10 
VDD 
0.4 


UNIT 


V 
pA 
ns 


UNIT 


pA 


UNIT 


TEST 
CONDITION 


IOL = 48 mA 
0 < VOUT < VDD 
IOL = 48 mA 


TEST 
CONDITION 


IOH = —4mA 
IOL =4mA 
0 < VOUT < VDD 


TEST 
CONDITION 


0 < VIN < VDD 
IOH= —400 pA 
IOL = 4mA 
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A.C. Characteristics 


The A.C. characteristics described in this section apply over the voltage range Vdd equal to 4.75 to 5.25 volts 


and the temperature range 0 to 7°C. Chip output timing is based on simulation under worst case conditions (4.75 V, 
70°C) and the following pad termination: 


| INT/ 50 pf 1K pullup 
































RSTO/, SELO/, BSYO/, ATNO/, MSGO/, CDO/ 200 pf 110 pullup 
lOO/, REQO/, ACKO/, SDO7...0/, SDOP/ 165 pulldown 





System Interface 


All timings in this specification are taken from the 10% & 90% points with respect to the specified VOL & VOH 
of the waveforms. 


Clock Interface 


Symbol Description 


tcp Clock period 40 100 
fcpa Clock frequency, async 10* 25 


fcps Clock frequency, sync 13+ 25 
tch Clock high | 45tcp .55tcp 
tel Clock low 45tcp .55tcp 





“Note: These minimum numbers required to comply with ANSI SCSI specification. 


Lt ae 
| _ en + tcl —| 
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Reset Input 


Symbol Description 


Reset pulse width *2tcp or 


Reset high to RESETO high 
Reset low to RESETO low 


* Whichever is longer 





e) 
-— 
— oO 
ind 
2S 
oc 
QO. 





j}<———__—— trst ——_>| 
RESET / a 


RESETO 


a, 
—p| trh Le —p| trl bq 


Interrupt Output 


Symbol Description 


INT/ to RD/ ns 
RD/ pulse width ns 
RD/ low to INT/ high 70 +3.6tcp ns 
RD/ high to INT/ low ns 
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Register Interface 


Register Write 


1 Symbol Description 


trasc Address setup to WR/ 

trcsw CS/ setup to WR/ 

trwr WR’ pulse width 

trdw Data to WR/ high 

trahw Address hold time from WR/ 
trdhw Data hold time 

trchw WR high to CS/ high 


trwcy CS/ high to CS/ low 





<— trasc —>| <— trahw —> 


| (rcsw_, | See trchw wey 






DB7...0 WW QW QWQhpy QQ G GG 
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Register Read 


Symbol Description 


Address setup to RD/ 

CS/ setup to RD/ 

RD/ pulse width 

RD/ to data 

Address hold time from RD/ 
Data hold time 

RD/ high to CS/ high 


CS/ high to CS/ low 





RD/ 
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cc 
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DMA Interface 


DMA Write 


Description 
tdarl *(1) DACK/ low to DREQ low 
| tdaw DACK/ low to WR/ low — 
tdwr WR’ pulse width 


tddw Data to WR/ high 
tdwa *(1,2) WR/high to DACK/ high 
Data hold time 
*(1,2) DACK/ high to DACK/ low 
DREQ low to DREQ high 


“Notes: 1. If tdacy + tdwa 2 30 ns, tdarl = 60 ns maximum 
2. If tdacy >= 20 ns, tdwa = 0 ns minimum 





> tah 


ie l¢— tdarl pI 
DACK/ | \ / \ 


tdaw tdwr tdwa,,._ _tdacy 
pe pee 






WR/ 


jetew tchw._pJ 
DB7..0. (WW, WO KW WWW™W’W 


64 NCR SCSI Products 04/88 


DMA Read 


Symbol Description 


tdarl DACK/ low to DREQ low 
| tdar *(1,2) DACK/ low to RD/ low 
tdrd RD/ pulse width 


Je) 
—_ 
at 
O=2 
=) 
NAO 
co 
ra 


| tddr*(1) RD/todata 
tdra RD/ high to DACK/ high 
tdhr Data hold time 
tdacy *(1,2) DACK/ high to DACK/low 
tdrh DREQ low to DREQ high 





“Notes: 1. If tdacy + tdar => 30 ns, tddr = 45 ns maximum 
2. If tdacy = 20 ns, tdar = 0 ns minimum 


jetarn —o 


tdarl 
tdar tdra tdacy 


DREQ 






RD/ 
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Target Asynchronous Transfers 


Target Asynchronous Send 


Symbol Description 
tTaxdr Data to REQO/ low 


tTaxrh ACKI/ low toREQO/ high 
tTaxad § ACKI/ low to data (FIFO bottom full) 
tTaxrl ACKI/ high to REQO/ low 

data already set up 





| \- >| tTaxdr tTaxad 








REQO/ 


tTaxrh tTaxr 
ACKI/ San en aoe 


Target Asynchronous Receive 


Symbol Description 
tTarrh ACKI/ low to REQO/ high 


tTarrl ACKI/ high to REQO/ low 
FIFO not full 





REQO/ Nf 
le ‘Tarrh -»| tTarrl —»| 


ACKI/ 
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Initiator Asynchronous Transfers 


Initiator Asynchronous Send 


Symbol —_ Description 


tlaxda Data to ACKO/ low 
tlaxah REQI/ high to ACKO/ high 


tlaxrd REQI/ high to data (FIFO bottom full) 
tlaxal REQI/ low to ACKO/ low 
(data already setup) 


._ ” 

-— 
a) 
32 
aS 
cc 
OQ. 





soo XK 
tlaxda 
naling 








tlaxrd 
ACKO/ 









tlaxah —>| _ —>| 
REQI/ ef 


Initiator Asynchronous Receive 


Symbol — Description 


tlarah REQI/ high to ACKO/ high 
tlaral REQI/ low to ACKO/ low 
(FIFO not full) 
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Synchronous Transfers 


Target and Initiator Synchronous Transmit 


Symbol 


tsxd 
tsxrl 
tsxrh 
tsxal 
tsxah 


CLK 


Description 


Data from CLK high 

REQO/ low from CLK high 
REQO/ high from CLK low 
ACKO/ low from CLK high 
ACKO/ high from CLK low 


j!8%0 >| 


SDO/ 


REQO/ 


ACKO/ 
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tsxal >| 





“ -» 


 tsxrl -»| 


tsxal -»| 
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Applications 
Single-ended Mode 


Single-ended Mode without External Drivers 


SDP/ 





a SD7/ - < 
ae SD6/ ”? = 
ie SD5/ BS 
a a ee SDa/ oc 
ee $03/ 
Pt SD2/ 
ane ees SD1/ 

DMA Controller/ PTT TT TT SDO/ 

Processor 

Interface 


scsi 


45V BUS 


ie 


10 - 25MHz SEL/ 
ssvov |_| BSY/ 
+5V Recv | | | REQ) 
+5V acco |__|_|_| ‘ACK/ 
mscor |__| | |_| MSG/ 
GND CcDO/ | eft tt C/D/ 
GND ree | tT Tt tl voy 
Ene | TTT td ATW 
GND eae fe RST/ 
GND a 
GND 
GND 





NCR 53C90 
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a +5V 
DMA Cortroller/ 
Processor 
Interface 

+5V 
74ALS641A-1 
10 - 25MHz 
+5V 
4+5V 
GND 
GND 

za GNO 
= GND 
wo GND 

QO) GNO 
ee 
0 GND 
— 
ie) 

(ok 
Cc 
oO 
ll 
~” 


88/0 





NCR 53C90 +5V 


SDP/ 


SD7/ 
SD6/ 
SD5/ 
SD4/ 
$D3/ 
sD2a/ 
$D1/ 
SDO/ 


SEL/ 
BSY/ 
REGY 
ACK/ 
MSG/ 
C/D/ 


ATN/ 
RST/ 


scsi 
BUS 


SIDALI(GG [2U1N}XY YIM IPO|, popus-a[surg 


Differential Mode 


























D3 





wo z 
e| 8| 28 
77) ” a 
+ + 


LRA A 


—ITT = 295 —4e 
Sane : 












= 
ie ea 
75176 
SCSI 
PRODUCTS 





$01 





+5V 





SIP RES 


+VO 


EQ 
-ACK 


ra 
ij 
$ 


ATN 
-RST 
+RST 





75176 


(..) 
wr 













GND 





a i 
m1 
” 
{ DE at Ltt [al 


$12) gs] 3]* 
TITT TTT Te TEP rere A Oe to 


Bice Mate anvatanvdlawwaateabawrdbatrdbanra 


+5V 
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N >> 990900900090 > 
33355558 3 
ow a 
= So 
6 = 
3 
g 
2] 
a 
2 
= 
£ 
6 
8 8 
$5 
2 
Qf 
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Appendices 


Appendix A - Register Summary 


72 


| ESP Read Registers # ESP Write Registers 




































0 Transfer counter lo(LSB) 0 Transfer count lo (LSB) 
1 Transfer counter hi(MSB) | 1 Transfer count hi (MSB) 
2 FIFO 2 FIFO 

3 Command 3 Command 

4 Status 4 S/R bus ID 

5 Interrupt 5 S/R timeout 

6 Sequence step 6 Sync period 

7 | FIFO flags 7 sync offset 

8 Configuration 8 Configuration 

9 |. NCR Reserved 9 Clock factor 

A NCR Reserved A Test 


Command Register (RW3) (Bit 7 Set = DMA Mode) 
Misc Cmds _|initiator Cmds Target Cmds _ 


00 80 NOP 10 90 Transfer info 
: 20 AO Sendm 
01 81 Flush FIFO 11 91 Cmd comp seq 21 A1 Send late 
02 82 Reset chip 12 92 Accept msg 22 A2 Send data 
03 83 ResetSCSI {18 98 Transfer pad 23 A3 Disconnect seq 


Disconiiscted Gmdsh oan 24 A4 Terminate seq 


25 A5 Cmd comp seq 
40 CO Reconnect 27 A7 Disconnect 


28 A8 Rcv msg seq 
29 AOS Revcmd 
2A AA Rev data 
2B AB Rcv cmd seq 














































0 Selected 
1 Selected w/ATN 












0 Bus IDO 
























1 Bus 1D 1 
2 Reselected 2 Bus ID 2 
3 Xfr complete 3 Func complete 3 Chip Test Mode 
4 Xfr count 0 4 Bus service 4 Parity enable 
5 Parity error 9 Disconnect 5 Parity test mode 
6 Gross error 6 Illegal cmd 6 SCSI rst int dis 
7 NCR Reserved 7 SCSI reset 7 Slow cable 








0 Target Mode 
1 Initiator Mode 
2 Tri-state Mode 





12 Seq step 2 
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Appendix B - 68 Pin PLCC Mechanical Drawing 






The Units are 1/1000 inches. 


7°(8X) 
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\ 












(ow | 
N 
+1 
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PIN 1 ae 
c 
A. 
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X: SURFACE MOUNT POINT 
17247 
wm 
+ |H 
eo iM 
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ov ion 
2 
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@ 
600 





SEATING 
PLANE 





BOTTOM VIEW 


SIDE VIEW 
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5380/C80 SCSI INTERFACE 


General Description 


The NCR 5380 SCSI interface device is a 40 
pin NMOS device designed to accommodate the Small 
Computer Systems Interface (SCSI) as defined by the 
ANSI X3T9.2 committee. The NCR 5380 operates in 
both the initiator and target roles and can therefore be 
used in host adapter, host port and formatter designs. 
This device supports arbitration, including reselection. 
Special high-current open collector output drivers, capa- 
ble of sinking 48mA at 0.5V, allow for direct connection 
to the SCSI bus. Differential pair operation is supported 
using a 48 pin version of this part, designated the NCR 
5381 (refer to Appendix A4). 


SCSI Interface 


Asynchronous, interface to 1.5 MBPS 
Supports initiator and target roles 

Parity generation w/optional checking 
Supports arbitration 

Direct control of all bus signals 

High current outputs drive SCSI bus directly 


Functional Pin Grouping 


SCSI DATA BUS 


EOP | 
(——) BBO. ..7, BBP 
DMA READY 
CONTROL | DRO BSY 
BACK SEL 
aS RST 
OR ATN 
REGISTER | iOW NCR ACK 
Al : MSG 
A2 cip- 
10 
DATABUS 00...D7(__) 
RESET 
IRQ 
GND VoD 
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CONTROLS 


The NCR 5380 communicates with the system 
microprocessor as a peripheral device. The chip is con- 
trolled by reading and writing several internal registers 
which may be addressed as standard or memory mapped 
I/O. Minimal processor intervention is required for 
DMA transfers because the 5380 controls the necessary 
handshake signals. The NCR 5380 interrupts the MPU 
when it detects a bus condition that requires attention. 
Normal and block mode DMA is provided to match 
many popular DMA controllers. A CMOS version of 
the NCR 5380, the NCR 53C80 is available in a 44- 
pin PLCC or a 48-pin DIP. Refer to Appendix AS5 for 
information on the NCR 53C80. 


MPU Interface 


Memory or I/O mapped interface 
DMA or programmed I/O 
Normal or block mode DMA 
Optional MPU interrupts 


Pinout 


SCSI 


15 





7) 

| 
—O 
s= 
aS 
oc 
ra 
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DMA 
control 


(Start DMA 
send, start 
DMA target 
receive, start 
DMA initiator 
receive) 


Mode Bus and Initiator 
register 


aoe CS, IOR, 
CPU ae 
¥ INTERFACE Qa, 


Reset 
parity 
or interrupt 
agister 


Current 
SCSI bus 
status 
register 


status command 
register register 


Arbitration 
logic 


Target Select Current 
command enable yaaa SCSI data 
register register register 


Data output 
register 


identification 
comparison Parity 
generator 





weibeig yooIg 


Pin Description 


Microprocessor Interface Signals 


Pin Name Pin # Description 

AO, Al, A2 30, 32, 33 INPUTS ee ee 
These signals are used with CS, IOR or IOW to address all internal 
registers. 

CS 21 INPUT 


Chip Select enables a read or write of the internal register selected by 
AO, Al and A2. CS is an active low signal. 


% 
fom 
a 
3S 
2S 
c 
O.. 


DACK 26 INPUT 
DMA Acknowledge resets DRQ and selects the data register for input or 
output data transfers. DACK is an active low signal. 








DRQ PD) OUTPUT 
DMA Request indicates that the data register is ready to be read or writ- 
ten. DRQ occurs only if DMA mode is true in the Command Register. It 
is cleared by DACK. 





DO...D7 1,40...34 BI-DIRECTIONAL, TRI-STATE 
Microprocessor data bus active high 


EOP 27 INPUT 
The End of Process signal is used to terminate a DMA transfer. If as- 
serted during a DMA cycle, the current byte will be transferred but no 
additional bytes will be requested. 


IOR 24 INPUT 
I/O Read is used to read an internal register selected by CS and AO, Al 
and A2. It also selects the Input Data Register when used with DACK. 
IOR is active low. 





IOW 29 INPUT 
I/O Write is used to write an internal register selected by CS and AO, Al 
and A2. It also selects the Output Data Register when used with DACK. 
IOW is active low. 








IRQ 23 OUTPUT 
Interrupt Request alerts a microprocessor of an error condition or an 
event completion. 


READY 25 OUTPUT 
Ready can be used to control the speed of block mode DMA transfers. 
This signal goes active to indicate the chip is ready to send/receive data 
and remains false after a transfer until the last byte is sent or until the 
DMA Mode bit is reset. 


RESET 28 INPUT 
Reset clears all registers. It does not force the SCSI signal RST to the ac- 
tive state. RESET is an active low signal. 
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Power Signals 


Pin Name 


VDD 


GND 


Pin # 
31 


11 


SCSI Interface Signals 


Description 


+5 VOLTS 


GROUND 


The following signals are all bi-directional, active low, open collector signals. With 48 mA sink capability, all 


pins interface directly with the SCSI bus. 


Pin Name 


ACK 


ATN 


BSY 


MSG 


REQ 


RST 


DBO...DB7 


DBP 


SEL 


78 


Pin # 
14 


15 


13 


18 


17 


19 


20 


16 


12 


Description 


Driven by an initiator, ACK indicates an acknowledgment for a REQ/ 
ACK data transfer handshake. In the target role, ACK is received as a re- 
sponse to the REQ signal. 








Driven by an initiator, ATN indicates an attention condition. This signal 
is received in the target role. 


This signal indicates that the SCSI bus is being used and can be driven by 
both the initiator and the target device. 


A signal driven by the target, CD indicates Control or Data information 
is on the data bus. This signal is received by the initiator. 


IO is a signal driven by a target which controls the direction of data 
movement on the SCSI bus. True indicates input to the initiator. This sig- 
nal is also used to distinguish between Selection and Reselection phases. 


MSG is a signal driven by the target during the Message phase. This sig- 
nal is received by the initiator. 


Driven by a target, REQ indicates a request for a REQ/ACK data trans- 
fer handshake. This signal is received by the initiator. 


The RST signal indicates an SCSI bus RESET condition. 


These eight data bits (DBO-DB7) plus a parity bit (DBP) form the data 
bus. DB7 is the most significant bit and has the highest priority during 
the Arbitration phase. Data parity is odd. Parity is always generated and 
optionally checked. Parity is not valid during arbitration. 


SEL is used by an initiator to select a target or by a target to reselect an 
initiator. 


NCR SCSI Products 04/88 


Electrical Characteristics 


OPERATING CONDITIONS 


PARAMETER SYMBOL MIN MAX UNITS 
Supply Voltage Volts 


Supply Current mA. 
Ambient Temperature °C 





ve) 
pa 
a a 
4 
2S 
cc 
Oo. 


INPUT SIGNAL REQUIREMENTS 


PARAMETER CONDITIONS MIN MAX UNITS 


High-level, Input Vip 
Low-level, Input VIL 





SCSI BUS pins 2... 20 
High-level Input Current, WHI ViH = 5.25 V 
Low-level Input Current, IL} Viji= 0 Volts 


All other pins 
High-level Input Current, ljHI Vip = 5.25 V 
Low-level Input Current, lL} Vii= 0 Volts 





OUTPUT SIGNAL REQUIREMENTS 


PARAMETER CONDITIONS MIN MAX UNITS 


SCSI BUS pins 2... 20 
Low-level Output VOL Vop = 4.75 V 
lOoL = 48.0mA. 


All other pins 


High-level Output VOH Vpop = 4.75 V 
IOH = -3.0mA. 
Low-level Output VoL Vop = 4.75 V 
loL = 7.0 mA. 





PRELIMINARY 
Notice: This is not a final specification. 
Some parametric limits are subject to change. 
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Internal Registers 
General 


The NCR 5380 SCSI Interface Device appears 
as a set of eight registers to the controlling CPU. By 
reading and writing the appropriate registers, the CPU 
may initiate any SCSI bus activity or may sample and as- 
sert any signal on the SCSI bus. This allows the user to 
implement all or portions of the SCSI protocol in soft- 
ware. These registers are read (written) by activating CS 
with an address on A2-A0 and then issuing an IOR 
(IOW) pulse. This section describes the operation of the 
internal registers. 


SCSI signal names are used to describe the con- 
tents of these internal registers. Even though the bus is 
active low a one (1) is used to indicate signal assertion 
and a zero (0) is used to indicate the non-asserted or in- 
active state. 


Address 
A2A1A0 R/W _ Register Name 
000 R Current SCSI Data 
000 W Output Data 
0 0 1 R/W _ Initiator Command 
0 10 R/W_ Mode 
0 1 1 R/W _ Target Command — 
100 R Current SCSI Bus Status 
100 W Select Enable 
101 =R Bus and Status 
101 #W Start DMA Send 
110 R Input Data 
110 W Start DMA Target Receive 
111 =R Reset Parity/Interrupts 
111 +W Start DMA Initiator Receive 
Register Summary 
Data Registers 


The data registers are used to transfer SCSI 
commands, data, status, and message bytes between the 
microprocessor data bus and the SCSI bus. The NCR 
5380 does not interpret any information that passes 
through the data registers. The data registers consist of 
the transparent Current SCSI Data Register, the Output 
Data Register, and the Input Data Register. 
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Current SCSI Data Regsiter - Address 0 
(Read-only) 


The Current SCSI Data Register is a read-only 
register which allows the microprocessor to read the ac- 
tive SCSI data bus. This is accomplished by activating 
CS with an address on A2-A0 of 000 and issuing an IOR 
pulse. If parity checking is enabled, the SCSI bus parity 
is checked at the beginning of the read cycle. This regis- 
ter is used during a programmed I/O data read or during 
arbitration to check for higher priority arbitrating de- 
vices. Parity is not guaranteed valid during arbitration. 


Current SCSI Data Register 


7 6 5 4 #3 2 1 =O 
0B7 #%DB6 DBS D0B4 DBS DB2 DBI DBO 


Ouptut Data Register - Address 0 (write-only) 
The Output Data Register is a write-only regis- 
ter that is used to send data to the SCSI bus. This is ac- 
complished by either using a normal MPU write, or 
under DMA control, by using IOW and DACK. This re- 


gister is also used to assert the proper ID bits or the SCSI 
bus during the arbitration and selection phases. 


Output Data Register 


7 6 5 4 3 2 1 0 


0B7 OB6 DBS DB4 DBS DB2 Bi BBO 
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Input Data Register - Address 6 (Read-only) 


The Input Data Register is a read-only register 
that is used to read latched data from the SCSI bus. Data 
is latched either during a DMA target receive operation 
when ACK (pin 14) goes active or during a DMA Initia- 
tor receive when REQ (pin 20) goes active. The DMA 
Mode bit (port 2, bit 1) must be set before data can be 
latched in the Input Data Register. This register may be 
read under DMA control using IOR and DACK. Parity 
is optionally checked when the Input Data Register is 
loaded. 











Input Data Register 


7 6 5 4 3 2 1 0 


DB7 DB6 0B5 #£0B4 _ DB3 DB2 DB1 DBO 


Initiator Command Register - Address 1 
(Read/Write) 


The Initiator Command Register is a read/write 
register which is used to assert certain SCSI bus signals, 
to monitor those signals, and to monitor the progress of 
bus arbitration. Many of these bits are significant only 
when being used as an Initiator; however, most can be 
used during target role operation. 


Initiator Command Register 
(Register Read) 


7 6 5 4 3 2 1 0 


ASSERT AIP LA ASSERT ASSERT ASSERT ASSERT ASSERT 
RST ACK BSY SEL ATN DATA 
BUS 


Initiator Command Register 
(Register Write) 


7 6 5 4 3 2 1 0 


ASSERT TEST DIFF ASSERT ASSERT ASSERT ASSERT ASSERT 
RST MODE ENBL ACK BSY SEL ATN DATA 
BUS 
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The following describes the operation of all bits 
in the Initiator Command Register. 


BIT 7—ASSERT RST 


Whenever a one (1) is written to bit 7 of the Ini- 
tiator Command Register, the RST signal (pin 16) is as- 
serted on the SCSI bus. The RST signal will remain 
asserted until this bit is reset or until an external RESET 
(pin 28) occurs. After this bit is set (1), IRQ (pin 23) 
goes active and all internal logic and control registers are 
reset (except for the interrupt latch and the ASSERT 
RST bit). Writing a zero (0) to bit 7 of the Initiator Com- 
mand Register de-asserts the RST signal. Reading this 
register simply reflects the status of this bit. 





BIT 6—AIP (Arbitration in Progress—read bit) 


This bit is used to determine if arbitration is in 
progress. For this bit to be active, the ARBITRATE bit 
(port 2, bit 0) must have been set previously. It indicates 
that a bus free condition has been detected and that the 
chip has asserted BSY (pin 13) and the contents of the 
Output Data Register (port 0) onto the SCSI bus. AIP 
will remain active until the ARBITRATE bit is reset. 


BIT 6—TEST MODE (write bit) 


This bit may be written during a test environ- 
ment to disable all output drivers, effectively removing 
the NCR 5380 from the circuit. Resetting this bit returns 
the part to normal operation. 


BIT 5—LA (Lost Arbitration—read bit) 


This bit, when active, indicates that the NCR 
5380 detected a bus free condition, arbitrated for use of 
the bus by asserting BSY (pin 13) and its ID on the data 
bus and lost arbitration due to SEL (pin 12) being as- 
serted by another bus device. For this bit to be active the 
ARBITRATE bit (port 2, bit 0) must be active. 


BIT 5—DIFF ENBL (Differential Enable—write bit) 


This bit is not used in the NCR 5380 and is only 
meaningful in the NCR 5381, a 48 pin device which sup- 
ports external differential pair transceivers. DIFF ENBL 
should only be asserted if the device is physically con- 
nected as either an Initiator or as a Target. If enabled, the 
signal TGS (pin 14—NCR 5381) is asserted if the TAR- 
GET MODE bit (port 2, bit 6) is set (1) or the signal IGS 
(pin 12—NCR 5381) is asserted if the TARGET MODE 
bit is reset (0). 
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BIT 4—ASSERT ACK 


This bit is used by the bus initiator to assert 
ACK (pin 14) on the SCSI bus. In order to assert ACK 
the TARGET MODE bit (port 2, bit 6) must be false. 
Writing a zero to this bit resets ACK on the SCSI bus. 
Reading this register simply reflects the status of this bit. 








BIT 3—ASSERT BSY 


Writing a one (1) into this bit position asserts 
BSY (pin 13) onto the SCSI bus. Conversely, a zero (0) 
resets the BSY signal. Asserting BSY indicates a suc- 
cessful selection or reselection and resetting this bit cre- 
ates a bus disconnect condition. Reading this register 
simply reflects the status of this bit. 


BIT 2—ASSERT SEL 


Writing a one (1) into this bit position asserts 
SEL (pin 12) onto the SCSI bus. SEL is normally as- 
serted after arbitration has been successfully completed. 
SEL may be de-asserted by resetting this bit to a zero. A 
read of this register simply reflects the status of this bit. 


BIT 1—ASSERT ATN 


ATN (pin 15) may be asserted on the SCSI bus 
by setting this bit to a one (1) if the TARGET MODE bit 
(port 2, bit 6) is false. ATN is normally asserted by the 
initiator to request a Message Out bus phase. Note that 
since ASSERT SEL and ASSERT ATN are in the same 
register, a select with ATN may be implemented with 
one MPU write. ATN may be de-asserted by resetting 
this bit to a zero (0). A read of th is register simply re- 
flects the status of this bit. 


BIT 0—ASSERT DATA BUS 


The ASSERT DATA BUS bit, when set, allows 
the contents of the Output Data Register to be enabled as 
chip outputs on the signals DBO-DB7. Parity is also gen- 
erated and asserted on DBP. In the NCR 5381, this bit 
asserts the DBEN signal (pin 36). Resetting this bit dis- 
ables the output data bus or the DBEN signal. 











When connected as an Initiator, the outputs are 
only enabled if the TARGET MODE bit (port 2, bit 6) is 
false, the received signal I/O (pin 17) is false, and the 
phase signals (C/D, I/O, and MSG) match the contents 
of the ASSERT C/D ASSERT I/O, and ASSERT MSG 
in the Target Command Register. 
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This bit should also be set during DMA send 
operations. 


Mode Register—Address 2 (Read/Write) 


The Mode Register is used to control the opera- 
tion of the chip. This register determines whether the 
NCR 5380 operates as an initiator or a target, whether 
DMA transfers are being used, whether parity is 
checked, and whether interrupts are generated on vari- 
ous external conditions. This register may be read to 
check the value of these internal control bits. The fol- 
lowing describes the operation of these control bits. 


Mode Register 
7 6 5 4 3 2 1 0 


BLOCK TARGET ENABLE ENABLE ENABLE MONITOR DMA _ ARBI- 
MODE MODE PARITY PARITY EOP BUSY MODE TRATE 
DMA CHECK- INTER- INTER- 

ING RUPT RUPT 


BIT 7—BLOCK MODE DMA 


The BLOCK MODE DMA bit controls the 
characteristics of the DMA DRQ-DACK handshake. 
When this bit is reset (0) and the DMA MODE bit is ac- 
tive (1), the DMA handshake uses the normal inter- 
locked handshake and the rising edge of DACK (pin 26) 
indicates the end of each byte being transferred. In block 
mode operation, BLOCK MODE DMA bit set (1) and 
DMA MODE bit set (1), the end of IOR (pin 24) or IOW 
(pin 29) signifies the end of each byte transferred and 
DACK is allowed to remain active throughout the DMA 














operation. READY (pin 25) can then be used to request 


the next transfer. 
BIT 6—TARGET MODE 


The TARGET MODE bit allows the NCR 5380 
to operate as either an SCSI bus initiator, bit reset (0), or 
as an SCSI bus target device, bit set (1). In order for the 
signals ATN (pin 15) and ACK (pin 14) to be asserted on 
the SCSI bus, the TARGET MODE bit must be reset (0). 
In order for the signals C/D, I/O, MSG and REQ to be 
asserted on the SCSI bus, the TARGET MODE bit must 


be set (1). 
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BIT 5—ENABLE PARITY CHECKING 


The ENABLE PARITY CHECKING bit deter- 
mines whether parity errors will be ignored or saved in 
the parity error latch. If this bit is reset (0), parity will be 
ignored. Conversely, if this bit is set (1) parity errors 
will be saved. 


BIT 4—ENABLE PARITY INTERRUPT 


The ENABLE PARITY INTERRUPT bit, 
when set (1), will cause an interrupt (IRQ) to occur if a 
parity error is detected. A parity interrupt will only be 
generated if the ENABLE PARITY CHECKING bit 
(bit 5) is also enabled (1). 


BIT 3—ENABLE EOP INTERRUPT 


The ENABLE EOP INTERRUPT, when set 
(1), causes an interrupt to occur when an EOP (End of 
Process) signal (pin 27) is received from the DMA con- 
troller logic. 





BIT 2—MONITOR BUSY 


The MONITOR BUSY bit, when true (1), 
causes an interrupt to be generated for an unexpected 
loss of BSY (pin 13). When the interrupt is generated 
due to loss of BSY, the lower 6 bits of the Initiator Com- 
mand Register are reset (0) and all signals are removed 
from the SCSI bus. 


BIT 1—DMA MODE 


The DMA MODE bit is normally used to en- 
able a DMA transfer and must be set (1) prior to writing 
ports 5 through 7. Ports 5 through 7 are used to start 
DMA transfers. The TARGET MODE bit (port 2, bit 6) 
must be consistent with writes to port 6 and 7 [1.e. set (1) 
for a write to port 6 and reset (0) for a write to port 7]. 
The control bit ASSERT DATA BUS (port 1, bit 0) must 
be true (1) for all DMA send operations. In the DMA 
mode, REQ (pin 20) and ACK (pin 14) are automatically 
controlled. 





The DMA MODE bit is not reset upon the re- 
ceipt of an EOP signal. Any DMA transfer may be 
stopped by writing a zero into this bit location, however 
care must be taken not to cause CS and DACK to be ac- 
tive simultaneously. 
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Note: BSY must be active in order to set the DMA Mode 
bit. 


BIT 0—ARBITRATE 


The ARBITRATE bit is set (1) to start the arbi- 
tration process. Prior to setting this bit the Output Data 
Register should contain the proper SCSI device ID 
value. Only one data bit should be active for SCSI bus 
arbitration. The NCR 5380 will wait for a bus free con- 
dition before entering the arbitration phase. The results 
of the arbitration phase may be determined by reading 
the status bits LA and AIP (port 1, bits 5 & 6 respec- 
tively). 


Target Command Register - Address 3 
(Read/Write) 


When connected as a target device, the Target 
Command Register allows the MPU to control the SCSI 
bus information transfer phase and/or to assert REQ 
(pin 20) simply by writing this register. The TARGET 
MODE bit (port 2, bit 6) must be true (1) for bus asser- 
tion to occur. The SCSI bus phases are described in the 
following table. 


SCSI Information Transfer Phases 


ASSERT ASSERT ASSERT 


Bus Phase VO C/D MSG 
Data Out 0 0 0 
Unspecified 0 0 
Command 0 1 0 
Message Out 0 1 1 
Data In 1 0 0 
Unspecified 1 0 1 
Status 1 1 0 
Message In 1 1 1 


When connected as an Initiator with DMA 
Mode true, if the phase lines (I/O, C/D, and MSG) do 
not match the phase bits in the Target Command Regis- 
ter, a phase mismatch interrupt is generated when REQ 
(pin 20) goes active. In order to send data as an Initiator, 
the ASSERT I/O, ASSERT C/D, and ASSERT MSG 
bits must match the corresponding bits in the Current 
SCSI Bus Status Register (port 4). The ASSERT REQ 
bit (bit 3) has no meaning when operating as an Initiator. 
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Target Command Register 


LAST X ASSERT ASSERT ASSERT Set 
BYTE REQ MSG C/D 

SENT 

(53C80) 


The NCR 53C80 uses bit 7 of this register to 
determine when the last byte of a DMA transfer is 
sent to the SCSI bus. This flag is necessary since the 
End of DMA bit in the Bus and Status Register only 
reflects when the last byte was received from the 
DMA. 


Current SCSI Bus Status Register - 
Address 4 (Read-only) 


The Current SCSI Bus Status register is a read- 
only register which is used to monitor seven SCSI bus 
control signals plus the data bus parity bit. For example, 
an Initiator device can use this register to determine the 
current bus phase and to poll REQ for pending data 
transfers. This register may also be used to determine 
why a particular interrupt occurred. The following de- 
scribes the Current SCSI Bus Status Register. 





Current SCSI Bus Status Register 


7 6 o) 4 3 2 1 0 


RST  BSY EQ MSG CG/D VO SEL DBP 


Select Enable Register - Address 4 
(Write-only) 


The Select Enable Register is a write-only re- 
gister which is used as a mask to monitor a single ID 
during a selection attempt. The simultaneous occurrence 
of the correct ID bit, BSY false, and SEL true will cause 
an interrupt. This interrupt can be disabled by resetting 
all bits in this register. If the ENABLE PARITY 
CHECKING bit (port 2, bit 5) is active (1), parity will 
be checked during selection. 
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Select Enable Register 


‘DB7 DBE DB5 DB2 


Bus and Status Register - Address 5 
(Read-only) 


The Bus and Status Register is a read-only re- 
gister which can be used to monitor the remaining SCS] 
control signals not found in the Current SCSI Bus Status 
Register (ATN & ACK) as well as six other status bits. 
The following describes each bit of the Bus and Status 
Register individually. 





Bus and Status Register 


7 6 5 4 3 2 1 0 


END DMA _ PARITY INTER- PHASE BUSY ATN~ ACK 


OF RE- ERROR RUPT MATCH ERROR 
DMA QUEST RE- 

QUEST 

ACTIVE 


BIT 7—END OF DMA TRANSFER 


The END OF DMA TRANSFER bit is set if 
EOP (pin 27), DACK (pin 26), and either IOR (pin 24), 
or IOW (pin 29) are simultaneously active for at least 
100 nsec. Since the EOP signal can occur during the last 
byte sent to the Output Data Register (port 0), the REQ 
and ACK signals should be monitored to insure that the 
last byte has been transferred. This bit is reset when the 
DMA MODE bit is reset (0) in the Mode Register 
(port 2). 








The NCR 53C80 contains a true End of DMA 
Status bit (last byte sent) in bit 7 of the Target Com- 
mand Register. 
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BIT 6—DMA REQUEST 


The DMA REQUEST bit allows the MPU to 
sample the output pin DRQ (pin 22). DRQ can be 
cleared by asserting DACK (pin 26) or by resetting the 
DMA MODE bit (bit 1) in the Mode Register (port 2). 
The DRQ signal does not reset when a phase mismatch 
interrupt occurs. 





BIT 5—PARITY ERROR 


This bit is set if a parity error occurs during a 
data receive or a device selection. The PARITY ERROR 
bit can only be set (1) if the ENABLE PARITY CHECK 
bit (port 2, bit 5) is active (1). This bit may be cleared by 
reading the Reset Parity/Interrupt Register (port 7). 


BIT 4—INTERRUPT REQUEST ACTIVE 


This bit is set if an enabled interrupt condition 
occurs. It reflects the current state of the IRQ (pin 23) 
output and can be cleared by reading the Reset Parity/ 
Interrupt Register (port 7). 


BIT 3—PHASE MATCH 


The SCSI signals MSG, C/D and I/O (pins 19, 
18 and 17) represent the current information transfer 
phase. The PHASE MATCH bit indicates whether the 
current SCSI bus phase matches the lower 3 bits of the 
Target Command Register. PHASE MATCH is continu- 
ously updated and is only significant when operating as a 
bus initiator. A Phase Match is required for data trans- 
fers to occur on the SCSI bus. 


BIT 2—BUSY ERROR 


The BUSY ERROR bit is active if an unex- 
pected loss of BSY signal (pin 13) has occurred. This 
level-sensitive latch is set whenever the MONITOR 
BUSY bit (port 2, bit 2) is true and BSY is false. An un- 
expected loss of BSY will disable any SCSI outputs and 
will reset the DMA MODE bit (port 2, bit 1). 





BIT 1—ATN 


This bit reflects the condition of the SCSI bus 
control signal ATN (pin 15). The signal is normally 
monitored by the target device. 
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BIT 0—ACK 


This bit reflects the condition of the SCSI bus 
control signal ACK (pin 14). This signal is normally 
monitored by the target device. 





DMA Registers 


Three write-only registers are used to initiate 
all DMA activity. They are Start DMA Send (port 5), 
Start DMA Target Receive (port 6) and Start DMA Initi- 
ator Receive (port 7). Simply writing these registers 
starts the DMA transfers. Data presented to the NCR 
5380 on signals DO-D7 during the register write is mean- 
ingless and has no effect on the operation. Prior to writ- 
ing these registers the BLOCK MODE DMA bit (bit 7), 
the DMA MODE bit (bit 1) and the TARGET MODE bit 
(bit 6) in the Mode Register (port 2) must be appropri- 
ately set. The individual registers are briefly described 
below. 


Start DMA Send - Address 5 (Write-only) 


This register is written to initiate a DMA send, 
from the DMA to the SCSI bus, for either initiator or 
target role operations. The DMA MODE bit (port 2, bit 
1) must be set prior to writing this register. 


Start DMA Target Receive - Address 6 
(Write-only) 


This register is written to initiate a DMA re- 
ceive, from the SCSI bus to the DMA, for target opera- 
tion only. The DMA MODE bit (bit 1) and the TARGET 
MODE bit (bit 6) in the Mode Register (port 2) must 
both be set (1) prior to writing this register. 


Start DMA Initiator Receive - Address 7 
(Write-only) 


This register is written to initiate a DMA re- 
ceive, from the SCSI bus to the DMA, for initiator oper- 
ation only. The DMA MODE bit (bit 1) must be true (1) 
and the TARGET MODE bit (bit 6) must be false (QO) in 
the Mode Register (port 2) prior to writing this register. 


Reset Parity/Interrupt - Address 7 
(Read-only) 


Reading this register resets the PARITY ER- 
ROR bit (bit 5), the ITNERRUPT REQUEST bit (bit 4) 
and the BUSY ERROR bit (bit 2) in the Bus and Status 
Register (port 5). 
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On-Chip SCSI Hardware Support 


The NCR 5380 is easy to use because of its sim- 
ple architecture. The chip allows direct control and mon- 
itoring of the SCSI bus by providing a latch for each 
signal. However, portions of the protocol define timings 
which are much too quick for traditional micorproces- 
sors to control. Therefore, hardware support has been 
provided for DMA transfers, bus arbitration, phase 
change monitoring, bus disconnection, bus reset, parity 
generation, parity checking, and device selection/ 
reselection. 


Arbitration is accomplished using a bus-free fil- 
ter to continuously monitor BSY. If BSY remains inac- 
tive for at least 400 nsec then the SCSI bus is considered 
free and arbitration may begin. Arbitration will begin if 
the bus is free, SEL is inactive and the ARBITRATION 
bit (port 2, bit 0) is active. Once arbitration has begun 
(BSY asserted), an arbitration delay of 2.2 usec must 
elapse before the data bus can be examined to determine 
if arbitration has been won. This delay must be imple- 
mented in the controlling software driver. 


The NCR 5380 is a clockless device. Delays 
such as bus free delay, bus set delay and bus settle delay 
are implemented using gate delays. These delays may 
differ between devices because of inherent process vari- 
ations, but are well within the proposed ANSI X3T9.2 
specification (Revision 17). 


Interrupts 


The NCR 5380 provides an interrupt output 
(IRQ) to indicate a task completion or an abnormal bus 
occurrence. The use of interrupts is optional and may be 
disabled by resetting the appropriate bits in the Mode 
Register (port 2) or the Select Enable Register (port 4). 


When an interrupt occurs, the Bus and Status 
Register and the Current SCSI Bus Status Register must 
be read to determine which condition created the inter- 
rupt. IRQ (pin 23) can be reset simply by reading the Re- 
set Parity/Interrupt Register (port 7) or by an external 
chip reset (RESET active for 200 nsec). 





Assuming the NCR 5380 has been properly ini- 
tialized, an interrupt will be generated if the chip is se- 
lected or reselected, if an EOP signal occurs during a 
DMaA transfer, if an SCSI bus reset occurs, if a parity er- 
ror occurs during a data transfer, if a bus phase mis- 
match occurs, or if an SCSI bit disconnection occurs. 
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Selection/Reselection 


The NCR 5380 can generate a select interrupt if 
SEL (pin 12) is true (1), its device ID is true (1) and BSY 
(pin 13) is false for at least a bus settle delay (400 ns). If 
I/O (pin 17) is active this should be considered a reselect 
interrupt. The correct ID bit is determined by a match in 
the Select Enable Register (port 4). Only a single bit 
match is requried to generate an interrupt. This interrupt 
may be disabled by writing zeros into all bits of the Se- 
lect Enable Register. 


If parity is supported, parity should also be 
good during the selection phase. Therefore, if the EN- 
ABLE PARITY BIT (port 2, bit 5) is active, then the 
PARITY ERROR bit should be checked to insure that a 
proper selection has occurred. The ENABLE PARITY 
INTERRUPT bit need not be set for this interrupt to be 
generated. 


The proposed SCSI specification also requires 
that no more than two device IDs be active during the se- 
lection process. To insure this, the Current SCSI Data 
Register (port 0) should be read. 


The proper values for the Bus and Status Regis- 


ter (port 5) and the Current SCSI Bus Status Register 
(port 4) are displayed below. 


Bus and Status Register 





END DMA PARTIY INTER- PHASE BUSY ATN ACK 
OF RE- ERROR RUPT MATCH ERROR | 
DMA QEST RE- 

QUEST 

ACTIVE 


Current SCSI Bus Status Register 


7 6 5 4 3 2 1 0 





RST BSY REQ MSG C/D vo SEL DBP 
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End of Process (EOP) Interrupt 


An End of Process signal (EOP, pin 27) which 
occurs during a DMA transfer (DMA MODE true) will 
set the END OF DMA status bit (port 5, bit 7) and will 
optionally generate an interrupt if ENABLE EOP IN- 
TERRUPT bit (port 2, bit 3) is true. The EOP pulse will 
not be recognized (EDN OF DMA bit set) unless EOP, 
DACK and either IOR or IOW are concurrently active 
for at least 100 nsec. DMA transfers can still occur if 
EOP’ was not asserted at the correct time. This interrupt 
can be disabled by resetting the ENABLE EOP INTER- 
RUPT bit. 





The proper values for the Bus and Status Regis- 
ter (port 5) and the Current SCSI Bus Status Register 
(port 4) for this interrupt are displayed below. 


Bus and Status Register 





END DMA PARITY INTER- PHASE BUSY ATN ACK 
OF  RE- ERROR RUPT MATCH ERROR 
DMA QUEST RE- 

QUEST 

ACTIVE 


Current SCSI Bus Status Register 





RST BSY REQ MSG C/D V0 SEL DBP 


The END OF DMA bit is used to determine 
when a block transfer is complete. Receive operations 
are complete when there is no data left in the chip and no 
additional handshakes occurring. The only exception to 
this is receiving data as an initiator and the target opts to 
send additional data for the same phase. In this case, 
REQ goes active and the new data is present in the Input 
Data Register. Since a phase mismatch interrupt will not 
occur, REQ and ACK need to be sampled to determine 
that the Target is attempting to send more data. 








For send operations, the END OF DMA bit is 
set when the DMA finishes its transfer, but the SCSI 
transfer may still be in progress. If connected as a Tar- 
get, REQ and ACK should be sampled until both are 
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false. If connected as an Initiator, a phase change inter- 
rupt can be used to signal the completion of the previous 
phase. It is possible for the Target to request additional 
data for the same phase. In this case, a phase change will 
not occur and both REQ and ACK must be sampled to 
determine when the last byte was transferred. 








If using the NCR 53C80, Last Byte Sent (bit 
7 of the Target Command Regsiter) may be sampled 
to determine when the last byte has been transferred. 


SCSI Bus Reset 


The NCR 5380 generates an interrupt when the 
RST signal (pin 16) transitions to true. The device re- 
leases all bus signals within a bus clear delay (800 nsec) 
of this transition. This interrupt also occurs after setting 
the ASSERT RST bit (port 1, bit 7). This interrupt can- 
not be disabled. (Note: The RST signal is not latched in 
bit 7 of the Current SCSI Bus Status Register and may 
not be active when this port is read. For this case, the 
Bus Reset interrupt may be determined by default.) 





The proper values for the Bus and Status Regis- 
ter (port 5) and the Current SCSI Bus Status Register 
(port 4) are displayed below. 


Bus and Status Register 


pe ps PARITY INTER- PHASE BUSY ATN ACK 
ERROR RUPT MATCH ERROR 
aia sueet RE- 
QUEST 
ACTIVE 


Current SCSI Bus Status Register 


Bor , 
RST REQ MSG DBP 
87 


7p) 
-_ 
— © 
S= 
2S 
oC 
oO. 





Parity Error 


An interrupt is generated for a received parity 
error if the ENABLE PARITY CHECK (bit 5) and the 
ENABLE PARITY INTERRUPT (bit 4) bits are set (1) 
in the Mode Register (port 2). Parity is checked during a 
read of the Current SCSI Data Register (port 0) and dur- 
ing a DMA receive operation. A parity error can be de- 
tected without generating an interrupt by disabling the 
ENABLE PARITY INTERRUPT bit and checking the 
PARITY ERROR flag (port 5, bit 5). 


The proper values for the Bus and Status Regis- 


ter (port 5) and the Current SCSI Bus Status Register 
(port 4) are displayed below. 


Bus and Status Register 





END DMA PARITY INTER- PHASE BUSY ATN ACK 
OF RE- ERROR RUPT MATCH ERROR 
DMA QUEST RE- 

QUEST 

ACTIVE 


Current SCSI Bus Status Register 





RST BSY REQ MSG C/D- VO SEL DBP 
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Bus Phase Mismatch 


The SCSI phase lines are comprised of the sig- 
nals I/O, C/D and MSG. These signals are compared 
with the corresponding bits in the Target Command Re- 
gister: ASSERT I/O (bit 0), ASSERT C/D (bit 1) and 
ASSERT MSG (bit 2). The comparison occurs continu- 
ally and is reflected in the PHASE MATCH bit (bit 3) of 
the Bus and Status Register (port 5). If the DMA MODE 
bit (port 2, bit 1) is active and a phase mismatch occurs 
when REQ (pin 20) transitions from false to true, an in- 
terrupt (IRQ) is generated. 








A phase mismatch prevents the recognition of 
REQ and removes the chip from the bus during an initia- 
tor send operation. (DBO-DB7, DBP will not be driven 
even though the ASSERT DATA BUS bit (port 1, bit 0) 
is active.) This interrupt is only significant when con- 
nected as an Initiator and may be disabled by resetting 
the DMA MODE bit. (Note: It is possible for this inter- 
rupt to occur when connected as a Target if another de- 
vice is driving the phase lines to a different state.) 


The proper values for the Bus and Status Regis- 
ter (port 5) and the Current SCSI Bus Status Register 
(port 4) are displayed below. 


Bus and Status Register 


ae DMA PARITY INTER- PHASE BUSY ATN ACK 
RE- ERROR RUPT MATCH ERROR 
aia QUEST RE- 
QUEST 
ACTIVE 


Current SCSI Bus Status Register 





RST BSY REQ MSG -C/D VO SEL DBP 
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Loss of BSY 


If the MONITOR BUSY bit (bit 2) in the Mode 
Register (port 2) is active, an interrupt will be generated 
if the BSY signal (pin 13) goes false for at least a bus set- 
tle delay (400 nsec). This interrupt may be disabled by 
resetting the MONITOR BUSY bit. Register values are 
as follows. 


Bus and Status Register 


ae ti PARITY INTER- PHASE BUSY ATN ~ ACK 
ERROR RUPT MATCH ERROR 
ak gues RE- 
QUEST 
ACTIVE 


Current SCSI Bus Status Register 


RST BSY REQ 


Reset Conditions 


0 


DBP 


Three possible reset situations exist with the 
NCR 5380, as follows: 


Hardware Chip Reset 


When the signal RESET/ (pin 28) is active for 
at least 200 nsec, the NCR 5380 device is re-initialized 
and all internal logic and control registers are cleared. 
This is a chip reset only and does not create an SCSI bus 
reset condition. 


SCSI Bus Reset (RST) Received 


When an SCSI RST signal (pin 16) is received, 
an IRQ interrupt is generated and a chip reset is per- 
formed. All internal logic and registers are cleared, ex- 
cept for the IRQ interrupt latch and the ASSERT RST bit 
(bit 7) in the Initiator Command Register (port 1). (Note: 
The RST signal may be sampled by reading the Current 
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SCSI Bus Status Register (port 4); however, this signal is 
not latched and may not be present when this port is 
read.) 


SCSI Bus Reset (RST) Issued 


If the CPU sets the ASSERT RST bit (bit 7) in 
the Initiator Command Register (port 1), the RST signal 
(pin 16) goes active on the SCSI bus and an internal reset 
is performed. Again, all internal logic and registers are 
cleared except for the IRQ interrupt latch and the AS- 
SERT RST bit (bit 7) in the Initiator Command Register 
(port 1). The RST signal will continue to be active until 
the ASSERT RST bit is reset or until a hardware reset 
occurs. 


Data Transfers 


Data may be transferred between SCSI bus de- 
vices in one of four modes: Programmed I/O: Normal 
DMA; Block Mode DMA; or Pseudo DMA. The fol- 
lowing sections describe these modes in detail. (Note: 
For all data transfers operations DACK and CS should 
never be active simultaneously.) 





Programmed I/O Transfers 


Programmed I/O is the most primitive form of 
data transfer. The REQ (pin 20) and ACK (pin 14) hand- 
shake signals are individually monitored and asserted by 
reading and writing the appropriate register bits. This 
type of transfer is normally used when transferring small 
blocks of data such as command blocks or message and 
status bytes. 





An Initiator send operation would begin by set- 
ting the C/D, I/O, and MSG bits in the Target Command 
Register to the correct state so that a phase match exists. 
In addition to the phase match condition, it is necessary 
for the ASSERT DATA BUS bit (port 1, bit 0) to be true 
and the received I/O signal to be false for the 5380 to 


send data. 





For each transfer, the data is loaded into the 
Output Data Register (port 0). The MPU then waits for 
the REQ bit (port 4, bit 5) to become active. Once REQ 
goes active the PHASE MATCH bit (port 5, bit 3) is 
checked and the ASSERT ACK bit (port 1, bit 4) is set. 
The REQ bit is sampled until it becomes false and the 
MPU resets the ASSERT ACK bit to complete the trans- 
fer. 
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Normal DMA Mode 


DMA transfers are normally used for large 
block transfers. The SCSI chip outputs a DMA request 
(DRQ - pin 22) whenever it is ready for a byte transfer. 
External DMA logic uses this DRQ signal to generate 
DACK and an IOR or an IOW pulse to the NCR 5380. 
DRQ goes inactive when DACK is asserted and DACK 
goes inactive sometime after the minimum read or write 
pulse width. This process is repeated for every byte. For 
this mode, DACK should not be allowed to cycle unless 
a transfer is taking place. 














Refer to next column for information on halting 
a DMA transfer. 


Block Mode DMA 


Block Mode allows an external DMA device 
(Intel 8237-type DMA) to perform sequential DMA 
transfer without relinquishing the data bus to the CPU. 
Holding DACK active prevents Intel-type CPUs from 
gaining access to the sytem bus. The handshake itself 
does not increase the transfer rate. Preventing the CPU 
from sharing the system bus increases the DMA transfer 
rate but also halts the CPU operation. 





Block Mode DMA transfers are supported for 
both Initiator and target role operation. When using this 
mode of operation, DRQ is asserted to signal the begin- 
ning of the DMA transfer. In response to DRQ, DACK 
is asserted and remains asserted throughout the transfer. 
READY goes active after the IOW or IOR pulse goes in- 
active, effectively replacing the DRQ signal. 


Care must be taken when using this mode due 
to the operation of READY. If, for example, a phase 
mismatch interrupt occurs, READY will remain in the 
inactive state and INT will be active. For this condition 
the DMA chip must return control of the bus to the CPU 
so that the 5380 interrupt can be serviced. READY also 
does not return to the active state when an EOP pulse is 
received. Therefore, you might want to use EOP to in- 
sure that the CPU regains bus control after the last DMA 
byte has been transferred. As in the non-block DMA 
mode, the EOP signal does not de-assert ACK on the 
SCSI bus. To successfully complete a DMA send opera- 
tion, either an additional byte of data must be written to 
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the NCR 5380 to allow ACK to go inactive, or the CPU 
must reset the DMA Mode bit in the Mode Register. 


Non-block mode DMA transfers end when 
DACK goes false, whereas block mode transfers end 
when IOR or IOW becomes inactive after each byte. 
Since this is the case, DMA transfers may be started 
sooner in a block mode transfer. 





To obtain optimum performance in block mode 
operation, the DMA logic may optionally use the normal 
DMA mode interlocking handshake. READY is still 
available to throttle the DMA transfer, but DRQ is 30 to 
40 nsec faster than READY and may be used to start the 
cycle sooner. 


The methods described in ‘‘Halting A DMA 
Operation” apply for all DMA operations. 


Pseudo DMA Mode 


To avoid the tedium of monitoring and asserting 
the request/acknowledge handshake signals for pro- 
grammed I/O transfers, the system may be designed to 
implement a pseudo DMA mode. This mode is imple- 
mented by programming the NCR 5380 to operate in the 
DMA MODE, but using the MPU to emulate the DMA 
handshake. DRQ (pin 22) may be detected by polling the 
DMA REQ bit (bit 6) in the Bus and Status Register 
(port 5), by sampling the signal through an external port 
or by using it to generate an MPU interrupt. Once DRQ 
is detected, the MPU can perform a DMA port read or 
write data transfer. This MPU read/write is externally 
decoded to generate the appropriate DACK and IOR or 
IOW signals. 





Often, external decoding logic is necessary to 
generate the NCR 5380 CS signal. This same logic may 
be used to generate DACK at no extra system cost and 
provide an increased performance in programmed IO 
transfers. 





Halting a DMA Operation 


The EOP signal is not the only way to halt a 
DMA transfer. A bus phase mismatch or a reset of the 
DMA MODE bit (port 2, bit 1) can also terminate a 
DMA cycle for the current bus phase. 
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Using the EOP Signal 


If EOP is used, it should be asserted for at least 
100 nsec while DACK and IOR or IOW are simultane- 
ously active. Note, however, that if IOR or IOW is not 
active an interrupt will be generated, but the DMA activ- 
ity will continue. The EOP signal does not reset the 
DMA MODE bit. Since the EOP signal can occur during 
the last byte sent to the Output Data Register (port 0), 
the REQ and ACK signals should be monitored to insure 
that the last byte has transferred. 














Bus Phase Mismatch Interrupt 


A bus phase mismatch interrupt may be used to 
halt the transfer if operating as an Initiator. Using this 
method frees the host from maintaining a data length 
counter and frees the DMA logic from providing the 
EOP signal. If performing an initiator send operation, 
the NCR 5380 requires DACK to cycle before ACK 
goes inactive. Since phase changes cannot occur if ACK 
is active, either DACK must be cycled after the last byte 
is sent or the DMA MODE bit must be reset in order to 
receive the phase mismatch interrupt. 
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Resetting the DMA MODE Bit 


A DMA operation may be halted at any time 
simply by resetting the DMA MODE bit. It is recom- 
mended that the DMA MODE bit be reset after receiving 
an EOP or bus phase mismatch interrupt. The DMA 
MODE bit must then be set before writing any of the 
start DMA registers for subsequent bus phases. 


If resetting the DMA MODE bit is used instead 
of EOP for target role operation, then care must be taken 
to reset this bit at the proper time. If receiving data as a 
target device, the DMA MODE bit must be reset once 
the last DRQ is received and before DACK is asserted to 
prevent an additional REQ from occurring. Resetting 
this bit causes DRQ to go inactive. However, the last 
byte received remains in the Input Data Register and 
may be obtained either by performing a normal MPU 
read or by cycling DACK and IOR. In most cases EOP 
is easier to use when operating as a Target device. 
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External Timing Diagrams 


CPU Write | 





* Write enable is the occurrence of IOW and CS 


CPU Read 
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T5 


Data hold time from end of |OR 


* Read enable is the occurrence of IOR and CS 
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DMA Write (Non-Block Mode) Target Send 


ono te eh ef 
DACK 
_ e— 13 ee 74 
lOW 
he—T5 le To 


DO..7 an =" paueeae SLELILLLLLLLLL LL 
es 17 


EOP \ / 


72) 
ane 
—_ Co 
= 
aS 
ec 
ou 





j<_— TS — > at —~ lea 
DEN a eet , Searaee 
REQ =e bee 11-24 


ACK ca, | ane aaa 
fa- 712-2 <——_—— 113 ————>| 
DBO..7 BYTE N-1 XZ TDK BYTE N 













| DESCRIPTION | MIN.| TYP 
| 11 | DRQfalse from DACK tue | | 
| 12 | DACKtalsetoDRQtue | 80 
| 73 | Writeenablewidth* | 100 | 
| T4 | DACKholdtromend of (OW | 
| 15 | Data setup to end of write enable* | 50 | 
T8 
T9 
T10 
T12 
T13 


aE 
= 
4 
w” 





<< 
8 |x 


17__| wath of EOP pulse (note 1) ___—_—_—+| 100 
[te | ACK ue to REG tase Sd 
ta __| REQ trom end of DACK (ACK false) | 90 
0 tue ns) 


> 
© 


18 
| T11 | REQ from end of ACK (DACK false) | 20 | 
[| Data setup to REQ true (target) | 60 | 


* Write enable is the occurrence of IOW and DACK 


—dh | wet 
eam, 
3\o 





Note 1: EOP, \OW, and DACK must be concurrently true for at least T7 for proper recogni- 
tion of the EOP pulse. 
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DMA Write (Non-Block Mode) Initiator Send 
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DRQ 
be—T1 tml T2 —= 
ee ee nie 
__ a— T3 T4 
IOW 


leg— T5 —peleg— T6 —m| 


DO..7 MULILULLL LLL LAL CLLILLLL LLL LALA LA 
oes 17 
EOP aes by, Se nee nteS 


REQ 
lee T8 el g—w|T9 





ACK | T10 , 
—fee-T12-ey ET 

DBO..7. BYTE N-1 BYTE N 

DBP 



























| DESCRIPTION | MIN. | TYP. [MAX.[ UNITS | 

| T1 | DRQ tase from DACKtrue | || 130] ns. 

| 72 | DACKfasetoDRQtmue | 30 | ns. 

| 13 | Write enablewidth* sf t00| | ns. 

Ee 

Data setup to end of write enable * 50{| | | ns. | 

| T6 | Data hold time fromend of OW | 40] | ns. 

Width of EOP pulse (note 1) }100; | | ons. | 

REQ true to ACK true | | 20| 150 | 160| ns. | 

[.T9 | REQtasetoDRQtue | 20| 100 | 110] ns. 
| T10 | DACKfalsetoACK false | 25 | 140 | 150| ns. 

{T1 | lOWfalsetovalid scsidata | || 100 | ns. 
_T2__| DATAholdfromwrteenable | 15] || ns. 





* Write enable is the occurrence of IOW and DACK 


Note 1: EOP, |OW, and DACK must be concurrently true for at least T7 for proper recognition 
of the EOP pulse. 
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DMA Read (Non-Block Mode) Target Receive 
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oi {wet ——Bomfeaet-T 1 2 ->} 
peo ..7 CUA, 


UNITS 


NAME DESCRIPTION 


DRQ false from DACK true 


DACK false to DRQ true 
T4 





_ 
NO _t 
on on S 
i ¢) 
So 





ad 0 
_ 
_ 
ol 


T DACK hold time from end of IOR 
| 75 _| Data hold time from end of IOR 
Pore. Width of EOP pulse (note 1) 
| 78 _| DACK false to REQ true (ACK false) 
ACK true to REQ false 
T11 DATA setup time to ACK 
DATA hold time from ACK 


TA Data access time from read enable * 
T5 
T6 
17 ACK true to DRQ true 
T8 
ACK false to REQ true (DACK false) 
* Read enable is the occurrence of IOR and DACK 





|B 
» 
oO 

—k oak 

ah. 

3 Oo 





Note 1: EOP, IOR, and DACK must be concurrently true for at least T6 for proper recognition 
of the EOP pulse. 
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DMA Read (Non-Block Mode) Initiator Receive 
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DESCRIPTION 
DRQ false from DACK true 
DACK false to DRQ true 
ACK hold time from end of IOR 
E 


= 
5 





: 


ta access time from read enable * 


Data hold time from end of IOR 


| 
gle oe) F 


| 


idth of EOP pulse (note 1) 







, 


Q true to DRQ true 





| 20 
DACK false to ACK false (REQ fase) | 25 | 140° 
|REQtuetoACKtrue =“ st 20 | 150 


T1 
T2 
T3 
T4 
T5 
T6 
T7 
T8 
T9 
T10 REQ false to ACK false (DAC K false) 


lela 
[is 
|e 





*Read enable is the occurrence of IOR and DACK 


Note 1: EOP, IOR, and DACK must be concurrently true for at least T6 for proper 
recognition of the EOP pulse. 
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DMA Write (Block Mode) Target Send 
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jq—_———— 113 —-»| fg——— 114 —__py 
DBO..7 —_ BYTE NOX TTT TT TTX BTN 
DBP 
| NAME |DESCRIPTION S| MIN. | TYP.| MAX,| UNITS | 
| 11 _—*|| RQ false fromDACKtue =—— | S| S| 180 | ns 


TI ae 
Lod 
a 
| T4 | Data setup toend of write enable* =| 50| 
| 75 | Datahold time from end of OW | 40 | 
| T6 | Widthof EOP pulse (note 1) | 100 | 
T10 


wk | ak 
S/S /8/8 


nh 
N 
on 


JACK truetoREQtfase | 25 
[REQ from end of OW (ACK false) | 40 | 
Te, ___| ACK we we READY wwe. 

™1 







st 
> 
© 


(en) 
sm | ot ak 
(>) _—s 
S|1S| |o 
awh ah, 
L NJ 
So © 





* Write enable is the occurrence of IOW and DACK 


Note 1: EOP, IOW, and DACK must be concurrently true for at least T6 for proper recognition 
of the EOP pulse. 
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DMA Read (Block Mode) Target Receive 
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DRQ —T1 


DACK \ 
. T2 
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| NAME | DESCRIPTION, = MIN 
| Ti | DRQfalse from DACK true | 
| 12 | 1ORrecoverytime | (120 | 
| 13 __| Data access time from read enable* | 
| T4 | Datahold time fromend of (OR | 20. 
| 15 __| Width of EOP pulse (note 1) | 100 
ia 


ACK true to REQ false 5 
T13 


* Read enable is the occurrence of |OR and DACK 
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Note 1: EOP, IOR, and DACK must be concurrently true for at least T5 for proper recognition 
of the EOP pulse. 
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Reset 


——— Ti —> 
RESET FON oe ea ie Oe Oe ee 


DESCRIPTION iin. | TYP. /MAX.| UNITS | 





Minimum width of reset a ee ca 

aS 

28 

ct 

O.. 
Arbitration 
RST 

SEL le T1 







| NAME | DESCRIPTION = MIN. | 

| T1 | BusclearfromSELtue | S| | 600 | ns. 
| 12 __| ARBITRATE start from BSY false _—— | 1200| | 2200| ns._| 
| 13 | BusclearfromBsY tase | | |t100 | is. 
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A1. NCR 5380 vs. NCR 5385/86 


The NCR 5380 was designed to provide a low- 
cost SCSI interface using a minimum number of parts. 
Much of the intelligence and some of the features in- 
cluded in the NCR 5385E/86 have been removed. In 
some instances, such as arbitration, this causes the con- 
trolling CPU to provide more of the protocol control. 
The NCR 5385/86 remains appropriate for many appli- 
cations and will continue to be strongly supported. 


The main differences between the NCR 5380 
and the NCR 5385E/86 are shown in the following table. 
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Functional 
Areas 


Arbitration 


Maximum Transfer Rate 
Transfer Counter 

Data Buffering 

Clock Circuitry 


Single-Ended 
Transceivers 


Differential Pair 


Synchronous Mode 


NCR SCSI Products 


5380 
Optional, 


Firmware 
Dependant 
1.5 MBPS 
None 
Single 
None Req’d 
On-chip 
External 


(NCR 5381) 


No Firm 
Plans 


5385E/86 


Automatically 
Invoked 


2.0 MBPS 


24 bits 


, Double 


5-10 MHz 


External 


External 
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A2. Flowcharts/Software 


tion and the level of the SCSI protocol being supported. 


In accordance with register definitions, a one (1) desig- 
Flowcharts and sample software drivers are nates signal assertion and a zero (0) designates signal 


provided as a guideline to facilitate your firmware devel- non-assertion, or the inactive state. 
opment. Firmware will vary depending on the applica- 


ARBITRATION AND (RE) SELECTION 


WRITE ID BIT TO 
DATA OUTPUT 


REGISTER 
(PORT 0) 









SET ARBIT 
(PORT 2, BIT 0) 





CHECK 
ARBIT IN PROG. 
(PORT 1, BIT 6) 





RESET ARBIT 
(PORT 2, 
BIT 0) 


WAIT 2.2 sec. 
ARBITRATION DELAY 







CHECK 
LOST ARBITRATION 
(PORT 1, BIT 5) 


READ PORT 0 TO SEE 
(F A HIGHER 
PRIORITY ID IS 
PRESENT 













HIGHER 
PRIORITY 
PRESENT 










CHECK 
LOST ARBITRATION 
PORT 1, BIT 5) 





OFF 


SET SEL 
(PORT 1, BIT 2) 


WAIT 1.2 usec Min 
(BUS CLEAR + SETTLE) 


** RESELECTION ONLY 
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SET TARGET MODE 
(PORT 2, BIT 6) 


SET VO 
(PORT 3, Bit 0) 


WRITE CONTROLLER'S 
AND INITIATOR'S ID 
BITS TO DATA OUTPUT 
REGISTER 
(PORT 0) 


SET DIFF. EN, ASRT. NOTE: 
BSY, AND ASRT. DATA DIFF. EN ONLY 


BUS USED IN NCR 
(PORT 1, BITS 5, 3, 0) : Net ae 





RESET ARBIT 
(PORT 2, BIT 0) 


CLEAR THE SELECT 
ENABLE REGISTER 
(PORT 4) 


RESET BSY 
(PORT 1, BIT 3) 














BUSY LINE 
ASSERTED WITHIN 
250ms ? 


SET BSY 
(PORT 1, BIT 3) 


CLEAR SEL AND ASRT. 
DATA BUS FLAGS 
(PORT 1, BITS 2.0) 


INFORMATION 
TRANSFER PHASES 
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_ COMMAND TRANSFER PHASE (TARGET) 











SERVICE 
MESSAGE 
CONDITION 


CHECK 
ATN FLAG 
(PORT 5, BIT 1) 







SET C/D FLAG 
(PORT 3, BIT 1) 


SET C/D FLAG 
(PORT 3, BIT 1, 3) 













“CHECK 
ACK FLAG 
(PORT 5, BIT 0) 





READ CURRENT 
SCSI 
DATA REGISTER 
(PORT 0) 


EXAMINE FUNCTION 
CODE 
SET COMMAND 
LENGTH POINTER 





SET C/O FLAG 
CLEAR-REQ FLAG 
(PORT 3, BIT 1, 3) 


> 
3ia 
iow 
~o 





58 
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»D 
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SET C/D AND REG FLAGS 
(PORT 3, BIT 1,3) 


> 
x 
Vou 

Ou 







CHECK 
ACK FLAG 
(PORT §, BIT 0) 


READ CURRENT 
SCSI 
DATA REGISTER 
(PORT 0) 





SET C/D FLAG 
CLEAR REQ FLAG 
(PORT 3, BIT 1, 3) 


LAST C/D 
BYTE 
RECEIVED 


YES 


ENTER 
NEXT 
PHASE 
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DATA TRANSFER TO HOST 
VIA PROGRAMMED 1/0 








ACCEPT AND 
RESPOND TO 
MESSAGE 











CHECK ATN 
(PORT 5, BIT 1) 
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SET BSY, DIFF. EN. NOTE: 
AND ASRT. DATA BUS DIFF. EN ONLY USED 
(PORT 1, BITS 5, 3, 0) IN NCR 5381. 





SET ASRT. VO 
(PORT 3, BIT 0) 








WRITE DATA BYTE 











TO OUTPUT DATA REQ - 0 
REGISTER ACK =0 
(PORT 0) 
SET ASRT. 1/0 REQ =1 
AND REQ ACK = 0 
(PORT 3, BITS 3, 0) 

“ ae REQ = 1 
COUNTER (PORT 5, BIT 0) ACK = 1 

SET ASAT. VO an 
REQ REQ =0 
RESET REQ aK =1 






(PORT 3, BITS 3, 0) 





YES 


SEND STATUS 
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DATA TRANSFER VIA DMA 


SET-UP DMA CHIP 
WITH BASE ADDRESS, 
WORD COUNT AND 
MODE 
OF OPERATION 


SET BSY, DIFF. EN., NOTE: 
ASSERT DATA BUS DIFF. EN ONLY USED 
(PORT 1, BITS 5, 3, 0) IN NCR 5381. 


SET BLK MODE DMA, 
EN. EOP INT., AND 
DMA MODE 
(PORT 2, BITS 7, 3, 1) 





SET ASRT. 1/0 
(PORT 3, BIT 0) 


SET START DMA 
(PORT 5) 





EOP 
INTERRUPT? 


YES 


CHECK ENDING 
STATUS 


(PORT 5) 





STATUS PHASE 
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a 





LINE# LOC CODE INE 
VBA. =DBaAa : NCR 5380 SCSI PROTOCOL DRIVER 

ZW WdVd2 : 

A2AWZ Bea 3; SUPPORTS BOTH INITIATOR AND TARGET ROLES 

2Q{D4 Wave ; 

2gss  wWaag ; ASSUMES THAT THE COMMAND ELOCK (CDE), 

{2AZG Aaa 3; DATA BLOCK(DBLK), AND THE EXPECTED PHASE 

QAAA7 ABA ; TABLE HAVE BEEN SPECIFIED IN MEMORY 

2420VB8 Bass ; 

QIAVWI wWaaa SLFAIL=$01 3; SELECTION FAILED STATUS 

2J2ie@ VBVaV2 DISCNT=$02 ; DISCONNECTED STATUS 

QAdi1t wWeaa PRT YER=$03 ; FARITY ERROR STATUS - 
BZAL1Z ABW BUSRST=$24 ; SCSI BUS RESET STATUS ors 
VAAiS WVIaa CHIPFL=$05 ; CHIP FAILURE STATUS om 
WI214 waa MESSAG=$06 ; MESSAGE IN BYTE BEING RETND 7° 
GA21i5 Aaag DIFFFP'H=$27 : UNEXPECTED PHASE REQUESTED a. 
ZIG WA ; 

Qazi7 wWaag CMDCPL=$23a ; COMMAND COMPLETE MESSAGE 

QI21e8 Bada ; 

@Q219 wBeaa DATAA=saa ; DATA GUT PHASE 

Vaae2 Dave CMD=$28 ; COMMAND PHASE 

QAAei wWeaa STATUS=$2C ; STATUS FHASE 

QAz= wWBaAA DATAI=$04 ; DATA IN PHASE 

aaaezs waaaa MESSO=$18 : MESSAGE OUT PHASE 

Wwaes4 Waa MESSI=$1C : MESSAGE IN PHASE 

wads Aaa DISCON=%82 s FLAG TO DISCONNECT 

QABZG  ABaa SELECT=$4a s FLAG TOWAIT FOR SELECTION 

QAVe7 Bana ; 

QWIAlB Aaaa S5S5G02=$DEQa ; 5382 ADDRESS SPACE 

{IASG WBA SDMA=$DEAC ; FSEUDO DMA ADDRESS 

{ZAZA AAaAea IID=$DEas ; INIT. ID EXT. LATCH 

QAWS1.«-«seBB@P SRST=$DFag ; NCR5383 DEVICE RESET 

QAZs= Baga BPNTR=$F BR s DATA BLOCK POINTER 

2VA33 wae ; 

AAS4 AAA ;*#=BPNTR ; 

BIS DBA ; 

QAAZE AAAI ;DATAB . WORD DBLK $ 

08237 Boe ; 

AAAZB AGIA ; 

VAAZI AIA #=$CVVA s FROGRAM SPACE ORIGIN 

WJ24q CVA TID #=H+] ; TARGET ID SPACE 

BAA41i =CVUAi ICRVAL *=*+1 ; INIT. CMD REG. STORAGE 

QWV4= Cw INITFL *#=%+2 s INITIATOR FLAG 

WAA43 CwAZ OCFLAG *=*+1 ; OPEN COLL. FLAG 

20044 C204 PTYFLG *=*+1 ; PARITY FLAG 

82245 Caas ATNFLG *=*+1 ; ATN FLAG 

23046 CBOE ; 

Q2Z47 + CBBE PHSIDX *=#+1 3 EXPECTED PHASE INDEX 

22048 CBOW7 XPTPHS #=#+30 ; EXPECTED PHASE TABLE 

20349 Cees ; 

aaasa Cees COUNT  *=6+1 ; BYTE COUNT 

29051 Cv26 XCNT e=H+] 3; BYTE COUNT MULTIPLIER 

Vaas52 C27 ; 

20053 Cz7 CDB eeeeiz 3; CMD BLOCK STORAGE 

28054 C833 DBLK #284512 3; DATA BLOCK 

BBASS C233 STAT =H+2 ; STATUS BYTES 
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LINE# 


UBIIE 
AIASE 
BAAS 
BAAS 7 
WAASSB 
MAAS 
De et 
QWAE I 
BAAGH 
QAAES 
BADE 
WaAAES 
UAAGE 
WdAE 7 
{BAGS 
BAAED 


BIs7qd 


QA07 1 
DWaa7 = 
QWA7S 
QAB74 
BAA7 Ss 
YAA7E 
WAB77 
YB78 
BAA7G 
BABA 
BANE i 
BIH 
QVBABS 
UIIES4 
VABBS 
BABE 
GUA87 
00286 
BVWSA9 
BADIA 
BOG9 1 
VWO9Ia 
BBIAIS 
BBdS4 
VAAIS 
BABIE 
BY097 
@2B98 
BBVW99 
BW1i aa 
00101 
83102 
B13 
BV1B4 
0@185 
82146 
02197 
82108 


106 


LOC 


onn 


mo pi fo Pe fe hai 


fe 
Soe oe moat tpre preter wWw&waw i Sw 


SrTmONnOnOOnFminintoeoDdDoaowoesowtonmmon uo 


aaongagjao0onnnranncnnnanranoonane 


fe fo fa po fe fe fe fa fa fo fans fo fa fo TM fo fo fa fo te 


Ce6éA 
Ce6éD 
Ce26F 
Ce7e 
Ce7e 
Ceve2 
Ceve 
Ce7s 
Ce77 
C277 
C278 
C275 
Ce7D 
Ce7F 
Ce7F 
Ce7F 
Ce7F 
C282 
C283 
Ce2ae6 
C288 
C2a9 
C2zac 
Cese 
C29e 
Ce98 
C29a 


CODE 


Gj Ge TG 
bi Gt ow 


AZ 
8D 
AD 
AS 
Are 
Fi 
ag 
8D 


AE 
ay 
DD 
Da 
4C 


AD 


8D 
AD 
8D 
AD 
az 
8D 


EA 


29 
D2 


AD 
38 
ED 
FQ 
ED 


38 
DO 


aa 


Ee 


aa 


04 
24 
Ve 
3a 
we 


aE 
4a 
a7 
a3 
8D 


ae 
FE 
Be 
28 
aa 
de 
a1 
= Ti 


@1 
FE 


Oi 
e@ 
DD 


al"4) 


28 
08 


08 
ac 
cc 


DE 


CZ 


Ca 


DE 


DE 


DE 


LINE 
CDES 


-WORD CDB, DBLK, STAT 


3 
3; INITIALIZATION 
3 


START 


NOP TY 


1 wae 8 os 


NIT 


ARB 


Zoe we we 


FREE 


ae 68 8 


22 we 6 


L.DA 
STA 
LDA 
LDA 
t.DX 
BEQ 
GRA 
STA 


L.DX 
LDA 
cme 
BNE 
Imp 


LDA 
AND 
STA 
LDA 
STA 
LDA 
GRA 
STA 


BIT 
BVC 


NOP 
DA 
AND 
BNE 


LDA 
SEC 
SEC 
BEG 
SEC 
SBC 
BMI 
BNE 


#2 ; ZERG ACCUM 

FHS IDX s INITIALIZE PHASE INDEX 
SRST ; RESET S3S8QNUMBER 
#%20000102 3; ENABLE MONITOR BSY INT. 
FTYFLG ; LOAD PARITY FLAG 

NOPTY ; IF ZERO, NO PARITY 

#HA~DAI1L VAD ; GOR IN CHECK PARITY BITS 
S5380+2 ; STORE IN MODE REGISTER 
FHS IDX 3; LOAD VALUE OF PHASE INDEX 
#SELECT s GET VALUE OF SEL CMD 

XE TPHS, X ; COMPARE wW/CURRENT PHASE 
INIT ; IF NOT = BEGIN ARBITRATION 
TARSEL ; ELSE,WAIT FOR TARGET SELECT 


BEGIN SCSI BUS ARBITRATION 


S5380+2 ; READ MODE REG. 
#%1111111@ 53 MASK ARB BIT 

S536a+z SRESET ARBITRATION BIT 
IID ;BEGIN ARBITRATION 
S5380+0 LOAD ID INTO GDR 
55380+2 sREAD MODE REG. 
#ALQDAWADD 1 sSET ARBITRATION BiT 
$5380+2 ;STORE IN MODE REG. 


HAS BUS GONE FREE? 


55380+1 s;BUS FRee ? 
NF REE sNO LOOP UNTIL FREE 
;YES, WAIT AN ARB DELAY (2. ZUSE 
55380+ 1 ;LOAD INIT CMD REG. 
HADI BADAD sMASK ALL BUT LA BIT 
INIT ;1F LOST ARB, RESTART 


CHECK FOR HIGHER PRIORITY ID? 


$5380+0 sLOAD CURRENT DATA REG. 
sSET CARRY BIT 
1ID ;SUB YOUR ID FROM DATA REG. 
WIN IF EQUAL TO ZERO, WIN ARB 
sNOT=, SOMEONE ELSE IS ARB-ING 
IID s;SUBTRACT YOUR ID AGAIN 
WIN 3;IF NEG, YOUR ID WAS HIGHER 
INIT OTHERWISE, RESTART 


RECHECK LOST ARBITRATION 
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LINE# LOC CODE LINE 


B0i89 Ces9a AD 41 DE WIN LDA S5380+1 3;L0AD INIT. CMD REG. 

WWiiag Ce9s e@9 ea AND #4221 00008 ;MASK ALL BUT LA BIT 

O@11li CeIs De CS BNE INIT s1F tusST ARB, RESTART 

BBlisc Ceyg7 ; 

@@1i1S Ce97 AD AC LDA #400001 10a sLOAD VALUE TO SET Seu SIGNAL 
08114 Ce99 AE OS CB LDX ATNFLG ;LOAD ATN FLAG 

@O115 Cesc Fa te BEQ WOATN IF ZERG, SEL W/O ATN 


02116 Ce&9E a9 @e DRA #%4VBANAWW14 OR IN ATN BIT 

@Q1I1i7 =CeAm@ BD M1 De WOATN STA SS5360+1 ;TURN ON SEL LINE 
YWi1e8 CeASs 
@119 Ceas 
WAwLEW CeAS 


2 «we ae 


WAIT 1.2¢ USeCt 


we 88 we 


7) 
- 
ee CD 
i 
2S 
co 
ou 


WWici CeASsS EA NOF 
QWice CeA4 AD we Ca LDA INI TFL ;LGAD IN A SOFTWARE FLAG 
MVies CeA7 DB ad BNE SEL 3;IF FLAG SET, PERFORM INIT. SE: 


GBic4 CeAD 
Q@8125 Ceag 
QWice& Ce&ag 
VWi27 Ceag 





ELSE, TARGET RESELECTION 


ae @8 we ws 


@ZizB CeAI AD a DE LDA S53ea+z sREAD MODE REG. 

@21z9 Cz#AC a9 4a ORA #%B1 008000 sENABLE TARGET MODE 

@Wisa CezAE BD we DE STA S536a+z2 sSET TARGET MODE 

Q0131 C@Bi Ag a1 LDA #$21 ENABLE ASSERT 1/0 

@aise C2B3 8D a3 DE STA S5380+3 SET ASSERT 1/0 

02133 CzeBG ; 

@2134 CeB6 AD 28 DE SEL LDA IiD : LOAD INITIATOR ID 

22135 C2B9 OD 22 Ca ORA TID : GR IN TARGET ID 

@2136 CzZBC aD aa DE STA SS38a+a sLOAD INT & TAR ID’S INTO ODR 


@Q1S7 CeBr 
BJis& CeéBF 
W3139 CeBF 


TEST FOR DIFFERENTIAL FAIR 


ae “8 we 


@2140@ CeBrF AY AS LDA #*4BQVADAIG1 ;SEL & DATA BUS BITS 
02141 CeCi AE BS Ca LDX OCFLAG 3;LOAD IN A SOFTWARE FLAG 
Q@W@i4e CeC4 DO we BNE OPNCOL ;I1F FLAG SET, OPEN COLLECTOR 


08145 Cece 
42144 Cece 
00145 Cec6 
00146 CeC& a9 ca GRA #4ABQA1IABOWS ; OR IN DIFF. ENBL BITS 

W8@1i47 CeC& 8D Oi DE OPNCOL STA S5S80+1 SET SEL, DATA BUS, & (DIFF. PF 
@2148 Ceca 8D 41 Ca STA ICRVAL ; RETAIN VALUE GF INIT CMD REG 
BB1i49 Cece 
@015@ Cece 
@81iS1 CeCe 


DIFFERENTIAL PAIR 


ap 8 we 


RESET ARBITRATION BIT 


ee S88 we 


@@15=2 CeCe AD @e De LDA S5360+e s;READ MODE REGISTER 
96153 Cedi 29 FE AND #%11111110 s;MASK ARB BIT 
089154 CeDs 8D ae DE STA SSS60+¢2 sRESET ARB BIT 


OV1iSS Cede 
@W156 Cedeé 
@ViS7 Cede 
08158 Ced&é AD as LDA #408 

@0@159 CeD& 8D 84 DE STA S5380+4 
@816@ CeDdDsB 
08161 Ce2Dm 
00162 CeDB 
2Zi6ds CeDB AD 41 CY LDA ICRVAL 3; GET INIT CMD REG VALUE 


i 
DISABLE THE SEL EN REGISTER TO AVOID A SEL INT. 


ws we 


ZERG ACCUM. 
ZERO SELECT ENABLE REG. 


aa 28 


RELEASE BUSY 
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LINE 


03164 
22165 
02166 
28167 
20168 
22169 
0172 
22171 

O0172 
20173 
2174 
2a175 
Qa1i7E 
QA177 
22178 
02179 
o21ea 
20181 

Q@a18e 

28183 
20184 

22185 
02186 

20187 
02188 
23189 
Ba194 
00191 

00192 
20193 
03194 

22195 
00196 
00197 
02198 
03199 
20200 
@Az01 

Vweee2 
802903 
OV2ZB4 
@8z205 
QVZ2VE 
99207 
20208 
88209 
28212 
@d211 

GAz1z2 
08213 
0214 
03215 
8716 
00217 
9218 


108 


LOC 


C2DE 
C2EO 
CZES 
C2ee6 
CzZE6 
C2E6 
C2E6 
CZE8 
C2EA 
C2ED 
CeEF 
C2EF 
C2EF 
C2EF 
Cera 
Care 
CeF2 
CerFs 
CeFS 
Cers 
CeFrs 
Cer7 
C2FA 
CerFc 
CerFFr 
C3a1 
C302 
C304 
C304 
C304 
C384 
C3a6 
C307 
C387 
C307 
C307 
C3aA 
C3aD 
C30F 
C311 
C314 
C317 
C319 
C31C 
C31F 
C322 
C322 
C322 
C322 
C323 
C325 
C328 
C328 
C328 
C328 


CODE 


29 
8D 


AG 


~ Ae 


2c 


72 


CA 
D2 
88 
DO 


AS 
8D 
Ae 
2C 
78 
cA 
Da 


Ag 
60 


AD 
AE 
Da 
e9 
8D 
8D 
Ag 
2D 
@D 
8D 


cA 
FO 
4C 


F7 
@1 DE 
@1 ca 


60 
FF 
24 
18 


F& 


a2 
Od 
2a 
24 
26 


DE 


DE 


Fa 


@1 


Qi 
Be 
08 
08 
O1 
a1 
<8 
@1 
@i 
1 


Co 
Ce 


DE 
C@ 


Ce 
DE 
Ce 


03 


2D C4 


LINE 
AND #%11118111 
STA SS5380+1 
STA ICRVAL 
3 
3; NOW WAIT 
; 
LDY #$6a 
RELD LDX #$FF 
STIM BIT S5380+4 
BVS SLECT 


we we we 


ae -86 we 


CHK 


u 


IF 


28 we st 


5 
e 
3 


WAIT 258 MSEC 


DEX 
BNE STIM 
DEY 
BNE Re_DdD 


SELECTION TIMEQUT 


LDA 
STA 
LDX 
BIT 
BVS 
DEX 
BNE 


#SO0 | 
$5380+0 
#S$20 
$5380+4 
SLECT 


CHK 
SELECTION FAILED 


LDA #SLFAIL. 
RTS 


400NSEC AND BEGIN LOOKING FOR 


; MASK GUT ESY BIT 
; RESET BSY 
; RETAIN ICR VALUE 


BSY 


LOAD UP X REG 
LOAD UP Y REG 
SAMPLE BSY BIT 
IF BSY ACTIVE, 


FOR COUNTER 
FOR COUNTER 


ae 80 ee a8 


SELECTED 


DeLAyY 
IF NOT ZERO LOOP 


we 26 


s; IF Y NOT ZERO RELGAD X 


TAR. DID NOT RESPOND TO SEL 
RESET ID BITS 

LGAD 2@@@ USEC COUNTER 
CHECK BSY AGAIN 

IF SET SELECTION OK 


22 we -88 25 ‘88 we SS 


LOAD STATUS IN ACCUM. 
RETURN TO CALLING PRGM 


we a8 


SUCCESSFUL (RE) SELECTION 


ECT LDA 
LDX 
BNE 
ORA 
STA 
STA 
LDA 
AND 
STA 
STA 


ICRVAL 

INI TFL 

IF 

#40000 19000 
$5380+1 
ICRVAL 
#%O0101 000 
ICRVAL 
$5380+1 
ICRVAL 


BEGIN TRANSFERS 
DEX 
BEQ PDMA 
JMP RES 
INITIATOR ROLE 


USE PSEUDO DMA MODE 


28 we we 


; GET VALUE OF INIT CMD REG. 

GET INIT FLAG 

IF INITIATOR JumP 

AND SET BSY IF TARGET. 

WRITE TO ICR 

UPDATE PRESENT ICR VALUE 
sMASK TO RESET SEL & DATA Bus 
3; AND WITH ICR VALUE 
; RESET SEL & DATA BUS 

; UPDATE NEW ICR VALUE 


we “20 we 88 we 


DEC INITIATOR FLAG 
IF ZERO, INITIATOR ROLE 
Er. SE, TARGET ROLE 
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LINE# LOC CODE LINE 


@8219 C32e : 
BWEz2aq C328 AI Ba FDMA LDA #DATAA 


; LOAD TCR W/DATA GUT PHASE 
WW221 C3eA 8D 83 DE STA $5380+3 ; 
Q@Wece C3zeD AD Be DE NXT LDA S5380+2 3; GET MODE REGISTER 
WWee5 C338 89 Be ORA #%80808001B;0R IN DMA MODE BIT 
QVe24 C332e 8D Me DE STA S5388+e2 ; SET DMA MODE BIT 
OVeeS C335 AE BE CB LDX PHSIDX 3 LOAD X W/PHASE INDEX 
8226 C338 BD 4 CB LDA XP TPHS+1,X3; GET PHASE COUNT 
Q@d2ee7 C33B 4D 25 Ca STA COUNT ; STORE IN PHASE COUNT BYTE 
@@228 C33E BD a9 Ca LDA XPTPHS+t2e, X3; GET COUNT MULTIPLIER 
WW2ee9 C341 8D 26 Cv STA XCNT : STORE IN MULTIPLIER 


QWesa C344 
Q@e31 C344 


3 

; WAIT FOR PHASE MISMATCH INT. 
VMe2Se C344 ; 

W 


7p) 
— 
—_ GC) 
o> 
On 
DO 
oc 
QO. 





OW235 C344 AD OS DE AIT LDA S5388+5 : SAMPLE BUS&STATUS REG. 
VVES4 C347 29 12 AND #*3@010002 3; LOOK FOR INT. REQ. 
ades5 C349 Fa FS BEQ WAIT $ Ir NOT SET, WAIT 


YWeESE C34B 
BWE37 CS4k 
W238 C34H 


TRQ IS ACTIVE 


w2e “28 we 


Q@@2s9 C34B AD Me DE LDA S538a+2 3; GET MODE REG. 

Q0V240 C34E 29 FD AND #%111111@1 3; RESET DMA MASK 

O9241 C350 86D @e DE STA $5380+2 : RESET DMA MODE BIT 

BWWeZ4e C353 AD BS DE LDA S5380+5 ; GET BUS & STATUS REG 

@G245 C356 AD AS DE LSR 3; SHIFT RIGHT 3 TIMES 

OV2e44 C359 AD BW DE LSR 3 

@2e45 C35C AD OS DE LSR 3 

Q@W24G C35F BB 15 BCS EBUSY ; LOSS OF BUSY ERROR 

@0247 C361 BO 15 DE LSR 3 SHIFT 

QV248 C364 98 76 BCC PHSMM ; IF CARRY CLEAR, MISMATCH 
08249 C366 98 76 DE LSR 3; SHIFT TWICE 

00250 C369 938 76 DE LSR ; 

@@251 C36C EO OB BCS EPRTY : IF SET, PARITY ERROR 

BB@eS5e C36E 2C O04 DE BIT S5380+4 ; GET CURRENT SCSI BUS STATUS 
@6e53 C371 38 14 BMI BRST ; IF BIT 7 SeT, BUS RESET OCCURE 
08254 C375 4C BA C3 JMP FAIL ; SHOULD NOT GET HERE 


BVe55 C376 
@W25EG C376 
O@VeS7 C376 
08258 C376 AY ee BUSY LDA #DISCNT 
BVeS59 C378 60 RTS 


RETURN ERRGR STATUS TO CALLING PROGRAM 


mm as 20 «ws 


SET DISCONNECT FLAG 


we 


@@e60 C379 AD O1 CU EPRTY LDA ICRVAL 3; GET INIT. CMD REG. VALUE 
@8ce61 CS7C 89 B82 ORA #4000003010 3; TURN ON ATN SIGNAL 

B@e6e C3S7E 8D @1 DE STA S5388+1 5s Ser ATTN 

@Be63 C381 SBD Bi CO STA ICRVAL 

WOW264 C384 AI AS LDA #PRTYER 3; SET PARITY ERROR 

@8265 C386 68 RTS 

@8266 C387 AD a4 BRST LDA #BUSRST 3; SeT BUS RESET ERROR 
WWe2e67 C3589 68 RTS 

@@268B C38A AD US FAIt LDA #CHIPFL 3; SET CHIP FAIL ERROR 
@0c69 C38C 68 RTS 3; RETURN TO CALLING PRGM 


@Be78 C38D ; 
@0271 C38D 3 
B82e72 C38D ; 
80273 C38D AD @2 DE T 


WAIT FOR TARGET SELECTION 


ARSEL LDA S5380+2 3; GET MODE REG. 
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LINE# 


QW274 
4Wd275 
A= 7E 
Ad 77 
ad=76 
QAz79 
AQABA 
Qae8 1 
IY Pook = Yd 
WB=a8S 
QO284 
AL Fost = bes] 
BV28E 
QA=2B7 
BAzZBs 
VAL89 
ATs Fae) 2) 
VAz91 
W292 
BW=293 
W294 
00295 
20296 
W297 
00298 
08239 
BBS 
OB301 
08302 
89303 
QISa4 
02305 
BB306 
@A307 
00308 
2309 
00319 
OB311 
00312 
GB3135 
00314 
Q@3315 
00316 
02317 
09318 
00319 
BV320 
003521 
OO32e 
00323 
00324 
68325 
08326 
00327 
00328 


110 


LOC 


C390 
C392 
C395 
C338 
C398 
C39E 
C3Aa 
C3Ae 
C3Az 
C3Ae 
C3Re 
C3Aez 
CSAS 
C3A7 
C3A9 
C3AC 
CSAD 
C3AF 
CSB1 
C3He 
CSE4 
C3BS 
C3B6 
C3B8 
C3BA 
C3BD 
C3CQ 
C3Ca 
C3ca 
C3Ce@ 
C3C3 
C3CS 
C3C7 
C3CA 
C3CC 
C3CE 
C3DO 
C3D3 
C3bD6 
C3D9 
C3DC 
C3DC 
C3DC 
C3DC 
C3DF 
C3E2 
C3E4 
C3E7 
C3E9 
C3EC 


CODE 


@9 


AD 
8D 
AD 


29 


FQ 


AD 
29 
FQ 
AD 
29 
FQ 
AY 
8D 
8D 
AD 
4C 


AE 
AD 
29 
DD 
FO 
4C 


C3eEC 


C3EC 
C3EC 
C3EF 
C3rFe2 


4C 


8D 


42 
2 
28 
24 
aS 
1a 
FY 


a2 
ag 
Be 
ag 


aS 
F8 


a3 
a6 
a7 
9k 


aS 
20 
Be 
04 
a2 
BC 
a8 
@1 
@1 
07 
2D 


V6 
04 
ic 
07 
a3 
B4 


B4 
B4 
3 


DE 
DE 
DE 
DE 


De 


DE 
C3 


DE 


DE 


DE 
Ca 


C4 


C@ 


C8 


C4 


C4 
C4 
DE 


LINE 


ORA 
STA 
LDA 
STA 
LDA 
AND 
BEQ 


LOOK 


CKECK 


26 88 88 fe 


LDA 
i_DX 
LDY 
LGR 
DEX 
REQ 
BCC 
INY 
BCS 
SEC 
TYA 
SBC 
BMI 
LDA 
JMe 


Ur 


OUT 


0) -oo we we 
1 


LDA 
AND 
BKEQ 
LDA 
AND 
BEQ 
LDA 
STA 
STA 
LDA 
JMe 


HSMM LDX 
LDA 
AND 
CMP 
BEQ 


JMP 


HSMTH LSR 
LSR 
STA 


#XQA1AAAAMA™ 
S5380+2 
IID 
S$5380+4 
$538a+5 
HAVA 1 AVVO 
LOOK 


S5382+a 
#$9 
#$00 


OuT 
ue 


UF 


#SDS 

CI 
$5380+7 
LOOK 


CHECK INTERRUPT 


SS380+5 
#40] 10O2OV 
EPRTY 
S5560+4 
HLDAAAAD 
FAIL 
#XDVCD LAA 
S$S388+1 
ICRVAL 
S5388+7 
RES 


PHS IDX 
S5380+4 
#%02001110 
XPTPHS, X 
PHSMTH 

DP 


S$5388+3 


28 we 88 .928 -2°% ae -98 


FOR MORE THAN TWO ID’S ACTIVE 


ee 83 .es 28 we 28 wa 8 we we 68 we ae wn 88 les 88 le 8 gs (OE lf (AS 


we @F we 0 as we 


PHASE MATCHES EXPECTED 


20 -a9 28 


SET TARGET MODE MASK 

SET TARGET MODE BIT 

GET TARGET ID 

STORE IN SELECT ENABLE REG. 
SAMPLE BUS&STATUS REG. 

LOOK FOR INT REQ 

KEEF WAITING 


READ SCSI DATA BUS 

SHIFT COUNT 

INITIALIZE BIT COUNT 
SHIFT BIT INTO CARRY BIT 
DECR. SHIFT COUNT 

IF ZERO, DONE COUNTING 

IF CARRY NOT SET, DO NEXT 
IF CARRY SET BUMP BIT CNT 
GET NEXT BIT 

SET CARRY BIT 

PUT Y IN ACCUM 

SUBTRACT 3 FROM BIT COUNT 
IF MINUS, OK 

NOT MINUS, RESET IRQ. 
WAIT FOR GOOD SELECTION 


SAMPLE AGAIN 

MASK FARITY BIT 

PARITY SELECTION ERROR 
GET CURRENT SCSI BUS ST. 
CHECK SEL 

IF NOT SET, 
SET BSY MASH 
SET BSY SEL COMPLETE 
s RETAIN ICR VALUE 
RESET INTERRUPT 


9 


FAILURE 


PHASE MISMATCH CONDITION 


LOAD X WITH PHASE POINTER 
LOAD CURRENT SCSI BUS STATUS 
MASK ALL BUT FHASE BITS 
COMPARE TO XPTED CHASE 

YES, PHASE MATCHES 

ELSE, DIFFERENT PHASE 


PHASE 
SHIFT TO TCR REG. FORMAT 


STORE IN TCR 
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LINE# 


BBSe9 
VBS30 
2331 

VISSe 
VAS33 
OWIS34 
VB335 
GBS36 
03337 
BAS38 
WB339 
02342 
BBS41 
BAS4e 
VI343 
00344 
YA345 
82346 
WI347 
VAS4E 
BOS49 
BB35B 
QAS51 

VI3S5e 
BVUS53 
WA354 
GO355 
BBS56 
VBS57 
84358 
VOW359 
VASE" 
WOS61 
08362 
08363 
BA364 
QVISES 
09366 
00567 
20568 
B¥369 
02578 
08371 

BVST7e 
@Q37S 
02374 
BBS75 
VW376 
QA377 
08378 
QQ379 
BIsBw" 
BA381 

20582 
08383 


LOC 


C3SFS 
C3F8 
CSFA 
C3FD 
CSFF 
CSFF 
CSFF 
CSFF 
C402 
C424 
C407 
C40A 
C4aD 
C48F 
C412 
C415 
C417 
C419 
C419 
C419 
C419 
C41C 
C41E 
C421 
C4e4 
C424 
C424 
C424 
C427 
C4cA 
C42D 
C42D 
C4eD 
C4eD 
C438 
C432 
C435 
C438 
C43B 
C43E 
C441 
C444 
C444 
C447 
C449 
C44B 
C44E 
C458 
C453 
C455 
C458 
C45B 
C45E 
C461 
C463 


CODE 


AD 
RO 
DD 
Da 


AD 
29 
8D 
8D 
AD 
a9 
&D 
AD 
29 
Fa 


8D 
A 
2 
4C 


20 = 


8D 
4C 


AD 
ag 
8D 
AE 
BD 
8D 
BD 
8D 


AD 
29 
DS 
AE 
AY 
DD 
FQ 
BD 
BD 
BD 
8D 
2g 
Fa 


NCR SCSI Products 


7 
18 
Q7 
QE 


Wi 
FD 
21 
1 
Qe 
B= 
a2 
03 
1 
QE 


Be 
ve 
vz 
BG 
28 
2s 
a9 
26 


aS 
Fa 
4D 
26 
82 
07 
3B 
a7 


o7 
Os 
@1 
1D 


DE 


Ca 


DE 
C3 


DE 


DE 
C8 
Ca 
Ce 
Ce 
C8 


DE 


Ce 


C8 


Cw 
ca 
C8 
DE 
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LINE 


@48 we we 


GMR 


DMAI 


LDA 
LDA 
CMF 
BNE 


LDA 
AND 
STA 
STA 
LDA 
ORA 
STA 
LDA 
AND 
BEG 


SSS8a+7 


#MESSO 
XP TPHS 
GMR 


MESSAGE OUT, 


ICRVAL 
#%*1111 
SSSG0+ 
ICRVAL 


3X 


RESET 


11@1 
1 


S53e8a+e 
#~90007010 
SSsa0+e 
S536a+3 
HADAAAAAA’L 


LDMAO 


INITIATOR DMA INPUT 


STA S538a+7 


LDY 
JSR 
Jmp 


#12 
DMAIN 
NXT 


: INITIATOR DMA OUTPUT 


3 
IDMAO JSR DMAOQUT 


xX oe we was 


ES 


STA 
J MF 


LDA 
ORA 
STA 
LDX 
LDA 
STA 
LDA 
STA 


LDA 
AND 
BNE 
LDX 
LDA 
CMe 
BEQ 
LDA 
LSR 
LSR 
STA 
AND 
BEQ 


SDMA 
NXT 


TARGET OPERATION 


S5S88+e 
#%DJAADADiB:OR 
$5 388+2 


PHS IDX 


XPTPHS+1,X3 


COUNT 


XPTPHS+E, X 3 


XCNT 


55 580+5 
#AVOVOVO1 4B 


MESSOT 
PHSIDX 


#DISCON 


XPTPHS 
DISCTD 
XPTPHS 


xX 


» X 


SS3B0+S 
#XDBIOAGS 1 


TDMAG 


2s “48 .@3g -at 


RESET INTERRUPT 

LOAD MESSOUT VALUE 
WAS FHASE MATCH MESS. 
IF NOT MESS. OUT, 


Out 
CONTINUE 


ATN 


we 88 ws St we 18 gs 88 we SB 


‘a0 WG wan we 


ae .9g ae 


b 


+ 


GET INITIATOR CmD. 
MASK OFF ATN 

TURN OFF ATN 

UPDATE ICR VALUE 
GET MODE REG 

SET DMA MODE BIT 
STORE IN TCR 

GET PHASE AGAIN 

SET 1/0 MASK 

IF ZERO, DMA OUTRUT 


REG 


START INIT. 
INITIALIZE Y 
PERFORM DMA INFUT 
PREPARE FOR NEXT PHASE 


RCV. 


FERFORM DMA OUTPUT 
EXTRA WRITE FOR ACK TG GO OFF 
PREPARE FOR NEXT PHASE 


GET MODE REGISTER 
IN DMA MODE BIT 
SET DMA MGDE EIT 
LOAD X W/PHASE INDEX 


GET FRHASE COUNT 


3 


STORE IN PHASE COUNT BYTE 


GET COUNT MULTIPLIER 


9 


28 wa 88 


a8 we St ws we les 28 oe 8 fos 


STORE IN MULTIPLIER 


GET BUS & STATUS REG. 

MASK ATN BIT 

ATN ACTIVE DO MESS OUT PHASE 
GET CURRENT PHASE INDEX 

GET DISCONNECTED VALUE 
COMPARE W/FPHASE VALUE 

IF =, TIME TO DISCONNECT 

GET PHASE 

SHIFT TO TCR FORMAT 


STORE IN TARGET COMMAND REG. 


SAVE I/0 BIT 
IF ZERO, DMA OUTFUT 
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LINE# 


WASB4 
B2S8S 
2386 
82387 
08388 
BI389 
02392 
82391 

{d39Ie 
QASIS 
Wd394 
2395 
20396 
Ba397 
20398 
C2399 
Q24AB 
QI4A1 

BB4a2 
0O433 
BAAS 
B84a5 
BAAE 
Yd407 
28438 
BB4a9 
22414 
20411 

A412 
00413 
22414 
00415 
03416 
00417 
20418 
08419 
QW4e0 
CA4e1 

2422 
BW425 
V0424 
08425 
00426 
00427 


00428 


BV423 
00438 
2431 
00432 
BQ4SS 
00434 
00435 
00436 
00437 
02438 
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LOC 


C465 
C4E5 
C465 
C465 
C468 
C46A 
C46D 
C46D 
C46D 
C46D 
C472 
C472 
C475 
C477 
C47A 
C47D 
C47F 
C482 
C48e 
C482 
C482 
C485 
C48& 
C48A 
C48D 


- C49 


c49a 
C490 
c49a 
C492 
C495 
C497 
C495 
C498 
C498 
C496 
C49A 
C49D 
C4Aa 
C4A3 
C4A5 
C4AG 
C4ag 
c4AA 
C4AD 
C4AE 
C4B1 
C4B4 
C4B4 
C4B4 
C4B4 
C4B6 
C4B9 
C4BB 
C4BD 


CODE 


&D 
AQ 
ro) 


2C 
a 
AD 
29 
8D 
AD 
91 
4C 


2a 
AD 
29 
&D 


4C & 


AQ 
8D 
AQ 
64 


AS 
AY 
AS 
8D 
Ag 
CA 
9D 
CA 
9D 
CA 
8E 
4C 


Ze 
21 
cE 


as 
FE 
Qe 
FD 
Qe 
ac 
FE 


i= 


27 
ve 
FD 
ve 


ae 
21 
Qe 


16 
18 
18 
03 
vB 


a7 


Q7 


26 
Be 


1c 
07 
BS 
Q7 


DE 


DE 
DE 


C4 


CS 


DE 


DE 


DE 


DE 
De 
DE 
Ca 
Cd 


ca 
C4 


Ce 


WINE 


; TARGET DmA INPUT 


TDMAI STA S538a+6 
LDY #01 


JSR DMAIN 


HANDLE LAST BYTE 


([ we -ae -os 


STDRG BIT 
BVC 
LDA 
AND 
STA 
LDA 
STA 
sme 


S$538a+5 
LSTDRG 
S5360+e 
H#YLLILL1I21 
Se 3aa+2 
SDmA 
(BEINTR),Y 
RES 


3 
$s TARGET DMA DUTFUT 
5 


JSR 
LDA 
AND 
STA 
JMe 


DMAQUT 
SS360+2 
H#A*LALL11@1 
SS38a+e 
RES 


TDMAG 


TARGET DISCONNECT 


o 2a Be as 


ISCTD tDA #28 
STA SSS80+1 
LDA #DISCNT 
RYS 


MESSOUT PHASE 


JX se oe os 


ESSOT LDA 
LSR 
LSR 
STA 5S 
LDA # 
DE X 
STA 
DE X 
STA 
DEX 
STX 
JME 


#MESSO 


Gt 


TSBU+ 
1 


XP TPHS, X 
XP TPS, X 


FHSIDX 
TDMAO 


DIFFERENT. PHASE 


CJ we 20 os 


a) LDA #MESSI 
CMP XPTPHS, X 
BEQ MESSIN 
LDA #DIFFPH 
RTS 


268 


22 28 28 ogg 88 one 


28 se 26 os we 


20 88 2c we 


(TARGET) 


we S08 ~w0 8° -o8 @t es SF -ee2 st se #8 


20 see @28 69 -88 


START DMA TARGET RCV 
Set Y TO ONE, SO NO EXTRA REG 
PERFORM DMA INeut 


TO PREVENT EXTRA Rew 


LOOK FOR DRO 

LOGE FILL ON 

GET MODE REG. 

MASK DMA MODE RIT 

RESET DMA MODE BIT 

GET LAST BYTE Feom CHIP 
STORE LAST BY Te | 

DO NEXT BHASE 


Pere ORM DMA GUT SUT 
GET Dra MUDdeE | 
MASK DMA MODE BRIT 
RESET DMA maD= BIT 
DO NEXT FPRASE 


LOAD ACCUM W/ ZERO 

RESET BSY & GTHER SIGNALS 
DISCONNECTED STATUS 
RETURN TO CALLING FRGM 


GET VALUE GF MESSAGE UUT 
SHIFT TO TCR FORMAT 


MESSOUT PHASE 

LOAD MULTPLIER/COUNTER VALUE 
MOVE FOINTER 

STORE MULTIFPLIcR 

MOVE POINTER YO COUNT VALUE 
STORE COUNT 
MOVE 70 FPRASE 
UPDATE MOVES 
DO DMA OUT 


FHASE INDEX 


LOAD VALUE GF MESSAGE Iin PHASE 
IS THIS A MESSAGE IN PHASE 
IF=, READ MESSAGE 

LOAD DIFFERENT PHASE ST. 

RETN W/UNEXPECTED FHASE STATUS 
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LINE# LOC CODE LINE 


00439 C4BE 
B2440 C4BE 
03441 C4BE 


; 
3; MESSAGE IN FHASE 
W344 C4BE 68 87 CO MESSIN LSR 





3; SHIFT TO TCR FORMAT 
VW44S C4C1i 60 07 CB LSR H 
02444 C4C4 8D @3 DE STA S5S8a+3 ; LOAD TCR 
2445 C4C7 AD @7 DE LDA SS380+7 ; RESET INT. 
02446 C4CA AD G4 DE POLL LDA SSS8a+4 3; READ CURRENT BUS STATUS 
00447 C4CD 29 2a AND #42014000@0 3; LOOK FOR REG. ”n 
080448 C4CF FO FI BEQ FOLL ; iF ZERO, NO REQ. ais 
08449 C4Di AD Bi Ca LDA ICRVAL ; GET CURRENT ICR VALUE Ss 
BV450 C4D4 a9 12a ORA #400810002@ 5; OR IN ASSERT ACH Oo 
W8451 C4DG 8D 01 DE STA S5S80+1 3; ASSERT ACK oo 
@@45e@ C4D9 4D ai Ca STA ICRVAL ; UPDATE ICR 
WWJ453 C4DC AD 04 DE STILON LDA S5380+4 ; READ CURRENT BUS STATUS 
@3454 C4DF 29 2a AND #*80100@00 ; LOOK FOR NOT REG 
O08455 C4E1 DB FI BNE STILON 3; IF NOT ZERO, STILL ON 
2456 C4ES3 AID a8 LDA #CMDCFL ; LOAD COMMAND COMPLETE 


00457 C4ES 
08458 C4ES 
WQ459 C4ES 


LEAVE ACK ACTIVE SO MESSAGE CAN BE REJECTED 


as #208 we 


BQ@460 C4ES CD 86 DE CMP SS5S80+6 ; COMPARE W/MESSAGE 

00461 C4EB D2 VE BNE DIFMES ; IF NOT CMD COMPLTE, DIFF. 
U4Ee C4EA AD Bl CA LDA ICRVAL ; GET ICR VAL 

08463 C4ED 29 EF AND #4111801111 3 MASK ACK BIT 

3464 C4EF 8D 81 DE STA S5380+1 3; RESET ACK 

WW465 C4Fe 8D B81 Ca STA ICRVAL ; UPDATE ICR 

GQ466 C4FS 4C 2D C3 JMP NXT ; GO TO NEXT FHASE 


WJ46E7 C4F8 
VO4E8 C4F8 


; 
; NOT MESSAGE COMPLETE, RETURN FOR EVALUATIGN 

80469 C4Fa ; 
D 


Q@0470@ C4F8 AE BE DE IFMES LDX S5380+6 ; GET MESSAGE VALUE 
00471 C4FB AD B6 LDA #MESSAG 3; LOAD MESSAGE RETN STATUS 
@2472 C4FD 68 RTS ; RETURN FOR MESSAGE EVALUATION 


0084735 C4FE 
B2474 C4FE 


s 
; 
B0475 C4FE 3; DMA INPUT 
@0476 C4FE ; 
90477 C4FE AD BO DMAIN LDA #02 ; ZERO ACCUM. 
08478 C528 AA TAX ; ZERO X 


@8479 CS5e1 
08480 C501 
09481 C51 


RESET ASSERT DATA BUS 


a8 28 -S8 


OO@48e CS@1 AD B1 CB LDA ICRVAL ; GET ICR VALUE 

03483 C584 29 FE AND #%11111118 3 MASK ASSERT DATA BUS 
08484 C506 8D @1 DE STA SS38G+1 ; RESET ASSERT DATA BUS BIT 
00485 C509 8D 81 CB STA ICRVAL ; UPDATE ICR 


88486 CSac 


3 
08487 CS58C 3; WAIT FOR DRQ 
00488 CSC 5 
009489 CS@C eC @ DE REFT1 BIT S5s88+5 ; TEST FOR DRG 
049% CSF 58 FB BVC REPT1 ; IF NOT THERE, LOOP 
08491 CSii1 ; 
00492 CS1ii AD @ DE GO1 LDA SDMA ; READ DMA PORT 
00495 C514 91 FB STA (BPNTR).Y ; STORE DATA IN BUFFER 
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LINE 


03494 
00495 
08496 
O2497 
B2498 
40499 
BISOA 
ZI521 

{ISBa 
BWSOWs 
BASO4s 
BASS 
WISZ6 
BISA7 
BOS28 
VASA 
VVS14 
02511 

BAS12 
QBIS1is 
WI5i4 
BOSiS 
WW516 
08517 
00518 
08519 
BIS29 
VBS21 

VWSe2e 
WASe23S 
BBSe4 
0OSe5 
BWS26 
88527 
BVS28 
VBS529 
VBSS0 
80531 

BOSSE 
Q8SS3 
VO534 
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LOC 


C516 
C517 
CS1iA 
CS51C 
CS1D 
C528 
CSce 
C524 
C527 
C527 
C527 
C527 
C529 
CSec 
CS2F 
C5se2 
C3535 
C535 
C335 
C535 
C537 
C538 
C5359 
CS3C 
CS3E 
C542 
C543 
C544 
C3547 
C549 
CS4A 
C54D 
CS4F 
C3551 
C554 
C354 
C354 
C554 
CSS7 
CSSA 
CSSD 


CODE 


c8& 
cc 
D® 
ES 
EC 
Fi 
E6 
—4C 


AS 
WD 
8D 
8D 
8D 


AY 
A&B 
AA 
2C 
3@ 


8D 
C8 
Cc 
Dd 


EC 
FQ 
EG 
4C 


id 


aS 


FEO 


FE 
aC 


25 
FO 


26 
aS 
FC 
SE 


au CO 


C2 


CS 


C8 


DE 


CQ 
DE 


DE 


Cea 


C8 


CS 


LI 


259 we «ws 


REPT 


GO 


CZ ws 20 we 


MAQUT 


NE 


INY 
CRY 
BNE 
INX 
CFXx 
BEQ 
INC 
JMP 


COUNT 
REF T 1 


XCNT 
NXTPHS 
BRPNTR+1 
GO1 

DMA OUTPUT 
LDA 
ORA 
STA 
STA 
STA 


HLAODAABAYDL 
ICRVAL 

S$5380+1 

ICRVAL 

SS360+5 

LOOK FOR DMA REQ 
LDA 
TAY 
TAX 
BIT 
BVC 
LDA 
STA 
INY 
CY 
BNE 
INX 
CPX 
BEG 
INC 
JmMe 


#22 


SSseaa+s 
REPT 

(BPNTR),Y 
SDMA 


COUNT 
REPT 


XCNT 
NXTFPHS 
BPNTR+1 
GO 


NEXT PHASE 


XTPHS INC PHSIDX 
INC PHSIDX 
INC PHSIDX 
RTS 


as 23 .ge Oe .en At os we 


ae «28 


28 a we 


(DRQ) 


@e wae 188 ~ee #8 


@e .«2e SS -2e 268 ae VS we OE 


w2e 28 we we 


? 


INCR. 
DONE? 
IF NOT 


ZERO, CHECK MULTIPLIER 
COMPARE X WITH MULTIPLIER 
COUNT DONE 

eS6& BYTES BUMP 


IF EQUAL, 
GREATER THAN 
GET MORE BYTES 


ZERO A 
ZERO Y 


ZERO X 
SAMPLE DRQ 


FOINTER 


CCUM 


REPEAT 


SET MASK 
OR WITH [CR VALUE 
SET ASSERT DATA BUS BIT 


UPDATE ICR VALUE 
START DMA INIT SEND 


IF NOT SET, REPEAT 


GET BYTE FROM BLOCK 
WRITE BYTE TO CHIP 


INC Y POINTER 


IF Y NOT EQ. 
IF EQUAL INCR. X 


COMPARE W/ MULTIPLIER 


IF &@, 


MORE THAN 256 BUMP MSB 
SEND MORE DATA 


COMPARE WITH BYTE CNT 
SEND MORE 


Next PHASE 


MSr 


PHASE FOINTER INDEX +3 


RETN TO INIT OR TRGT OPER. 
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A3. 65C02 Interface Diagram 
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A4. NCR 5381—Differential Pair 
Option 


The NCR 5381 is a 48 pin version of the NCR 
5380 device designed to support external differential 
pair transceivers. These external transceivers are con- 
trolled with the additional signals provided in the higher 
pinout package. The NCR 5381 may still operate at a 
single-ended device if the SINGLEND signal (pin 2) is 
active. In single-ended operation, the signals provided 


only software difference between the two parts. When 
active, this bit is used to assert the signals IGS (pin 18) 
or TGS (pin 14) depending on the status of the TARGET 
MODE bit (port 2, bit 6). (IGS is active if TARGET 
MODE is false and TGS is active if TARGET MODE is 
true.) As in the NCR 5385/86, IGS is used to enable the 
external drivers for the signals ACK (pin 17) and ATN 
(pin 18) and TGS is used to enable the external drivers 
for the signals I/O (pin 20), C/D (pin 21), MSG (pin 22) 
and REQ (pin 23). : | 








for differential support remain functional. 3 
The signal differences between the NCR 5380 


The use of the DIFFERENTIAL ENABLE bit and the NCR 5381 are as follows: 


(bit 5) in the Initiator Command Register reflects the 


Pin SIGNAL NAME DESCRIPTION 


ps SINGLEND This signal, when active (1) selects the single-ended mode of operation. 


When inactive, the NCR 5381 operates in the differential pair mode. 


These signals will change from input/output pins to input only pins if the 
SINGLEND signal is false. 


SINGLEND = 1 SINGLEND = 0 


BSYIN 
SELIN 
RSTIN 


PIN #16 BSY 
PIN #15 SEL 
PIN #19 RST 








36 DBEN This signal is asserted whenever the ASSERT DATA BUS bit (port 1, 
bit 0) and the TARGET MODE bit are set (1). It is also asserted when 
ASSERT DATA BUS and PHASE MATCH are true and both TARGET 
MODE and I/O are false. This signal is used to enable the external trans- 
ceivers to drive the data bus. a 

14 TGS This signal is active when the TARGET MODE bit and the DIFFEREN- 
TIAL ENABLE bit are true. It is used to enable the external transceivers 


to drive I/O, C/D, MSG, and REQ. 








12 IGS This signal is active when the TARGET MODE bit is false and the DIF- 
FERENTIAL ENABLE bit is true. It is used to enable the external trans- 


ceivers to drive ACK and ATN. 





48 ARB The NCR 5380 chip asserts this signal when the ARBITRATION bit is 
set and the device has detected a bus free condition. It is used to assert the 
proper device ID on the bus during the arbitration phase. 

25 BSYOUT This signal is active whenever BSY is asserted. This signal will be inac- 


tive at all other times. 
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Pin SIGNAL NAME DESCRIPTION 


24 SELOUT This signal is active if the ASSERT SEL bit is true. Conversely, this sig- 
nal is inactive if the ASSERT SEL bit is reset. 


38 RSTOUT This signal is active if the ASSERT RST bit is true. Conversely, this sig- 
nal is inactive if the ASSERT RST bit is reset. 


7p) 
—_ 
ay 
22> 
Q 
an) 
cc 
ou 





1 ARB 
SINGLEND [J 2 D1 
087 13 ‘ 
° 4 e 
° 5 e 
° 6 e 
e 7 e 
e 8 D7 
e 9 A2 
DBO | Al 
DBP RSTOUT 
IGS VDD 
GND OBEN 
TGS AO 
SELIN low 
BSYIN RESET 
ACK EOP 
ATN DACK 
RSTIN | READY 
vO 1OR 
c/D IRQ 
MSG DRQ 
REQ cs 
SELOUT BSYOUT 





NCR 5381 PINOUT 
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NCR 5381 Suggested Differential Pair Interface 
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fonras |_| as 
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i 
(2s) BSvouT || 
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(2) SINGLENO 


aameaam Se A (=cmmunee 


require pull-ups. 
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A5. NCR 53C80 Product Information 


The NCR 53C80 CMOS SCSI interface device 
is functionally equivalent to the NMOS NCR 5380 
device. However, this chip does not offer pin 
compatibility. 


CMOS and NMOS are entirely different proc- 
esses with inherently different device characteristics. All 
CMOS devices are designed to prohibit a condition com- 
monly referred to as “‘latch-up.’” When the high current 
48 ma drivers in the NCR 53C80 switch, noise level is 
sufficiently high, the output drivers become more prone 
to “‘latch-up.’ Therefore, for the CMOS design, pin 
compatibility has been foresaken for reliability. Four ad- 
ditional ground lines have been added to increase design 
stability. Having additional ground signals also allows 
the output buffers to switch more quickly, creating the 
added benefit of a faster design. This does not imply that 
the NMOS device is marginal in any respect. 


DIFFERENCES: 


To make the device easier to design with, the 
NCR 53C80 contains some minor modifications. An ex- 
planation of each is listed below. 


Spurious RST Interrupt 


If the NCR 5380 is not terminated on the SCSI 
bus, the floating condition on the input of the RST signal 
can generate spurious interrupts. 


The NCR 53C80 contains an internal 30 uamp 
pull-up on the RST signal to prevent an interrupt due to 
an un-terminated bus. 


True End Of DMA Status For Send Operations 


If sending data to the NCR 5380 and EOP is as- 
serted on the last byte, the END OF DMA status bit indi- 
cates only that the last byte has been received from the 
DMA device. There is no indication that this byte has 
been transferred to the SCSI bus. 


The NCR 53C80 uses bit 7 of the Target Com- 


mand Register to indicate that the last byte of a DMA 
transfer has been sent to the SCSI bus. 
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Improved REQ/ACK Transition Times 


The NCR 53C80 has improved the response 
times of the REQ/ACK handshake signals. This has an 
overall impact on achievable transfer rates. This per- 
formance improvement has been attained by increasing 
the number of ground lines, using faster CMOS cells, 
and giving cell placement priority to the REQ/ACK sig- 
nal paths. 


Prevents The Possibility Of An Additional ACK From 


Occurring 


The NCR 5380, upon receipt of an EOP signal, 
sets the EN” OF DMA status bit and prevents additional 
DMA requ sts (DRQ). It does not reset the DMA 
MODE bit. If receiving data as an Initiator and the Tar- 
get continues to request data for the same bus phase, af- 
ter receiving an EOP pulse, the NCR 5380 will assert 
ACK without issuing a DMA request (DRQ). 


The NCR 53C80 prevents ACK from being as- 
serted until the device is instructed to continue by writ- 
ing the Start DMA Initiator Receive register. 


PERFORMANCE: 


Even though early material on the NCR 53C80 
has demonstrated better performance than the NCR 
5380, device characterization was not completed before 
this section was printed. 


PINOUT: 
Eegee?ee Be ? & 
5 3 2 





RESET pe2 
'AQ Der 
DRQ 08S 
EOP VSS 

DACK DeP 
VSS REQ 
READY aK 
AO vo 
Al 31 | VSS 
A2 30} C/D 
cs 29 | MSG 

2 822 23 25 28 

Fs | 5 8 8 3 a4 8 & 6&6 8 
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DB7/ 


RST/ 


GND 


BSY/ 


SEL/ 


ATN/ 


NC 


RESET/ 


IRQ 


DRQ 


EOP/ 


DACK/ 


GND 


READY 


AO 


Al 


NC 


CS/ 


lOW/ 


1OR/ 


D7 


D5 





DB6/ 


DB5/ 


GND 


DB4/ 


DB3/ 


DB2/ 


NC 


DB1/ 


DBO/ 


GND 


DBP/ 


REQ 


ACK 


1/O/ 


GND 


C/D/ 


MSG/ 


NC 


DO 


D1 


D2 


D3 


D4 


VDD 
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A6. SCSI/PLUS* 


AMPRO Computers, Inc. is proposing a gen- 
eral enhancement to the SCSI specification which allows 
the bus to operate as either a single or multi-master 
high speed parallel bus, capable of accessing up to 


SCSI/PLUS DEVICE TYPES 


Operating System Processors 
and Co-processors 


Communication Servers 


Display Controllers 


System Resources 


Real World Interfaces 


64 modules. This new bus structure is referred to as 
SCSI/PLUS. The table below describes the types of de- 
vices that may now be added due to the enhanced SCSI 


specification. 


EXAMPLES 


UNIX 
MS-DOS 
CP/M 
FORTH 
Lisp 
Porlog 
Modems 
Arcnet 
Ethernet 
SDLC 
Mainframe links 


Graphics 
Text 
Touch 


Printer Spooler 
Time-of-day clock 
Speech I/O 
Protocol Converter 
DBMS Processor 
Array Processor 


A/D 
D/A 
AC & DC Control 


Examples of SCSI/PLUS Devices 


* SCSI/PLUS is a trademark of AMPRO Computers Inc. 
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SCSI/PLUS provides three functional additions 
to the SCSI specification which allow the bus to operate 
as either a loosely coupled distributed system bus or a 
low-cost single master I/O bus. As proposed, SCSI/ 
PLUS is a superset of the original specification, and its 
operation will not interfere with any existing SCSI im- 
plementation. 


To allow for more complex system configura-_ 


tions, SCSI/PLUS provides Binary Arbitration and Bi- 
nary Selection phases. The data bus represents a binary 
address and accommodates 64 physical bus devices, 
compared to eight in the current specification. In addi- 
tion, four logical units may be associated with each bus 
device for a total of 256 logical bus devices. As in the 
SCSI specification, the arbitration phase is optional. 


The addition of a master/slave mode to the 
specification provides for a cost-effective single-master/ 
multi-slave configuration. This mode allows the design 
of SCSI/PLUS Targets which have no on-board intelli- 
gence. An optional interrupt protocol allows these 
‘“‘dumb”’ targets to asynchronously notify the bus master 
that they desire service. 


To encourage board-level interchangability, a 
recommended board size and interface connector is de- 
fined. The preferred board size is the single-wide Euro- 
card format with the double-wide card used as an option. 
The proposed interface connector is the DIN 41612— 
Type C connector. By using this form-factor and connec- 
tor specification, bussed backplane or ribbon cable 
systems may be implemented. 


The SCSI/PLUS architectural concept has in- 
herent advantages over traditional microprocessor back- 
plane architectures. SCSI/PLUS is CPU-independent, 
provides flexibility of form factor, operates across a rib- 
bon cable bus, and allows both high-performance multi- 
master and low-cost single-master operation. 
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The NCR 5380 is an ideal part for designing an 
interface to connect to SCSI/PLUS. Its simplicity pro- 
vides the flexiblity needed to support the defined proto- 
col modifications, and its popularity with SCSI users 
guarantees plug compatibility with existing host 
adapters. 


The NCR 5380 uses the Output Data Register 
to assert the proper device ID onto the SCSI bus during 
the Arbitration and Selection phases. Since the user is 
not restricted by the number of bits he is allowed to as- 
sert on the SCSI data bus, the Binary Arbitration and Bi- 
nary Selection phases can be easily supported. In a 
Target role the Select Enable Register may be used to 
generate an interrupt if any bit in this register matches 
the binary address on the SCSI bus. Here again the NCR 
5380 does not restrict this implementation. 


The ability to support the master/slave opera- 
tion requires independent control over the SCSI control 
signals by the bus slave devices and recognition by the 
bus master of the newly defined, bus phase. The NCR 
5380 provides independent signal control during Target 
operation and can be configured to generate an interrupt 
when a bus phase mismatch occurs if operating as an 
Initiator. 


As in normal SCSI implementations, the use of 
on-chip bus transceivers significantly reduces parts 
count and provides for a highly reliable, cost effective 
SCSI/PLUS design. An additional advantage of on-chip 
MOS transceivers is the low leakage current. The NCR 
5380 maximum leakage current of 50 pA meets the 
SCSI/PLUS bus load requirements. Up to 64 devices 
may occupy SCSI/PLUS bus positions if low-leakage in- 
tegrated circuits such as the NCR 5380 are used. 
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A7. Register Reference Chart 


READ 


CURRENT SCSI! DATA (00) 
7 6 5 4 3 2 


SBGRS ARM 


DB7... DBO 


INITIATOR COMMAND REGISTER 
(01) 


Assert Data Bus 
Assert ATN 
Assert SEL 
Assen BSY 


Assert ACK 
Lost Arbitration 


Arbitration in Progress 
Assert RST 


MODE REGISTER (02) 
7 6 5 4 3 


Arbitration 


Monitor BSY 
Enable EOP interrupt 
Enable Parity Interrupt 
Enable Parity Checking 
Target Mode 
Block Mode DMA 


TARGET COMMAND REGISTER (03) 


Assen C/D 
Assert MSG 
Assert REQ 


Last Byte Sent (53C80) 
CURRENT SCSI BUS STATUS (04) 
7 6 5 4 3 2 


BUS & STATUS REGISTER (05) 
7 6 5 4 3 2 1 =«0 


ACK 
ATN 
Busy Error 


Phase Match 
Interrupt Request 
Panty Error 
OMA Request 
End of OMA 


INPUT DATA REGISTER (06) 
7 6 5 4 3 2 1 «90 


RES ERES 


DB7 .. . DBO 


RESET PARITY/INTERRUPT (07) 
7 2 1 0 


6 5 4 3 
[Ex x x fx [xx px 
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WRITE 


OUTPUT DATA REGISTER (00) 
7 6 5 4 3 2 1 =«0 


AREER 


DB Dae 
INITIATOR COMMAND REGISTER 


7 6 5 4 3 1 O 


Assert Data Bus 


Assert ATN 
Assert SEL 
Assert BSY 
Assert ACK 
Differential Enable (NCR 5381) 
Test Mode 
Assert RST 


MODE REGISTER (02) 
7 6 5 4 3 


| Arbitration 
DMA Mode 


Enable EOP interrupt 
Enable Parity Interrupt 
Enable Parity Checking 
Target Mode 
Block Mode DMA 


TARGET COMMAND REGISTER (03) 
0 


Not Writable 


SELECT ENABLE REGISTER (04) 
7 6 5 4 3 2 1 


ERRGERES 


. BBO 


START DMA SEND (05) 
7 6 5 4 3 2 1 =«0 
xX X}| xX] X] xX 


Lx] xf x} x] x] x] x] x 


START DMA TARGET RECEIVE (06) 
7 6 5 43 2 1 #90 
x X 


REECE 


START DMA INITIATOR RECEIVE (07) 


Ux] x] x] x [x] x] x jx] 


NOTE: X = DON’T CARE 
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53C80-40 SCSI INTERFACE 


The NCR 5380 family of devices are designed 
to meet the SCSI protocol as defined by the ANSI stan- 
dard. All the chips in the family can function as initiators 
or targets allowing them to be used in host adaptor and 
peripheral controller applications. These devices support 
arbitration as well as reselection. The 5380 family con- 
tains on-chip single-ended drivers which allow for direct 
connection to the SCSI Bus. These chips are controlled 
by reading and writing several internal registers which 
may be accessed by standard or memory-mapped I/O. 
Minimal processor intervention is required for DMA 
transfers because the chips control the SCSI handshaking 
signals. 


There are five products that make up the NCR 
5380 family: the 5380, 53C80-40, 53C80, 5381, and 
53C81. 


The 5380 is an NMOS SCSI protocol controller 
that contains several registers which are used to control 


the SCSI signals. 


The 53C80-40 is a CMOS device designed as a 
higher performance replacement for the 5380. It has a 
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faster SCSI handshake and uses less power than the 
5380. 


The 53C80 is a CMOS device that is function- 
ally equivalent to the 5380 except that it has additional 
ground lines to maximize noise immunity which results 
in a larger package. Additionally, the 53C80 chip can be 
used as a core cell in ASIC designs. The design method- 
ology and functionality has been proven in many semi- 
custom designs. 


The 5381 is an NMOS device that is also func- 
tionally equivalent to the NMOS 5380 except that the 
5381 includes signals which support the SCSI differen- 
tial mode of operation. 


The 53C81 is identical to the 5381 except that it 
is a CMOS device. All of these devices come in a variety 


of packages. 


A product manual for the entire NCR 5380 
family will be available the second quarter of 1988. 
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SCSI ASIC ABSTRACT 


One of the main changes in the integrated cir- 
cuit industry is the trend toward customization. NCR 
Microelectronics has recognized this trend and, as a re- 
sult, implemented the NCR SCSI ASIC Design Pro- 
gram. 


The NCR SCSI ASIC Design Program can be 
used by the customer to incorporate SCSI into a cus- 
tomized logic design while conforming to the ANSI 
standard. Cost reduction, enhanced performance, re- 
duced board space, product security and a unique prod- 
uct offering are some of the advantages of customizing a 
SCSI design. 


NCR Microelectronics offers the VS2000 Stan- 
dard Cell Library of logic functions for use in designing 
semi-custom integrated circuits. The VS2000 has a 
2-micron minimum feature size and is upwardly compat- 
ible with the existing 3-micron VS3000 Standard Cell 
Library and the 62A00 Gate Array Library. 


The NCR 53C80 SCSI Supercell is a 2-micron 
standard cell that is functionally equivalent to the 
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NCR 53C80 SCSI Interface Chip. It is designed to ac- 
commodate ASIC designs incorporating SCSI. The Su- 
percell operates in both the initiator and target roles and 
can therefore be used in a variety of applications. In- 
cluded in the cell are special high-current open-collector 
output drivers, capable of sinking 48mA at 0.5V, that al- 
low for direct connection to the SCSI Bus. 


The Supercell provides the following benefits: 
isolation of the SCSI function, high density, no dedicated 
test pins, clean customer interface, minimal require- 
ments on external ASIC logic, consistent performance, 
and a proven production test program that assures a high 
quality level. 


At present, a simulation model of the Supercell 
is available as a DABL™ model for Daisy® worksta- 
tions. The Supercell is also available for Mentor 
Graphics® workstations. 


Additionally, an optional oscillator cell has 


been developed which can be used in conjunction with a 
design using the Supercell. 
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5386 SCSI PROTOCOL CONTROLLER 


General Description Below is a list of important features: 


The NCR SCSI Protocol Controller (SPC) is SCSI Interface 
designed to accommodate the Small Computer Systems 


Interface (SCSI) as defined by the ANSI X3.131 SCSI ¢ Supports ANSI X3T9.2 SCSI Standard 

standard. The SPC operates in both the Initiator and Tar- e Asynchronous data transfers to 2.0 MBPS 

get roles and can threfore be used in host adapter and e Supports both Initiator and Target roles 

control unit designs. This device supports arbitration, ¢ Parity generation with optional checking wn 
including reselection, and is intended to be used in sys- ¢ Supports arbitration _o 
tems that require either open collector or differential pair ¢ Controls all bus signals except Reset 3 r= 
transceivers. ¢ Doubly-buffered Data Register a 

The NCR 5386 SCSI Protocol Controller com- MPU Interface 





municates with the system microprocessor as a peri- 
pheral device. The chip is controlled by reading and 
writing several internal registers which may be ad- 
dressed as standard or memory mapped I/O. A 24-bit 
Transfer Counter and the appropriate handshake signals 
accomodate large DMA transfers with minimal proces- 
sor intervention. Since the NCR 5386 interrupts the 
MPU when it detects a bus condition that requires serv- ing service 

icing, the MPU is freed from polling or controlling any SCSI pass parity optional with checking 
of the SCSI bus signals. 


Versatile MPU Bus Interface 

Memory or I/O mapped MPU interface 
DMA or programmed I/O transfers 

24-bit Internal Transfer Counter 
Programmable (Re) Selection Timeouts 
Interrupts MPU on all bus conditions requir- 


DMA _[DREC SCSI DATA BUS 
Pea ase (=) WIPARITY 


cs . BSY IN 
RD BSY OUT 
a SELIN 
REGISTER _ SEL OUT 
ADDRESSING 7] 4° ATN SCSI CONTROLS 
At NCR ACK W/O RESET 
A2 5386 REQ 
A3 spc MSG 
CID 
DATA BUS (__) io 
CLK IGS 
MASTER _|RST TGS 
BUS GATING 
SIGNALS __|VC SBEN 
GND ARB 


INT (D0-1D2 }- ID STRAP 
(DP) 





Functional Pin Grouping Pinout 
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SPNPOld ISOS YON 


88/70 


DO 
D1 


D2 - 


D3 

D4 

D5 

D6 

D7 
IDO/DP 
ID1 
ID2 


MPU CONTROL 


MPU DATA BUS 


ID STRAP 





REGISTER 


DECODE 














DATA REGISTERS 
TRANSFER COUNTER 
DIAGNOSTIC STATUS 
INTERRUPT REGISTER 


AUXILIARY STATUS REG. 


DESTINATION ID REG. 
CONTROL REGISTER 
COMMAND REGISTER 









REQ/ACK 
LOGIC 


ROM 


SEQUENCER 
CONTROL 


























SOURCE ID REG. 


ID REG. 


' SEL.RESELECT 
ARBITRATION 










SCSI CONTROL 


SCSI DATA BUS 


CONTROL 


oc 
Tm 
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REQ 
ACK 

/0 

MSG 
C/D 

ATN 
BSYIN 
BSYOUT 
SELIN 
SELOUT 


SBO 
SB1 
SB2 


~ SB3 


SB4 
SB5 
SB6 
SB7 
SBP 


SBEN 
IGS 
TGS 
ARB 


WBIsvIG YOIG 98S WON 


Pin Description 
Microprocessor Interface Signals 


CLK 16 Symmetrical square wave signal which generates internal chip timing. 
Maximum frequency is 10 MHz. 


RESET 4 When high (1), this signal forces the chip into a reset state. All current 
operations are terminated. Internal storage elements are cleared and self- 
diagnostics are performed. 


* 
_ 
DO0-D7 3-1 These signals comprise an active high data bus. It is intended that these ” = 
47-43 signals be connected to the microprocessor data bus. “” = 
O.. 
INT 19 This signal is used to interrupt the microprocessor for various bus condi- 


tions that require service. INT is set high for request and cleared when 
the chip is reset or the Interrupt Register is read. 





WR 30 Write pulse (active low) is used to strobe data from the data bus into an 
internal register which has been selected. 


RD 31 Read pulse (active low) is used to read data from an internal register that 
has been selected. The contents of the register are strobed onto the data 
bus. 

Cs 21 When low (0), this signal enables reading from or writing to the internal 


register which has been selected. 


AO-A3 22:23,29:26 These signals are used in conjunction with CS, to address all the internal 
registers. . 
DREQ 29 Data request. When high (1), this signal indicates that the internal Data 


Register has a byte to transfer (inputting from the SCSI bus) or needs a 
byte to transfer (outputting to the SCSI bus). This signal becomes active 
only if the DMA mode bit in the Command Register is on. It is cleared 
when DACK becomes active. 





DACK 27 Data acknowledge. When low (0), this signal resets DREQ and selects 
the Data Register for input or output. DACK acts as a chip select for the 
Data Register when in the DMA mode. DACK and CS must never be ac- 
tive at the same time. 








SCSI Interface Signals 


IDO-ID2 14-12 These active low signals determine the three-bit code of the SCSI bus ID 
(DP) assigned to the chip. External pullup resistors are required only if tied to 
switches or straps. 
(Optionally, pin 14 may be used as the data bus parity signal. In this case, 
the device ID is programmed by the system processor and pins 12 and 13 
are not used. Refer to Section 4.6, “ID Register,’ for a detailed descrip- 
tion.) 
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SBO-SB7, SBP 


BSYIN 


BSYOUT 


SELIN 


SELOUT 


ATN 


ACK 


REQ 


MSG, C/D, I/O 


IGS 


TGS 


SBEN 


ARB 


Power Signals 
VCC 


GND 


Ny 


132 


34-41, 33 


17 


42 


18 


32 


10 


11 


9,8,7 


28 


20 


15 


48 


24 


Active high data bus. These signals comprise the SCSI data bus and are | 
intended to be connected to the external SCSI bus transceivers. 


When high (1), this signal indicates to the chip that the SCSI BSY signal 
is active. 


When high (1), the chip is asserting the BSY signal to the SCSI bus. 


When high (1), this signal indicates to the chip that the SCSI SEL signal 
is active. 


When high (1), the chip is asserting the SEL signal to the SCSI bus. 


INITIATOR ROLE: The chip asserts this signal when the microprocessor 
requests the attention condition or a parity error has been detected in a 
byte received from the SCSI bus. 

TARGET ROLE: This signal is an input which indicates the state of the 
ATN signal on the SCSI bus. 


INITIATOR ROLE: The chip asserts this signal in response to REQ for a 
byte transfer on the SCSI bus. 

TARGET ROLE: This signal is an input which, when active, indicates a 
response to the REQ signal. 


INITIATOR ROLE: This signal is an input which, when active, indicates 
that the Target is requesting a byte transfer on the SCSI bus. 

TARGET ROLE: Asserted by the chip to request a byte transfer on the 
SCSI bus. 


INITATOR ROLE: These signals are inputs which indicate the current 
SCSI bus phase. 

TARGET ROLE: The chip drives these signals to indicate the current bus 
phase. 


Initiator Group Select. When high (1), this signal indicates to the external 
SCSI drivers that the chip is controlling in the Initiator role. Its purpose is 
to enable the external drivers for ATN and ACK. When low (0), ATN 
and ACK should be received. 


Target Group Select. When high (1), this signal indicates to the external 
SCSI drivers that the chip is controlling in the Target role. Its purpose is 
to enable the external drivers for REQ, MSG, C/D, and I/O. When low 
(0), REQ, MSG, C/D, and I/O should be received. 


SCSI data Bus Enable. When low (0), this signal directly enables the ex- 
ternal SCSI data bus drivers. 


Arbitration phase. When high (1), this signal enables the external cir- 
cuitry to place the ID bit on the SCSI bus for the Arbitration phase. 


+5V input 


Signal reference input 
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Electrical Characteristics Preliminary 


OPERATING CONDITIONS 
PARAMETER SYMBOL MIN MAX UNITS 


Supply Voltage 
Supply Current 


Ambient Temperature 
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INPUT SIGNAL REQUIREMENTS 
PARAMETER CONDITIONS MIN MAX UNITS 





High-level Input, Vip 

Low-level Input, VIL 

High-level Input Current, !|H VIH = 5.25V 
Low-level Input Current, lL ViIL=OV 





OUTPUT SIGNAL REQUIREMENTS (Except SBEN , IGS, and TGS) 


PARAMETER CONDITIONS MIN MAX 


High-level Output Voltage, VOH Vpop = 4.75V @ 
IOH= -400 uA 

Low-level Output Voltage, VOL Vpp =4.75V @ 
lIOL=2.0mA 





SBEN , IGS, and TGS SIGNALS 


PARAMETER CONDITIONS MIN MAX UNITS 


High-level Output Voltage, VOH Vpp = 4.75V @ 
lIOH = -400UA 


Low-level Output Voltage, VOL Vpp = 4.75V @ 
loL=4.0mA 
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Internal Registers 
General 


The NCR SCSI Protocol Controller has a set of 
internal registers which are used by the microprocessor 
to direct the operation of the SCSI bus. These registers 
are read (written) by activating CS with an address on 
A3-A0 and then issuing a RD/(WR) pulse. They can be 
made to appear to a microprocessor as standard I/O 
ports or as memory-mapped I/O ports depending on the 
external circuitry that controls CS. The following sec- 
tions describe the operation of these internal registers. 


Register Summary 


A3 A2 Al AO R/W_ Register Name 


0 0 O O R/W_ Data Register 1 

0 O O 1 R/W Command Register 

0 O 1 0 R/W_ Control Register 

0 O 1 1 = R/W_ Destination I/D 

0 1 0 0 R Auxillary Status 

0 1 0O 1 + R/W_ ID Register 

0 1 1 0 R Interrupt Register 

0 1 1 1 R Source ID 

1 0 0 0 R Data Register 2 

1 0 0 1 R Diagnostic Status 

1 1 0O OQ R/W_ Transfer Counter (MSB) 

1 1 #O 1 + R/W Transfer Counter (2nd Byte) 

1 1 #1 +O R/W_ Transfer Counter (LSB) 

1 1 1 1  R/W_ Reserved for Testability 
Data Registers 


The Data Registers are used to transfer SCSI 
commands, data, status and message bytes between the 
microporcessor data bus and the SCSI bus. These are 


765 43 2 1 0 
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eight-bit registers which are doubly-buffered in order to 
support the maximum throughput. In the non-DMA 
mode, the microprocessor reads from (writes to) Data 
Register 1 by activating CS with A3-A0 = 0000 and is- 
suing a RD/(WR) pulse. Two bits have been provided in 
the Auxiliary Status Register to indicate the status of 
both Data Register 1 and Data Register 2. In the DMA 
mode, the DMA logic reads from (writes to) Data Regis- 
ter 1 by responding to DREQ with DACK and issuing a 
RD/(WR) pulse. The SCSI bus reads from or writes to 
Data Register 2 when the chip is connected as an Initia- 
tor or Target and the bus is in one of the Information 
Transfer Phases. 





Command Register 


The Command Register is an eight-bit register 
used to give commands to the SCSI chip. The micropro- 
cessor and write to (read from) the Command Register 
by activating CS with A3-AO = 0001 and issuing a WR/ 
(RD) pulse. Writing to the Command Register causes the 
chip to execute the command that is written. The Com- 
mand Register can be read; however, the chip resets the 
Command Register when the SPC sets an Interrupt. 
Therefore, one cannot guarantee that the data in the re- 
gister will be correct after loading an interrupting com- 
mand or enabling selection or reselection. To be safe, a 
copy of the last command issued whould be stored in the 
microprocessor’s memory. Immediate commands are not 
stored. 


Control Register 


The eight-bit read/write register is used for en- 
abling certain modes of operation for the SCSI Protocol 
Controller. The microprocessor reads from (writes to) 
the Control Register by activating CS with A3-A0 = 
0010 and issuing a RD/(WR) pulse. 


Select Enable 
Reselect Enable 
Parity Enable 

Valid Phase Enable 
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BIT 7-4 RESERVED 


BIT 3 VALID PHASE ENABLE When this bit is a “1”’, the chip generates an interrupt for phase changes only 
when REQ becomes active. When bit 3 is a “‘O”’, the chip generates interrupts for 
phase changes that occur even though REQ may not be valid. 


BIT 2 PARITY ENABLE 


When the parity enable bit is a “‘1’’, the chip generates and checks parity on all 


transfers on the SCSI but. When the parity enable bit is a “‘O”’, the chip generates 
but does not check parity on bus transfers. 


BIT 1 RESELECT ENABLE When this bit is a ‘“‘1”’, the chip will respond to any attempt by a Target to reselect 
it. When the bit is a “O’’, the chip will ignore all attempts to reselect it. 


BIT 0 Select Enable 


When this bit is a ““1”’, the chip will respond to any attempts to select it as a Tar- 


get. When it is a “O’’, the chip will ignore all selections. 


NOTE: After being reset and completing self-diagnositcs, the control register will contain all zeros. 


Destination ID Register 


The Destination ID Register is an eight-bit re- 
gister that is used to program the SCSI bus address of the 
destination device prior to issuing a Select or Reselect 
command to the chip. Bits 0-2 specify the address and 
bits 3-7 are always zeroes. The ID register is written 
(read) by activating CS with A3-A0 equal to “0011” and 
then pulsing WR(RD). 





Destination ID 
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Auxiliary Status Register 


The Auxiliary Status Register is an eight-bit 
read-only register. It contains bits which indicate the sta- 
tus of the chip’s operational condition. Some of these 
bits are used to determine the reason for interrupts. 
Therefore, the Auxiliary Status Register should always 
be read prior to reading the Interrupt Register when 
servicing interrupts. After the Interrupt Register is read, 
the Auxiliary Status Register bits needed to service the 
interrupt may change. 


The Auxiliary Status Register is read by ac- 
tivating CS with A3-A0 = 0100 and then pulsing RD. 
The individual bits of the Auxiliary Status Register are 
defined below. 


Data Register 2 Full 
Transfer Counter Zero 
Paused 

/0 

C/D 

MSG 

Parity Error 

Data Register 1 Full 
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BIT 7 Data Register 1 Full This bit indicates the status of Data Register 1 and must be monitored by the mi- 
croprocessor during non-DMA mode commands that use Data Register 1. When 
the DMA mode bit in the Command Register is off (0) and the command being ex- 
ecuted is one of Send, Receive or Transfer Info command (refer to Page 141, 
COMMANDS), data is transferred to (from) the chip by writing (reading) Data 
Register 1. Data Register 1 Full is set on (1) when data is written and turned off 
(0) when data is read. Therefore, Data Register 1 Full should be on before taking 
data from the chip, and off when sending data to the chip. 


The Data Register 1 Full bits are always reset (to 0) at the time an interrupting 
type command is loaded into the Command Register. Therefore, when issuing 
such commands, the Command Register should be loaded prior to loading the 
Data Register 1 and monitoring the Data Register 1 Full flag. 


BIT 6 Parity Error When this bit is one, it indicates that the chip has detected a parity error on a byte 
of data received across the SCSI bus. It can be set when the chip is executing one 
of the Receive commands or the Transfer Info command (when the transfer is an 
input). This bit is reset after the Interrupt Register is read. 


In Pass Parity mode, this bit will indicate whether MPU data had a parity error be- 
fore being sent onto the SCSI bus. This parity error will not generate an interrupt 
to the MPU, but the receiving SCSI device will indicate an error was detected. 
The flag is useful in identifying where the error occurred. 


BIT 3-5 = 1/0, C/D, MSG These bits indicate the status of the SCSI I/O, C/D, and MSG signals at all times. 
They define the Information Phase type being requested by the Target. These sig- 
nals are significant when servicing interrupts and the chip is logically connected to 
the bus in the Initiator role. An interrupt will occur with any phase change. This 
allows the Initiator to prepare for the next phase of data transfer. These bits are 
only held while INT is active. The bits are coded as follows: 


1/0 C/D MSG Bus Phase 


0 0 QO Data Out 
0 0 © 1 Unspecified Info Out 
0 1 0 Command 
0 1 1 Message Out 
1 0 Q DataIn 
i 0 1 Unspecified Info In 
1 1 0 Status 
1 1 1 Message In 
BIT 2 Paused When on (1), this bit indicates that the chip has aborted the command being exe- 


cuted in response to the Pause command. It is turned off when the interrupting 
type command code is loaded into the Command Register. 


BIT 1 Transfer Counter Zero _—‘ This bit is provided to indicate the status of the 24-bit Transfer Counter. When on 
(1), it indicates that the Transfer counter is equal to zero. It is intended to facilitate 
interrupt servicing. This bit is also set when the Single-byte bit in the Command 
Register is active. 


BIT 0 Data Register 2 Full Since the 5386 design includes a doubly-buffered data register, this bit is used to 
indicate if data has been transferred into the second data register. If bit 0 is a “1”, 
Data Register 2 is full; if this bit is a “‘O”, Data Register 2 is empty. 


NOTE: The Auxiliary Status Register will contain the following pattern after a Reset and self-diagnostics: 00xxx010. 
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ID Register 


The ID Register operates in to configurations, 
the ‘“‘strapped ID’’ mode or the “programmed ID” 
mode. If the ID register is written before the Control Re- 
gister is written, the NCR 5386 assumes the “‘pro- 
grammed ID” mode. In the “programmed ID” mode, 
pin 14 becomes the data bus parity signal (DP) and pins 
12 and 13 are not used. If the Control Register is initial- 
ized and the ID register has not been written previously, 
then the device will assume the “strapped ID” mode 
which is identical to the NCR 5385E operation. 


Strapped ID Configuration 


The ID Register is an eight-bit read-only regis- 
ter in the “‘strapped ID”’ mode, which indicates the logi- 
cal SCSI bus address occupied by the chip. Bits 0-2 
directly reflect the logical inversion of the chip ID input 
signals IDO-ID2; the ID Register is active high whereas 
the ID input signals are active low. The ID Register al- 
lows the microprocessor to read the chip’s SCSI bus ad- 
dress which would normally be strapped in hardware. 
Bits 3-6 of the ID Register will always be zeros. The ID 
Register is read by activating CS with A3-A0 = 0101 
and then pulsing RD. 


Programmed ID Configuration 


The ID Register is an eight-bit read/write regis- 
ter in the “programmed ID” mode, which is intended to 
be programmed by the system MPU. Bits 0-2 directly 
reflect the logical SCSI device ID. Bit 7 indicates if pass 
parity feature is enabled. In the “programmed ID” mode 
pin 14 becomes the parity signal for the data bus inter- 
face (DP) only if bit 7 is a “‘1”’, and pins 12 and 13 are 
not used. 
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Device ID 





Pass Parity Option - 0: IDO unchanged 
1: 1DO becomes DP for parity pass 
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Interrupt Register 


The Interrupt Register is an eight-bit read-only 
register. It is used in conjunction with the Auxiliary Sta- 
tus Register to determine the reason for an interrupt con- 
dition. This register is read by activating CS with A3-A0 
= 0110 and then pulsing RD. When the Interrupt Regis- 
ter is read, it automatically resets itself (after the read is 
complete) and enables the chip for a new interrupt condi- 
tion. Since I/O, C/D, and MSG are only held while INT 
is active, the Auxiliary Status Register should always be 
read prior to reading the Interrupt Register. 


If a Selected or Reselected interrupt occurs af- 
ter issuing a command that would normally cause an in- 


_terrupt, the chip will ignore the last command issued. 


This allows the microprocessor to service the Selected or 
Reselected interrupt prior to proceeding with the other 
operation. An example of this situation is when the mi- 
croprocessor issues a command to select a Target at 
about the same time another Target reselects the chip. If 
the chip sees the reselection first, the microprocessor 
will receive an interrupt for the reselection, and the chip 
will ignore the Select command, which would now be in- 
valid since the chip is now logically connected on the 
SCSI bus to another device. 


Individual interrupt conditions are described 
below. (Note: that for all cases, an interrupt condition is 
on, when the corresponding bit is a one (1), and off 
when zero (0).) 


7 6 5 4 2 


Function Complete 

Bus Service 

Disconnected 

Selected 

Reselected 

Not Used 

Invalid Command 
ot Used 
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BIT 7 


BIT 6 


BIT 5 


BIT 4 


BIT 3 


BIT 2 


BIT 1 


BIT 0 
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Not Used 


Invalid Command 


Not Used 


Reselected* 


Selected* 


Disconnected 


Bus Service 


Function Complete 


May be either (1) or (0). 


When on (1), this bit indicates that the last command loaded into the command Re- 
gister is not valid. | 


(Reserved) 


This interrupt will be on (1) when the chip has been reselected by another SCSI 
device. After setting this interrupt, the chip is logically connected to the bus in an 


Initiator role and is waiting for the Target to send REQ or disconnect from the bus. 


x 


This interrupt will be on (1) whenever the chip has been selected by another SCSI 
device. 


After setting this interrupt, the chip is logically connected to the bus in the Target 
role and is waiting for a command to be loaded into the Command Register. 


The chip will become selected (reselected) only if the ID data byte put on the SCSI 
bus during the Selection (Reselection) Phase has good parity and not more than 
one ID other than the chip’s own ID is on. 


This interrupt will be set on (1) when the chip is connected to the bus in the Initia- 
tor role and the Target disconnects or when the chip is executing a Select or Rese- 
lect command and the destination device does not respond before the Transfer 
Counter times out. 


When the chip is logically connected to the bus in the Initiator role, this bit will be 
set on (1) whenever the Target sends a REQ which the chip cannot automatically 
handle. This happens when the first REQ for connection is received or when the 
chip is executing a Transfer Info or Transfer Pad command and either the Transfer 
Counter is zero or the Target changes the Information Phase type. 


If the valid phase enable bit is not set, Bus Service interrupt may be set if a phase 
change occurs before REQ appears. (See “‘valid phase enable,’ page 135. This 
early notification will allow the Initiator extra time to prepare for a phase change 
in some systems. (Note: the chip may Generate Bus Service Interrupts for phases 
that never request transfers. This is not an error condition, merely transitional 
staus of I/O, C/D, and MSG.) If the chip is logically connected in the Target role, 
this bit will be set on (1) whenever the Initiator asserts ATN. When indicating 
ATN the Bus Service interrupt may occur with a Selected interrupt or with a Func- 
tion Complete interrupt. 


When this bit is on (1), it indicates that the last interrupting command has comple- 
ted. It is the normal successufl completion interrupt for Select, Reselect, Send and 
Receive commands. (Refer to page 141, COMMANDS) During any of the Re- 
ceive commands, it is set on (1) along with the parity error bit as soon as a parity 
error is detected. A Bus Service interrupt may also occur simultaneously with the 
Function Complete if an ATN signal was activated during a Send or a Receive 
command. 


The Function Complete interrupt is also generated at the end of a Message In 


phase for a Transer Info command. (See TRANSFER INFO command for 
details.) 
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Source ID Register 


The Source ID Register is an eight-bit read- 
only register which contains the three-bit encoded ID of 
the last device which selected or reselected the chip. The 
following in the format of the Source ID Register. 
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Destination ID 


The ID Valid bit indicates that the source device 
placed its own ID bit on the SCSI bus during the Selec- 
tion Phase. The SPC chip has encoded the source ID and 
placed it in bits 2-0. This information remains valid until 
the chip disconnects from the SCSI bus, at this time the 
ID Valid bit is reset. 


Data Register 2 


Data Register 2 is an eight-bit read-only regis- 
ter which may contain data that has been sent to the chip 
but not transferred across the bus. Bit 0 in the Auxiliary 
Status Register is used to determine if this register is 
full. The microprocessor can read Data Register 2 by 
activating CS with A3-A0 equal to 1000 and issuing a 
RD pulse. 


Diagnostic Status Register 


The Diagnostic Status Register is an eight-bit 
read-only register which indicates the result of self- 
diagnostics and the last diagnostic command issued to 
the chip. The format of the Diagnostic Status Register is 
shown below. 


Bit 7 = 1 indicates that self-diagnostics have 
been completed. (NOTE: A reset will clear bits 6-3 if 
possible.) After a reset to the chip, the microprocessor 
should make sure that the Diagnostic Status Register 
contains the following pattern before attempting any 
commands: 10000000. This code indicates self- 
diagnostics are complete and no errors were detected. 
After a diagnostic command has been executed, bits 6-3 
will contain the resulting status, but bit 7 and bits 2-0 are 
not affected. 


The microprocessor may read the Diagnostic 
Status Register by activating CS with A3-A0 = 1001 
and issuing a RD pulse. 


If an error is detected during self-diagnostics, 
the proper status is loaded into the Diagnostic Status Re- 
gister and the chip halts until a Reset command or a Re- 
set signal is asserted. Refer to the Self-Diagnostic Status 
coe Summary for an explanation of the individual codes. 


When a diagnostic command is issued to the 
chip, the chip will attempt to perform the function, load 
a status into bits 6-3, and initiate a Function Complete 
interrupt. 
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Self-diagnostic Status 


000 Successful Completion 

001 Unconditional Branch Fail 

010 Data Reg. Full Failed 

011 Initial Conditions Incorrect 
100 Initial Command Bits Incorrect 
101 Diagnostic Flag Failed 

110 Data Turnaround Failed 

111 Not Used 


Diagnostic Command Status 


001 Turnaround Miscompare (initial) 


010 Turnaround Miscompare (Final) 
011 Turnaround Good Parity 
100 Turnaround Bad Parity 


Self-Diagnostic Complete 
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Self-Diagnostic Status Code Summary 


000 


001 


010 


011 


100 


101 


110 
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Successful Completion. The chip executed all 
self-diagnostics following a reset and detected 
no errors. 


Unconditional Branch Failed. The chip’s inter- 
nal sequencer attempted an unconditional 
branch and failed to reach the desired location. 


Data Register Full Failed. The chip attempted 
to set and reset the Data Register Full status bit 
in the Interrupt Register and failed. 


Initial Conditions Incorrect. The chip detected 
one of its internal initial conditions in the wrong 
State. 


Initial Command Bits Incorrect. The chip tested 
bits 6,4,2,1 and O of the Command Register 
and found at least one was not zero. 


Diagnostic Flag Failed. The chip failed in its at- 
tempt to set and reset its internal diagnostic 
flag. 


Data Turnaround Failed. During self- 
diagnostics the chip attempts to flush several 
bytes of data through its internal data paths. It 
also attempts to set and reset the Parity Error bit 
in the Interrupt Status Register. This status indi- 
cates that one of these. operations failed. 


Transfer Counter (Three Eight-Bit 
Counters) 


The Transfer Counter is comprised of three, 
eight-bit register/counters. It is used by the chip for 
Send, Receive and Transfer commands that require more 
than a single byte of data to be transferred. It may also 
be used with Select and Reselect commands to set a 
timeout for no response. To write to (read from) the 
Transfer Counter, CS is activated with A3-A0 selecting a 
byte and then pulsing WR (RD). The Transfer counter is 
addressed as shown below. 


A3 A2 Al AO 


1 l 0 0 
1 1 0 1 
1 l 1 0 


Selected Byte 


Most Significant Byte 
Middle Byte 
Least Significant Byte 


For Send, Receive and Transfer commands 
with single-byte not specified, the Transfer Counter spe- 
cifies to the chip the maximum number of bytes to be 
sent or received before interrupting. The Transfer 
Counter must be loaded prior to issuing the command. 
When single-byte is specified, the chip neither uses nor 
alters the Transfer Counter. To facilitate servicing inter- 
rupts for commands that use the Transfer Counter, a bit 
is provided in the Auxiliary Status Register to indicate 
when the Transfer Counter is zero. 


For Select and Reselect commands, the Trans- 
fer Counter specifies the number of time intervals (1024 
CLK periods) that the chip will wait before automati- 
cally aborting the command due to no response (BSY) 
from the destination device. The Transfer Counter must 
be loaded prior to issuing the command. If the Transfer 
Counter is loaded with all zeroes, the timeout logic in 
the chip will be disabled, and the chip will not automati- 
cally abort the command due to no response. 
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Commands 


This section defines command format, types, codes and operation. Commands are given to the chip by loading 
the Command Register. 


Command Format 


The bits in the Command Register are defined as follows. 


7 6 5 43 21 +0 
oe ae eel Command Code 
00000 Chip Reset 
00001 Disconnect 
00010 Pause 
00011 Set ATN 


00100 Message Accepted 
00101 Chip Disabled 


01000 Select w/ATN 

01001 Select w/o ATN 

01010 Reselect 

01011 Diagnostic Data Turnaround 
01100 Receive Command 

01101 Receive Data 

01110 Receive Message Out 

01111 Received Unspecified Info Out 
10000 Send Status 

10001 Send Data 

10010 Send Message In 

10011 Send Unspecified Info In 
10100 Transfer Info 

10101 Transfer Pad 


Reserved (MUST BE A ZERO) 
Single Byte Transfer 


DMA Mode 


BIT 7 DMA Mode This bit is applicable only for commands that use the Data Register. When this bit 
is on (1), it indicates that data will be transferred to (from) the Data Register using 
the DMA signals DREQ and DACK. When it is off (0), the microprocessor must 
monitor the state of the Data Register Full flag in the Auxiliary Status Register. 
Data is then transferred by using the appropriate input/output command. 





BIT 6 Single Byte Transfer When on (1), this bit indicates that only one byte of data is to be transferred for 
this command. The Transfer Counter will not be used or altered by the chip. 
Therefore, for common single byte message and status transfers, the Transfer 
Counter does not need to be loaded prior to issuing a command with this bit set. 
When this bit is off (0), the Transfer Counter is used by the chip to determine the 
length of the transfer for the command. 


BIT 5 Reserved This bit is not used and should always be programmed off (0). 


BIT 4-0 Command Code These bits are used to specify the command to be executed. 
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Command Types 


There are two types of commands: Immediate 
and Interrupting. All of the Immediate commands, ex- 
cept for Pause, cause immediate results within three 
clock cycles from the time the Command Register is 
loaded. The Pause command is explained in a later sec- 
tion (See PAUSE). Interrupting commands do not result 
in immediate action. Their completion is always flagged 
by an interrupt. 


Command codes 00000-00111 specify Immedi- 
ate Commands. Immediate Commands that are listed as 
reserved, will be ignored if issued to the SPC chip. 
Command codes 01000-10101 specify Interrupting 
Commands. When one of these codes is loaded into the 
Command Regsiter, a second Interrupting command 
code should not be loaded until after the interrupt has oc- 
curred for the first command. However, an Immediate 


type command may be loaded before the interrupt for an: 


Interrupting command occurs. If a reserved Interrupting 
command code is issued, the chip will respond with an 
Invalid Command interrupt. 


Invalid Commands 


The user of the chip can be in one of three states 


at any particular time: disconnected, connected as an Ini- 


tiator, or connected as a Target. Commands are valid 
only in specified states. If an invalid Immediate com- 
mand is issued, the chip will ignore the command. If an 
Interrupting command is issued in an invalid state, or a 
reserved Interrupting command code is issued, an In- 
valid Command interrupt will result. The exceptions are 
described in the next column. 
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The microprocessor must never issue any inter- 
rupting type command when the chip is not expecting 
such a command. Unpredictable results will occur in this 
case. The following is a list of user states in which the 
chip is not expecting an interrupting command: 


1. The chip is currently processing an Inter- 
rupting type command and has not yet set 
the interrupt to signal the completion. 


2. The chip is currently processing an Inter- 
rupting type command, a Pause command 
has been issued but the Paused bit in the 
Auxiliary Status Register has not been set. 


3. The chip is connected as an Initiator, but the 
Target has not yet requested an Information 
Transfer. 


4. The chip has completed a Transfer Info or 
Transfer Pad command and the Target has 
not requested additional information or has 
not changed the Information Phase. 


In user states three and four, described above, 
the microprocessor must wait for a Bus Service, Discon- 
nected, or Function Complete interrupt. 


If an interrupting command is illegitimately is- 


sued in these states, no interrupt will occur for it, and it 
is likely that the current function will be altered. 
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Command Summary 
Below is a summary that lists all commands. In the table the following abbreviations are used. 


INT = INTERRUPTING D = DISCONNECTED I = CONNECTED AS AN INITIATOR 


IMM = IMMEDIATE T = CONNECTED AS A TARGET 





Command Code Command Type Valid States 
00000 Chip Reset IMM D,I,T oo 
00001 Disconnect IMM I,T ar 
00010 Paused IMM D,T si 
00011 Set ATN IMM I a 
00100 Message Accepted IMM I es 
00101 Chip Disable IMM D,I,T 
00110-00111 Reserved IMM 
01000 Select w/ATN INT D 
01001 Select w/o ATN INT D 
01010 Reselect INT D 
01011 Diagnostic INT D 
01100 Receive Command INT T 
01101 Receive Data INT T 
01110 Receive Message Out INT T 
01111 Receive Unspecified Into Out INT T 
10000 Send Status INT T 
10001 Send Data INT T 
10010 Send Message In INT T 
10011 Send Unspecified Info In INT T 
10100 Transfer Info INT I 
10101 Transfer Pad INT I 
10110-11111 Reserved INT 
Command Definitions Disconnect 


Chip Reset 


Chip Reset immediately stops any chip opera- 
tion and resets all registers, counters, etc. on the chip. It 
performs the same operation as the hardware “‘reset”’ 
input. 
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Upon receipt of this command, the chip imme- 
diately releases all SCSI bus signals and returns to a Dis- 
connected idle state. For the Initiator role, this is the 
normal method of disconnecting from the bus when a 
transfer is complete. For the Initiator role, Disconnect 
may be used to release the bus signals as a result of a 
timeout condition. In this case, the chip ignores the Tar- 
get and is left in the Disconnected state. For the Discon- 
nected state, it is not valid to issue a Disconnect 
command. If issued, the chip will ignore this command. 
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Pause 


Pause is an Immediate command that is valid in 
the Disconnected state or when logically connected to 
the bus as a Target device. Pause is not valid when con- 
nected as an Initiator. 7 


When connected as a Target, the Pause com- 
mand provides a means of halting a.‘Send or Receive com- 
mand without having to wait for the transfer to complete. 
When Pause is issued, it immediately sets a flag in the 
chip. Within one byte transfer cycle, the chip recognizes 
the flag, aborts the Send or Recieve operation, and then 
sets the Paused status bit in the Auxiliary Status Register. 
At this time, the chip is still connected to the bus in the 
Target role, and it is waiting for another command. 


The Pause command stops the Send or Receive 
command in an orderly manner leaving the Transfer 
Counter in a valid state that indicates the remaining 
number of bytes to be transferred. Also no REQ or ACK 
is asserted on the bus and no data is left in the chip wait- 
ing to be transferred. An operation that is paused may be 
resumed, if desired, simply by reloading the original 
command into the Command Register. (Note: after issu- 
ing the Pause while executing Send or Receive, it is nec- 
essary to continue transferring data with the chip (due to 
double-buffering) until the Paused status bit is set or an 
interrupt occurs.) 


When in the disconnected state, Pause may be 
issued to abort a Select or Reselect command. After a 
Select or Reselect command is issued and before an in- 
terrupt occurs, a Pause command may be issued to abort 
the operation. The Pause command immediately sets an 
internal flag. If the chip has not yet won arbitration, it 
sets the Paused bit in the Auxiliary Status Register and 
waits in the disconnected state for another command. if 
the chip has won arbitration, it releases the bus by drop- 
ping the two ID bits with SELOUT on for a minimum of 
100us, checks for no BYSIN, and then releases the bus. 
After this procedure, it sets the Paused bit in the Auxil- 
iary Status Register and waits for another command in 
the Disconnected state. 


Since Pause is an Immediate command, it does 
not cause an interrupt. As previously noted, the chip sets 
the Paused status bit to indicate that it has been executed. 
If an interrupt-causing event occurs before the chip sees 
the pause flag set, the chip will set the interrupt. In this 
case, the Paused status bit is ot set by the chip either be- 
fore or after the interrupt. In all cases, an interrupt- 
causing event will take precedence over Pause. For 
example, in the Target role if ATN is on when Pause is 
issued, a Bus Service interrupt will occur and the Paused 
status bit will not be set. 
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If the Pause command is issued when the chip is 
Disconnected, the Paused status bit will be set by the 
chip, provided it has not already detected a Selection or 
Reselection. 


Set ATN 


The Set ATN command causes ATN to be as- 
serted immediately if the chip is connected as an Initia- 
tor. This command is invalid and ignored if issued when 
the chip is Disconnected or is operating in a Target role. 
The ATN signal is de-asserted in a Message Out phase 
when the transfer count becomes zero or one byte has 
been transferred (in a one-byte transfer command) dur- 
ing the execution of a Transfer Info command. 


The chip automatically sets ATN in two cases: 


1. If a Select w/ATN command is issued and 
arbitration is won. | 


2. If a parity error is detected on an input byte 
during execution of a Transfer Info com- 
mand. 


Message Accepted 


The Message Accepted command is an Immedi- 
ate command that is valid only when connected as an Ini- 
tiator. It is used after a Transfer Info or Pad command 
(See pages 148, 149 Transer Info and Transfer Pad) to 
indicate to the chip that ACK can be de-asserted for the 
last byte. 


When an Initiator receives a message, a Trans- 
fer command is used. If the transfer is an input (I/O = 1) 
and the information is a message (MSG = 1, C/D = 1), 
the chip interrupts after receiving the last byte with a 
Function Complete interrupt. For this one special case, 
the chip also leaves ACK asserted on the bus. By inter- 
rupting and leaving ACK asserted, the chip gives the mi- 
croprocessor a chance to interpret the message and set 
ATN, prior to ACK being de-asserted. This allows the 
chip to properly request a Message Out phase if the Initi- 
ator wants to send a “Reject Message”’ to the Target. 


Message Accepted must always be issued after 
a Transfer Info for a Message In phase, whether or not 
Set ATN is issued, in order to have the chip de-assert 
ACK. If the Initiator wants to reject the message, Set 
ATN would be issued first followed by Message Ac- 
cepted. If the message is not to be rejected, only Mes- 
sage Accepted is issued. (Note: until Message Accepted 
is issued, the Target will not send another REQ since 
ACK is still asserted.) 
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Chip Disable 


Chip Disable immediately stops all chip opera- 
tions and logically disconnects it from the circuit. All 
outputs will be placed in a high impedance state and the 
chip will not respond to any commands (other than chip 
reset). The chip will also not respond to any activity on 
the SCSI bus. The only way to exit this condition is to 
activate the ‘“‘reset”’ input or issue a Reset command. 


Select w/ATN 


This command causes the chip to attempt to se- 
lect a Target. It may only be used if the SPC is in the Dis- 
connected state. Any attempt to issue this command in 
another state will result in an Invalid Command inter- 
rupt. Before issuing this command, the microprocessor 
must load the Transfer Counter for a timeout on the Tar- 
get’s response. This value is computed according to the 
following formula: 


Transfer Counter = Desired Timeout/(1024 x Clock 
Period) 


If the Transfer Counter is loaded with the value 
zero, the chip will wait indefinitely for a response from 
the Target being selected. 


The microprocessor must also load the Destina- 
tion ID Register with the three-bit code of the Target to 
be selected before issuing the Select w/ATN command. 


When the chip detects the Select w/ATN com- 
mand, it begins by attempting to arbitrate for control of 
the SCSI bus. If, at any time during arbitration the chip 
becomes selected or reselected, the Select w/ATN is 
aborted and forgotten and the chip will interrupt with 
one of the following conditions: 


1. Selected 
2. Selected and Bus Service 
3. Reselected 


If arbitration is won, the chip places the SCSI 
bus in the Selection phase with ATN asserted, and uses 
the Destination ID Register to identify the desired Tar- 
get. At the same time, the chip begins a timer based on 
the value computed above. If the Target does not respond 
within the timeout period, the chip will disconnect from 
the bus and interrupt with the Disconnected flag set in 
the Interrupt Register. (Note: The microprocessor 
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should never monitor the Transfer Counter Zero flag in 
the Auxiliary Status Register to determine when a 
timeout has occurred.) If the Target responds within the 
allotted time, the chip will interrupt with a Function 
Complete status. Control of the SCSI bus then belongs to 
the selected Target and after the interrupt status has been 
read, another interrupt may occur indicating either that 
the Target has disconnected or is requesting a transfer. 


If the timeout is disabled and the Target does 
not respond, or if arbitration is not won, the only way to 
abort the Select w/ATN command is to issue the Pause 
command. After the Pause command is issued, it is still 
possible that the Function Complete or Disconnect inter- 
rupts may occur. This happens if one of the interrupts get 
set before the chip detects the Pause command, or if the 
Target responds while the chip is sequencing off the 
SCSI bus in a timeout condition. If the chip does not set 
either interrupt, it will set the Paused bit in the Auxiliary 
Status Register. If the microprocessor detects this bit af- 
ter issuing the Pause command, then it is assured taht the 
chip aborted the Select w/ATN command and no connec- 
tion exists. 


Select w/o ATN 


The Select w/o ATN is identical to the Select w/ 
ATN command except that the ATN signal is not as- 
serted during the Selection phase. 


Reselect 


This command causes the chip to attempt to re- 
select an Initiator. It may only be used if the micropro- 
cessor is in the Disconnected state. Any attempt to issue 
this command in another state will result in an Invalid 
Command interrupt. Before issuing this command, the 
microprocessor must load the Transfer Counter for a 
timeout on the Initiator’s response. This value is compu- 
ted according to the following formula: 


Transfer Counter = Desired Timeout/(1024 x Clock 
Period) 


If the Transfer counter is loaded with the value 
zero, the chip will wait indefinitely for a response from 
the Initiator being reselected. 


The microprocessor must also load the Destina- 


tion ID Register with the three-bit code of the Initiator to 
be reselected before issuing the Reselect command. 
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When the chip detects the Reselect command, it 
begins by attempting to arbitrate for control of the SCSI 
bus. If, at any time during arbitration, the chip becomes 
selected or reselected, the Reselect is aborted and forgot- 
ten and the chip will interrupt with one of the following 
conditions: : 


1. Selected 
2. Selected and Bus Service 
3. Reselected | 


If arbitration is won, the chip places the SCSI 
bus in the Reselection phase using the Destination ID 
Register to identify the desired Initiator. At the same 
time, the chip begins a timer based on the value compu- 
ted above. If the Initiator does not respond within the 
timeout period, the chip will disconnect from the bus and 
interrupt with the Disconnected flag set in the Interrupt 
Register. (Note: The microprocessor should never moni- 
tor the Transfer Counter Zero flag in the Auxiliary Sta- 
tus Register to determine when a timeout has occurred.) 
If the Initiator responds within the alloted time, the chip 
will interrupt with a Function Complete status. The chip 
(acting as the Target) is then in control of the SCSI bus, 
and waits for the Interrupt Register to be.read by the mi- 
croprocessor. After it has been read, the chip waits for a 
command from the microprocessor or ATN from the Ini- 
tiator. If the ATN occurs, the chip will set the Bus Serv- 
ice interrupt. This interrupt may happen immediately 
after a command has been issued due to internal timing. 
In this case, the chip waits for the Interrupt Register to 
be read and the command is ignored. The chip then waits 
for a new command. 


_If the timeout is disabled and the Initiator does 
not respond, or if arbitration is not won, the only way to 
abort the Reselect command is to issue the Pause com- 
mand. After the Pause command is issued, it is still pos- 
sible that the Function Complete or Disconnected 
interrupts may occur. This happens if one of the inter- 
rupts get set before the chip detects the Pause command, 
or if the Initiator responds while the chip is sequencing 
off the SCSI bus in a timeout condition. If the chip does 
not set either interrupt, it will set the Paused bit in the 
Auxiliary Status Register. If the microprocessor detects 
this bit after issuing the Pause command, then it is as- 
sured that the chip aborted the Reselect command and no 
connection exists. 


Diagnostic (Data Turnaround) 


This Interrupting command causes the chip to 
attempt to turn a data byte around through its internal 
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data paths. When the command is loaded into the Com- 
mand Register, the Data Register Full bit is reset. The 
microprocesor then writes one byte into the Data Regis- 
ter. The chip moves the byte to another register and com- 
pares the contents of the Data Register. The byte is then 
moved to a third register (the SCSI output register) and 
good parity is generated if bit 6 of the command is off 
(0); bad parity is generated if bit 6 is on (1). Finally, the 
chip moves the byte back to the Data Register and com- 
pares it with the contents of the second register. Based 
on these comparisons and parity checking, the chip 
stores a result into the Diagnostic Status Register and 
sets the Function Complete interrupt. After reading the 
Interrupt Register, the microprocessor should make sure 
the Data Register Full bit is on (1) and read the contents 
of the Data Register. If the Data Register Full bit is not 
on (0), then an error has occurred. The following is a list 
of codes which are loaded into bits 6-3 of the Diagnostic 
Status Register as a result of this command. 


BIT 6543 Result 


0001 Data Miscompare (INITIAL) 
0010 Data Miscompare (FINAL) 
0011 Good Parity Detected 

0100 Bad Parity Detected 


Receive Commands 


The Receive commands are Interrupting com- 
mands that are valid only when connected as a Target de- 
vice. They are used by the Target to receive commands, 
data, and message information from an Initiator. 


The Receive commands transfer data; there- 
fore, the Single Byte Transfer and DMA mode bits in the 
Command Register are valid for these commands. If the 
Single Byte Transfer bit is off (0), the Transfer Counter 
must be loaded before a Receive command is issued to 
the chip. In this case, the chip uses the Transfer Counter 
to determine the number of bytes to receive. 


When a Receive command is issued, the chip 
immediately resets the Data Register Full bit in the Aux- 
iliary Status Register. The chip then drives I/O, C/D, 
and MSG outputs for the proper information phase as 
follows. | 


Command Name VO C/D MSG 
Receive Command 0 1 0 
Receive Data 0 0 0 
Receive Message Out 0 1 1 
Receive Unspecified Info Out 0 0 1 
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The chip then proceeds to request and receive 
the specified number of information bytes. the DMA 
mode bit in the Command Register determines how the 
chip transfers these bytes from its Data Register to the 
microprocessor. 


When a Receive command is terminated, the 
chip generates an interrupt. The following two events 
can cause termination: 


1. The operation completes successfully; the 
Transfer Counter is zero. This event results 
in a Function Complete interrupt with the 
parity Error bit in the Auxiliary Status Re- 
gister off (0). If the initiator activated ATN 
during the operation, the Bus Service bit 
will also be on. 


2. A Parity Error occurs. The last byte trans- 
ferred is the byte that caused the error. This 
event causes a Function Complete interrupt 
with the Parity Error bit in the Auxiliary 
Status Register on (1). If the Initiator activa- 
ted ATN during the operation, the Bus Serv- 
ice bit will also be on. 


After any of the interrupts, the chip is always 
left in the connected Target state. The Transfer Counter 
indicates the number of bytes remaining to be trans- 
ferred (zero if completed successfully, and the Data Re- 
gister is empty (the last byte received is sent to the 
microprocessor). Also, ACK and REQ are inactive on 
the bus. 


(Note: if a Bus Service interrupt alone occurs 
after issuing a Receive command, the Initiator activated 
ATN before the chip began executing the command. In 
this case, the command is ignored by the chip.) 


A Receive command may be stopped prior to an 
interrupt causing event by issuing a Pause command. 
Operation of the Pause command is explained in an ear- 
lier section. in the event the Initiator does not respond, 
or stops responding, the chip is left in a state where it 
cannot respond to a Pause command. For this case, a 
Disconnect command can be used to abort the command 
and the connection. The Disconnect command is ex- 
plained in an earlier section. 


Send Commands 
The Send commands are Interrupting com- 
mands that are valid only when connected to the bus in 


the Target role. They are used by a Target to send status, 
data, and message information to an Initiator. 
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The Send commands transfer data, and there- 
fore, the Single Byte Transfer and DMA mode bits in the 
Command Register are valid for these commands. If the 
Single Byte Transfer bit is off (0), the Transfer Counter 
must be loaded before a Send command is issued to the 
chip. In this case, the chip uses the Transfer Counter to 
determine the number of bytes to send. 


When a Send command is issued, the chip im- 
mediately resets the Data Register Full bit in the Auxil- 
iary Status Register. Therefore, the first byte of data for 
the transfer cannot be put into the Data Register until 
after a Send command is loaded into the Command 
Register. 


In executing a Send command, the chip drives 
the I/O, C/D, and MSG outputs for the proper informa- 
tion phase. These lines are logically driven for each 
Send command as shown below. 


Command Name l/O C/D MSG 
Send Status l 1 0 
Send Data | 0 0 
Send Message In | 1 1 
Send Unspecified Info In 1 0 1 


After resetting Data Register Full and driving I/ 
O, C/D, and MSG, the chip then proceeds to monitor 
Data Register Full, take the data from the Data Register, 
and send it to the Initiator. The DMA mode bit in the 
Command Register specifies how the data is loaded into 
the chip. . 


After interrupting, the chip is left in the con- 
nected Target state, and ACK and REQ are inactive on 
the bus. When the transfer is complete, the chip inter- 
rupts with a Function Complete Interrupt. If the Initiator 
activated ATN during the transfer, a Bus Service bit will 
also be set by the chip. 


(NOTE: if a Bus Service interrupt alone oc- 
cures after issuing a Send command, the Initiator activa- 
ted ATN before the chip began executing the command. 
In this case, the command is ignored by the chip.) 


A Send command may be stopped prior to an 
interrupt causing event by issuing a Pause command. 
Operation of the Pause command is explained in an ear- 
lier section. In the event the Initiator does not, or stops 
responding, the chip is left in a state where it cannot re- 
spond to a Pause command. For this case, a Disconnect 
command can be used to abort the command and the 
connection. The Disconnect command is explained in a 
earlier section. 
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Transfer Info 


The Transfer Info command is an Interrupting 
command that is valid only when connected to the bus in 
the Initiator role. It is used by the Initiator for all infor- 
mation transfers across the SCSI bus. 


A Transfer Info command is issued by an Initia- 
tor in response to a Bus Service interrupt. The Bus Serv- 
ice interrupt, as explained in a previous section, 1s 
received by the connected Initiator upon the following 
conditions: receiving the first REQ from a Target, a pre- 
vious command has completed and the Target changes 
phases, the Target changes phases before termination, or 
when a previous command has completed and the Target 
is requesting more information. It is not valid to issue a 
Transfer Info command without having a Bus Service in- 
terrupt, because the Target requests and controls all 
transfers. The chip will only permit one Transfer Info or 
Transfer Pad per Bus Service interrupt. 


After an Initiator receives a Bus Service inter- 
rupt, and prior to issuing a Transfer Info command, the 
I/O, C/D, and MSG bits from the Auxiliary Status Re- 
gister (read prior to reading the Interrupt) should be ex- 
amined to determine the type of information phase and 
the direction of transfer requested by the Target. The Ini- 
tiator then prepares for the transfer. If the Single Byte 
Transfer bit is not going to be set in the Command Regis- 
ter, the Transfer Counter must be loaded prior to issuing 
the Transfer Info command. This is done in order to 
specify to the chip the maximum number of bytes to be 
transferred. 


When a Transfer Info is issued, the chip imme- 
diately resets the Data Register Full bit in the Auxiliary 
Status Register. For this reason, the first byte of data for 
an output operation cannot be loaded into the Data Re- 
gister until after the command is loaded into the Com- 
mand Register. The chip then proceeds with the transfer, 
expecting data to be read from (input), or written to (out- 
put), its Data Register as indicated by the DMA Mode 
bit in the Command Register. The chip automatically de- 
tects the direction of the transfer from the I/O bit which 
is stored in the Auxiliary Status Register. 


The chip continues a transfer until an interrupt 
causing event occurs. The following four events will 


cause the chip to terminate and interrupt. 


1. The maximum number of bytes specified 
have been transferred and the Target 
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activated REQ or the Information Phase 
changed. This event results in a Bus Service 
Interrupt. Either single byte transfer was 
specified or the Transfer Counter is zero as 
indicated by a bit in the Auxiliary Status Re- 
gister. The Target may or may not have 
changed the information phase type. The I/ 
O, C/D, and MSG bits in the auxiliary Sta- 
tus Register need to be examined at the time 
of the interrupt to determine what phase the 
Target is requesting. 


(NOTE: Due to early notification of the 
phase change, a phase may be selected spu- 
riously and not transfer any data. The mi- 


- croprocessor should not consider this an 


error condition. The early notification can 
be blocked with ‘“‘valid phase’”’ bit.) 


. The Target changes the information phase 


type before the maximum number of bytes 


are transferred. This event also causes a Bus 


Service interrupt. The new information 
phase may be determined by examining the 
I/O, C/D, and MSG bits in the Auxiliary 
Status Register. The Transfer Counter may 
be read at the time of the interrupt to deter- 
mine the number of bytes remaining to be 
transferred. When this interrupt occurs for 
an output transfer, the chip may take one 
more byte from the microprocessor than it 
transfers, because of pre-fetching. How- 
ever, the Transfer Counter still reflects the 
number of bytes remaining to be trans- 
ferred. 


. The Target releases the bus by dropping 
~ BSY. This event results in a Disconnected 


interrupt. Following this interrupt, the chip 
is no longer in the Initiator role. It now re- 
mains in the Disconnected state. 


. The last byte of a Message Input phase has 


been received. This event results in a Func- 
tion Complete interrupt. For this case, ACK 
is left active on the bus to allow the micro- 
processor to Set ATN for the purpose of re- 
jecting the message. After this interrupt is 
received and a Set ATN is issued (if de- 
sired), a Message Accepted must be issued 
to turn off ACK for the last byte of the Mes- 
sage In phase. 7 
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For input transfers (I/O = 1), the chip checks 
parity for each byte received if the Parity Enable bit in 
the Control Register is on. When checking parity and the 
parity error occurs, the chip activates ATN prior to deac- 
tivating ACK for the byte that causes the error. It also 
turns on the Parity Error bit in the Auxiliary Status Re- 
gister. The parity error, however, does not result in an 
interrupt. The chip waits for one of the four events listed 
above before interrupting. Therefore, the Parity Error 
bit should be examined when servicing any interrupt af- 
ter issuing Transfer Info command for an input transfer. 


If ATN is asserted by the chip, either because of 
a parity error or because a SET ATN command is issued, 
the ATN will remain asserted until the end of the connec- 
tion, or until a Message Out is transferred. Therefore, 
during each cycle of Transer Info operation for output, 
the chip checks for a message phase (C/D = 1, MSG = 
1) and also either a single byte transfer or the Transfer 
Counter set at zero. If these conditions exist, the chip 
turns off ATN prior to activating ACK for the last byte 
of the message. 


As previously stated, a Transfer Info normally 
terminates with an interrupt. If a Transfer Info command 
must be aborted, possibly because of a timeout violation, 
either a Chip Reset or Disconnect command can be used. 
It is noted, however, that although these commands will 
force the chip into a disconnected state, the Target device 
is left on the bus. A SCSI bus reset, which is not a chip 
function, is the only way an Initiator can force a Target 
to disconnect. 


Transfer Pad 


The Transfer Pad command is an Interrupting 
command that is valid only when connected to the bus as 
an Initiator. It is similiar to the Transfer Info command 
except that the data transfer between the chip and the mi- 
croprocessor but will be different. 


Transfer Pad can be used by an Initiator to con- 
tinue handshaking with a Target without giving data to, 
or taking data from, the chip. This may be useful if the 
Target requests an invalid Information Transfer Phase. 
The chip operates in the same manner as it does for a 
Transfer Info command, except that for output transfers 
it takes only one byte of data from the microprocessor 
and sends the same byte repeatedly until the transfer ter- 
minates. For input transfers, it accepts data from the 
SCSI bus but does not check parity or send it to the mi- 
croprocessor. Though data is not exchanged with the mi- 
croprocessor bus, the Transfer Counter is still used by 
the chip so that a maximum number of pad bytes can be 
specified. 


NCR SCSI Products 04/88 


Protocol for using a Transfer Pad command is 
the same as the Transfer Info except that the DMA Mode 
bit has significance only for output transfers. The Trans- 
fer Pad terminates because of the same four events that 
cause a Transfer Info command to terminate. Also, simi- 
lar to the Transfer Info command, Chip Reset and Dis- 
connect can be used to abort the command. 


Bus Initiated Functions 
Selection 


If the Select Enable bit in the Control Register 
is on, the chip may be selected by another SCSI device to 
be a TARGET for an I/O operation. Selection occurs in 
the chip only if all the following conditions exist: SE- 
LOUT = 0, BSYIN = 0, SELIN = 1, I/O = 0, the 
chip’s ID bit is asserted by the selecting device on the 
data bus, no more than one other ID bit (the Initiator’s) is 
asserted on the data bus parity is good. 


When all of these conditions exist, the chip is 
selected. It then encodes the Initiator’s ID and loads it 
into bits 2-0 of the Source ID Register. The chip also de- 
tects whether or not the Initiator asserted its [ID during 
selection, and either sets or resets the ID Valid bit in the 
Source ID Register. | 


The chip then asserts BSYOUT, waits for SE- 
LIN to turn off, and proceeds to take one of the follow- 
ing actions as a result of being selected: 


1. If ATN is not asserted by the Initiator during 
selection, the chip generates a Selected in- 
terrupt indicating that the chip is connected 
as a Target. 


2. If ATN is asserted, the chip simultaneously 
generates Selected, and Bus Service inter- 
rupts, indicating that the chip is connected 
as a Target and ATN is asserted. 


Reselection 


If the Reselect Enable bit in the Control Regis- 
ter is on, the chip may be reselected by a SCSI Target 
device. Reselection occurs only if SELOUT = 0, 
SELIN = 1, BYSIN =0, I/O = 1, the chip’s ID bit and 
the Target’s ID bit are asserted on the data bus, no other 
ID bits are asserted, and data bus parity is good. 


When all of these conditions exist, the chip is 
reselected. It then encodes the Target’s ID and loads it 
into the Source ID Register. The chip also sets the ID 
Valid bit in the Source ID Register. 
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The chip then asserts BSYOUT and waits for 
SELIN to be released by the Target. When the chip de- 
tects SELIN = 0, it de-asserts BSYOUT and then gener- 
ates a Reselected interrupt. 


Reselection is now complete and the chip is in 
the connected Initiator state. 


Initialization 


The SCSI device may be initialized by asserting 
RST for a period of at least 100ns, or by issuing a Chip 
Reset command to the device. The NCR 5386 will re- 
spond to the RST pulse or the Chip Reset command, by 
immediately disconnecting from the SCSI bus, initializ- 
ing all storage elements and executing an internal self- 
diagnostic program. The self-diagnostic is explained in a 
previous section (See page 139, Diagnostic Status Regis- 
ter). The following table lists the status of all registers 
after the initialization procedure. 


Data Reoister |) at as36 une eeieares 
Command Register............. 
Control Register. .20220s¢se02%% 
Destination ID Register ......... 
Auxiliary Status Register ........ 
ID REGIStEf i. edo ae es eae as 
Interrupt Register .............. 
Source Register................ 
Data Register 2 ice % iiss ce oeees 
Diagnostic Status Register ....... 
Transfer Counter (MSB)......... 
Transfer Coutner (2nd).......... 
Transfer Counter (LSB) ......... 


The controlling processor should loop on read- 
ing the Diagnostic Status Register until the Self- 
Diagnostic Complete bit (bit 7) is on (1). This should 
take approximately 350 clock cycles after reset occurs. 
If Programmed ID Mode is used, the processor should 
then check the remaining bits in this register for all zeros 
(no errors), and then load the ID Register. Following 
this, the Control Register should be programmed to en- 
able the proper bits for SCSI operation. The SCSI Proto- 
col Controller is now connected to the SCSI bus in a 
disconnected state. It is ready to receive commands from 
the controlling processor or respond to (re) selection at- 
tempts. 


cooor;rweogooooooo* BA 
ooonxrw KOO ORK COO O KN 
SCOOMKXCOCOX COO! 
oooxr KOO OK OOO KK WwW 
CoO, Ke RKP ORK OOOO K MN 
OOO x*x Ke RFP OKRXrK COCO OK 
ooo x*x Ke RK OK ODOC OOK OC 
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External Chip Timing 


Timing requirements must be over the operating temperature (0-70°C) and voltage (4.75 to 5.25V) ranges. 
Loading for all output signals, except SBEN, is assumed to be four low-power Schottky inputs, including 50 pF capacit- 
ance. Loading for SBEN is assumed to be ten low-power Schottky inputs, including 100 pF capacitance. 








Microprocessor Interface 


CLK 


NAME DESCRIPTION MIN MAX UNITS 


Clock Period 
Clock High 


Clock Low 





tcp 


CLK 


tCH > tCL 


Reset 


NAME DESCRIPTION MIN TYP MAX UNITS 


Reset Pulse Width 





t RST - 


RST 
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MPU Write 


NAME DESCRIPTION MIN TYP MAX UNITS 


Address Set-up Time 
WR Pulse Width 
Data-to WR High 


Address Hold Time 
DataHoldTime __ 
WR Off to WR or RD On 








DACK 
CS, A0-A3 
t ASW AHW 

WR tWR 

( t WCY 
DO-D7 7 . . | . 

( [4 
t DW rz t DHW 
MPU Read 
NAME DESCRIPTION MIN TYP MAX UNITS 


Address Set-up Time to RD 
RD Pulse Width 
RD to Data 


Address Hold Time 


Data Hold Time oaat 
RD Off to WR or RD On 





DACK 
CS, A0-A3 
tASR t AHR 
RD tRo—— 
DO-D7 
aes Gan ESE 


tDR 4 {DHA 
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DMA Write 


NAME 


tDCRQL 
‘DCW 
tWR 
tWDC 


tDHW 
tpw 


DMA Read 


NAME 


tDCRQL 
{DCR 
{RD 
tRDC 
{DHR 
(DR 


DESCRIPTION MIN TYP MAX UNITS 
DACK to DREQ Low 


“DACK to WR 


WR Pulse Width 

WR High to DACK High 
Data Hold Time 

Data to WR High 





cs 
DREQ a ae ea Serre 
t DCRQL 

DACK 

t DCW t WDC 
WA twr | 
DO-D7 a | i. 

tow et —}— t DHW 
DESCRIPTION MIN TYP MAX UNITS 


DACK to DREQ Low 
DACK to RD 

RD Pulse Width 

RD High to DACK High 
Data Hold Time 

RD to Data 
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Interrupt 


NAME | DESCRIPTION MIN TYP MAX UNITS 


INT to RD 
RD Pulse Width 
RD High to INT Low 
INT Off to INT On 
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SCSI Interface 


Selection (Initiator) 


NAME 


tBF 
tBIA(5) 
tSLA 
tBIBO (5) 
tBCD 
tAD 
tpC 

tBID (5) 


tADV 
tsI 


tIDBL 
tBOBI 
tBSL 
tDID 


DESCRIPTION TYP 
Bus Free 

BSYIN low to ARB high 

SELOUT high to ARB low & ID bit Disabled 

BSYIN low to BSYOUT high 

Bus Clear Delay 

Arbitration Delay 

Priority check to SELOUT 

BSYIN low to ID bit high 


Arbitration Data Valid to Priority Check 
SELOUT to!G$ 


Target ID high to BSYOUT low 
BSYOUT low to BSYIN low 
BSYIN high to SELOUT low 
SBEN active to Bus enabled 


MAX UNITS 
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NOTES: 


1. The chip ensures that the bus remains free (BSYIN and SELIN inactive) for tBF before attempting 
arbitration. 


2. IF SELIN becomes active at any time during arbitration, the chip must de-assert BSYOUT within 
(BCD. 


3. The chip waits (‘AD), and then checks to see if arbitration is won (tPC). The chip then asserts SE- 
LOUT if arbitration is won. 


4. One of the data bits is assigned as an ID bit by the IDO-ID2 signals. During Bus Free, the chip 
places all of the data bits, including ID, in a high impedance state. During arbitration the chip en- 
ables its ID bit and drives it high, but the remainder of the data bits remain in the high impedance 
state for reading. 


5. To verify these timings in a test environment, the user must allow a minimum of 45 clock cycles af- 
ter the select command has been issued before the device begins to check for BSYIN low. 
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Selection (Initiator) 


156 


tBiA. tSLA 


BSYIN AN La Whi 


BSYOUT 


SELIN 


t BSL 


SELOUT 
oe 





SB(ID) sao HLL, 
SB0-7, Sa LLL VATLLLLLX ~_ KU 


(Except ID t ADV tsi 

IGS 

TGS 

ACK | (INPUT) a (OUTPUT) 
ATN (INPUT) 7 (OUTPUT) 
-_ a 


t DID 
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Selection (Target) 


NAME DESCRIPTION MIN TYP MAX UNITS 


SELIN high to BSYIN low 
ID’s valid to BSYIN low 

1/0 low to BSYIN low 
BSYIN low to BSYOUT high 
BSYOUT high Data Hold 
BSYOUT high SELIN Hold 


ATN high to SELIN low 

SELIN low to Phase signals Enabled 
Phase signals enabled to TGS High 
SBEN low to Data Bus Enabled 


~” 
— 
— 
> 
OQ 
nO 
oe 
ro 





ARB 
BSYIN 
BSYOUT ais 

aS FI 
SELIN 7 ee 
SB0-7, SBP Y///////Kwncerios ——_nput), X77 7 neur' 777) 
TGS 
VO WAAAY _" ww 7 ; OUTPUT 
ATN hae as 
CID, MSG LYLTLTLLLLLE AIL LIL LLLP a 
SBEN 
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Reselection (Initiator) 


NAME 
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DESCRIPTION MIN TYP MAX UNITS 


SELIN high to BSYIN low 

ID’s valid to BSYIN low 

1/0 high to BSYIN low 

BSYIN low to BSYOUT high 
BSYOUT high Data Hold 
BSYOUT high SELIN Hold 
BSYOUT high I/O hold 

SELIN low to BSYOUT low 
SELIN low to ACK & ATN enabled 
ACK & ATN enabled to IGS high 
1/0 low to SBEN low 

SBEN lIow to Data Bus Enabled 


5 


0 
0 
0 
0 
0 
0 
0 
0 


ARB 
BSYIN Nf 
tsBi t BIBO | 
BYSOUT 
E seecall t BosH—bJ t siBo 
SELIN | 


-»| ae t BODH = 
sBo-7, SBP W///////X_‘mnceros UD X11 71/2} 


; ha DBD 
TGS | 
boa y 
IGS | : 


V0 — LETLLL Nace 

ATN -_ (INPUT) | “ (OUTPUT) 
ACK (INPUT) | (OUTPUT) 
SBEN 


tipB 
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Reselection (Target) 


NAME DESCRIPTION TYP MAX UNITS 





tBF Bus Free 

tBIA (5) BSYIN low to ARB high 

tSLA SELOUT high to ARB low & ID bit Disabled 
tBIBO (5) | BSYIN low to BSYOUT high 

tBCD Bus Clear Delay 

taD Arbitration Delay 

tPC Priority check to SELOUT 

tBID (5) BSYIN low to ID bit high 


tADV Arbitration Data Valid to Priority Check 
tso SELOUT Phase signals Enabled & SBEN Low 


toT Phase Signals Enabled to TGS High 
{DID SBEN low to Bus Enabled 

t{IDBL INITIATOR ID high to BSYOUT low 
tBOBI BSYOUT tow to BSYIN 

tBIBO BSYIN high to BSYOUT high 

tBSL BSYOUT high to SELOUT low 


NOTES: 


1. The chip ensures that the bus remains free (BSYIN and SELIN inactive) for tBF before attempting 
arbitration. 


2. IF SELIN becomes active at any time during arbitration, the chip must de-assert BSYOUT within 
tBCD. 


3. The chip waits ((AD), and then checks to see if arbitration is won (tPC). The chip then asserts SE- 
LOUT if arbitration is won. 


4. One of the data bits is assigned as an ID bit by the IDO-ID2 signals. During Bus Free, the chip 
places all of the data bits, including ID, in a high impedance state. During arbitration the chip en- 
ables its ID bit and drives it high, but the remainder of the data bits remain in the high impedance 
state for reading. 


5. To verify these timings in a test environment, the user must allow a minimum of 45 clock cycles af- 
ter the select command has been issued before the device begins to check for BSYIN low. 
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Reselection (Target) 


BSYIN — 
BSYOUT 
SELIN 
SELOUT 
SB(ID) 


SBO-7, SBP 
(Except ID) 


TGS 


C/D, MSG, 
REQ 


/O0 
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a : WMH, — % 


TT BIBO 
» 


t BIBO 





t AD: tPL | t BSL 


@ ig 
_ ; ar | 
TTI UD 7 L/, 


aieaiie! 


tADV 


a 
UIs 


eee t DID 
SBEN 
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Information Transfer Phase Input (Initiator) 


NAME DESCRIPTION MIN TYP MAX UNITS 


Data Valid to REQ high 
Phase Valid to REQ high 
REQ high to ACK high 

REQ low to ACK low 

ATN high to ACK low 
SELIN low to Phase change 
Phase hold from ACK low 


Data hold from ACK high 

ACK high to REQ low 

I/O high to SBEN high 

Data Bus disable from SBEN high 
ACK Low to REQ High 








REQ 
ATN 
ee A epeereores Cd 
sBo-7, SBP LLL (| VALID DATA(INPUT) YT T/P) 
sae wef 
evn ff 
as z 
TGS 
fee, nse coe tso 

ee eee 
a = a WW 
C/D \\\ Gal A\) 

See eee 
MSG WX {| st WY 

—>| tiops 

SBEN 
ARB 
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Information Transfer Phase Input (Target) 


NAME a DESCRIPTION MIN TYP MAX UNITS 


SELIN low to Phase Change 
Phase Change to REQ out 
REQ high to ACK high 

ACK high to REQ low 

Data Valid to ACK high 

REQ low to ACK low 


ACK low to REQ high 

REQ low Data Hold 

Phase Hold from ACK low 
SBEN high to I/O low 

Data Bus disable to SBEN high 





toRO t RAH—» t ARL t RAL t ARH 


ACK 


an LZ Pe LLILLLLLLLL: 


t RLDH 
VALID 


SBO-7, SBP 7/7/7017 
- i 
seit aT 


TGS 


tse t OHA 


V0 | NN LLL 


cD ANS CC  TTTTr™t Ss ET. 
MSG << Seen CTL 


ARB q t DzDB 
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Information Transfer Phase Output (Initiator) Preliminary 


NAME DESCRIPTION TYP MAX UNITS 


Phase Valid to REQ high 
REQ high to ACK high 
REQ low to ACK low 
Data Valid to ACK high 
REQ low Data hold 
Phase hold from ACK low 
ACK high to REQ low 


I/O low to SBEN low 

SBEN low to Data Bus Enable 
SBEN low to ACK high 

REQ High to ATN low 

ATN Low to ACK High 

ACK Low to REQ High 


7) 
— 
— © 
La 
AS 
oc 
a. 





NOTE 1: ATN is only de-asserted in this manner during the last byte of a Message Out Phase. 


7 t RATL 


REQ t RAH 
hee | 
ATN A) t ARL t RAL t ARH 
DVA —__— t @H 
a 
sBo-7,sBP LHP I secon wemenncenencershs none 


as 
res ae 


o NC 
ee 


[Sai a ren 
C/D Ne 
Te ee 
MSG Ne eS eee mE) 17, 
Se tiopB 
SBEN \ 


ARB 
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Information Transfer Phase Output (Target) 


NAME DESCRIPTION MIN TYP MAX UNITS 


SELIN low to Phase Change 
1/0 high to SBEN low 

SBEN low to REQ out 

Data Valid to REQ high 

REQ high to ACK high 

ACK high to REQ low 


REQ low to ACK low 

ACK low to REQ high 

Phase hold from ACK low 

Data hold from ACK low 

SBEN low to Data Bus Enabled 





REQ t DBR al 
t DVR tt RAH ett ARL eee t RAL tARH j~« 
ACK | 
ATN AAAS RS 
t ADH 


SBO-7, SBP \\\\\AAK\\\Y AK  .X& | 
I cee sec et acer ie et en 

cor TT TSS 
tso 


TGS 
a. ee... 
C/D fFeNR | i —(‘OSOSOCSCSCC CLAN 
MSG NM (> aX\N\N! 
ARB 
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Bus Release From Selection (Initiator) 


NAME DESCRIPTION MIN TYP MAX UNITS 


Bus Release Timeout Delay 
IGS & SBEN Turn-off Delay 


SELOUT Turn-off Delay 
Driver Turn-off set-up to IGS & SBEN off 





ie) 
- 
ne a) 
Se 
2S 
cc 
o. 


NOTE 1: If the chip detects BSYIN active by the end of the timeout delay, the bus release sequence 
shall be aborted since selection has been successful. 





BSYIN ® TTT 


BSYOUT 
SELIN 
SELOUT 
t 1000 t sop 
ba Ly —___-t top t Dos 


SBO-7, SBP 2108) OUT 
ATN | OUT * IN 
ACK | * 

SBEN 


ARB 
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Bus Release From Reselection (Target) 


NAME DESCRIPTION MIN TYP MAX UNITS 


Bus Release Timeout Delay 
TGS & SBEN Turn-off Delay 


SELOUT Turn-off Delay 
Driver Turn-off set-up to TGS & SBEN off 





NOTE 1: If the chip detects BSYIN active by the end of the timeout delay, the bus release 
sequence shall be aborted since selection has been successful. 


ssyN DO TTT: 


BSYOUT 
SELIN 
SELOUT 


. t Toop —p| tsop = 
TGS [+t 00 poe 


SBO-7, SBP _OUT (IDs) OUT iN 

0 | OUT - IN 

MSG, C/D . OUT IN 

REQ OUT = IN 

SBEN Sa ey UCC tC SS 
ARB 
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Bus Release From Information Phase (Initiator) 


NAME DESCRIPTION MIN TYP MAX UNITS 


IGS & SBEN Turn-off Delay from BSYIN off 


Driver Turn-off set-up to IGS off 





” 
—_ 
_—_ C2 
n> 
on 
Do 
oc 
ou. 





BSYIN 
BSYOUT 
SELIN 
SELOUT 


tioB 


IGS 


SBO-7, SBP OUT oR IN IN 
= tDos 


ATN OUT 
= t DOS 


ACK OUT | 
a t Dos 


SBEN 


ARB 
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Bus Release From Information Phase (Target) 


NAME DESCRIPTION MIN TYP MAX UNITS 


TGS & SBEN Turn-off from BSYOUT off 


Driver Turn-off set-up to TGS off 





BSYIN a ae ee 


BSYOUT 
SELIN 


SELOUT 


tTDB 


TGS 


SBO-7, SBP ~ OUT ORIN IN 
— t Dos 


REQ OUT IN 
=) topos |}<«— 
/O, C/D OUT 


MSG ) cardi hee 


SBEN 


ARB 
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8310/C10/C11 GENERAL PURPOSE BUS TRANSCEIVER 


Introduction 
Product Description 


The NCR 8310 General Purpose Bus Trans- 
ceiver Chip, an NMOS device available in either a 48 
pin DIP or 52 pin PLCC, is designed as a 48 mA bus 
transceiver chip for all of the Small Computer System 
Interface (SCSI) bus signals. It contains high-current 
single-ended drivers for the SCSI bus. The NCR 8310 is 
specifically intended to be used with the NCR 5386 SCSI 
Protocol Controller Family and interfaces directly to it. 
Additionally, it may be used with other interfaces where 
a general purpose 48 mA bus transceiver is required. 


The NCR 83C10 is functionally equivalent to 
the NCR 8310 but has been designed in CMOS technol- 
ogy. It is available in a 52 pin PLCC package and is pin 
compatible with the NMOS device in this package, with 
pins 33, 46 and 47 listed as No Connects (NC) on the 
NCR 8310 and listed as Vss pins on the NCR 83C10. 
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Additionally, the NCR 83C11 is available. De- 
signed in CMOS, the NCR 83C11 is functionally equiv- 
alent to both the NCR 8310 and NCR 83C10, but offers 
a pinout that has been optimized for connection to the 
standard SCSI connector. This device is also available in 
a 52 pin PLCC package. 


NOTE: The NCR 5386 family includes the NCR 5385E 
and NCR 5386. 


Key Features 
e Low Cost 
¢ CMOS and NMOS technology 
e Interfaces Directly to NCR 5386 Family 


¢ Can Be Used With Other Interfaces 
Requiring 48 mA Drivers 


e Standard 48 Pin DIP (NCR 8310 Only) or 52 
Pin PLCC (8310, 83C10, 83C11) 
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Application Overview 


Figures 1.1 and 1.2 respectively, illustrate the interconnection of the NCR 5386 family with the NCR 8310 
Family, and the interconnection of any interface device to the NCR 8310 Family. . 


NCR | NCR 
5385E 8310 SCs! BUS 
5386 83C10 

83C11 


SCSI PROTOCOL SCSI BUS 
CONTROLLER TRANSCEIVER 





FIGURE 1.1 Interconnection of NCR 5386 Family to NCR 8310 Family 





NCR 







PERIPHERAL 






48 mA BUS 






8310 
83010 
83011 


INTERFACE 
CHIP 









GENERAL PURPOSE 
BUS TRANSCEIVER 


FIGURE 1.2 Interconnection of Any Interface Chip to NCR 8310 Family 
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Figure 1.3 shows the specific interface between the NCR 5386 Family and the NCR 8310 Family. With this im- 
plementation, a two-chip solution is possible. 


ID0/ ID1/ ID2/ 


” 
—_ 
ca oe ) 
2> 
rom) 
NAO 
oc 
ou 



































acer ae 
ARB 
SB7 DB7 SB7/ 
SB6 DB6 SB6/ 
SB5 DB5 > SB5/ 
G- SB4 DB4 SB4/ 
SB3 DB3 SB3/ 
SB2 DB2 SB2/ 
SB1 DB1 SB1/ 
SBO DBO SBO/ 
SBP DBP SBP/ 
SBEN/ —— DBEN/ 8310 
ATN 83C10 
ACK ATN/ 
IGS 83C11 > ACK/ 
TGs 
MSG 
SCSI PROTOCOL - SCSI BUS a 
CONTROLLER [4 ae >| TRANSCEIVER a 
BSYIN REQ/ 
BSYOUT 
SELIN 
SELOUT BSY/ 
SEL/ 
<q— RSTIN— RST/ 
RSTOUT/ 


FIGURE 1.3 Single-Ended Interface Using the NCR 5386 SCSI Protocol 
Controller Family and the NCR 8310 General Purpose Bus Transceiver Family 
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Functional Pin Grouping 


Figure 1.4 shows the functional pin grouping for the NCR 8310 Family of products. 


PROTOCOL CONTROLLER SCSI BUS 
INTERFACE INTERFACE 











DBO...7 SB0/...SB7/ 
DBP > SBP/ 
DBEN/ 
VO VO/ 
C/D C/D/ 
MSG MSG/ 
REQ REQ/ 
TGS 
NCR 
ATN ATN/ 
ACK 8310 ) ACK/ 
IGS 83C10 
83C11 
IDO/ 
iD1/ SCSI BUS 
ID2/ TRANSCEIVER 
ARB 
BSYIN BSY/ 
BSYOUT 
SELIN SEL/ 
SELOUT 
RSTIN RST/ 
RSTOUT/ 





FIGURE 1.4 NCR 8310 Family Functional Pin Grouping 
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Pinout 


Figures 1.5, 1.6 and 1.7 show the pinouts for the NCR 8310, NCR 83C10 and NCR 83C11 respectively. The 
pinout for the NCR 8310 in the 52 pin PLCC package is identical to Figure 1.6 with pins 33, 46 and 47 listed as No Con- 
nects (NC) for the NCR 8310. Pins 33, 46 and 47 of the NCR 83C10 MUST be tied to Vss. 





Vdd GENERAL PURPOSE Vdd 


VO DRIVER/RECEIVER VO 
IDO/ 


DBEN/ 
RSTOUT/ 
SELOUT 
BSYOUT 


DRIVER/ 


RECEIVER 


IDO/ 
DBEN/ 
RSTOUT/ 
SELOUT 
BSYOUT 
ATN 

C/D 

REQ 
MSG 
ACK 
BSYIN 


s| 48 | ARB 
2 47 | DB1 
3 46 | DB2 7) 
4 45 | DB3 = S 
5 44 | DB4 oa 
6 43 | DB5 Vss (NC) = 
7 42 | DB6 DB6 a 
8 41 | DB7 DB7 
9 NCR 8310 40 | ID2/ ID2/ 
PURPOSE = RSTIN NCR 83C10 RSTIN 

36 

35 

34 

33 





FIGURE 1.5 NCR 8310 - 48 Pin DIP FIGURE 1.6 NCR 83C10 - 52 Pin PLCC 





55 5 
=Z00. 90 
” Ox O>+-> 3A> ANE 
O2SS93tRn eaO® 
5432 5 4 
ATN ATN/ 
RSTIN BSY/ 
SBO/ ACK/ 
SB1/ Vss 
SB2/ RST/ 
Vss NCR 83C11 4 MSG/ 
SB3/ GENERAL PURPOSE SEL/ 
SB4/ DRIVER/RECEIVER Vss 
SB5/ C/D/ 
Vss REQ/ 
SB6/ /O/ 
SB7/ DBEN/ 
SBP/ ARB 


AN qa = 
maDvm qw = 2 
ran) ao aa 


FIGURE 1.7 NCR 83C11 - 52 Pin PLCC 
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Pin Description 


SCSI Interface Signals 


The following signals are all bi-directional, 
active-low, open-drain signals. With 48 mA sink capac- 
ity, all pins interface directly to the SCSI bus. 


SIGNAL 


SBO/...SB7/ 
SBP/ 


1/O/ 


C/D/ 


MSG/ 


REQ/ 


ACK/ 


ATN/ 


BSY/ 


SEL/ 


174 


DESCRIPTION 


These eight data bits (SBO/-SB7/) plus 
a parity bit (SBP/) form the data bus. 
SB7/ is the most significant bit and has 
the highest priority during the Arbitra- 
tion phase. Data Parity is odd. Parity 
is not valid during Arbitration. 


I/O/ is a signal driven by a target 
which controls the direction of data 
movement on the SCSI bus. True indi- 
cates input to the initiator. This signal 
is also used to distinguish between Se- 
lection and Reselection phases. 


A signal driven by the target, C/D/ in- 
dicates Command or Data information 
is on the data bus. This signal is re- 
ceived by the initiator. 


MSG/ is a signal driven by the target 
during the Message phase. This signal 
is received by the initiator. 


Driven by a target, REQ/ indicates a 
request for a REQ/ACK data transfer 
handshake. This signal is received by 
the initiator. 


Driven by an initiator, ACK/ indicates 
an acknowledgement for a REQ/ACK 
data transfer handshake. In the target 
role, ACK/ is received as a response to 
the REQ/ signal. 


Driven by an initiator, ATN/ indicates 
an attention condition to the target. 


This signal indicates that the SCSI bus 
is being used and can be driven by 
both the initiator and the target device. 


SEL/ is used by the initiator to select a 
target or by a target to reselect an initi- 
ator. 


SIGNAL 


RST/ 


DBO...DB7 


DBP 


DBEN/ 


TGS 


IGS 


ARB 


IDO/...1D2/ 


1/O 


C/D 


MSG 


DESCRIPTION 


The RST/ signal indicates an SCSI bus 
RESET condition. 


(I/O) This bidirectional data bus is 
connected to the NCR 5386 signal 
SBO/...SB7/. 


(I/O) This bidirectional parity signal is 
connected to the NCR 5386 signal 
SBP/. 


(Input) This signal enables the SCSI 
bus drivers for SBO/...SB7/ and SBP/. 
It is connected to the NCR 5386 signal 
SBEN/. 


(Input) This signal enables the SCSI 
bus drivers for I/O/, C/D/, MSG/ and 
REQ/. It is connected to the NCR 
5386 signal TGS. 


(Input) This signal enables the SCSI 
bus drivers for ACK/ and ATN/. It is 
connected to the NCR 5386 signal 
IGS. 


(Input) This signal enables decode of 
IDO/...1D2/ and asserts the selected 
SCSI data bus ID. It is connected to 
the NCR 5386 signal ARB. 


(Input) These ID signals are used dur- 
ing arbitration to select the correct 
SB(n)/line. They are connected to the 
NCR 5386 signals IDO/...[D2/. 


(I/O) INPUT/OUTPUT - This pin is 
used to drive or receive the SCSI sig- 
nal I/O. It is connected to the NCR 
5386 signal I/O. 


(1/0) CONTROL/DATA - This pin is 
used to drive or receive the SCSI sig- 
nal C/D/. It is connected to the NCR 
5386 signal C/D/. 


(I/O) MESSAGE - This pin is used to 
drive or receive the SCSI signal 
MSG/. It is connected to the NCR 
5386 signal MSG. 
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SIGNAL 


REQ 


ACK 


ATN 


BSYIN 


BSYOUT 


SELIN 


DESCRIPTION 


(I/O) REQUEST - This pin is used to 
drive or receive the SCSI signal REQ/. 
It is connected to the NCR 5386 signal 
REQ. 


(1/0) ACKNOWLEDGE .- This pin 
controls the SCSI signal ACK/. It is 
connected to the NCR 5386 signal 
ACK. 


(I/O) ATTENTION - This pin controls 
the SCSI signal ATN/. It is connected 
to the NCR 5386 signal ATN. 


(Output) This signal indicates the re- 
ceived state of the SCSI signal BSY/. 
It is connected to the NCR 5386 signal 
BSYIN. 


(Input) This signal drives the SCSI sig- 
nal BSY/. It is connected to the NCR 
5386 signal BSYOUT. 


(Output) This signal indicates the re- 
ceived state of the SCSI signal SEL/. It 
is connected to the NCR 5386 signal 
SELIN. 
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SIGNAL 


SELOUT 


RSTIN 


RSTOUT/ 


NOTES: 


DESCRIPTION 


(Input) This signal drives the SCSI sig- 
nal SEL/. It is connected to the NCR 
5386 signal SELOUT. 


(Output) This signal indicates the re- 
ceived state of the SCSI signal RST/. 
It is not connected to the NCR 5386. 


(Input) This signal drives the SCSI sig- 
nal RST/. It is not connected to the 
NCR 5386. 


1) NCR 5386 indicates the NCR 5385E, NCR 5386. 


2) Input, Output, or I/O are indicated relative to the bus 


transceiver. 


Power Signals 


SIGNAL 
Vdd 


Vss 


DESCRIPTION 
5 Volts DC 


Ground 
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Electrical Characteristics 


Operating Conditions 
PARAMETER SYMBOL MIN TYP MAX UNIT 
Supply Voltage Vdd 4.75 | 5:25 Volts DC 
Supply Current 
(NCR 8310) Idd 145 mA 
(NCR 83C10) Idd* 7 5 mA 
(NCR 83C11) Idd* 5 mA 
Ambient Free Air Temperature Ta 0 70 °C 
Hysteresis 
(NCR 8310 only) 250 mV 
(NCR 83C10/C11) 450 mV 
Latch-Up Protection (83C10/C11) 150 mA 
Signal Rise/Fall Times 
(NCR 8310 only) (Ref. only) 22 nsec 
(NCR 83C10/C11) 
Rise (Ref. only) 3 20 nsec 
Fall (Ref. only) | 3 15 nsec 
Output Load Capacitance CL 100 pF 


* Tdd specified at a frequency of 0.25 MHz (83C10/C11) 


Input Signal Requirements 


PARAMETER CONDITION . MIN MAX UNIT 


High Level Input Voltage, Vih 2.0 Vdd Volts DC 
Low Level Input Voltage, Vil 8310 only —0.3 0.6 Volts DC 


83C10/C11 —0.3 0.8 Volts DC 
High Level Input Current, Iih 


SCSI: Vih = Vdd 50 pA 
Other Pins: Vih = Vdd 10 uA 


Low Level Input Current, Iil 


SCSI: (except RST/ 


for 83C10/C11) Vil =O0V —50 pA 
RST/: (83C10/C11) Vil =OV —90 pA 
Other Pins: Vil =OV —10 pA 


DBP: (8310 only) vil=0OV 7 mA 
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Output Signal Requirements 
PARAMETER CONDITION MIN MAX UNIT 


High Level Output Voltage, Voh 


All pins except RSTIN, SCSI: Vdd = 4.75 V 2.4 Volts DC 
Ioh = —400 pA 

RSTIN: Vdd = 4.75 V 2.4 Volts DC 
Ioh = —800 pA 


Low Level Output Voltage, Vol 


(FA) 
| ee 
ae CD 
“> 
On 
an) 
o 
o 





All pins except RSTIN, SCSI: Vdd - 4.75 V 0.5 Volts DC 
Iol = 2.0 mA 

RSTIN: Vdd = 4.75 V 0.5 Volts DC 
Iol = 4.0 mA 

SCSI: Vdd = 4.75 V 0.5 Volts DC 
Iol = 48.0 mA 


Aboslute Maximum Stress Ratings 


Voltage on any pin with respect to ground (Vss) 


NCR 8310 only —0.3 to 7.0 V 

NCR 83C10/C11 —0.3 to Vdd + 0.3 V 
ESD Protection 

NCR 8310 only 3,500 Volts 

NCR 83C10/C11 4,000 Volts 
Power Dissipation 

NCR 8310 only 800 mW 

NCR 83C10/C11 30 mW 


Storage Temperature Range -—65 to 150 °C 


The values listed here are absolute maximums which if exceeded could cause permanent damage to the device. 
All voltages are with respect to circuit ground. 
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Chip Timing 


Timing Diagrams 


DBO...DB7 
DBP 


DBEN/ 


All AC timings are referenced to the .8 and 2.0 Volt Output levels. 


BK#WW PAK wi (www of B.'Wéiéisis 


T1 T2 


$80)-$87)  WCCW0?’s«WUN KY ___> 


V0, C/D 
MSG, REQ 


TGS 


VO/, C/D/ 
MSG/, REQ/ 
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nae | pescniprion—_—__| saiauias |aacinctt tax {unit 

| Ti | DataBustoSCSiBusDelay | 90] 75 

[12 [OBEN ue to Data Bus Tr-siate [20 

100__| 100 | ns. 
65 


SCSI Bus to Data Bus Dek pase, 















GDiDO{ {YQ {7K 


TS 


WW WWE PAW CX WW 






NAME | DESCRIPTION <i Max a Max as 


Control Signal Delay to SCSI Bus 
TGS True to Input Release 2} 3+ 
| T7 | TGS False to SCSI Bus Release | 9 =6f So ——“(isdsaitgs CL 


re [scsiauenceverdvey [| 85s 
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ack, ATN XY WT GQ QW, BKC WW 


T9 T10 


IGS © 
711 T12 


ack’. ATW XY RS... QW KG 9 FW iG FD WWW 


[NAME | Description e310. Max _| ectoc1i Max | UNIT 


Control Signal DelaytoSCSIBus {| 90 | 70 | 
IGS True to Input Release — fr 
| 90 CT OCt~“‘CSiLSC OCC 


[ra [ sosteur roca Oey [ee ee 


“” 
—_ 
a) 
ta 
aS 
oc 
Qu. 










BSYIN 
SELIN 
RSTIN oe 
BSYOUT 
SELOUT 
RSTOUT/ 
T14 
BSY/, SEL/ 
RST/ 
NAME | DESCRIPTION B3C10/C11 Max 
Receiver Delay BSY RST SEL a a ee ee 
Driver Delay BSY RST SEL . 85 TOs. 
ARB 


T15 T16 


spo..887/ LQ W\'“*;~''WW A WWWW’*’W 


NAME | DESCRIPTION 8310 Max 83C010/C11 Max UNIT 
er a ae 


ARB True to DB(id) True | 80. 
ARB False to DB(id) False f 80-CUTCCUOt—“‘((R ts. 
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Mechanical Specifications 


48 Pin Dual-In-Line Package 
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= 
= 
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MILLIMETERS 
MIN MAX 
59.18 62.48 
13.08 14.73 
2.41 5.84 
0.38 0.56 
0.38 1.27 
2.29 2.79 
0.51 1.91 
0.20 0.36 
14.97 15.75 
14.48 17.78 
0.38 1.52 
2.54 5.59 


.700 
.060 
.220 


k}—k— 
INCHES 

MIN MAX 
330 2.460 
515 0.580 
0.095 0.230 
0.015 0.022 
0.015 0.050 
0.090 0.110 
0.020 0.075 
0.008 0.014 
0.590 0.620 

0 

0 

0 
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52 Pin Plastic Leaded Chip Carrier 









> 
=< sy) 


p FURR Ta 


7°(8X) 








710+20 


7p) 
— 
ee 
> 
On 
NO 
cc 
oO 


45 x 45° 50 rrP =TAIL OF "F"’ 
X: SURFACE MOUNT POINT 





Bottom View 








SEATING 
PLANE 
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Application Notes 
NCR 8310/83C10/83C11 Load Schematic 


VL 


DUT Output 
(Device under 


test) To Te 


SCS| PINS  ALL_OJHER PINS 


Vi 3.0V 2.07V 
Ry 912 + 1% 8200 +1% 
ocd aa 


G = Socket/hardware capacitance = 50 pf 
Ry = Extemal load resistor 


Ro [Co = 50 Q/50 pf inherent in tester pin electronics 
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NCR 83C10/83C11 Delta Time vs. Load Capacitance 
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53C300 SCSI BUFFER CONTROLLER 


Introduction 
General Description 


The NCR 53C300 SCSI Dual-Ported Buffer 
Controller combines the functionality of the NCR 53C80 
SCSI Interface Chip with a dual-ported buffer controller. 
The SCSI portion of the chip supports the 1986 ANSI 
X3.131 SCSI Standard and can be used in both the initia- 
tor and target roles. The 53C300 supports arbitration, 
including reselection. Special high current single-ended 
output drivers, capable of sinking 48mA at 0.5V, allow 
for direct connection to the SCSI Bus. 


The 53C300 communicates with the system mi- 
croprocessor as a peripheral device. The chip is con- 
trolled by reading and writing the internal registers 
which may be addressed as standard or memory-mapped 
I/O. Minimal processor intervention is required for 
DMA transfers because the chip controls the SCSI hand- 
shake signals. The 53C300 also interrupts the micropro- 
cessor when it detects a bus condition that requires 
attention. 


The buffer controller portion of the chip is spe- 
cifically designed to simplify buffering and increase the 
throughput of block-oriented high-performance peri- 
pheral controllers. The dual-ported buffer controller 
uses static RAM as a dual-ported circular FIFO. The 
controller supervises data transfers to the buffer which 
reduces the possibility of host overruns to the peripheral 
and allows for high-speed DMA transfers. The 53C300 
also contains the necessary logic for resolving peripheral 
controller/SCSI transfer requests by giving priority to 
the peripheral controller with the SCSI request honored 
immediately afterward. The buffer controller can ad- 
dress buffer sizes from 256 bytes to 64K bytes. 


The 53C300 contains a general purpose 4-bit 
output port. It supports Intel’s multiplexed address/data 
bus scheme and also provides a demultiplexed address bus 
for use by other peripherals. This chip is intended for use 
in intelligent controllers and is software configurable via 
the multiplexed microprocessor I/O bus and is also adapt- 
able to other microprocessor I/O buses that are not multi- 
plexed. The 53C300 provides three input signals with 
internal pull-ups for SCSI device identification. 


Another document which may prove helpful in 
understanding the 53C300 is the NCR 5380/C80 Design 
Manual. This, and information on other NCR products, 
may be obtained by calling the NCR Hotline: 1-800-334- 
5454. 
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Features Summary 


Supports the 1986 ANSI X3.131 SCSI Stan- 
dard 


Uses static RAM as a dual-ported circular 
FIFO 


Handles buffer sizes from 256 to 64K bytes 
in 256-byte increments 


Supports Intel’s multiplexed address/data bus 
Provides demultiplexed address bus for use 
by other peripheral devices which reduces 


external logic 


Provides three input signals with internal 
pull-ups for SCSI device identification 


Functionally compatible with the NCR 5380 
family 


On-chip single-ended bus transceivers 
Flexible SCSI protocol control 


Stop pointer eliminates possibility of host 
overruns 


Additional 4-bit output port for general pur- 
pose use 


Parity generation with optional checking 


Functions in both the initiator and target 
roles 


Additional grounding and controlled fall 
times reduce noise generated by SCSI Bus 


switching 


Presents no D.C. load to the SCSI Bus when 
powered down 


CMOS low power requirements 


84-pin PLCC package 
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Block Diagram 


NCR 53C300 BLOCK DIAGRAM 


STATIC RAM BUFFER 
256-64K 


SCSI ID 


| mm | PERIPHERAL 
/3/ . Ey | CONTROLLER 


BUFFER CONTROL EXREQ/ 


/S/ DEMULTIPLEXED 
SSES 


ADDRESS/DATA ADDRE 
8-BIT MULTIPLEXED BUS 


MICROPROCESSOR CONTROL 
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Pin Information 

(Note: A Slash “‘/’’ indicates an active low signal.) 
Pin Description 

Microprocessor Interface Signals 


SYMBOL PIN # TYPE 
ALE 21 Input 


Address Latch Enable - The ALE Signal latches the ad- 
dress from the multiplexed Address/Data Bus (ADO- 
AD7). The falling edge of ALE latches the address onto 
the Address Bus (A0-A7). 


PWR/ 24 Input 


Processor Write Request - The PWR/ Signal latches 
data from the multiplexed Address/Data Bus (ADO- 
AD7) to any selected internal register which can be writ- 
ten. The rising edge of PWR/ latches the data into the 
register. The address specified by the Address Bus (AO- 
A7) determines to which register the data is written. 


PRD/ 23 Input 


Processor Read Request - The PRD/ Signal reads data 
from any selected internal register which is readable. 
The data will appear on the multiplexed Address/Data 
Bus (ADO-AD7). This data is valid on the rising edge of 
PRD/. The address specified by the Address Bus (AO- 
A7) determines from which register the data is read. 


PCS 2D Input 


Processor Chip Select - The PCS Signal enables the mi- 
croprocessor access to all registers within the chip. If the 
chip is selected and the Address Bus (AOQ-A7) holds a 
valid internal register address, the PRD/ and PWR’ Sig- 
nals can be enabled to read or write data. The ALE Sig- 
nal can latch data onto the Address Bus (A0-A7) 
regardless of the logic state of this signal. 

ADO-AD7 20-13 Input/Output 
Address/Data Bus - The Address/Data Bus is an 8-bit 
bus multiplexed between address and data. ALE latches 
the address onto the Address Bus (AO0-A7). During a 
read, (PRD/ active) these lines are driven by the chip; 
during a write, (PWR/ active) they are driven by the 
microprocessor. 
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SYMBOL PIN # TYPE 
IRQ/ 41 Output 


Interrupt Request - The IRQ/ Signal is sent to the micro- 
processor when an interrupt condition has occurred 
within the chip. 


AO-A7 33-26 Output 


Address Bus - The Address Bus holds the last valid ad- 
dress to have appeared on the multiplexed Address/Data 
Bus (ADO-AD7). The falling edge of ALE latches the 
address of ADO-AD7 onto this bus. 


Peripheral Interface Signals 


These signals are used to interface the peri- 
pheral controller to the chip. 


SYMBOL PIN # TYPE 
EXREQ/ 11 Input 


External Data Transfer Request - The EXREQ/ Signal 
is asserted when the peripheral controller requests the 


next available memory cycle to do a transfer between it- 
self and the buffer memory. It has priority over data 
transfer requests from the SCSI Bus. 
HSDO-HSD7 74-67 Input/Output 

High-Speed Data Bus - The High-Speed Data Bus al- 
lows the 53C300 and the peripheral controller to transfer 
data to the buffer memory. This common data bus is used 
during transfers between the SCSI Bus and the buffer 
memory or the peripheral controller and the buffer mem- 


ory. 
Buffer Control and Interface Signals 


These signals are used to interface the chip to 
the buffer memory. 
SYMBOL PIN # TYPE 
OE/ 10 Output 


memory for a read. It is asserted when the buffer is read 
by the 53C300. The peripheral controller can read the 
buffer when the 53C300 asserts this signal. 
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SYMBOL PIN # TYPE 
WR/ 9 Output 


Write Enable - The WR/ Signal enables the buffer mem- 
ory for a write. It is asserted low when the 53C300 
writes to the buffer. The peripheral controller can write 
to the buffer when the 53C300 asserts this signal. 
MBO-MB15 7-1, 84-76 Output 

Memory Buffer Address Bus - The Memory Buffer Ad- 
dress Bus selects the desired memory locations within 
the buffer memory. The value of the Read Address 
Pointer (RAP) appears on this bus during a buffer read, 
and the value of the Write Address Pointer (WAP) ap- 
pears on the bus during a buffer write. 

HSDO-HSD7 74-67 Input/Output 
High-Speed Data Bus - The High-Speed Data Bus al- 
lows the chip and the peripheral controller to transfer 
data to the buffer memory. This common data bus is used 
during transfers with the SCSI Bus and the buffer mem- 
ory or the peripheral controller and the buffer memory. 


Miscellaneous Signals 
SYMBOL PIN # TYPE 


CLKA/ 8 Input 


Clock - The CLKA/ Signal synchronizes data transfers 
with the buffer memory and the peripheral controller. 


PORST/ 66 Input 


Power On Chip Reset - The PORST/ Signal, when ac- 
tive, resets all registers in the 53C300. This signal will 
not assert the SCSI RST/ Signal. 


DO-D2 36-34 Output 


Data Output Pins - The Data Output Pins are general 
purpose output pins that can be controlled by accessing 
the DO-D2 Bits (Register 30, Bits 3-5). They can be used 
for general purpose control functions for external com- 
ponents. Outputs DO-D2 have 4mA source capability 
and 8mA sink capability. 


LED/ 64 Output 


Light Emitting Diode Driver Output - The LED/ Signal 
can be used to drive an external light emitting diode. It 
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can be controlled by accessing the LED/ Bit (Register 
30, Bit 6). This output contains a special open-drain 
high-current output driver with 48mA sink capability. 


SYMBOL PIN # TYPE 
ID0/-ID2/ 38-40 Input 


SCSI ID Input Pins - The SCSI ID Input Pins are three 
inputs which may be read by reading the IDO/-ID2/ Bits 
(Register 30, Bits 0-2). These pins have on-chip pull-up 
resistors. Before starting the arbitration process, the mi- 
croprocessor should read these bits, decode their value, 
and set up the correct value in the Output Data Register 
(Register 20). 3 


TP/ 37 Input 


Test Pin - The Test Pin is intended for device functional- 
ity tests only. This pin has an on-chip pull-up resistor and 
should be tied high for normal operation. 


SCSI Interface Signals 


The following signals are all bi-directional, ac- 
tive low, open-drain signals. With 48mA sink capability, 
all pins interface directly with the SCSI Bus. 


SYMBOL PIN # TYPE 


ACK/ 55 Input/Output 
Acknowledge - The ACK/ Signal, driven by an initiator, 
indicates an acknowledgment for a SCSI data transfer 
handshake. In the target role, ACK/ is received as a re- 
sponse to the REQ/ Signal. 
ATN/ 2 Input/Output 
Attention - The ATN/ Signal, driven by an initiator, indi- 
cates an attention condition. In the target role, ATN/ is 
received. 

BSY/ 54 Input/Output 

Busy - The BSY/ Signal indicates that the SCSI Bus is 
being used and can be driven by both the initiator and the 
target device. 

C/D/ 60 Input/Output 
Control/Data - The C/D/ Signal, driven by a target, indi- 


cates that control or data information is on the SCSI Bus. 
This signal is received by the initiator. 
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SYMBOL PIN # 
1/O/ 63 


TYPE 
Input/Output 


Input/Output - The I/O/ Signal, driven by a target, con- 
trols the direction of data transfer on the SCSI Bus. 
When active, this signal indicates input to the initiator. 
When inactive, this signal indicates output from the initi- 
ator. This signal is also used to distinguish between the 
Selection and Reselection Phases. 
MSG/ 58 Input/Output 
Message - The MSG/ Signal is driven active by a target 
during the Message Phase. This signal is received by the 
initiator. 

REQ/ 61 Input/Output 
Request - The REQ/ Signal, driven by a target, indicates 
a request for a SCSI data transfer handshake. This signal 
is received by the initiator. 
RST/ 57 Input/Output 


Reset - The RST/ Signal indicates an SCSI Bus reset 
condition. 
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SYMBOL PIN # TYPE 
SDBO/-SDB7/ 42-43, 45-49, 51 Input/Output 
SDBP/ 52 


SCSI Data Bits and Parity Bit - These eight Data Bits 
(SDBO/-SDB7/), plus a Parity Bit (SDBP/), form the 
SCSI Data Bus. SDB7/ is the most significant bit and has 
the highest priority ID during the Arbitration Phase. 
Data parity is odd. Parity is always generated and op- 
tionally checked. Parity is not valid during arbitration. 

SEL/ 59 Input/Output 


Select - The SEL/ Signal is used by an initiator to select a 
target or by a target to reselect an initiator. 





Power Signals 


SYMBOL PIN # TYPE 

VDD 12, 65 +5 Volts 

VSS 22, 44, 50, Ground 
56, 62, 75 
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Pin Diagram 
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NCR 53C300 PIN DIAGRAM 
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Registers 


53C80 Registers 


Current SCSI Data Register - Address 20 
(Read Only) 


The Current SCSI Data Register is a read-only 
register which allows the microprocessor to monitor the 
active SCSI Data Bus. If parity checking is enabled, the 
SCSI Data Bus parity is checked at the beginning of the 
read cycle. This register is used during a programmed 
I/O data read or during arbitration to check for higher 
priority arbitrating devices. Parity is not guaranteed 
valid during arbitration. 


Output Data Register - Address 20 (Write 
Only) 


The Output Data Register is a write-only regis- 
ter that sends data to the SCSI Data Bus. This register 
should contain the proper ID bits to drive the SCSI Data 
Bus during the Arbitration and Selection Phases. 


Initiator Command Register - Address 21 
(Read/Write) 


The Initiator Command Register is a read/write 
register which asserts certain SCSI Bus signals, moni- 
tors those signals, and monitors the progress of SCSI 
Bus arbitration. Many of these bits are significant only 
when used as an initiator. However, most can be used 
during target role operation. 


Bit 7 - Assert RST/ - Read/Write 


When set, the RST/ Signal is asserted on the 
SCSI Bus. The RST/ Signal will remain asserted until 
this bit is reset or until PORST/ (Pin 66) is asserted. Af- 
ter this bit is set, IRQ/ goes active, all SCSI signals are 
removed except for RST/, and Registers 20 through 27 
are reset. 


Bit 6 - Arbitration In Progress - Read Only 


This bit is used to determine if arbitration is in 
progress. For this bit to be active, the Arbitrate Bit (Re- 
gister 22, Bit 0) must previously have been set. The Ar- 
bitration In Progress Bit indicates that a bus-free 
condition has been detected, and the chip has asserted 
BSY/ and the contents of the Output Data Register onto 
the SCSI Bus. Arbitration In Progress will remain set 
until the Arbitrate Bit is reset. 
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Bit 6 - Test Mode - Write Only 


This bit may be set in a test environment to dis- 
able all output drivers. It should not be set for normal 
operation. 


Bit 5 - Lost Arbitration - Read Only 


When set, this bit indicates that the chip has de- 
tected a bus-free condition, arbitrated for use of the bus 
by asserting BSY/ and its ID on the SCSI Bus, and lost 
arbitration due to SEL/ being asserted by another bus de- 
vice. For this bit to be set, the Arbitrate Bit (Register 22, 
Bit 0) must be set. 


Bit 4 - Assert ACK/ - Read/Write 


This bit is used by the initiator to assert ACK/ 
onto the SCSI Bus. In order to assert ACK/, the Target 
Mode Bit (Register 22, Bit 6) must not be set. Writing a 
zero to this bit de-asserts ACK/ on the SCSI Bus. Read- 
ing this register simply reflects the status of this bit. 


Bit 3 - Assert BSY/ - Read/Write 


When set, this bit asserts BSY/ onto the SCSI 
Bus. When reset, this bit de-asserts the BSY/ Signal. As- 
serting BSY/ indicates a successful attempt to gain con- 
trol of the SCSI Bus. Resetting this bit creates a 
bus-disconnect condition, except during the Selection 
Phase. Reading this register simply reflects the status of 
this bit. 


Bit 2 - Assert SEL/ - Read/Write 


When set, this bit asserts SEL/ onto the SCSI 
Bus. SEL/ is normally asserted after arbitration has been 
successfully completed. When reset, this bit de-asserts 
the SEL/ Signal. Reading this register simply reflects the 
status of this bit. 


Bit 1- Assert ATN/ - Read/Write 


When set, this bit asserts ATN/ onto the SCSI 
Bus if the Target Mode Bit (Register 22, Bit 6) is not set. 
ATN/ is normally asserted by the initiator to request a 
Message Out Phase. When reset, this bit de-asserts the 
ATN/ Signal. Reading this register simply reflects the 
status of this bit. 


Bit 0 - Assert Data Bus - Read/Write 
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When set, this bit allows the contents of the 
Output Data Register to be enabled as chip outputs on 
SCSI signals SDBO/ through SDB7/. Parity is also gen- 
erated and asserted on SDBP/. When connected as an 
initiator, the outputs are only enabled if the Target Mode 
Bit (Register 22, Bit 6) is not set, and the phase signals 
C/D/, 1/O/, and MSG/ match the contents of the Assert 
C/D/, Assert I/O, and Assert MSG/ in the Target Com- 
mand Register. The Assert Data Bus Bit should also be 
set during DMA operations. 


Mode Register - Address 22 (Read/Write) 


The Mode Register is used to control the opera- 
tion of the chip. This register determines whether the 
chip operates as an initiator or target, whether parity is 
checked, and whether interrupts are generated on vari- 
ous external conditions. 


Bit 7 - Do Not Set 
Bit 6 - Target Mode - Read/Write 


When set, the chip operates as a SCSI Bus tar- 
get device. When reset, the chip operates as a SCSI Bus 
initiator device. In order for the signals ATN/ and ACK/ 
to be asserted onto the SCSI Bus, the Target Mode Bit 
must not be set. In order for the signals C/D/, I/O/, 
MSG/, and REQ/ to be asserted onto the SCSI Bus, the 
Target Mode Bit must be set. 


Bit 5 - Enable Parity Checking - Read/Write 


This bit determines whether parity errors will 
be ignored or saved in the parity error latch. When set, 
parity errors are saved. When reset, parity errors are 
ignored. 


Bit 4 - Enable Parity Interrupt - Read/Write 

When set, this bit causes the IRQ/ Signal to be 
asserted if a parity error is detected. A parity interrupt 
will only be generated if the Enable Parity Checking Bit 
is also set. 


Bit 3 - Enable EOP Interrupt - Read/Write 


When this bit and the REOP Bit (Register 28, 
Bit 3) are set, the IRQ/ Signal is asserted when the DMA 


192 


transfer is completed. The DMA transfer is completed 
when the value of STP is equal to the value of RAP dur- 
ing a DMA send operation, or equal to the. value of WAP 
during a DMA receive operation. 


Bit 2 - Monitor Busy - Read/Write 


When set, this bit causes the IRQ/ Signal to be 
asserted when BSY/ unexpectedly changes from active 
to inactive. When the interrupt is generated, the lower 
six bits of the Initiator Command Register are reset and 
all signals are de-asserted on the SCSI Bus. The Busy 
Error Bit (Register 25, Bit 2) will also be set when this 
condition occurs. 


Bit 1 - DMA Mode - Read/Write 


The DMA Mode Bit allows a DMA transfer to 
occur and must be set prior to writing Registers 25 
through 27. Registers 25 through 27 are used to start 
DMA transfers. The Target Mode Bit (Register 22, Bit 
6) must be set prior to a write to Register 26 and reset 
prior to a write to Register 27. The Assert Data Bus Bit 
(Register 21, Bit 0) must be set for all DMA send opera- 
tions. In the DMA Mode, REQ/ and ACK/ are automati- 
cally controlled. 


The DMA Mode Bit is not reset when an inter- 
nal 53C80 core End of DMA Transfer Process Signal 
(EOP/) is received. That is, it is not reset when the STP 
equals RAP or WAP. Any DMA transfer may be stopped 
by writing a zero into this bit location. However, care 
must be taken not to access Registers 20 through 27 
when the internal 53C80 core DACK/ Signal is active. 
For this reason, the DMA Enable Bit (Register 28, Bit 1) 
has to be reset first to stop any potential conflict with 
DACK/. The SCSI BSY/ Signal must be active in order 
to set the DMA Mode Bit. 


Bit O - Arbitrate - Read/Write 


When set, this bit starts the arbitration process. 
Prior to setting this bit the Output Data Register should 
contain the proper SCSI device ID value. One data bit 
should be active for SCSI Bus arbitration. The chip will 
wait for a bus-free condition before entering the Arbitra- 
tion Phase. The status of the Arbitration Phase may 
be determined by reading the Lost Arbitration and 
Arbitration In Progress Bits (Register 21, Bits 5 and 6 
respectively). 
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Target Command Register - Address 23 
(Read/Write) 


The Target Command Register allows the mi- 
croprocessor to control the SCSI Bus Information Trans- 
fer Phase and/or to assert REQ/ simply by writing this 
register. The Target Mode Bit (Register 22, Bit 6) must 
be set for bus assertion to occur. If connected as an initi- 
ator with the DMA Mode Bit (Register 22, Bit 1) set, 
and the I/O/, C/D/, and MSG/ phase lines do not match 
the phase bits in the Target Command Register, a phase 
mismatch interrupt will be generated when REQ/ goes 
active. In order to send data as an initiator, the Assert I/ 
O/, Assert C/D/, and Assert MSG/ bits must match the 
corresponding bits in the Current SCSI Bus Status Regis- 
ter (Register 24). 


Bit 7 - Last Byte Sent - Read Only 

This bit indicates that the last byte of the DMA 
send operation has been sent on the SCSI Bus. This flag 
is necessary since the End of DMA Transfer Bit (Regis- 
ter 25, Bit 7) only reflects when the last byte was re- 
ceived from the buffer memory. 
Bit 3 - Assert REQ/ - Read/Write 

When this bit is set, REQ/ is asserted. 
Bit 2 - Assert MSG/ - Read/Write 

When this bit is set, MSG/ is asserted. 
Bit 1 - Assert C/D/ - Read/Write 

When this bit is set, C/D/ is asserted. 
Bit O - Assert I/O/ - Read/Write 


When this bit is set, I/O/ is asserted. 


Current SCSI Bus Status Register - Address 24 
(Read Only) 


The Current SCSI Bus Status Register is a read- 
only register which monitors seven SCSI Bus control 
signals plus the SCSI Data Bus Parity Bit. When a bit is 
set, it represents an active signal; when a bit is not set or 
reset, it represents an inactive signal. 


Bit 7 - RST/ 
Bit 6 - BSY/ 
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Bit 5 - REQ/ 
Bit 4 - MSG/ 
Bit 3 - C/D/ 
Bit 2 - 1/O/ 
Bit 1 - SEL/ 
Bit 0 - SDBP/ 


Select Enable Register - Address 24 (Write 
Only) 


The Select Enable Register is a write-only re- 
gister which masks all but a single ID bit during a selec- 
tion attempt of the 53C300 by another device. The SCSI 
ID of the chip is written as a one (1) to the bit that corre- 
sponds to the SCSI ID value. For example, if SCSI ID 7 
is the ID of the chip, then Bit 7 must be set for the inter- 
rupt to be generated after the chip is successfully se- 
lected. The simultaneous occurrence of the correct SCSI 
ID, BSY/ inactive, and SEL/ active will cause an inter- 
rupt. This interrupt can be disabled by resetting all bits 
in this register, effectively disallowing the chip to be se- 
lected. If the Enable Parity Checking Bit (Register 22, 
Bit 5) is active, parity will be checked during selection. 


Bus and Status Register - Address 25 (Read 
Only) | 


The Bus and Status Register is a read-only re- 
gister which monitors six status bits and the two SCSI 
control signals (ATN/ and ACK/) which are not found in 
the Current SCSI Bus Status Register (Register 24). 


Bit 7 - End of DMA Transfer 


This bit is set if the Buffer Control logic has ter- 
minated the DMA process. Since the termination hap- 
pens as the last byte is transferred to the chip, the Last 
Byte Sent Bit (Register 23, Bit 7) must be monitored to 
ensure that the last byte sent to the Output Data Register 
(Register 20) has been transferred to the SCSI Bus. This 
bit is reset when the DMA Mode Bit (Register 22, Bit 1) 
is reset . 


Bit 6 - DMA Request 


This bit allows the microprocessor to sample 
the internal 53C80 core DMA Request (DRQ) Signal. 
DRQ can be cleared by an internal 53C80 core DMA 
Acknowledge ( DACK/) Signal from the Buffer Control 
logic or by resetting the DMA Mode Bit (Register 22, 
Bit 1). The DRQ Signal does not reset when a phase mis- 
match interrupt occurs. 
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Bit 5 - Parity Error 


This bit is set if a parity error occurs when re- 
ceiving data or during a device selection. It can only be 
set if the Enable Parity Checking Bit (Register 22, Bit 5) 
is set. This bit may be cleared by reading the Reset 
Parity/Interrupt Register (Register 27). 


Bit 4 - Interrupt Request Active 


This bit indicates whether an interrupt condi- 
tion has been detected within the 53C300 core. When 
set, the IRQ/ Signal is active; when reset, IRQ/ is inac- 
tive. It can be cleared by reading the Reset Parity/ 
Interrupt Register (Register 27). 


Bit 3 - Phase Match 


The SCSI MSG/, C/D/, and I/O/ Signals deter- 
mine the current Information Transfer Phase. The Phase 
Match Bit indicates whether the current SCSI Bus phase 
matches the lower three bits of the Target Command Re- 
gister (Register 23). The Phase Match Bit is continu- 
ously updated and is only significant when operating as a 
bus initiator. A phase match is required for data transfer 
to occur on the SCSI Bus. 


Bit 2 - Busy Error 


This bit is active if the BSY/ Signal is detected 
inactive for at least 400ns. The Busy Error Bit will dis- 
able any SCSI outputs and will reset the DMA Mode Bit 
(Register 22, Bit 1). This bit can be monitored to deter- 
mine when the SCSI Bus is in a bus-free state. 


Bit 1 - ATN/ 


This bit reflects the condition of the SCSI ATN/ 
Signal . When this bit is set, ATN/ is active. This signal 
is normally monitored by the target device. An active 
SCSI ATN/ can assert the IRQ/ by setting the Enable At- 
tention Interrupt Bit (Register 28, Bit 4). 


Bit 0 - ACK/ 
This bit reflects the condition of the SCSI Bus 


control signal ACK/. When this bit is set, ACK/ is 
active. 
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Start DMA Send Register - Address 25 (Write 
Only) | | 


The Start DMA Send Register produces a 
strobe which starts a DMA send from the chip to the 
SCSI Data Bus. To initiate a DMA Send operation, the 
DMA Mode Bit (Register 22, Bit 1) and the DMA En- 
able Bit (Register 28, Bit 1) must be set. Any value writ- 
ten to this register will start the DMA send operation. 
The DMA Send operation can be initiated in either the 
initiator or the target mode. 


Input Data Register - Address 26 (Read Only) 


The Input Data Register is a read-only register 
that is used to receive data from the SCSI Data Bus dur- 
ing DMA transfers. 


Start DMA Target Receive Register - Address 
26 (Write Only) 


The Start DMA Target Receive Register is writ- 
ten to initiate a DMA receive from the SCSI Data Bus to 
the chip for target operation only. To initiate a DMA Tar- 
get Receive operation, the DMA Mode Bit (Register 22, 
Bit 1), the Target Mode Bit (Register 22, Bit 6), and the 
DMA Enable (Register 28, Bit 1) must all be set. Any 
value written to this register will start the DMA Target 
Receive Operation. 


Reset Parity/Interrupt Register - Address 27 
(Read Only) 


The Reset Parity/Interrupt Register, when read, 
resets the Parity Error Bit, the Interrupt Request Bit, and 
the Busy Error Bit in the Bus and Status Register (Regis- 
ter 25). 


Start DMA Initiator Receive Register - Address 
27 (Write Only) 


The Start DMA Initiator Receive Register is 
written to initiate a DMA Receive from the SCSI Data 
Bus to the chip for initiator operation only. To initiate a 
DMA Initiator Receive operation, the DMA Mode Bit 
(Register 22, Bit 1) and the DMA Enable Bit (Register 
28, Bit 1) must be set, and the Target Mode Bit (Register 
22, Bit 6) must not be set. Any value written to this re- 
gister will start the DMA Initiator Receive Operation. 


NCR SCSI Products 04/88 


Buffer Control Registers 


Memory Buffer Control Register - Address 28 
(Read/Write) 


The Memory Buffer Control Register controls 
SCSI DMA transfers. It also allows the microprocessor 
to access the buffer memory and contains the direction 
of transfer and end of DMA transfer information. Read- 
ing this register will strobe the contents of the RAP (Re- 
gisters 2B and 2C) and WAP (Registers 2D and 2E) into 
their respective monitor registers. 


Bit 7 - SCSI Transfer Started - Read Only 


When set, this bit indicates that a SCSI transfer 
has started (at least one byte has been transferred). This 
bit is reset when either the STP (Registers 29 and 2A) is 
updated or the DMA Enable Bit is reset. 


Bit 6 - Equal - Read Only 


During DMA receive operations, this bit will 
be set when the STP is equal to the WAP. During DMA 
send operations, this bit will be set when the STP is 
equal to the RAP. This bit is reset when either the STP is 
updated or the DMA Enable Bit is reset. 


Bit 5 - Status of SCSI ATN/ - Read Only 


This bit reflects the status of the ATN/ Signal 
on the SCSI Bus. When this bit is set, ATN/ is active. 


Bit 4 - Enable Attention Interrupt - Read/Write 


When set, this bit enables the occurrence of an 
active SCSI ATN/ Signal to assert IRQ/. When reset, no 
IRQ/ will occur on the assertion of ATN/. This bit has no 
effect on the standard interrupt conditions detected 
within the 53C80 core. 


Bit 3 - REOP - Read/Write 


When set, this bit allows the Equal Bit to termi- 
nate a SCSI DMA operation by generating an internal 
53C80 core End of DMA Transfer Process (EOP/) Sig- 
nal. Resetting this bit will not generate an EOP/ when 
the Equal Bit is set. This bit can be used with the Enable 
EOP Interrupt Bit (Register 22, Bit 3) to signify the suc- 
cessful transfer of a block of data. 
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Bit 2 - Direction - Read/Write 


This bit controls the direction of the data trans- 
fer. When set, the transfer direction is from the buffer to 
the 53C300. When reset, the transfer direction is from 
the 53C300 to the buffer. This bit should be set for DMA 
send operations and reset for DMA receive operations. 


Bit 1 - DMA Enable - Read/Write 


When set, this bit allows DMA transfers to oc- 
cur. When reset, it prevents DMA transfers from occur- 
ring. When terminating a DMA transfer, this bit must be 
reset before resetting the DMA Mode Bit (Register 22, 
Bit 1). 


Bit 0 - Access Memory - Read/Write 


When set, this bit enables the microprocessor to 
access the buffer memory. The DMA Enable Bit must be 
reset, and the Direction Bit must be set when doing 
buffer memory reads and reset when doing buffer mem- 
ory writes. 


Stop Pointer (STP) Register - LSB - Address 29 
(Read/Write) 


The STP Registers contain the address of the 
last byte to be transferred to the buffer memory. This 
STP Register holds the LSB of the STP. This register 
must be written prior to writing the MSB (Register 2A). 


STP Register - MSB - Address 2A (Read/Write) 


This STP Register holds the MSB of the STP. 
Loading this location causes the STP (16 bit) to be up- 
dated to the new value now held within the STP Regis- 
ters. When DMA is in progress, the value of the STP 
must not be incremented by less than two. 


NOTE: Registers 2B to 2E have two parts. One 
part is the register itself, and the other part is a monitor 
register. When reading these registers, the value read is 
that of the monitor and not the register itself. In order to 
update the value in the monitor register to the present 
value of the actual register, a read of the Memory Buffer 
Control Register (Register 28) must be executed. This 
can be executed at any time while the DMA is in 
progress. Unlike the STP, either byte may be changed 
first, but the monitor register will not be changed until a 
read of Register 28 is performed. 
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Read Address Pointer (RAP) Register - LSB - 
Address 2B (Read/Write) 


The RAP Registers contain the address in the 
buffer memory that will be read on the next read cycle. 
This RAP Register contains the LSB of the next buffer 
read address. 


RAP Register - MSB - Address 2C 
(Read/Write) | 


This RAP Register contains the MSB of the 
next buffer read address. 


Write Address Pointer (WAP) Register - LSB - 
Address 2D (Read/Write) 


The WAP Registers contain the address in the 
buffer memory that will be written on the next write cy- 
cle. This WAP Register contains the LSB of the next 
buffer write address. 


WAP Register - MSB - Address 2E 
(Read/Write) 


This WAP Register contains the MSB of the 
next buffer write address. 


Processor/Buffer Register - Address 2F 
(Read/Write) | 


The Processor/Buffer Register allows the mi- 
croprocessor to access the buffer memory. It is important 
that the DMA Enable Bit (Register 28, Bit 1)-~is reset, 
and the Direction Bit (Register 28, Bit 2) is correctly 
written before accessing the memory. The procedure is 
as follows: 


A. To read information from the buffer: 


1. Stop all transfers from the peripheral con- 
troller and reset the DMA Enable Bit (Re- 
gister 28, Bit 1). 

2. Load the RAP (Registers 2B and 2C) with 
the buffer address to be read. 

3. Set the Direction Bit (Register 28, Bit 2). 

4. Set the Access Memory Bit (Register 28, 
Bit 0). 

5. Read the byte from the Processor/Buffer 
Register (Register 2F). The RAP will auto- 
matically increment after the byte has been 
read. 
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B. To write information to the buffer: 


1. Stop all transfers from the peripheral con- 
troller and reset the DMA Enable Bit (Re- 
gister 28, Bit 1). 

2. Load the WAP (Registers 2D and 2E) with 
the buffer address to be written. 

3. Reset the Direction Bit (Register 28, Bit 2). 

4. Set the Access Memory Bit (Register 28, 
Bit 0). 

5. Write the byte to the Processor/Buffer Re- 
gister (Register 2F). The WAP will automat- 
ically increment after the byte has been 
written to the buffer. 


External Control Register - Address 30 
(Read/Write) 


The External Control Register monitors the sta- 
tus of three input pins and controls the status of four out- 
put pins on the chip. 

Bit 7 - Not Used 
Bit 6 - LED/ - Read/Write 


When set, the open-drain LED/ Signal is driven 
low. Reading this bit reflects the status of this output. 


Bit 5 - D2 - Read/Write 


When set, the D2 Data Output Pin is driven 
high. Reading this bit reflects the status of this output. 


Bit 4 - D1 - Read/Write 


When set, the D1 Data Output Pin is driven 
high. Reading this bit reflects the status of this output. 


Bit 3 - DO - Read/Write 


When set, the DO Data Output Pin is driven 
high. Reading this bit reflects the status of this output. 


Bit 2 - ID2/ - Read Only 
This bit indicates the status of the SCSI ID2/ In- 
put Pin. The SCSI IDO/-ID2/ Input Pins may contain the 


SCSI ID or can be general purpose input pins. When set, 
this bit indicates that ID2/ is active. 
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Bit 1 - ID1/ - Read Only 


This bit indicates the status of the SCSI ID1/ In- 
put Pin. When set, this bit indicates that ID1/ is active. 


Bit 0 - IDO/ - Read Only 


This bit indicates the status of the SCSI IDO/ In- 
put Pin. When set, this bit indicates that IDO/ is active. 


Functional Description 


Reset Conditions 
Hardware Chip Reset 


The PORST/ Signal initializes the chip and 
clears all internal logic and control registers. This is 
a chip reset only and does not create a SCSI Bus reset 
condition. 


SCSI Bus RST/ Received 


When an active SCSI RST/ Signal is received, 
the IRQ/ Signal is asserted and the SCSI part of the chip 
is initialized. Registers 20 through 27 are cleared, but 
the Assert RST/ Bit (Register 21, Bit 7) remains 
unchanged. 


SCSI Bus RST/ Issued 


If the microprocessor sets the Assert RST/ Bit 
(Register 21, Bit 7), the RST/ Signal goes active on the 
SCSI Bus and an internal reset is performed. The SCSI 
part of the chip is initialized. Registers 20 through 27 are 
cleared, but the Assert RST/ Bit remains set. The RST/ 
Signal will continue to be active until the Assert RST/ 
Bit is reset or until a hardware reset occurs. 


SCSI and Peripheral Request Prioritization 


Both the SCSI interface and the peripheral con- 
troller can request a data transfer with the external 


buffer. When a DMA transfer is in operation, data is. 


transferred to the buffer. If both a peripheral request and 
a SCSI interface request occur at the same time, the pri- 
ority is given to the peripheral. The EXREQ/ Signal is 
sampled on the falling edge of CLKA/, and the internal 
53C80 core DMA Request (DRQ) Signal is sampled on 
the rising edge of CLKA/. If the EXREQ/ Signal is ac- 
tive before DRQ becomes active, the EXREQ/ will be 
serviced first and the SCSI interface request is comple- 
ted in the next available memory cycle. The DMA con- 
trol interleaves SCSI and peripheral transfers. The 
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peripheral requests are synchronous to the 53C300 clock 
(CLKA/, Pin 8), but the SCSI interface transfers are 
asynchronous. 


Pointer Operation in Data Transfers 
General Operation 


Data transfers to the external buffer are con- 
trolled by three data transfer pointers: STP (Registers 29 
and 2A), RAP (Registers 2B and 2C), and WAP (Regis- 
ters 2D and 2E). The STP controls the number of data 
bytes being transferred. The RAP contains the read ad- 
dress of the buffer, and the WAP contains the write ad- 
dress of the buffer. When a DMA transfer occurs, one 
source will use the RAP and the other will use the WAP. 
The STP determines when the transfer will stop. For ex- 
ample, during a target receive operation, when the WAP 
is equal to the STP, the End of DMA Transfer Bit (Regis- 
ter 25, Bit 7) will be set indicating that all data received 
from the SCSI Data Bus has successfully been written to 
the buffer memory. Both the RAP and WAP are automat- 
ically advanced after a byte has been read/written into 
the buffer. The direction of the transfer is determined by 


the value of the Direction Bit (Register 28, Bit 2). If the. 


Direction Bit is set, then data can be read from the 
buffer. If the Direction Bit is reset, then data can be writ- 
ten to the buffer. 


During initiator or target DMA send opera- 
tions, data is read from the buffer address as indicated by 
the current value of the RAP and latched in the Output 
Data Register (Register 20). During initiator or target 
DMA receive operations, data latched in the Input Data 
Register (Register 26) is written to the buffer address as 
indicated by the current value of the WAP. 


SCSI Operation 


When the SCSI Data Bus is ready to transfer 
data, an internal 53C80 core DMA Request (DRQ) Sig- 
nal will become active. The data transfers from the SCSI 
Data Bus to the buffer can continue until the RAP or the 
WAP is equal to the STP. If the RAP or WAP is equal to 
the STP, then the Equal Bit (Register 28, Bit 6) will be 
set. The internal 53C80 core End of DMA Transfer 
Process (EOP/) Signal will be asserted if the REOP Bit 
(Register 28, Bit 3) is set. If the REOP Bit is set and the 
Equal Bit becomes set, then this condition will set the 
End of DMA Transfer Bit (Register 25, Bit 7) and assert 
IRQ/ if the Enable EOP Interrupt Bit (Register 22, Bit 3) 
is set. If the EXREQ/ Signal becomes active during a 
SCSI transfer, the peripheral controller request will be 
completed during the next available memory cycle. 
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Peripheral Operation 


When the peripheral controller is ready to 
transfer data, it will assert EXREQ/. EXREQ/ must sat- 
isfy the setup time with respect to the CLKA/ Signal. 
Any current SCSI transfers will be completed. The peri- 
pheral controller request will be completed on the next 
available memory cycle. The buffer will be read/written 
at the current address indicated by the RAP or the WAP. 
If the internal 53C80 core DMA Request (DRQ) Signal 
becomes active during a peripheral controller transfer, 
then the SCSI transfer will be completed on the next 
available memory cycle. 


Microprocessor Access to Internal 
Registers 


The microprocessor interface is compatible 
with Intel’s 8-bit address/data multiplexed bus scheme. 
The microprocessor can read or write any of the internal 
registers to initiate SCSI Bus activity or to assert any one 
of the SCSI Bus signals. The microprocessor must write 
the desired register address to the Address/Data Bus 
(AD0-AD7, Pins 20-13), and then assert the PCS Signal. 
After the address has been latched on the falling edge of 
ALE, then a read or write can be executed by asserting 
the PRD/ Signal or the PWR/ Signal. For a register 
read, the data will appear on the Address/Data Bus after 
a read access time delay. For a register write, the data 


Electrical Characteristics 


D.C. Characteristics 


Absolute Maximum Stress Ratings 


SYMBOL PARAMETER 

Tstg Storage Temperature 

VDD Supply Voltage 

VIN Input Voltage 

*ESD Electrostatic Discharge 
(For all pads except SCSI) 

*ESD Electrostatic Discharge 


(For all SCSI pads) 


*Tested using the human body model—100pF at 1.5kQ 
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must satisfy the setup time before the rising edge of 
PWR’ to ensure that the data is properly written to the 
chip. 


Microprocessor Access to the Buffer 


The microprocessor can set up the buffer ad- 
dress pointers by accessing the internal registers as 
described above. Since the RAP, WAP, and STP Regis- 
ters contain 16-bit addresses, the microprocessor must 
write to the chip twice to change the addresses. The mi- 
croprocessor can monitor the DMA transfers by reading 
the RAP/WAP counters while the DMA is in progress. It 
can also advance the STP while a DMA transfer is taking 
place, but only by two or more. Access to the RAP/ 
WAP/STP while a DMA transfer is in progress does not 
have an adverse effect on the DMA throughput rate. 


The microprocessor can access a byte of data 
stored in the buffer by setting the Access Memory Bit 
(Register 28, Bit 0). The DMA Enable Bit (Register 28, 
Bit 1) must not be set. The RAP/WAP must be loaded 
with the correct address and the Direction Bit (Register 
28, Bit 2) must be set for a read and not set for a write. 
The data can be obtained by reading/writing the 
Processor/Buffer Register (Register 2F). The RAP/WAP 
will automatically be incremented after each byte is 
read/written. 


MIN MAX UNIT 
—55 150 °C 
—0.5 7.0 V 
VSS — 0.5 VDD + 0.5 Vv 
— 3000 3000 Vv 
— 4000 4000 V 
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Operating Conditions 


All timings and DC characteristics shall hold across the full range of temperature and voltage states below: 


SYMBOL PARAMETER MIN MAX UNIT 

VDD Supply Voltage 4.75 D205 V 

IDD Supply Current 0 25 mA 

Ta Operating Free-Air Temperature 0 70 x n 

za 

SRF Signal Rise/Fall Time (SCSI pins) 8.0 ns ae 
cc 
ja 


Microprocessor Interface Signals 





SYMBOL PARAMETER MIN MAX UNIT genpiion 
VIL Input Low Voltage VSS — 0.5 0.8 V 
VIH Input High Voltage 2.0 VDD + 0.5 V 
VOL Output Low Voltage VSS 0.4 V IOL = 3.20mA 
VOH Output High Voltage 2.4 VDD V IOH = —400uA 
IOL Output Low Current 4.0 mA VOL = 0.4V 
IOH Output High Current —2.0 mA VOH = VDD — 0.5V 
ITH Input High Leakage 0 10 pA VIN = VDD 
IL Input Low Leakage —10 0 pA VIN = VSS 
SCSI Signals 

TEST 
SYMBOL PARAMETER MIN MAX UNIT CONDITION 
VIL Input Low Voltage VSS — 0.5 0.8 V 
VIH Input High Voltage 2.0 VDD + 0.5 V 
VOL Output Low Voltage VSS 0.5 Vv IOL = 48mA 
VHYS Hysteresis 200 mV 
IOL Output Low Current 48 mA VOL = 0.5V 
IIL Input Low Leakage —10 0 pA VIN = VSS 
IIH Input High Leakage 0 10 pA VIN = VDD 
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Address Lines A0-A7 


SYMBOL 
VOL 
VOH 

IOL 


IOH 


PARAMETER MIN 
Output Low Voltage VSS 
Output High Voltage 2.4 
Output Low Current 4.0 
Output High Current —2.0 


Buffer Control and Address Lines 


SYMBOL 
VOL 
VOH 


VIL 


VIH 


IOL 
IOH 
HH 


IIL 


200 


PARAMETER MIN 
Output Low Voltage VSS 
Output High Voltage 24 
Input Low Voltage 
(HSDO-HSD7) VSS — 0.5 
Input High Voltage 
(HSDO-HSD7) 2.0 
Input Low Current 4.0 
Input High Current —2.0 
Input High Leakage 0 
Input Low Leakage —10 


MAX 
0.4 


VDD 


MAX 
0.4 


VDD 
0.8 


VDD + 0.5 


10 


TEST 
UNIT CONDITION 
V IOL = 4.0mA 
V IOH = —400uA 
mA VOUT = VSS 
mA VOUT = VDD 
TEST 
UNIT CONDITION 
V IOL = 4.0mA 
Vv IOH = —400uA 
V 
Vv 
mA VOL = 0.4V 
mA VOH = VDD — 0.5V 
pA VIN = VDD 
uA VIN = VSS 
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Miscellaneous Input and Output Pins 





TEST 
SYMBOL PARAMETER MIN MAX UNIT CONDITION 
VIL Input Low _ Voltage 
(PORST/, IDO-ID2/) VSS — 0.5 0.8 V 
VIH Input High Voltage 
(PORST/, IDO-ID2/) 2.0 VDD + 0.5 Vv 
7p) 
VOL Output Low Voltage (DO- 58 
D2) VSS 0.4 V IOL = 4mA ae 
a 
ja 
VOH Output High Voltage (DO- 
D2) 2.4 VDD V IOH = —400uA 
VOL Output Low Voltage 
(LED/) VSS 0.5 Vv IOL = 48mA 
IIH Input High Leakage 
(PORST/, IDO/-ID2/, TP/) 0 10 pA VIN = VDD 
IIL Input Low Leakage (Ex- 
cept ID0/ID2/, TP/) —10 0 pA VIN = VSS 
IIL Input Low Leakage (ID0/- 
ID2/, TP/) — 800 —50 pA VIN = VSS 
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A.C. Characteristics 


Microprocessor to Internal Register Read Timing 


as eS 


ALE Pulse Width 
Address Setup Time to ALE Low 
PCS Setup Time to ALE Low 
ALE Low to PRD/ or PWR/ Low 
Address Hold after ALE Low 
ALE Low to AO-A7 Address Valid 
PRD/ Pulse Width 

PRD/ Low to Valid Chip Data 
Data Hold after PRD/ 













ALE / \ 


14 7 
¢«—>|<____» 
PRD/ \ / 
OL Oe: ae 
noo107 RK) 
16 
+> 


AO-AT WD CC>OOOOo+_"* VALID ADDRESS 


<> 
PCS 7 asneemameniameneee 
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Microprocessor to Internal Register Write Timing 


ALE Pulse Width 

Address Setup Time to ALE Low 
Address Hold after ALE 

ALE Low to PRD/ or PWR/ Low 
PWR/ Pulse Width 

Data Setup to PWR/ Transition 
Data Hold after PWI/ 

PRD/ or PWR/ High to ALE High 
ALE Low to AO-A7 Address Valid 
PCS Setup Time to ALE Low 


ie) 
fo 
—_— © 
“3 = 
2S 
oc 
O.. 





PWR/ \ / 


Je oie peony +>} 
apo-an7 \\WSK ADDRESS WG 


YY 


+>} 


AO-A/ WWKC<&akR VALID ADDRESS 


T10 


PCS / 
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Peripheral to Buffer Read Timing 


i a eS 


EXREQ/ Stoo to CLKA/ Low 
CLKA/ Low to New Address Valid 
CLKA/ Low to OE/ Low 
EXREQ/ Hold after CLKA/ Low 
Period of CLKA/ 

CLKA/ Low to Address Invalid 
CLKA/ Low to OE/ High 















EXREQ/ 





MBOMBIS C\KWQWQW e882 4008855 


13 T/ 


>| <>} 
OE/ Nf 





204 NCR SCSI! Products 04/88 


Peripheral to Buffer Write Timing 


EXREQ/ Setup Time to CLKA/ Low 
CLKA/ Low to New Address Valid 
CLKA/ High to WR/ Low 

CLKA/ Low to Address Invalid 


7) 
b~ 
wows Cod 
Le 
aS 
[a 
ou 


Width of WR/ Pulse 
CLKA/ Low to WR/ High 
Data Setup to WR/ High 
Data Hold from WR/ High 





* (One-half of the period of CLKA/) - 10ns 
** One half of the period of CLKA/ 
** These timings depend on the characteristics of the memory device 
being used 


CLKA/ 


EXREQ/ 


MBO-MB15 


WR/ 





HSDO-HSD7 XW iiwwww» VALID DATA 
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Appendix 


Data Transfer Request Prioritization 


\ 
risi 
CLKA/ rare . edge 
‘ 
EXREQ/ —\ |) a ae 







DRQ 


i] 
‘ 
| 
4 
4 
(internal signal) , 
4 


SSS 


DACK/ 


‘ 
Cinternal signal) 


> 


peripheral transfer scsi transfer 


EXREQ/ is sampled on the falling edge of CLKA/. DRQ indicates an SCSI data transfer 
request. The DRQ Signal (internal to the chip) is sampled on the rising edge of CLKA/, 


CLKA/ age edge 


EXREQ/ 


4 
4 
4 
4 
4 
4 
‘ 
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4 
4 
4 
A 
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| 


DRQ 


DACK/ 
Cinternal signal) 


\ 
\ 
4 
( 
‘ 
4 





4 
\ 
\ 
4 
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4 
t 
\ 
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4 
‘ 
4 
4 
‘ 
4 
4 
\ 
t 
4 
4 
‘ 


, <—________——_——-—-—~ , «> 
peripheral transfer scsi transfer 
When an EXREQ/ is clocked on a falling edge of CLKA/ and a DR@ is clocked on 


the rising edge, priority is given to the signal that is detected first. When the EXREQ/ 
is given priority, the DRQ will be serviced after two clock cycles. 
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rising 


falling 
CUA KN NE NY 


-_ - > - - 






DRQ 
(Internal Signal) 


2Y.| 6! (eer ne 


(Internal Signal) 


EXREQ/ 





-a- weare@wewten-z wrwrwrewewrwtewe « wrwe@wreaeer@eweereeweewe and 


=> p> > a =~ =a sp a pS 


<_____-> 
_ scsi transfer ‘ peripheral transfer 


When a DRQ is clocked on a rising edge of CLKA/ and an EXREQ/ is clocked on 
the falling edge, priority is given to the signal that is detected first. When the DRQ 
is given priority, the EXREQ/ will be serviced after one clock cycle. 
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PERIPHERAL INTERFACE 
CLKA/ HSDQ-HSD7 EXREQ / 
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CONTROL REGISTER 
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— SCSI INTERFACE BUFFERS 
ces (ADDRESS 28) 
Peay oe 53C80 INTERNAL REGISTERS teenten 
SIGNALS (ADDRESS 20 TO 27) aa 
BUFFER 
INTERFACE 
PCS L_ [| INTERNAL CONTROL LOGIC + sais 
pwr/[ > 
PRD/T || PROCESSOR BUFFER REGISTER =» 
fs TIMING MEMORY/ 
PORST/ |__) = (ADDRESS 2F) LOGIC ADDRESS 
BUS 
IRQ/<. | 
ADO-AD7 773 
ADDRESS/DATA BUS 
/8/ /8/ 
ADDRESS EXTERNAL CONTROL 
ALE [> 
LATCH REGISTER (ADDRESS 30) 


DETECT 
LOGIC 





pP INTERFACE 
CHIP BOUNDARY 


ADA/ IDO/-ID2/ LED/ + DOD2 


WBISeIG MOLT Beg 


Register Summary 


READ 
CURRENT SCSI DATA = (20) 
7 6 585 43 2 1 «0 


SDB7/... SDBO/ 
INITIATOR COMMAND (21) 


7 6 5 43 2 1 «0 


ASSERT DATA BUS 
ASSERT ATN/ 
ASSERT SEL/ 
ASSERT BSY/ 
ASSERT ACK/ 
LOST ARBITRATION 
ARBITRATION IN PROGRESS 
ASSERT RST/ 


MODE (22) 
7 6 5 43 2 


ARBITRATE 
DMA MODE 
MONITOR BUSY 
ENABLE EOP INTERRUPT 
ENABLE PARITY INTERRUPT 
ENABLE PARITY CHECKING 
TARGET MODE 


TARGET COMMAND (23) 
7 6 5 43 2 1 0 


ASSERT 1/O/ 
ASSERT C/D/ 
ASSERT MSG/ 
ASSERT REQ/ 
LAST BYTE SENT 


CURRENT SCSI BUS STATUS (24) 
76 5 43 2 1 «0 
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WRITE 
OUTPUT DATA (20) 


76 5 43 2 1 «0 


SDB7/ ... SDBO/ 
INTIATOR COMMAND (21) 


ASSERT DATA BUS 
ASSERT ATN/ 
ASSERT SEL/ 
ASSERT BSY/ 
ASSERT ACK/ 


TEST MODE 
ASSERT RST/ 


MODE (22) 
7 6 5 43 2 


MONITOR BUSY 
ENABLE EOP INTERRUPT 
ENABLE PARITY INTERRUPT 
ENABLE PARITY CHECKING 
TARGET MODE 


TARGET COMMAND (23) 
7 6 5 43 2 +1 =«+0 


ASSERT |/O/ 
ASSERT C/D/ 


ASSERT MSG/ 
ASSERT REQ/ 


SELECT ENABLE (24) 


SCSI ID 7 
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READ 


BUS AND STATUS (25) 
7 6 5 43 2 1 «0 


ACK/ 
ATN/ 
BUSY ERROR 
PHASE MATCH 
INTERRUPT REQUEST ACTIVE 
PARITY ERROR 
DMA REQUEST 
END OF DMA TRANSFER 
INPUT DATA (26) 
7 6 5 43 2 +1 =+0 


SDB7/ ... SDBO/ 
RESET PARITY / INTERRUPT (27) 


76 5 43 2 1 ~«0 


[x [x [x] x] x] x x 


MEMORY BUFFER CONTROL (28) 
76 5 43 2 1 =«0 


ACCESS MEMORY 
DMA ENABLE 
DIRECTION 
EOP 


ENABLE ATTENTION INTERRUPT 
STATUS OF ATN/ SIGNAL 


EQUAL 
SCSI TRANSFERS STARTED 
STP (LSB) (29) 
7 6 5 43 2 1 «0 


STP7 ... STPO 
STP (MSB) (2A) 
7 6 5 43 2 1 «0 


[TT TTT | 


STP15 ... STP8 





WRITE 


START DMA SEND (25) 
76 5 43 2 1 ~«0 


EIEEa EERE) 


START DMA TARGET RECEIVE (26) 
76 5 43 2 1 =«0 


XO SL Is | 


START DMA INITIATOR RECEIVE (27) 
76 5 43 2 1 ~«0 
xf x [x] x] x] x] x] x 
MEMORY BUFFER CONTROL (28) 
76 5 43 2 1 =O 


ACCESS MEMOR 
DMA ENABLE 
ieeaaa tia 


REO 
ENABLE ATTENTION INTERRUPT 


STP (LSB) (29) 
76 5 43 2 1 «0 


age eee 


STP7 ... STPO 
STP (MSB) (2A) 
76 5 43 2 1 «0 


STP15 ... STP8 


X = DONT CARE 
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READ 


RAP (LSB) (2B) 
7 6 8 43 2 1 «0 


RAP7 ... RAPO 


RAP (MSB) (2C) 
7 6 5 43 2 1 ~+0 


RAP15 ... RAP8 
WAP (LSB) (2D) 
76 5 43 2 1 =«0 


ahs 


WAP7 ... WAPO 
WAP (MSB) (2E) 
76 585 43 2 1 «0 


WAP'15 ... WAP8 
PROCESSOR/BUFFER (2F) 
7 6 5 43 2 1 ~«0 


HSD7 ... HSDO 
EXTERNAL CONTROL (30) 
7 6 
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WRITE 


RAP (LSB) (2B) 
7 6 5 43 2 1 «0 


RAP7 ... RAPO 


RAP (MSB) (2C) 
76 5 43 2 +1 «0 


RAPIS ... RAP8 
WAP (LSB) (2D) 
7 6 5 43 2 1 «0 


Skee 


WAP7 ... WAPO 
WAP (MSB) (2E) 
76 5 43 2 1 =O 


WAP1S ... WAP8 
PROCESSOR/BUFFER (2F) 
76 5 43 2 1 «0 


HSD7 ... HSDO 
EXTERNAL CONTROL (30) 


76 5 43 2 1 ~0 
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84 Pin PLCC Mechanical Drawing 


Note: All units are 1/1000 inches 


990+5 





SEATING 
PLANE 







BOTTOM VIEW 


SIDE VIEW 
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53C400 SCSI HOST ADAPTER 


The NCR 53C400 SCSI Host Adapter is a 
68-pin CMOS integrated circuit designed to interface the 
Small Computer Systems Interface (SCSI) Bus to an 
IBM PC, XT, AT or PS/2 Model 30 I/O channel bus. 
This high performance host adapter retains software 
compatibility with the NCR 5380/C80 SCSI chip while 
providing improved asynchronous bus performance, 
data buffering to match speeds and minimal external 
support logic. The 53C400 also provides special high- 
current output drivers capable of sinking 48 mA at 
0.5 V, thereby allowing for direct connection to the SCSI 
Bus. 


The 53C400 provides an eight-bit data interface 
for the IBM PC family. It communicates with the host 
microprocessor aS a memory-mapped device and does 
not require the use of I/O address space. Base memory 
address is switch selectable between eight choices. 


Data transfer is accomplished via Programmed 
Input/Output (PIO) operation from (to) the host memory 
to (from) the host adapter. DMA is not used. In order to 
match speeds between the SCSI and the host bus, two in- 
dependent 128-byte data buffers are included in the 
53C400. Therefore, simultaneous loading and unloading 
of these data buffers can occur from both the interfaces. 
Hence, data can be burst in excess of 1 Mbyte/s. 
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Six interrupt levels are programmable for the 
PC, XT and AT computers, while interrupt sharing as 
required by the PS/2 Model 30 system is supported. A 
non-interrupting operation of the host adapter is also 
supported. 


In order to ease the development of programs 
for the host adapter, the 53C80 register set is available. 
Also, a Control/Status Register, a Block Counter and a 
Switch Register have been included to facilitate the oper- 
ation of the chip. An internal 64-byte RAM is also avail- 
able for scratchpad space. 


The 53C400, along with an external BIOS 
ROM module, can be a total solution for a host adapter. 
Address decoding is provided for an external static 
RAM up to 1.5 Kbytes. Convenient enabling signals 
such as RAMSEL, ROMSEL, SWSEL and DRVSEL 
are provided. 


The 53C400 is available in a 68-pin Plastic 
Leaded Chip Carrier (PLCC) package. 


The 53C400 Product Manual will be available 
the second quarter of 1988. 
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Pin Diagram 
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ASELO CO ~] SATN/ 
ASEL1 C -] SBSY/ 
ASEL2 CO -] scsi_vss 
vop O -] SACK/ 
p7 O -] SRST/ 
be O -] SMSG/ 
pds. T] SSEL/ 
D4 LU NCR 53C400 1 SC/D/ 
vss O SCSI HOST ADAPTER TI scsi_vss 
D3 LJ | | SREQ/ 
p2 O 68-PIN PLCC Piey 
pi O -] osc 
po O ry iow 
ck O -] SMEMW/ 
RESET CO ~] SMEMR/ 
AEN r] Aig 
Ao O r] A18 
TOOODOCOOOOOCOOoOoo oO 
<<2@e2eeC LC fSrseeseees 
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85C20 ERROR-CORRECTING CODE CHIP 


Introduction 
General Description 


The NCR 85C20 integrated circuit is a low- 
cost, high-performance, error-correcting code (ECC) IC 
which efficiently implements a high-performance Reed- 
Solomon code. This class of error-correcting codes was 
first discovered over twenty-five years ago, but has only 
recently become economical to implement. The NCR 
85C20 IC represents a new step forward in implementa- 
tion efficiency, translating to lower cost, which has been 
accomplished with proprietary techniques developed by 
Data Systems Technology, Corp. (DST). 


The NCR 85C20 IC is targeted for optical and 
magnetic storage applications, as well as a wide range of 
communications applications. Currently, considerable 
interest in the NCR 85C20 IC is coming from manufac- 
turers of 5.25 inch optical disk drives and controllers; 
the codes implemented in the NCR 85C20 IC have been 
endorsed by U.S., Japanese, and international standards 
committees as the recommended codes for 5.25 inch op- 
tical storage devices. Interest from the magnetic disk and 
tape communities is also increasing, now that the optical 
storage industry has shown that high-performance error 
correction is feasible for low-cost devices. A segment of 
the magnetic disk industry is expected to use the NCR 
85C20 IC to cut the cost of media, testing, and support 
by handling higher defect densities. 


Error-correction functions are divided between 
the NCR 85C20 IC and companion software routines. 
The IC generates ECC redundancy bytes (and CRC re- 
dundancy bytes, if the optional CRC code is used) dur- 
ing writes and ECC remainder bytes (and CRC residue 
bytes, if used) during reads. The software routines per- 
form algorithms on the ECC remainder bytes to deter- 
mine error locations and values and correct the errors. 
The CRC residue bytes (if used) are adjusted and 
checked for zero to verify the error locations and values. 
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Features Summary 


Some of the features of the NCR 85C20 IC are 


outlined below. 


Transforms a high raw error rate into a low 
corrected error rate at low cost. 


Makes feasible fast ‘‘on-the-fly”’ error cor- 
rection using a long-distance Reed-Solomon 
code. 


Supports data transfer rates up to 32 mega- 
bits per second. 


Supports three to ten interleaves per physical 
sector. 


Implements ECC and CRC codes endorsed 
by U.S., Japanese, and international stan- 
dards committees for optical storage applica- 
tions. 


Supports variable redundancy from two to 
sixteen bytes per interleave in two byte incre- 
ments. 


Logical sectors of arbitrary length can be 
made up of multiple contiguous physical 
sectors. 


Flexible implementation alternatives make 


the NCR 85C20 IC ideal for many applica- 
tion areas. 
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Block Diagram 


Control/Counter Logic 





















































CLOCK: ee 0 
1 Syndrome Non-Zero ECC Error 
Status for 
DIVIDE BY 2 TO-T3 interleave 
aio Clock 0-9 
Control 
ACK Gated Clock 
Interleave 
Counter COMPARE 
‘ DG (Data/Control/CRC/ECC Time) Q 
a Gate PG (Control Pointer Time) EQ 
Control [— CG (CRC Time) LR CLR CLK 
DATA_GATE RG (ECC Time) . 
SG (Status Time) 
Redundancy 
Transfer 
Interleave 
Byte Pcie Counter Counter 
Counter ounter EN TT 
LD CLK D LD LD CLK D 
RG 
Byte Control interleave Transfer 
Count Reg. Count Reg. Count Reg. Count Reg. 
pP_DATA Driver/ aes fo ae im 
(7:0) Peceivér SE Gee ret CO eee Comme 
pP_RD pP Control 
pP WRT & Address 
zP_CS Counter PATENT PENDING 
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STATUS 
Option : ‘ 
Register Option Bits | 
04/88 


Data Flow 


/ 
/ 
\ 

ie) 

~— 

— oO 

SEQ_DATA Sa 

cc 

a. 





DMA_DATA 
(7:0,P) 





RDeLMe(CG +RG) 
SEQ REQ SEQ_ACK 
0 BFR_ACK pma_ [7~BFR_REQ 
wP_ACK—4t Control Po #P_REQ 
CG,RG,SG,RD ACK 
Option Bits DOE,SOE,POE 


uP_DATA / ° 
7:0) h yP_BUS 
BBE ,P_RD PATENT PENDING 
0 
FIFO 
1 


WRT 
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Configuration Examples 






SEQUENCER 











ee Reeeeenaet , 
eee MOK | 






ACK REQ REQ ACK 







—_—_—S 


DMA CONTROL 


MICROPROCESSOR 


Listen Mode When Transferring Remainder/Status Bytes to Microprocessor Port 
Note: For both read and write, data of consecutive sectors will be non-contiguous since requests must be 


made of the buffer’s DMA controller to transfer the CRC/ECC residue/redundancy bytes to and from the 
sequencer. 
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SEQUENCER 






NCR 85C20 


CER_GATE 


Je] 
_— 
awn CO 
ie 
aS 
c 
a. 









DMA CONTROL BUFFER REQ ACK PRC RW 


cs — 
R/W ACK REQ iz 


MICROPROCESSOR 








Listen Mode When Transferring Remainder/Status Bytes to Buffer Port 


Note: For both read and write, data of consecutive sectors will be non-contiguous since requests must be 
made of the buffer’s DMA controller to transfer the CRC/ECC residue/redundancy bytes to and from the 
sequencer. The CRC residue, ECC remainder, and status bytes will be in a separate area of buffer RAM 
since an independent DMA channel is used to transfer them. 
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BFR SEQ iS 
NCR 85020 SEQUENCER 


REQ REQ fe | nea 


ACK ACK Ll ACK 
CS, 
REQ ACK PRC R/W 


MICROPROCESSOR 


Transparent Mode When Transferring Remainder/Status Bytes to Microprocessor Port 


















ACK REQ REQ ACK 














—~ 





BUFFER 





DMA CONTROL 







CS, 
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DATA 


os 
ADDRESS 
poe 








BFR 
NCR 85C20 

REQ REQ 

ACK ACK 









CS, CS, 
R/W REQ ACK PRC R/W 
A 







CK REQ REQ ACK 






7] 
~ 
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ie 
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cc 
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DMA CONTROL BUFFER 


CS, 
R/W ACK REQ 





MICROPROCESSOR 


Transparent Mode When Transferring Remainder/Status Bytes to Buffer Port 


Note: A variation of this configuration is shown by the dashed line and selection of 
XFR_REM REM WITH _BFR_REQ mode. This would eliminate the requirement for another DMA channel, 
but would result in the read data from consecutive sectors being non-contiguous in the buffer, with each 
sector’s data bytes followed by its ECC remainder bytes. 
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Pin Information 
Pin Descriptions 


References to CRC are understood to apply only when the optional CRC code is selected. 


Symbol Type Description 

CLOCK I The bit clock. If the divide-by-two option is chosen, the frequency of this input must be 
equal to or greater than the bit rate. If the divide-by-two option is NOT chosen, it must be 
equal to or greater than one-half the bit rate. 

RD_WRT/ I An input which places the IC in the Read Mode if high or the Write Mode if low. 

DATA GATE I An input which defines the beginning of the data for which the ECC redundancy bytes are 
to be calculated. DATA_GATE must be deasserted prior to the assertion of BFR_ACK for 
the last check byte of a sector. The first assertion of BFR ACK following the assertion of 
DATA_GATE defines the beginning of data. 

CER_GATE O A high-active output asserted during CRC redundancy time and ECC redundancy time. In 
the Listen Mode, it can be used to block the output from the buffer while the NCR 85C20 
IC is outputting the write CRC/ECC redundancy bytes. It can also be used during reads to 
block writing the read CRC residue/ECC redundancy bytes to the buffer. During Diagnos- 
tic and Listen modes, this output is forced inactive. 

ERROR/ O A low-active output asserted if the IC detects any parity error, hardware error, ECC error, 
or CRC error. 

BFR DATA I/O A nine-bit wide port for data to and from the data buffer. Parity may optionally be gener- 
ated and checked. 

BFR REQ O An output for requesting the transfer of data from the buffer. 

BFR_ACK I An input to acknowledge the request and gate data onto the data bus. 

SEQ DATA 1/O A nine-bit wide port for data to and from the sequencer. Parity may optionally be generated 
and checked. 

SEQ REQ I An input from the sequencer to request the transfer of data. 

SEQ ACK O An output to the sequencer to acknowledge the request and gate data onto the sequencer 
bus. 

PRC DATA 1/O A eight-bit wide port for transferring configuration data to or from the microprocessor and 
CRC residue bytes, ECC remainder bytes, and status bytes to the microprocessor if the 
XFR_ REM TO BER bit is reset. This port also transfers control pointer bytes if the con- 
trol pointer count is non-zero and the XFR_REM_ TO _ BER bit is reset. 

PRC REQ O An output for requesting the transfer of CRC residue bytes, ECC remainder bytes, and sta- 
tus bytes (and control pointer bytes, if used) via the PRC DATA port if the 
XFR_REM_ TO _ BFR bit is reset, or via the BFR_DATA port if the XFR_-REM TO BFR 
bit is set. 
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Symbol Type Description 


PRC ACK I An input to acknowledge the request for CRC residue bytes, ECC remainder bytes, and 
status bytes (and control pointer bytes, if used) and to gate them onto the appropriate bus. 
PRC _ CS/ I A low-active chip select input used for selecting the IC during configuration writes and 
reads. 
PRC_WE/ I A low-active write enable input used for writing the configuration registers. 
PRC_RD/ I A low-active read enable input used for reading the configuration registers. ra 
nS 
VDD I Voltage supply. AS 
a 
VSs I Ground. 





Pin Configuration 


B B BB B B BB B 
F oF F F F F F F F 
R R R RR R RR AS 
p. (oD. DD BD br ipe-q 
A A A A A A A A A 
fF °F OT FT a Cae a a =| 
A A A A A A A A AE 
(P) (7) (©) 6) 4 Vss (3) @ (1) © Q 


BFR ACK SEQ ACK 


BFR REQ SEQ DATA(P) 
CER GATE SEQ _DATA(7) 


PRC_DATA(7) SEQ _DATA(6) 


Vss Vss 


PRC_DATA(6) (TOP VIEW) SEQ _DATA(5) 
PRC_DATA(5) SEQ _DATA(4) 
PRC_DATA(4) SEQ _DATA(3) 
PRC_DATA(3) SEQ DATA(2) 
PRC_DATA(2) SEQ _DATA(1) 


PRC_DATA(1) SEQ _DATA(0) 





P P P P P Vp P CR DE 
R R RR R R tL D A R 
EG. AC. 36> “iC Cc oO - TR 
a ae oe - C W AO 
DR WC A R K R - R 
A E E § C D T G / 
TG. F Ye K / / oA 
A iT 
(0) E 


NCR SCSI Products 04/88 223 


Pin Diagram (Prototypes) 
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BFR_ACK SEQ_ACK 
BFR_REQ Sees | 
RDN_GATE 9 aces 
BFR7 10 SEQ6 
yoo 11 VSS3 
EPheh aa We NCR 85C20 SEQS 
BFR5 13 Sead 
BFR4 14 | SEO3 
BFR3 — 15 SAS 
BFR2 16 | SEQ1 
BFR1 17 SEQO 
18 19 20 21 22 23 24 25 26 27 
SREPBS REE BSE 
SPP EHR B's 2S 
mags g*3 "3B 
Og Ox w w 
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Registers 


Configuration Registers 


The IC is configured by writing six bytes to the 


microprocessor port. This establishes the following pa- 
rameters and modes of operation: 


follow. 


Listen/Transparent Mode 
Normal/Diagnostic Mode 

Remainder Transfer Mode 

Enable/Disable Bus Parity Checking 
Request/Acknowledge Polarities 

Data Gate Polarity 

Normal/Divide-By-Two Clock 

Number of Data Bytes per Data Field 
Number of Control Bytes per Control Field 
Number of Interleaves 

Number of ECC bytes per Interleave 
Enable/Disable CRC Code 

Enable/Disable ECC Feedback During Re- 
dundancy Time 


Complete details of the five configuration bytes 


Configuration Register 1 


Bit 


7 


NCR SCSI Products 


RESET: Clears all control and error latches. 
RESET ERRORS: Clears all error latches. 


INITIALIZE: This bit must be set to allow the 
internal configuration register pointer to point to 
register 2; otherwise the pointer will remain 
pointing to byte 1. The state of the configuration 
register pointer at power-up is indeterminate; 
writing five consecutive hex 80 values to the mi- 
croprocessor port will assure that the pointer is 
pointing at register 1. 


READ STATUS: When this bit is set, a micro- 
processor read sequence will read the two status 
registers instead of the configuration registers. 
The first read will input status register 1 and the 
second, status register 2. 


04/88 


Bit 


Bit 


i 


DIAGNOSTIC MODE: When this bit is set, 
during writes ECC redundancy bytes input from 
the buffer will be passed to the sequencer instead 
of those generated by the IC; during reads the 


~ ECC redundancy bytes input from the sequencer 


will be output instead of the ECC remainder 
bytes generated by the IC. 


INTERLEAVE COUNT 2-0: 


NUMBER OF 
INTERLEAVE COUNT INTERLEAVES 
0 3 
1 4 
Z 5 
3 6 
4 7 
5 8 
6 9 
fi 10 


Configuration Register 2 


LISTEN MODE: If this bit is set, listen mode is 
enabled, otherwise transparent mode is enabled. 


XFR_REM ON ERR: If this bit is set, the CRC 
residue bytes, ECC remainder bytes, and status 
bytes will be transferred starting when a non- 
zero CRC residue byte or ECC remainder byte is 
encountered. 


XFR_REM_ TO BFR: If this bit is set, the CRC 
residue bytes, ECC remainder bytes, and the sta- 
tus bytes (and control pointer bytes, if used) will 
be output from the buffer port instead of the mi- 
croprocessor port. 


XFR_ REM WITH _BFR_REQ: If this bit is set, 
requests to transfer CRC residue bytes, ECC re- 
mainder bytes, and status bytes (and control 
pointer bytes, if used) during reads will be di- 
rected to the BFR_REQ output instead of the 
PRC_REQ output. The acknowledge will still be 
expected on the PRC ACK input. The 
XFR_ REM TO BER bit must be set and the 
LISTEN MODE bit must be reset or else this bit 
is overridden. 
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Bit 


0 


DELAY SEQ ACK: If this bit is set and trans- 
parent mode is being used, then during redun- 
dancy time the deassertion of SEQ ACK is 
delayed for one-half to one-and-one-half internal 
clock periods from the deassertion of SEQ REQ. 
Otherwise SEQ ACK will be deasserted imme- 
diately upon the deassertion of SEQ REQ. 


BFR PARITY CHECK: This bit enables check- 
ing of parity of input data on the buffer port. 


SEQ PARITY CHECK: This bit enables check- 
ing of parity of input data on the sequencer port. 


NOT_USED: Must be zero. 


Configuration Register 3 


Bit 


7 
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BFR_REQ HI ACT: Setting this bit defines the | 


active state of the buffer request BFR REQ as 
high active. 


BFR _ACK_ HI ACT: Setting this bit defines the 


active state of the buffer acknowledge 
BFR_ACK as high active. 


SEQ REQ HI ACT: Setting this bit defines the 
active state of the sequencer request SEQ REQ 
as high active. 


SEQ ACK HI-ACT: Setting this bit defines the 
active state of the sequencer acknowledge 
SEQ ACK as high active. 


PRC REQ HI ACT: Setting this bit defines the 
active state of the microprocessor request 
PRC _ REQ as high active. 


PRC ACK HI ACT: Setting this bit defines the 
active state of the microprocessor acknowledge 


~PRC_ACK as high active. 


DATA GATE HI ACT: Setting this bit defines 
the active state of the DATA_GATE input as high 
active. 


ENABLE FEEDBACK: Setting this bit enables 
feedback during ECC redundancy time of a read. 


Configuration Register 4 


Bit 


i 


4-0 


SYNCHRONOUS ACK: If this bit is set, the 
BFR_ACK signal must be synchronous with the 
input clock. If this bit is reset, BFR ACK is in- 
ternally synchronized with the input clock result- 
ing in a one-half to one-and-one-half clock delay 
in processing the data byte. 


NO _ CRC: If this bit is set, no CRC bytes will be 
calculated or output by the IC. 


BURST: If this bit is set, burst transfers to/from 
the FIFO will be enabled. PRC REQ or 
BFR_REQ, as appropriate, will remain asserted 
as long as the FIFO is not full/empty. Assertion 
of the respective ACKnowledge will not cause 
the REQuest to be deasserted. 


CONTROL COUNT 4-0: This field is the five 
bits of the control pointer byte count. The value 
loaded is the length of the control pointer field, 
zero to thirty-one. The control pointer field is ap- 
pended to the end of the data field and prior to the 
CRC/ECC field. It is transferred with the same 
REQuest-ACKnowledge signals that are selected 
to transfer the CRC/ECC field. 


Configuration Register 5 


Bit 


7 


6-4 


DIVIDE BY _2: If this bit is set, the input clock 
will be divided by two. 


TRANSFER COUNT 2-0: This field allows less 
than the maximum number of sixteen ECC re- 
dundancy bytes per interleave to be transferred. 


NUMBER OF ECC 


TRANSFER REDUNDANCY BYTES 
COUNT TRANSFERRED 
0 Ps 
l 4 
2 6 
3 8 
4 10 
5 12 
6 14 
7 16 
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Bit 


3-0 BYTE COUNT 11-8: This field is the four high- 
order bits of the data byte count. The value 
loaded is the four high-order bits of (N-2) where 
N is the number of data bytes, not including any 
control pointer bytes. 


Configuration Register 6 
Bit 


7-0 BYTE COUNT 7-0: The eight low-order bits of 
the data byte count. The value loaded is the eight 
low-order bits of (N-2) where N is the number of 
data bytes, not including any control pointer 
bytes. 


Status Registers 


Following the transfer of the ECC remainder 
bytes during a read, two bytes of status information are 
transferred. 


Status Register 1 
Bit 


7-0 ECC ERROR: One or more of the ECC remain- 
der bytes was non-zero for interleaves 7 to 0 re- 
spectively. 


Status Register 2 
Bit 


7 SUMMARY ERROR: Indicates that at least one 
other bit of one or both of the status registers is 
non-zero. 


6 SHIFT REGISTER ERROR: A hardware error 
occurred in one of the internal shift registers. 


5 TRANSFER OVERRUN: During a write, an at- 
tempt was made to read from the FIFO but it was 
empty. During a read, an attempt was made to 
write to the FIFO but it was full. 


4 SEQ PARITY ERROR: A parity error was de- 
tected on data being input on the sequencer port. 


3. BFR PARITY ERROR: A parity error was de- 
tected on data being input on the buffer port. 
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Bit 


2 CRC ERROR: One or more of the CRC residue 
bytes was non-zero. 


1-0 ECC ERROR: One or more of the ECC remain- 
der bytes was non-zero for interleaves 9 to 8 re- 
spectively. 


Functional Description 
IC Functional Specifications 
Data rate: Maximum 32 megabits per second. 


Interfacing: Parallel I/O to buffer, sequencer, and micro- 
processor. 


ECC Code type: Interleaved Reed-Solomon code of de- 
gree sixteen. 


CRC Code type: Degree four Reed-Solomon code oper- 
ating on EXCLUSIVE-OR sum of bytes across inter- 
leaves. 


Number of interleaves: Three to ten. 
Number of errors corrected per interleave: 


Guaranteed: one-half the number of ECC re- 
dundancy bytes used; one to eight. Many error 
events with more symbol-errors (up to the num- 
ber of ECC redundancy bytes used) may be 
corrected if special software algorithms are 
used. 


Sector sizes accommodated: 


Up to the number of interleaves used multiplied 
by 239, minus four if the optional CRC code is 
used. Arbitrarily large logical sectors may be 
generated by writing multiple physical sectors 
back-to-back. 


Raw error event rate accommodated: 


Using 512-byte, three-interleave sectors, up to 
1.E-4 events per bit, depending on burst-length 
distributions and randomness of error events. 
Some configurations can accommodate a raw 
error event rate greater than 1.E-4. 
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Corrected error rate: 


Excluding hardware failures, less than 1.E-13 
uncorrectable events per bit for 512-byte, 
three-interleave sectors and a raw error rate of 
1.E-4 events per bit in which each error event 
affects a single random byte. 


Undetected error rate: 


Using the ECC code and the CRC code, ap- 
proximately 1.9E-32 undetected erroneous data 
events per bit, given the same sector size, raw 
error rate, and random distribution and exclud- 
ing hardware failures. 


IC Operation 
General IC Operation 


During writes, the NCR 85C20 IC computes 
the check bytes (CRC and ECC redundancy bytes) while 
the data bytes are being written and then appends the 
bytes at the end the data field. For reads, the check bytes 
are recomputed and then compared with the check bytes 
read from the device. The difference (CRC residue and 
ECC remainder bytes, also called syndromes), if any, is 
output with the status bytes so that the errors can be 
located, evaluated, and corrected by the software 
algorithms. 


The NCR 85C20 IC has two modes that it oper- 
ates in, transparent and listen. For the transparent mode 
the NCR 85C20 IC is placed between the data buffer and 
the sequencer and functions similar to a transceiver. The 
transfer of check bytes and syndromes is isolated from 
the data buffer bus thereby allowing multiple sectors of 
data to be placed contiguously in the data buffer. 


For the listen mode the NCR 85C20 IC, the 
data buffer, and the sequencer are all connected to the 
same bus. The IC monitors the transfer of the data bytes 
and then outputs the check bytes and syndromes at the 
appropriate time. 


The data field is treated by the NCR 85C20 IC 
as two sub-fields, system data followed by control 
pointer data. The system data are stored in the data 
buffer while the control pointer data, syndromes and sta- 
tus may be stored either in the controller’s microproces- 
sor memory or in a different area of the data buffer. 
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IC Interface 


The NCR 85C20 IC’s interface is comprised of 
three byte-wide data ports with associated controls, three 
input control lines and two output status lines. The three 
data ports connect to the buffer, sequencer, and micro- 
processor. . 


The buffer port receives data from the data 
buffer (during writes) and outputs data to the data buffer 
(during reads). 


The sequencer port outputs data to the sequen- 
cer (during writes) and receives data from the sequencer 
(during reads). The sequencer port is not used in the lis- 
ten mode. 


The microprocessor port is written to by the mi- 
croprocessor to configure the IC and may be read to ver- 
ify the configuration registers or read the status 
registers. The microprocessor port outputs the CRC res- 
idue bytes, ECC remainder bytes, and status bytes (and 
control pointer bytes, if used) during reads if the 
XFR REM TO BFR mode is not used; if the 
XFR REM TO BFR mode is used, the buffer port out- 
puts the CRC residue bytes, ECC remainder bytes, and 
status bytes (and control pointer bytes, if used). 


Control Pointer Field 


The control pointer field can be zero to thirty- 
one bytes in length. It is placed immediately following 
the system data and is protected by the CRC code (if 
used) and the ECC code. The same port and DMA con- 
trols that transfer the syndromes and status bytes also 
transfer the control pointer field bytes. Note that the data 
byte count does not include control pointer bytes. 


FIFO 


An internal twelve-byte FIFO is used to pre- 
fetch the control pointer bytes during writes and to 
buffer the control pointer bytes, syndromes and status 
bytes during reads. 


Since the FIFO is dynamic, the prefetch of the 
control field is delayed until there are sixty-three or 
fewer bytes of system data remaining to be written. 


Read Mode operation is internally latched until 
the FIFO is empty even when the read is completed. 
Therefore the FIFO must be fully emptied or the IC reset 
prior to the next read or write. 
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Transparent/Listen Modes 


When used in the transparent mode, the NCR 
85C20 IC is interposed between the data buffer and the 
sequencer such that all data to and from the sequencer 
flows through the IC. During writes, data bytes are input 
to the IC from the buffer port, output from the IC to the 
sequencer port and the check bytes are calculated. At the 
end of the data the check bytes are then output from the 
IC to the sequencer port. For reads, the data bytes are in- 
put to the IC from the sequencer port, output to the 
buffer port and CRC redundancy bytes and ECC redun- 
dancy bytes are calculated. During redundancy time the 
CRC residue bytes and ECC remainder bytes are formed 
as the EXCLUSIVE-OR sum of the CRC/ECC redun- 
dancy bytes read and CRC/ECC redundancy bytes cal- 
culated from the read data. The CRC residue bytes, 
ECC remainder bytes, and status bytes (and control 
pointer bytes, if used) are directed to either the micro- 
processor port or the buffer port, depending on the se- 
lected XFR_REM TO BFR remainder transfer mode. 


When used in the listen mode, the data buffer is 
connected directly to the sequencer, with the NCR 
85C20 IC monitoring data as it flows between the buffer 
and sequencer. During writes, data bytes are input from 
the buffer port with the CRC redundancy bytes and ECC 
redundancy bytes being calculated so that during redun- 
dancy time they can be output to the buffer port to be ap- 
pended to the data. During reads, data bytes are 
similarly monitored and during redundancy time, CRC 


residue bytes and ECC remainder bytes are formed as 
the EXCLUSIVE-OR sum of the CRC/ECC redundancy 
bytes read and CRC/ECC bytes calculated from the read 
data. The CRC residue bytes, ECC remainder bytes, and 
status bytes (and control pointer bytes, if used) are di- 
rected to either the microprocessor port or the buffer 
port, depending on the selected XFR.REM_ TO BFR 
transfer mode. 


Diagnostic Mode 


During diagnostic mode writes the NCR 85C20 
IC is internally placed in a read mode while externally 
the data flows in the same manner as during normal 
writes. Thus both the data field and check bytes are 
fetched from the data buffer and passed to the sequencer. 
When the check bytes are fetched the IC compares them 
to the computed values and asserts the ERROR/ output if 
a miscompare occurs. If the XFR_ REM TO BFR mode 
is not selected then the syndromes and status bytes (and 
control pointer bytes, if used) will also be output to the 
microprocessor. 


For diagnostic mode reads the NCR 85C20 IC 
allows the check bytes to be stored in the data buffer. 
During listen mode the only difference is that 
CER_GATE is not activated. During transparent mode 
all the bytes are passed through the IC to the data buffer. 
In all modes except XFR_ REM WITH BFR _ REQ the 
syndromes and status (and control pointer bytes, if used) 
are also transferred. 


DIAGNOSTIC WRITE 


MODE 


Transp-XFR TO uP 
XFR TO BFR 
XFR W/BFR_REQ 
Listen-XFR TO pP 
XFR TO BFR 


MODE 


Transp-XFR TO uP 
XFR TO BFR 
XFR W/BFR_REQ 
Listen-XFR TO uP 
XFR TO BFR 
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Input to IC 


data,ctrl,chk 
data,ctrl,chk 
data,ctrl,chk 
data,ctrl,chk 
data,ctrl,chk 


Output to SEQ 


data,ctrl,chk 
data,ctrl,chk 
data,ctrl,chk 


DIAGNOSTIC READ 


Input to IC 


data,ctrl,chk 
data,ctrl,chk 
data,ctrl,chk 
data,ctrl,chk 
data,ctrl,chk 


Output to BFR 


data,ctrl,chk 
data,ctrl,chk 
data,ctrl,chk 


Output to uP 


ctrl,synd, stat 


ctrl,synd,stat 


Output to ~P 


ctrl,synd,stat 
ctrl,synd, stat 


ctrl,synd, stat 
ctrl,synd,stat 
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Companion Software Specifications 
Memory Requirements 


The companion software used with the NCR 
85C20 IC requires from 4K bytes to 10K bytes of mem- 


ory, depending on the processor employed in the control- 


ler and on correction performance and correction time 
requirements. Implementation of extended correction al- 
gorithms may require more memory. 


Correction Times 


Assembly-language companion software is 
complete for several processors, including the Z8, 8088, 
68HC11, and 68000. Average correction times are given 
in the table below. These times assume an architecture 


that allows the processor to run at full speed during cor- 
rection using memory-mapped remainder and data buff- 
ers. If the status bytes output from the IC indicate no 
errors are present, the companion software need not be 
called. When errors are detected, the total correction 
time for a sector consists of the sum of the overhead fig- 
ure and the correction times for each interleave. 


The correction times specified below assume a 
fixed sector size, a fixed number of interleaves, a single 
number of ECC redundancy bytes per interleave, and 
that no processor registers need be saved/restored. Cor- 
rection times will increase depending on the number of 
configurations (combinations of sector lengths, numbers 
of interleaves, and numbers of ECC redundancy bytes 
per interleave) which the correction algorithm must sup- 
port. 


AVERAGE CORRECTION TIMES (IN MICROSECONDS) PER INTERLEAVE 
VS NUMBER OF ERRORS PER INTERLEAVE, OPERATING ON A 512 BYTE, 
3 INTERLEAVE SECTOR WITH 16 ECC REDUNDANCY BYTES PER INTERLEAVE 


# OF ERRORS 8088 (@8 MHz)! 
OVERHEAD4 50 
05 6 
1 140 
2 460 
36 1900 
4 5300 
5 8900 
6 11600 
7 14500 
8 17000 


Notes: 1 Measured on 8088-based computer 
2 Measured on Z8 development system 
3 Measured on 68000-based computer 


4 Only those sectors in error incur a time penalty 


Z8 (@12 MHz)2 68000 (@8 MHz)3 


25 60 

15 20 
190 120 
540 420 
3500 3500 
4500 4250 
8000 6900 
10000 9150 
12500 11400 
15000 13700 


5 Only those zero-error interleaves before the last interleave in error incur a time penalty 
6 8088 time reflects an available software option which decreases three-error correction time 
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Software Verification 


DST has verified its proprietary software algo- 
rithms with a combination of high-level language and as- 
sembly language test routines. Millions of test cases 
have been run against the Z8 and 8088 versions of the 
software. All cases of one to eight random byte-errors in 
an interleave have been corrected properly, and mea- 
sured miscorrection probability matches that calculated 
for cases of nine or more random byte-errors in an inter- 
leave. Software for any new processors will undergo the 


The traditional steps used to decode a Reed- 
Solomon code are listed below: 


Compute individual syndromes (or compos- 
ite remainder) 

Generate error-locator and error-evaluator 
polynomials 

e Find roots of the error-locator polynomial 
Compute error locations as logs of these 
roots 

¢ Compute error values using the error- 


same degree of testing. evaluator polynomial 
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Companion Software Operation Algorithms for performing these steps can be 


found in most texts on error-correcting codes. However, 
the most efficient algorithms are generally proprietary. 
DST has developed a proprietary set of particularly effi- 
cient algorithms which accomplish error correction by 
faster, more direct methods. 


The companion software for the NCR 85C20 
IC developed by DST implements a proprietary set of 
fast algorithms. This software normally resides in the in- 
struction memory space of the controller and is executed 
by its processor. The assembly-language software is 
complete for several processors, including the Z8, 8088, 
608HC11, and 68000. DST licenses this software to 
NCR 85C20 IC customers. 





Electrical Characteristics 
DC Characteristics 


Absolute Maximum Stress Ratings 


Storage temperature —55 +150 °C 
Operating temperature 0 +70 “C 
Supply voltage —0.3 +7.0 V 

Input voltage —0.3 +70 V 

Operating Ratings 

Min Max 

Supply high voltage VppD 4.75 5:25 V 

Input high voltage VIH 2.0 Vpp+0.3 V 

Input low voltage VIL 0.8 Vss—0.3 V 

Output high voltage VOH Vsst2.4 Vpp + 0.3 Vv 

Output low voltage VOL Vsst0.4 Vss—0.3 V 

Output high current IOH —400 pA 

(@VOH = 2.4 V) 
Output low current IOL 2.0 mA 
(@VOL = 0.4 V) 

Input leakage current IIL —10.0 +10.0 pA 
Tristate leakage current ITL — 10.0 +10.0 pA 
Capacitance of inputs C] 10.0 pF 
Capacitance of outputs Co 10.0 pF 
Capacitance of tristates Cr 10.0 pF 
Pullup current Ipu — 600 —50 uA 
Supply current Ipp 25 mA 
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AC Characteristics 
Units of all timings are nanoseconds 


CLOCK TIMING 


CLOCK ee ee, 
tc H—>|—_ tc 


tCLK 






NOT DIVIDE BY 2 DIVIDE BY 2 









[Name | Deserpion ——SSSdYMn 
a 
[28 





Clock High 28 
Clock Low 


28 


BUFFER ACKNOWLEDGE TIMING 


CLOCK |i ee ee (Oe (i (Pe 
Asynchronous Mode | | 


BFR ACK Ld 
tBasa—>| L 


Synchronous Mode 


BFRACK LOH Jy 
tBaASS—>| 


[Name [Description —SSSC~—~sSS~ CSM 
Buffer ACK Setup (Asynchronous) 
Buffer ACK Setup (Synchronous) 










Max 
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SEQUENCER/BUFFER REQUEST TIMING 


SEQ REQ | | 


BFR REQ Leo! 
a | be ten 


Buffer REQ Low Delay 





INPUT FROM BUFFER TIMING (WRITE DATA, LISTEN MODE READ 


—S,= > 


tiBDBA 
jx— tg ABD 


BFR_DATA 





BFR ACK 


iBASA—»>| |jx— | ad jn— tBAS| 
SEQACK eee fT 
tBASV ~«— | —>| jn— tBASZ 
SEQ_DATA, 
—>| I~x—tBDSD 







[Name [Descrpton ——=—~SC~C~“~“~<“~<~<~S~S*~*«~rtCS«S«YSCy CM 
‘teopa | Buller Data toBuflrAckSeup—=—S~=~—“~*~“—~*~*~—‘—‘~sSC CPS 
‘teaen | Buller ACK io Buffer DataHold ———=SOSC~=~“~*~“~*~*~tCiSCdCSSCdC 
‘teasa | Buller ACK 0 Seq. ACK Active Delay —=—SC~“~*~“~—sSC*‘“‘“sRCSS*d;SC 
‘teasi | Buffer ACK 0 Seq, ACK inactive Delay ——S~SSSS*dSSC*dtC 
‘easy | Buller ACK 0 Seq, Data ValidDelay —=S=~<~*~‘“~*~stSCSC‘“~*‘dtS*‘“‘dtCt 

es ee 

es 








Buffer ACK to Seq. Data High-Z Delay 
Buffer Data to Seq. Data Valid Delay 
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scsi 
PRODUCTS 


OUTPUT TO BUFFER TIMING 
LISTEN MODE WRITE CHECK, TRANSPARENT READ 





BFR ACK | 


tispDBA—>| 
Ix—iBASD 


SEQiDATA, 2 TL 


| tspsp—>| J | 
BER DAA: 
tBaDv—>|  J«x— —»| jxe—tBADZ 






on ee ee 
‘isoea_| Sequencer Dalato Buller ACKSeupSSSCSCSC~—dS 
‘isa | Sequencer Data to Buffer Data Delay SSS 
Buffer ACK to Sequencer Data Hold | 2 ff 
I ee ee 
: so ea 







Buffer ACK to Data Valid Delay 
Buffer ACK to Data High-Z Delay 






OUTPUT TO BUFFER TIMING (READ CHECK WITH XFR_REM_ TO BFR) 


PRCACK Lif © 
tpaBv—>| [—- >| jx— tpaBz 
BFR. DATA. —e__ 










[Name | Deserpion ——=OSCSC~C~“~*~“~“~“<“<~<~*~*~*«~*rCS Ty 
‘easy | Processor ACK to Buffer DATAVaid ———OSOSC~=~*~sSC‘“‘“(!SSCS*C*d;SC 
‘teasz | Processor ACK to Buffer DATAHighZ——~=~=~“‘“‘*~*dSCS*YSSSC*dC 
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OUTPUT TO SEQUENCER TIMING (TRANSPARENT WRITE CHECK) 


SEQREQsti(<tk$e LC TTTTt—St—~—<“‘“‘“‘<‘<‘<‘<i<i‘i‘i: 
| 
SEQACK—i(atssti‘iWO OC 
tsRSA ~— —| |+-tsrsi 
SEN. Se 
ttanv—>| « >| -tsanz 


Seq. REQ to Seq. ACK Active Delay 


if) 
| el 
—_ © 
“3 
28 
c 
QO. 














Seq. REQ to Seq. ACK Inactive Delay 
Seq. ACK to Seq. DATA Valid Delay 
Seq. ACK to Seq. DATA High-Z Delay 10 


INPUT TO SEQUENCER TIMING 
(TRANSPARENT READ CHECK WITH DELAY SEQ ACK) 


SEQ REQ ee 
—>| I«—tsrsp 


SEQ ACK 0 Nett CCC 


SEDI) are 






When using DIVIDE BY 2: *tgrs;i ttcLK **tsrasi ttcLtK *3 
Not using DIVIDE BY 2: *tgrs; t+tcLK*05 **tspas) tteLK “1.5 
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MICROPROCESSOR REQUEST/ACKNOWLEDGE TIMING 





tPARH—>| — }x— 
PRC ACK a 
| | 
hope ——_——_——_L__ dt | 
PRC_DATA | . 
tPADV—>| |— —»| Jn—tPaDdz 
PRO DAA 
PRC DATA | 


tPDAS 
az sa. je—tPADH 


[Name [Description ——SOSCSC~C~“~“~“~*~“<“<~S*rCS 
‘teann | Processor AGK io REGHigh Delay —SOSCSC~S—S 
— 

=e 






io 
‘teapn | Processor ACK to Data HighZHold —=S~=~“~*‘“*~*~dtC‘SSCSYSC 
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MICROPROCESSOR I/O TIMING 











PRC_CS 
tcscv—>| | tcscv—-| | 
PRC_WE 
—>| tcvcs | >) ee 
PRC_RD > 
tPDWE © 
= je—twedz | | 3S 
PRC_DATA. ————- L____ | ——__L___]-—_——- & 





Description 


Chip Select to Command Valid Setup 


Command Valid to Chip Select Hold 
Processor Data to Write Enable Setup 
Write Enable to Proc. Data High-Z Hold 
Read to Processor Data Valid Delay 
Read to Processor Data High-Z Delay 
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CONTROL SIGNAL TIMING 


Se de ee ee a 
—* gal K— toGH | | | 


DATA_GATE 


trws—>| ae er | | 
a 


sacucd kK on tre | 


CER GATE | 
teRH—>| 


ERROR OOOO | 





RD/WRT 









[Name [Description —~—SOSCSC~C~SSd typ 
‘toas [DataGateSeup —=S—“—*~—s*~“‘—*~S*s*=“‘“*~*s‘~rSCt SESS 
[toon [DataGateHold —=SOSC~“~*~*~*~“—*~*S*S*S*S*~“~*~*~sC SP 
‘tews [Readiwite Setup —=~=~“‘=~*“‘“‘*~S*sdSCSC*SSSC 
‘tan | CRCIECC Redundancy Gate High Delay SSCs 
‘tae | CRCIEDD Redundancy Gate Low Delay SS 
tenn [EnorHighDewySSS~C~—S 


* BFR_ACK for the last check byte of a sector. 










** DATA_GATE must be deasserted prior to the assertion of BFR ACK for the last check byte of a sector. 
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WRITE: LISTEN MODE 


amack LI Lt LJ LJ 

CER GATE eee ee 
C I——_L] LI 
NS NS 


DATA BYTES (CRC)/ECC REDUNDANCY 








BFR DATA 


READ: LISTEN MODE 


BFR ACK L LJ L_ LJ 
CER GATE a re SR a aS 007 a 


(7p) 
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BFR DATA C ] —_—— ——_— 
WHEN TRANSFERRING REMAINDER/STATUS BYTES TO MICROPROCESSOR PORT 
ora oxra ——I) o-Oo—o-o————_o—__- 


WHEN TRANSFERRING REMAINDER/STATUS BYTES TO BUFFER PORT 


PRO REG LJ L_J LJ L 
PROACK 
SS El 








PRC DATA 
WHEN TRANSFERRING REMAINDER/STATUS BYTES TO MICROPROCESSOR PORT 


es Nees Te 


DATA BYTES (CRC)/ECC REMAINDER STATUS BYTES 


WRITE: TRANSPARENT MODE WITH CONTROL FIELD 


seqreo LJ LJ LS LE LP 

BFR REQ LJ LJ LJ 

BFRACK LD 

BFR DATA = LE 

SEQ ACK LJ LJ LJ LJ LJ LJ LJ 

SEQ DATA —C J HE eerie MAT ace CI CJ- 
DATA BYTES CONTROL BYTES (CRC)IECC REDUNDANCY 

PRC REQ LSJ LJ 

PROREQ 


SEQ DATA CI-L_J 
_ a 


CONTROL BYTE PREFETCH TO FIFO 
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READ: TRANSPARENT MODE WITH CONTROL FIELD WHEN TRANSFERRING REMAINDER/STATUS BYTES WITH PRC_REQ 


scoreo LJO LS OL 
soak LS LJ LS US USL 
SEQ _DATA <A Le 
BFR pata ——L_]J CI 


WHEN TRANSFERRING REMAINDER/STATUS BYTES TO MICROPROCESSOR PORT 


BFR DATA <—<L)——E—-L—_) SL EE 
WHEN TRANSFERRING REMAINDER/STATUS BYTES TO BUFFER PORT 

PRC REQ LJ LJ LJ LJ L LJ 
PRC ACK LJ L_J LJ L_J L_f L_J 
PRC_DATA CI = 
WHEN TRANSFERRING REMAINDER/STATUS BYTES TO MICROPROCESSOR PORT 


Ni eee 6 Notte 5, Rear eren eee 


DATA BYTES CONTROL BYTES (CRC)/ECC REMAINDER STATUS BYTES 




















READ: TRANSPARENT MODE WHEN TRANSFERRING REMAINDER/STATUS BYTES WITH BFR_REQ 


seqreo LJ LJ LJ LJ 
BFRREQ LJ LJ LJ LJ ES LJ 























PRC _ACK | 

SEQ DATA a Le) 

BFR DATA CI CJ Hl eg OE i oe 
one See 
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Applications 


This section defines some of the factors to be 
considered and sets forth strategies that can be used in 
implementing the NCR 85C20 IC to achieve maximum 
performance and error tolerance. The discussion was 
written with 5.25 inch optical WORM disk in mind. 
However, much of the information is also applicable to 
high error rate magnetic media devices. 


Extending IC Capability 


The NCR 85C20 IC can be used to correct 
higher raw error rates if error pointer information is 
available from some external source. External pointer 
sources include modulation-code run-length violations, 
marginal timing, and marginal amplitude. If signal drop- 
out is the predominant type of error and if the burst 
length distribution shows a high probability of long de- 
fects, modulation-code run-length violations can be an 
excellent pointer source. When a block-modulation code 
is used with byte or nibble boundaries, run-length viola- 
tion pointers will accurately identify bytes in error. 
When a 2,7-like code is used, a run-length violation 
pointer may flag a byte adjacent to the byte in error. This 
error location uncertainty can be overcome to some ex- 
tent in the decoding algorithms. The capability of the IC 
can be extended without external pointers by using error 
locations from adjacent interleaves as pointers. Either 
method of pointer correction increases software com- 
plexity and byte count. 


For storage devices, there is a simple method 
for transferring pointers from the device to the control- 
ler. Implement a special read command that places 
pointer flags on the data line (or bus). These flags re- 
place data, control pointer, CRC and ECC bytes, but not 
gap or framing bytes - these will be transferred as for a 
normal read command. When the correction algorithm 
encounters an uncorrectable sector, it returns to the call- 
ing routine with a flag requesting that pointers be read. 
The calling routine executes the special read command 
for the required sector and pointer flags are placed on 
the data line (or bus) and bufferred at the controller. The 
calling routine returns control to the correction routine, 
which uses the pointers to assist correction. No special 
hardware is required at the controller to support this 
technique. If modulation-code run-length violations are 
the only pointer source, the only support hardware re- 
quired at the drive is a multiplexer to switch between 
data and an invalid-decode line from the modulation 
decoder. 
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It is also possible to handle higher raw error 
rates by reducing the number of bytes per interleave, at 
the price of increased redundancy. Some applications 
(e.g., high-density data recorders), will handle long 
bursts by performing extensive interleaving external to 
the IC. 


Logical sector lengths greater than those al- 
lowed by the error-correcting code can be handled by 
constructing a longer logical sector from multiple conti- 
guous physical sectors. 


The NCR 85C20 IC makes it possible to reduce 
the cost of some existing discrete Reed-Solomon code 
implementations. It may be necessary to use a PROM 
(or sequential circuitry) to map from one finite-field rep- 
resentation to another. 


Extending Code Capability 


The previous heading discussed extending the 


NCR 85C20 IC’s capability without decoding beyond 
the basic guarantees of the Reed-Solomon code. It is also 
possible to extend capability by using algorithms that do 
decode beyond these basic guarantees. Examples of er- 
ror situations which, though not guaranteed to be han- 
dled by extended decoding techniques, do have a certain 
probability of being handled include: 


e A number of random byte-errors in an inter- 
leave exceeding the basic guarantees of the 
error-correcting code. 


e A long burst in combination with random 
byte errors, where the total number of bytes 
in error in an interleave exceeds the basic 
guarantees of the error-correcting code. 


A single long burst in an interleave, whose 
total length approaches the number of ECC 
redundancy bytes. 


When such techniques are used, a tradeoff must 
be made between correctability and detectability. If, in 
increasing correctability, detectability is sacrificed to the 
point that it falls below that required, the NCR 85C20 
IC’s optional CRC code can be used. 


Pointer and adjacent interleave information can 
be used in conjunction with extended decoding algo- 
rithms to further extend correctability and/or detectabil- 
ity and/or to reduce correction time. 


241 


*” 
-— 
a) 
34> 
aS 
jams 
ou 





Error-Tolerant Track Formats 


Achieving error tolerance in the track format is 
a major consideration when architecting a storage device 
and controller for high error rate media. All special 
fields and all special bytes of the track format must be 
error-tolerant. This includes but is not limited to sync 
fields, sync marks, header fields, sector marks, and in- 
dex marks. 


Experience shows that designing an error- 
tolerant track format (one that does not dominate the un- 
correctable sector event rate) to support high defect 
densities can be even more difficult than implementing a 
high performance error-correcting code over data. 


SYNCHRONIZATION 


For high defect rate devices, it is essential that 
the device/ controller architecture include a high degree 
of tolerance to defects that fall within sync marks. There 
are several synchronization strategies that achieve this. 
The selection will be influenced by the nature of the de- 
Vice (e.g., magnetic vs. write-once optical vs. erasable 
optical) and the nature of defects (e.g., length distribu- 
tion, growth rate, etc). Both false detection and detec- 
tion failure probabilities must be considered. 


One method for achieving tolerance to defects 
that fall within sync marks is to employ error-tolerant 
sync marks. Error-tolerant sync marks have been used in 
the past that can be detected at the proper time even if 
several random bits of the mark are in error. Other error- 
tolerant sync marks have been used that can be detected 
at the proper time if there are one or more random burst- 
errors anywhere in the mark. When selecting the pattern 
for an error-tolerant sync mark, false detection requires 
as much attention as detection failure. The best results 
are often achieved when the pattern is selected to be de- 
coded on the device-side of the recording code decoder 
and when clock phasing and byte synchronization are es- 
tablished simultaneously on detection of the mark. Con- 
tact DST [(303) 466-5228] for more information on 
selecting and implementing error-tolerant sync marks. 


Another strategy is to replicate sync marks with 


some number of bytes between. The number of bytes be- 
tween replications is determined by the maximum defect 
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length to be accommodated. A different code is used for 
each replication so that the detected code identifies the 
true start of data. The number of replications required is 
selected to achieve a high probability of synchronization 
for the given rate and nature of defects. Mark lengths, 
codes, and detection qualification criteria are selected to 
achieve an acceptable rate of false sync mark detection. 


A strategy that is applicable to write-once and 
read-only optical technology is to architect the device 
and controller such that no single sync mark is required 
to be detected. If the bit timing is correct, read is initi- 
ated whether or not the sync mark is detected. This is 
possible only if periods of timing uncertainty between 
sectors, analogous to those caused by a write splice in 
magnetic recording, are avoided. Some optical device/ 
controller architectures allow many consecutive sync 
marks to be in error without causing a loss of data. 


Even if the architecture avoids timing uncer- 
tainty between sectors, there may still be some timing 
uncertainty between the last sector of a track and the first 
sector of a track. In this case, special care must be taken 
so that a defect in the first sync mark of a track does not 
cause a loss of data. 


Some track formats currently being proposed 
for optical media have a sensitivity to the loss of the first 
sync mark or the first few sync marks of a track. It has 
been suggested that recovery for this type of error could 
be accomplished by reading pit patterns into RAM 
within the controller and searching for recognizable sync 
marks to establish a reference for decoding pit patterns. 
Once the reference was established, data would be de- 
coded from the pit patterns with software, the decoded 
data would be input to the EDAC circuitry, and opera- 
tion would continue. This technique has been given the 
name “‘heroic recovery.” Heroic recovery has merit pro- 
vided that the frequency with which it is invoked is low, 
in order to minimize performance impact. Some of the 
other techniques discussed above can be used to reduce 
the frequency of the need to perform heroic recovery. 


One final point on synchronization: if pream- 
bles precede sync marks, they must also be error- 
tolerant, and if there are several steps involved in 
synchronization, each must be error-tolerant. 
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MAINTAINING SYNCHRONIZATION THROUGH 
LARGE DEFECTS 


Obviously, it is desirable to maximize the defect 
length that the PLL can flywheel through without losing 
synchronization. Engineers responsible for defect han- 
dling strategy will want to influence the device’s rota- 
tional speed stability and PLL flywheeling 
characteristics. One technique that has been used to ex- 
tend the length of bursts the PLL can flywheel through is 
to coast the PLL through defects by using some criteria 
(run-length violation, loss of signal amplitude, etc.) to 
temporarily shut off updating of the PLL’s frequency and 
phase memory. 


FALSE SYNC MARK DETECTION 


The false detection of a sync mark can result in 
synchronization failure. The probability of false mark 
detection must be kept low by careful selection of mark 
lengths, codes, and qualification criteria. In some archi- 
tectures, once data acquisition has been achieved, sync 
mark detection is qualified with a timing window in or- 
der to minimize the probability of false detection. In 
such an architecture, it is desirable to generate the timing 
window from the reference clock; if the timing window 
is generated from the data clock and the PLL loses sync 
while clocking over a large defect in a known defective 
sector, the following good sector may be missed due to 
the subsequent mispositioning of the timing window. 


RESYNC FIELDS 


Many storage devices (both optical and mag- 
netic) that support high error rate media use resync 
fields. There are two distinctly different approaches 
used for resync: guaranteed synchronization and syn- 
chronization recovery. 


For guaranteed synchronization, the philosophy 
is to make synchronization so tolerant of defects that the 
probability of synchronization loss is less than the de- 
vice’s specified uncorrectable error rate. Frequently 
when this approach is used, all clocking information is 
derived from the resync fields and no clocking is derived 
from data. 


When synchronization recovery is used, the 
philosophy is to regain any synchronization loss at the 
next resync field. Resync fields are spaced to limit the 
burst length associated with loss of sync to that which is 
correctable by the ECC employed. When this approach 
is used, clocking is generally derived from data. Asso- 
ciated with this method is a specification for the maxi- 
mum number of slipped cycles (plus or minus) that the 
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resync fields can tolerate. The correct number of bytes 
must be supplied to the EDAC circuitry whether or not 
cycles have been slipped. 


ERROR-TOLERANT INDEX AND 
SECTOR MARKS 


If index and sector marks are recorded on the 
media, they must be error-tolerant so that they are de- 
tected with very high probability, or the device/ 
controller architecture must be insensitive to their loss. 
In addition, the probability of false detection of these 
marks must be kept low. 


HEADERS 


For high error-rate devices, header strategy is 
influenced by defect event rates, growth rates, length 
distributions, performance requirements, and write pre- 
requisites. Consider an optical device with eight-byte 
header fields, a defect event rate of 1.0E-4 defect events 
per bit, and twenty-five sectors per track; roughly one of 
six tracks would contain a defective header. Clearly in 
this case some form of header defect insensitivity is 
required. 


One header strategy requires replication. A 
number of contiguous headers with CRC are written, 
then on read one copy must be read error-free. Another 
strategy is to allow a data field to be recovered even if its 
header is in error. This requires that headers consist 
solely of address information such as track and sector 
number. If a header is in error, such information can be 
generated from known track orientation. Some optical 
devices combine this strategy with header replication in 
order to minimize the frequency at which address infor- 
mation is generated rather than read. In any case, de- 
vices using high error-rate media must be insensitive to 
defects falling into the headers of several consecutive 
sectors. When address information is generated rather 
than read, the data field can be further qualified by sub- 
sequent headers. 


Many optical devices also include address 1in- 
formation within the highly protected data field to use as 
a final check that the proper data field has been recov- 
ered. This check must take place after error correction. 
The best time to perform it may be just before releasing 
the sector for transfer to the host. 


Some devices avoid headers altogether by in- 
cluding address information only in the protected data 
field. It is difficult to implement this strategy in architec- 
tures where correction is allowed to lag read by several 
sectors when processing high error content data. 
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SERVO SYSTEMS 


In many devices, the ability to handle large de- 
fects is limited by the servo system(s). Engineers re- 
sponsible for defect handling strategy must understand 
the limits of the servo system(s) relative to defect toler- 
ance. In particular, any testing of defect handling capabi- 
lities should include the servo system(s). 


MODULATION CODES 


The modulation code selected will affect EDAC 
performance by influencing noise-generated error rates, 
the extension of error bursts, the ability to acquire syn- 
chronization, the ability to hold synchronization through 
defects, the ability to generate erasure pointers, and the 
resolution of erasure pointers. 


Buffer Considerations 


Storage subsystem architectures that employ 
high-performance EDAC schemes must minimize the ef- 
fect of error correction on throughput. With high error 
rates, it is impractical to lose a revolution each time an 
error occurs. Therefore, some form of real-time correc- 
tion is necessary. Before discussing a specific architec- 
ture, it is important to understand the difference between 
computer-data applications and real-time applications. 


COMPUTER-DATA APPLICATIONS 


For computer-data applications, high through- 
put is important but synchronous data transfer is not es- 
sential. To achieve high through-put, data delay must be 
short most of the time, but longer data delays due to a 
longer than normal seek time, rotational latency time, 
retired sector processing time, or error correction time 
may occur periodically. Less frequently, even longer 
data delays are encountered due to a maximum length 
seek, a maximum rotational latency time, a long retired 
sector processing time or the correction of a significant 
error event. 


These longer-than-normal data delays are ac- 
ceptable provided that their frequency of occurrence is 
such that high through-put is maintained. Generally, the 
longest delays are associated with the least frequent 
events. 


REAL-TIME APPLICATIONS 


Real-time applications are those that require a 
storage device to accept or deliver data at a constant rate. 
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A seek and rotational latency may precede data transfer, 
but once data transfer commences it must continue at a 
constant rate. 


It seems inconceivable in a real-time applica- 
tion that the transfer rate of a storage device will pre- 
cisely match that of the application. Therefore real-time 
applications can be subdivided into two groups: those 
where the application is faster and those where the stor- 
age device is faster. 


APPLICATION FASTER THAN STORAGE DEVICE 


If the real-time application is faster than the 
storage device, the device cannot keep up with the appli- 
cation, so the controller must buffer at least part and per- 
haps all of the requested data before data transfer begins. 
Thus, a large buffer is required. 


STORAGE DEVICE FASTER THAN APPLICATION 


When the storage device is faster than the appli- 
cation, a large buffer is required for speed matching. 
Since the storage device is faster, the buffer will be fill- 
ing faster than it is emptying. If the block of data being 
transferred is sufficiently large, the buffer will overflow 
and a revolution must be lost for speed matching. The 
buffer must be large enough to store at least one track of 
data in order for servicing of the real-time application to 
continue while the revolution is being lost. 


It should be clear from the discussion above 
that a large buffer is required for all real-time applica- 
tions. Independently of the real-time application issue, 
most storage device controllers under development to- 
day will incorporate large buffers due to other perform- 
ance considerations. This use of large buffers to enhance 
performance is being encouraged in part by low RAM 
costs. 


Since a large buffer is likely to be employed 
anyway, it can be used to smooth out error correction de- 
lays in the case where the storage device is faster than 
the application. The buffer may need to be larger than 
one track, so that when a revolution is lost for speed 
matching there will still be enough data remaining in the 
buffer to handle a significant error correction delay 
when buffer filling re-commences. It may also be neces- 
sary to provide a capability for delaying the start of data 
transfer until some amount of data has been bufferred 
and corrected so that an error correction delay that oc- 
curs early in a transfer can be smoothed out as well. 
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BEST-CASE AND WORST-CASE OPTIMIZED 
EDAC SYSTEMS 


Best-case optimized EDAC systems strive for 
minimum data delay and fastest correction for those er- 
ror cases that occur most frequently. Worst-case opti- 
mized EDAC systems strive for minimum worst-case 
correction times. It is not uncommon for worst-case op- 
timized EDAC systems to have a higher average data de- 
lay and therefore less through-put than best-case 
optimized EDAC systems. 


Most EDAC implementations employing the 
NCR 85C20 IC are best-case optimized. When there are 
no errors, data is delayed one sector time between device 
and host. When there is a single byte in error, data 1s de- 
layed one sector time plus the very short time required to 
correct the single byte in error. Long error correction 
delays are occasionally encountered, but the longer the 
delay, the more rare is the error case causing it. 


Correction times in systems using Reed- 
Solomon codes are determined by the implementation al- 
ternatives selected and the speed of the processor 
performing the correction algorithm. The number of er- 
rors correctable without losing a revolution depends on 
correction time, data transfer rate, and buffer strategy. 
The buffer strategy outlined below can be very effective 
in minimizing the effects of correction time on through- 
put. This and other similar buffer strategies are expected 
to be widely used in the future as the storage-device in- 
dustry moves to high-performance error correction. 
Best-case optimized EDAC implementations employing 
the NCR 85C20 IC are a good match for computer-data 
applications and for most real-time applications as well, 
provided that an appropriate buffer architecture such as 
the one described below is employed. 


BUFFER ARCHITECTURE FOR THE 
NCR 85C20 IC 


A sequencer handles the buffering of data 
bytes, control pointer bytes, CRC residue bytes, ECC 
remainder bytes, and status bytes for each sector. The 
sequencer continues transfer from the device when er- 
rors occur, and orientation is not lost. A processor 
checks the status bytes for each sector and performs the 
correction algorithm when required. After correction, a 
sector is released for transfer to the host. This architec- 
ture requires that the transfer of data from the device to 
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the buffer and from the buffer to the host be asynchro- 
nous; the reading of sectors by the sequencer and the 
correction of sectors by the processor are independent. 


If there are no errors, read data will be delayed 
by one sector-time, as is the case today with most 5.25 
inch magnetic disk controllers. When errors occur, data 
will be additionally delayed by the time required for er- 
ror correction. However, the proposed architecture min- 
imizes the effect of this additional delay. If transfer to the 
host is faster than transfer from the device, a multiple- 
sector transfer may end at the same time regardless of 
whether the transfer was error-free or there was a signif- 
icant error event within the transfer. After an error, data 
transfer to the host will be delayed by more than one 
sector-time, but since transfer to the host is faster than 
transfer from the device, it is possible for transfer to the 
host to catch up before the multiple-sector transfer ends. 
For single-sector reads, the average correction time per 
sector is overshadowed by access and latency times. 


The buffering of ECC remainder bytes should 
be memory-mapped to minimize the time required to ac- 
cess them. The ECC remainder bytes for each interleave 
are not stored consecutively in the remainder buffer but 
are spaced apart by the number of interleaves, and there- 
fore are not easily or quickly accessed via DMA 
transfers. 


In summary, to minimize the effects of correc- 
tion time on device performance, use the following 
guidelines when designing the buffer: 


e Use a large data buffer. 
¢ Memory-map the ECC remainder buffer. 


¢ Do not allow ECC errors on read to interrupt 
device-to-buffer transfers. 


e Make buffer loading and unloading asyn- 
chronous. 


e Have the processor check status and perform 
correction if necessary before sectors are re- 
leased to the host. 


When the buffer strategy outlined above is 
used, error occurrences affect performance by introduc- 
ing data delay. To put this delay into proper perspective, 
Tables 6.1 to 6.3 are included below. 


245 


[7 ) 
—_— 
ne a ) 
22> 
2 
AO 
cc 
ou. 





Table 6.1 shows the rates at which various num- 
bers of byte errors occur in an interleave vs. various raw 
error event rates. Table 6.2 shows the average contribu- 
tion to data delay made by each number of errors in an 
interleave, and the average delay from all errors, vs. 
various raw error event rates, using the correction times 
of the 8088 processor shown in Companion Software 
Specifications on page 230. In generating Tables 6.1 and 
6.2, it was assumed that each error event affects a single 
byte and that error events occur at random intervals in a 
three-interleave, 512-byte sector. 


The 8088 processor correction times from page 
230 were also used to compute average correction time 
per sector against the defect distribution assumed by the 
X3B11 EDAC Ad Hoc Committee (Hitachi model: 
M=4, L=2, truncation at 100 bits, and a defect event 
rate of 1.E-4 events per bit). These results are shown in 
Table 6-3. 


Diagnostic Considerations 


The classical “‘write long’’, “‘read long’’ diag- 
nostic approach for storage device error correction. does 
not apply to high error-rate devices, since a sector read 
under diagnostic testing may contain real errors along 
with the simulated errors. In the case of optical WORM 
disks, the classical approach has the additional disadvan- 
tage of using up media. For these reasons, a diagnostic 
mode has been incorporated into the NCR 85C20 IC. 


During a diagnostic write, the buffer supplies 
data, CRC redundancy bytes (if the optional CRC code 
is used), and ECC redundancy bytes to be transferred to 
the sequencer. The IC computes its own CRC bytes and 
ECC redundancy bytes and compares them to those sup- 
plied by the buffer, asserting the ERROR/ signal if any 
do not match. The data-plus-redundancy passed through 
the IC may or may not be actually written to a device, 
depending on the design of the controller. 


During a diagnostic read, the CRC residue 
bytes and ECC redundancy bytes input from the sequen- 
cer are transferred to the buffer instead of the internally- 
generated CRC residue bytes and ECC remainder bytes. 
The status bytes are generated and transferred as for a 
normal read. The CRC residue bytes and ECC remain- 
der bytes are still computed and the ERROR signal will 
be asserted if any are non-zero. A diagnostic read allows 
the host access to the actual CRC residue bytes and ECC 
redundancy bytes for any data field. 
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The diagnostic mode allows the IC to be 
checked for proper operation without reading from or 
writing to the device. Tests should include a simulated 
error-free sector as well as cases that simulate one inter- 
leave in error at a time. The diagnostic mode also pro- 
vides the capability to perform classical “write long” 
and “‘read long”’ operations, if so desired. 


To distinguish between NCR 85C20 IC failures 
and software failures, test the software first: test all ta- 
bles in software, then test the software itself against sets 
of ECC remainder bytes for which proper responses are 
known. 


Design Support From DST 


Design support is available from Data Systems 
Technology, Corp., the developer of the technology im- 
plemented in the NCR 85C20 IC. DST can provide as- 
sistance with system integration, defect distribution 
analysis, error-tolerant track-format strategies, buffer 
strategies, and processor selection. 


The performance of an EDAC system depends 
on the nature of defects as well as their rate of occur- 
rence. DST has developed software models for comput- 
ing uncorrectable error rate from given burst length 
distributions and has results for several distributions 
measured on 5.25 inch optical media. 


High-performance error correction of data will 
be to little avail if the effects of a high defect rate over- 
whelm other aspects of the recording system. DST can 
provide assistance in selecting track formats, synchroni- 
zation strategies, and recording codes for high error-rate 
environments. 


The processor selected for the controller will 
greatly influence correction times. DST has evaluated a 
number of processors to determine relative merit as can- 
didates for implementing the error-correction algo- 
rithms. When incorporating the NCR 85C20 IC into 
your designs, please consult DST [(303) 466-5228)] re- 
garding processor selection. 


For a nominal fee plus expenses, DST will send 


an engineer to your site to make a presentation and to an- 
swer your questions. 
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TABLE 6.1 PROBABILITIES OF ONE TO EIGHT ERRORS PER INTERLEAVE 
IN UNITS OF (INTERLEAVES WITH GIVEN NUMBER OF ERRORS) 
PER INTERLEAVE IN A 3-INTERLEAVE, 512-DATA-BYTE SECTOR 

GIVEN RANDOM ONE-BYTE-ERROR DISTRIBUTION 


Raw Error Event Rate 








Errors Per (Random Byte-Errors Per Bit) 

Interleave 5.0E-4 2.0E-4 1.0E-4 1.0E-5 1.0E-6 
1 3.5E- 2.2E-1 1.3E-1 1.5E-2 1.5E-3 
2 1.3E-1 3.3E-2 9.6E-3 1.1E-4 1.1E-6 
3 3.3E-2 3.3E-3 4.7E-4 5.4E-7 5.5E-10 
4 6.1E-3 2.4E-4 1.7E-5 2.0E-9 2.0E-13 
5 8.9E-4 1.4E-5 5.1E-7 5.8E-12 5.9E-17 
6 1.1E-4 6.9E-7 1.2E-8 1.4E-14 1.4E-20 
f | 1.1E-5 2.8E-8 2.6E-10 2.9E-17 3.0E-24 
8 1.0E-6 1.0E-9 4.6E-12 5.3E-20 5.3E-28 


TABLE 6.2 AVERAGE CORRECTION TIMES 
IN UNITS OF MICROSECONDS PER INTERLEAVE USING 8088 
ON 3-INTERLEAVE, 512-DAT-BYTE SECTORS 
GIVEN RANDOM ONE-BYTE-ERROR DISTRIBUTION 


Raw Error Event Rate 


Errors Per (Random Byte-Errors Per Bit) 

Interleave 5.E-4 2.E-4 1.E-4 1.E-5 1.E-6 
1 49 31 18.2 2.1 0.2 
ps 60 15 4.4 0.5 — 

3 63 6 0.9 — — 
4 32 1 0.9 — — 
5 8 — — — — 
6 1 _ — — — 
7-8 — — — — — 
Total 213 54 24.4 2.6 0.2 


TABLE 6.3 AVERAGE CORRECTION TIMES 
IN UNITS OF MICROSECONDS PER SECTOR USING 8088 
GIVEN (M=4, L=2, T=100, DER=1.E-4) ERROR DISTRIBUTION 





SECTOR SIZE NUMBER OF AVERAGE CORRECTION 
(BYTES) INTERLEAVES TIME (MICROSECONDS) 
512 3 115 
512 5 115 
1024 5 225 
1024 10 230 
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APPENDIX A. THE CODES 
IMPLEMENTED 


Finite Field Definition 


Let Gi represent elements of a finite field gener- 
ated by the following polynomial over GF (2) 


x8 + x5 4+ x3 4 x2 4 14 


Elements of the finite field employed by the 
codes implemented in the NCR 85C20 IC are given by 


ai = (gi)88 


Error-Correcting Code Description 


The error-correcting code implemented is a 
long-distance, interleaved, Reed-Solomon code opera- 
ting on eight-bit symbols. ECC redundancy bytes are in- 
verted (EXCLUSIVE-OR-ed with hex FF) before 
writing. In a shift register implementation, the shift re- 
gister is initialized to zero. 


ECC GENERATOR POLYNOMIAL 


Degree sixteen, distance seventeen, self- 
reciprocal, with coefficients from GF (256): 


135 
G (x) = | | (x + a) 
i=120 


COEFFICIENTS OF THE ECC POLYNOMIAL (IN DECIMAL) 


1 92 160 86) 11 68 2 1 


160 92 1 


COEFFICIENTS OF THE ECC POLYNOMIAL (IN HEXADECIMAL) 


01 5C AO 56 OB 44 02 = O1 


01 02 44 OB 56 AO SC _ 01 


LOGS BASE a OF THE ECC POLYNOMIAL COEFFICIENTS (IN DECIMAL) 


0 180 20 42 16 179 142 OO 11 0 


LOGS BASE 6 OF THE ECC POLYNOMIAL COEFFICIENTS (IN DECIMAL) 


0 30 230 126 133 197 1 
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142 179 16 42 +.20 180 0 
0 203 0 1 197 133 126 230 30 0 
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The NCR 85C20 IC implements a single Reed- 
Solomon code of fixed degree, but the number of ECC 
redundancy bytes used is programmable. High error-rate 
devices such as optical disks will use all sixteen ECC re- 
dundancy bytes to enable correction of up to eight 
symbol-errors per interleave; lower error-rate devices 
which do not require this amount of correction power 
may use fewer ECC redundancy bytes. 


The number of ECC redundancy bytes per in- 
terleave is programmable from two to sixteen inclusive, 
in increments of two. The total number of ECC redun- 
dancy bytes per sector is the number of ECC redundancy 


bytes per interleave multiplied by the number of inter- 
leaves, which is programmable from three to ten inclu- 
sive. Regardless of the number of ECC redundancy 
bytes per interleave used, the maximum number of data 
bytes per sector must be less than or equal to the number 
of interleaves multiplied by 239, minus four if the op- 
tional CRC code is used. 


When used on 512-data-byte physical sectors with six- 
teen redundancy bytes per interleave, a minimum of 
three interleaves is required, with 171 data bytes in two 
of the interleaves and 170 data bytes in the third inter- 
leave, as shown below. 


171 DATA 170 DATA 
BYTES IN BYTES IN 
INTERLEAVES | S| | i sSINTEERLEAVE 

O AND 1 2 
16 REDUND- 
ANCYBYTES | =~] | le 

IN EACH 
INTERLEAVE 


172 BYTES 
COVERED 
BY ECC 
IN EACH 
INTERLEAVE 


16 REDUND- 
ANCY BYTES 
IN EACH 
INTERLEAVE R45 
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Error-Correcting Code Performance 


This appendix defines the basic capability of the 
Reed-Solomon error-correcting code implemented in the 
NCR 85C20 IC and its companion software when all six- 
teen ECC redundancy symbols are used to correct up to 
eight symbol-errors. 


RAW BURST ERROR RATE 
DEFECT EVENTS/BIT 


1.0E-3 
5.0E-4 
2.0E-4 
1.0E-4 
1.0E-5 
1.0E-6 


The formula used for these calculations is given below: 


PROBABILITY OF UNCORRECTABLE ERROR 


Probabilities for uncorrectable error when the 
error-correcting code is used to correct up to eight 
symbol-errors are shown below, for an assumed physi- 
cal sector size of 512 data bytes. For these calculations, 
error bursts are assumed to occur at random intervals 
and each burst is assumed to affect a single symbol (one 
byte). The raw burst error rate is the ratio of burst error 
events to total bits transferred. The uncorrectable error 
rate is the ratio of uncorrectable error events to total bits 
transferred. 


UNCORRECTABLE ERROR RATE (UCE) 
UNCORRECTABLE INTERLEAVE EVENTS/BIT 


1.5E-8 

5.6E-11 
2.2E-14 
4.7E-17 
5.4E-26 
5.4E-35 


n 


1 \ n 
n*k / i pl(t-p)n 


i>e 





UNCORRECTABLE 
UCE = INTERLEAVE EVENTS _ 
| BIT 
Where 
n = Interleave length in symbols 
k = Symbol width in bits (k=8 for byte symbols) 


e = Maximum number of symbol errors correctable per interleave (i.e., the number of ECC redun- 


dancy symbols divided by two) 


p = Raw symbol error probability (in units of symbol errors per symbol) 





r r! (n - r)! 





Note that for our assumption of small bursts, 


p = k*RAW BURST ERROR RATE, where units of RAW BURST ERROR RATE is burst error events 


per bit 
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If error bursts cluster or if error bursts span 
more than one symbol, the actual uncorrectable error 
rate will be greater than that shown above. Figures A.1 
through A.3 show uncorrectable error rate as a function 
of raw burst error rate for several simple cases. 


To determine the performance of the error- 
correcting code for a particular application, the burst 
length distribution must be known. Initial defects that 
are handled by some form of media retirement such as 
defect skipping or alternate sector assignment would not 
be included in this burst length distribution. 


p,, _ ——# OF VALID REMAINDER BYTES = \ 
me “  #OF POSSIBLE REMAINDER BYTES) / | 


The longest interleave of a 512 data-byte sector 
is 187 bytes in length (171 data bytes and 16 ECC redun- 
dancy bytes). When the error-correcting code is used to 
correct up to eight symbol-errors the miscorrection 
probability is 


187 
i256) 


8 
\ 

Bia 2 Slee OOD es WEG 

me ™ [| 256(8 +i) 
i=0 


in units of miscorrected interleaves per uncorrectable in- 
terleave. 


PROBABILTY OF UNDETECTED ERRONEOUS 
DATA 


As noted above, only those error events which 
cause the number of symbol-errors in any single inter- 
leave to exceed e are subject to miscorrection. Thus the 
probability of transferring an undetected erroneous in- 
terleave is the product of the probability of having more 
than e symbol-errors in one interleave and the mis- 
correction probability of the error-correcting code when 
it is used to correct up to e errors in one interleave. The 
probability of occurrence of an undetected erroneous 
sector is the same as that of an undetected erroneous in- 
terleave on an events per bit basis, so the probability of 
transferring an undetected erroneous sector is the prod- 
uct of the probability of occurrence of an uncorrectable 
interleave and the miscorrection probability of the error- 
correcting code: 


Pued = UCE * Pmc 
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MISCORRECTION PROBABILITY 


When the number of errors in an interleave ex- 
ceeds the correction power of a code, it is possible for 
the ECC remainder bytes produced to be identical to 
those produced by some corrrectable set of errors. This 
is called miscorrection, since the correction algorithm 
will leave the real errors in place and “‘correct”’ the ap- 
parent set of errors. Using DST’s error-correction algo- 
rithm, the miscorrection probability of the 
error-correction code is given by: 


e n 
i 255! 
256(e +1) 
i=0O 


Using values from above, the probability of 
transferring undetected erroneous data under a random 
one-byte error distribution with a raw burst error rate of 
1.E-4 per bit for 512 data-byte, three-interleave sectors 
using all sixteen ECC redundancy bytes is 


Pued = 4.7E-17 * 1.7E-6 = 8.0E-23 


in units of undetected erroneous sectors per bit, exclud- 
ing hardware failure and track-format-induced errors. 


When the optional CRC code is used, the prob- 
ability of transferring undetected erroneous data is the 
product of the probability of occurrence of an uncorrect- 
able interleave, the miscorrection probability of the 
error-correcting code, and the statistical misdetection 
probability of the CRC code: 


Pued = UCE * Pmc * Pmd 


Using the misdetection probability of the CRC code 
from below, the probability of transferring undetected 
erroneous data under a random one-byte error distribu- 
tion with a raw burst error rate of 1.E-4 per bit for 512 
data-byte, three-interleave sectors using all sixteen ECC 
redundancy bytes and the optional CRC code is 


Pued = 4.7E-17 * 1.7E-6 * 2.3E-10 = 1.8E-32 


in units of undetected erroneous sectors per bit, exclud- 
ing hardware failure and track-format-induced errors. 
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CRC Code Description 


The optional CRC code implemented is a Reed- 
Solomon code operating on one-byte symbols which are 
the EXCLUSIVE-OR sum of data bytes across inter- 
leaves. There are four CRC redundancy bytes per sector, 
regardless of the number of interleaves. CRC redun- 
dancy bytes are not inverted, are written immediately af- 
ter the data bytes, and are covered by the 
error-correcting code. In a shift register implementation, 
the shift register is initialized to zero. 


The CRC code is specially constructed so that 
its residue can be adjusted as correction occurs; when 
correction is complete, the residue should have been ad- 
justed to zero. 


CRC GENERATOR POLYNOMIAL 


Degree four, distance five, with coefficients from 
GF(256); : 

139 - 

G (x) = (x + all) 


i = 136 


COEFFICIENTS OF THE CRC POLYNOMIAL (IN DECIMAL, HIGH ORDER FIRST) 


1 232 194 86 198 


COEFFICIENTS OF THE CRC POLYNOMIAL (IN HEXADECIMAL) 


Oi E8 C2 23 C6 


LOGS BASE ALPHA OF THE CRC POLYNOMIAL COEFFICIENTS (IN DECIMAL) 


O 97 228 117 #440 


LOGS BASE BETA OF THE CRC POLYNOMIAL COEFFICIENTS (IN DECIMAL) 


0 121 174 =Q96 205 


CRC Code Performance 


The statistical misdetection probability of the CRC code is given by 


Omd = 2-32 = 2.3E-10 


in units of undetected uncorrectable sectors per uncorrectable sector. 
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72C81 CGMA 


Introduction 

Features: 
e 100% IBM CGA Compatible 
e 100% IBM MDA Compatible 


e 100% Hercules Compatible 


Hi-Definition CGA mode 


On chip 6845 CRTC 


¢ On chip character ROMS 


Jumper and Software Mode Selection 


Flashless Screen Updates 


Direct Interfacing 


84 pin PLCC 


: 


NCR 72C8I 
CGMA 


3 
oS 


DRAM 64Kx4ft 





System Environment 
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Summary 


The NCR 72C81 CGMA (Color Graphics and 
Monochrome Adapter) is a single chip CMOS device 
which provides hardware compatibility with CGA 
(Color Graphics Adapter), MDA (Monochrome Display 
Adapter) and HGA (Hercules Graphics Adapter) display 
controllers. In addition, a high resolution CGA Mode 
(Hi-Def) provides a 640 x 400 display featuring high 
quality text and line doubled graphics. Special mapper 
circuitry intercepts I/O accesses to the internal 6845 and 
inserts parameters that are correct for high resolution 
operation. In this way, a high resolution display 1s pro- 
duced and 100% compatibility with CGA software is re- 
tained. 


The NCR 72C81 integrates a 6845 CRT Con- 
troller, character ROMs, plus PC bus, monitor and 
frame buffer interface circuitry. To produce a display 
adapter, all that is needed is the CGMA, two DRAMs 
and a clock signal. The display buffer can be written at 
any time (without producing distortions or snow on the 
screen) while wait states are minimized. 


Operation Overview 


The 72C81 CGMA is a single chip CMOS 
VLSI CRT Controller that supports standard IBM dis- 
play modes plus a 100% CGA compatible Hi-Def Mode. 


In color alphanumeric (A/N) modes, two bytes 
are used to define character images. A character byte is 
used to look up character images stored in ROM. The 
ROM data is serialized and shifted out to the color enco- 
der. Attribute bytes control the encoder and define the 
color of the character, the background and the border 
color if CGA mode is active. The attribute byte also con- 
trols character blinking, intensity and reverse video dis- 


play. 


In color graphics modes, the display memory is 
organized in a packed pixel format with each byte repre- 
senting four or eight pixels, depending on the mode se- 
lected. In 320 X 200 CGA graphics mode, each byte 
represents four pixels with two bits per pixel. Data read 
from the display memory is shifted as bit pairs to the 
color encoder. The color of the displayed images is spec- 
ified through the Color-Select Register (3D9h). 


Monochrome A/N modes operate in a similar 
manner to color modes except that the 8 x 14 pixel cell 


259 


mA” 

- 
=o 
25 
=io 
Co 
Coa 





character ROM is selected and an additional horizontal 
pixel is added for each character, resulting in a 720 pixel 
wide display (80 characters). Additionally, the color en- 
coder outputs video data on the Green output and inten- 
sity control on the Intensity output with the available 
attributes being blink, blank, underline, reverse video 
and intensify. Vertical sync is inverted in monochrome 
modes. 


In monochrome graphics mode, data from the 
display memory is serialized and displayed in a 720 x 
348 format. 


In order to set up a specific display, video is 
blanked by writing to the Mode Control Register 
(3D8h), the appropriate timings are loaded to the 6845 
CRTC, the display memory is loaded with data and 
video is enabled. This process is performed through 
BIOS or through application programs which write di- 
rectly to the display adapter. 


Modes of Operation 
Selecting Modes 


The display adapter mode (CGA, MDA, Hi- 
Def or disable) can be selected through the M1 and M2 
inputs during power-up reset or by software control. The 
mode is read via bits 6 and 7 of the Extended Control 
Register (address 25Ah/35Ah read). M1 and M2 are de- 
coded to select the modes as shown in Table 2.2. 


Appearance 


and Display Alpha Charac. 
Data Format | Cell 


Color-Alpha 
Color-Alpha 
Color-Alpha 
Color-Alpha 
Mono-Alpha 


Color-Graphic 
Color-Graphic 
Color-Graphic 
Color-Graphic 
Mono-Graphic 


CGA 


Hi-Def 

MDA/HGA 

Disable 
Table 2.2 





The M1/M2 Control Register (address 25Bh/35Bh write 
only) is used for software selection of display modes. Bit 
6 is M1, and bit 7 is M2. The other bits in this register 
are reserved and should be written as zeros for compati- 
bility with possible future versions. The procedure for 
changing modes through software is: 


e Set M1 and M2 bits of the M1/M2 Control 
Register for the desired mode. 


e Write the Extended Control Register (25Ah/ 
35Ah) with the desired control parameters, 
plus bit 7 high to reset the 72C81. A software 
reset does not affect the values stored in the 
M1/Mz2 Control Register. 


e Re-write the Extended Control Register with 
bit 7 low to remove the reset condition. 


e Reload the 6845 or other parameters as de- 
sired. 


Screen Buffer | Colors Page 
Resolution Start iz 


320 x 200 
640 x 200 
320 x 400 
640 x 400 
720 x 350 


320 x 200 
640 x 200 
320 x 400 * 
640 x 400 * 
720 x 348 
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* Scan Doubled Display ** 2 page support in Hercules and Text Mode 


Table 2.1 CGMA Operating Modes 
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Hardware mode selection is accomplished as 
follows. When RESET (pin 53) is active (high level), the 
logic levels on pins 13 (M1) and 12 (M2) are read and 
stored in the M1/M2 Control Register. When RESET is 
not active, M1 and M2 drive out the values stored in the 
M1/M2 Control Register, enabling external decode for 
clock selection for multi-mode applications. Resistors 
(minimum value 680 ohms) are used to place levels on 
M1 and M2. M1 and M2 should not be connected di- 
rectly to the power supply if software control is to be 
used. 


CGMA Disable Mode 


This mode tristates the R, G, B, I, H, and V 
outputs and also prevents the 72C81 from responding to 
monochrome or color I/O and memory addresses. The 
purpose of this mode is to disable 72C81 operation if an- 
other graphics source is installed in the system. 


Monochrome Alpha Mode 


The monochrome mode of operation is an 80 X 
25 character text mode using 7 X 9 characters ina9 X 
14 character cell. The display memory, starting at ad- 
dress BOOOOh, is organized as a linear array with two 
bytes per character. Four pages of text are possible. The 
first (even) byte is the character code (same as color al- 
phanumeric modes) while the second (odd) byte is the 
character attribute byte. There are 256 character codes 
available for the character set. Display memory wraps at 
address B4000h such that a memory access to address 
B4000h retrieves the character stored at BOOOOh. 


The attribute byte selects normal video, reverse 
video, intensify, underline, and blink as shown below. 
Multiple attributes may be selected. 


Monochrome Graphics Mode 


Monochrome Graphics Mode is a 720 X 348 
pixel display and is selected by setting the mode switches 








No Display 
Blink 
Intensify 
Reverse Video 
Underline 









x = Don't care 
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siti Sepreesed, 1G? Bi | os1 6s 188 (Be) 81a) 


Normal Video All other combinations 


to MONO and controlling bits one and four of the Mode 
Control Register (3B8h). The CRT controller registers 
(3BO0h-3B7h) must be set for 90 active bytes (45 active 
characters) per scan line with four lines per row and ap- 
propriate blanking. Horizontal and Vertical Sync timing 
must be set for an 18.4 KHz monitor. Pixel bits are the 
same as in color modes with 1 bit per pixel at 720 x 348 
resolution. Memory organization is set up as one or two 
pages with page | starting at address BOOOOh and page 2 
starting at address B8000h. Each page is divided into 
four segments as shown below. 


| Scan Line Segment Offset 





The Memory Mode Register (3BFh) is used to 
set the wrap-around and display areas. 


Color Alphanumeric Modes 


The alphanumeric color modes of operation 
support both a 40 X 25 and an 80 X 25 character display 
using the 8 X 8 character cell (normal mode) or the 8 X 
16 character cell (Hi-Def mode). The two character sets 
are ROM based and are integrated within the 72C81 
CGMA. The 8 X 8 cell size character set has a5 X 7 
font with a one line descender. The 8 X 16 cell character 
set has 7 X 9 characters with a two line descender. To 
produce the 40 x 25 mode display, the 14.318 MHz dot 
clock is internally divided by two. For Hi-Def mode, a 
20 MHz dot clock is used and twice as many lines are 
displayed. 


In the alphanumeric modes, the 16K word dis- 
play memory is arranged as a linear array with two bytes 
per character. This provides eight screens of 40 x 25 
text and four screens of 80 x 25 text. The first (even) 
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byte is the character code and the second (odd) byte is 
the character attribute. There are 256 character codes for 
each character set. Display memory from B8000h to BF- 
FFFh can be written to but only B8000h to BBFFFh is 
displayed. This allows a non-blanking scroll to be per- 
formed as in some PCs. To achieve a fully IBM compati- 
ble memory wrap, disconnect PC bus address line Al4 
from the CGMA and connect the CGMA’s A14 input to 
ground. 


The attribute byte selects the color of the char- 
acter, the background color within the cell, and blinking. 
Each character cell can have one of 16 foreground colors 
and one of 16 background colors. If bit 5 of the Mode 
Control Register is set, background color selection is re- 
duced to one of 8 colors and bit 7 of the attribute byte is 
used for character foreground blink instead of back- 
ground intensity. 





Bit 
Color 
Function 
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| Color Mapping for Alphanumeric Mode 


B6 Bd 


Colors (LR,G,B) 


Colors displayed are produced from a combina- 
tion of I, R, G and B as shown. 


Black 

Blue 

Green 
Cyan 

Red 
Magenta 
Brown 
Light Gray 
Dark Gray 
Light Blue 
Light Green 
Light Cyan 
Light Red 
Light Magenta 
Yellow 
White 





0 
0 
0 
0 
0 
0 
0 
0 
1 
1 
1 
1 
1 
1 
1 
1 


~-=- 40000-0000 
=ma=-O00--00-- 00 +$ = 0 O 
=3a~Oo}T-(0o0o -0o0o}-/0aoa 0,000 


B4 } B3 B2 B1 BO 
B'! RR GB 
Foreground 
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Color Graphics Modes 


The graphics modes for the 72C81 support a 
320 X 200 and a 640 x 200 pixel display. The Hi-Def 
mode results in each line being displayed twice (double 
dot), which provides for better resolution and provides a 
fuller, more solid appearing display. 


In graphic modes, the display buffer is split into 
two 8K byte blocks. Even scan lines (0, 2, 4, ... 198) 
use the first half of memory and odd scan lines (1, 3, 5, 
... 199) use the bottom half of memory. Address 
B8000h is in the top left of the display while address 
BAO00Oh is in the top left corner on the next line down. 
This is illustrated below. 


Even Scan Lines 
(0,2,4,.. . 198) 


B8000h 


BOFS3Fh 


BAOOOh Odd Scan Lines 


(1,3,5,.. .199) 


BBF3Fh 





In the 640 x 200 mode, each byte in the display 
buffer contains the information for 8 pixels (one bit per 
pixel). The background color is always black and the 
foreground color is one of eight colors determined by the 
Color Select Register (3D9h). 


In the 320 X 200 mode, each byte in the display 
buffer contains information for four pixels (two bits per 
pixel). The background color is one of sixteen colors 
specified via the Color Select Register (3D9h). The fore- 
ground color of the pixel depends on palette selection 
(Bit 4 and Bit 5 of 3D9h) and the value of the two bits for 
the pixel. 


Pixel Bits Palette 0 Color Palette 1 Color 


Background Color Background Color 


Green Cyan 
Red Magenta 
Yellow Light Grey 





An alternate color palette is available in 320 x 
200 graphics mode by setting bit 2 of the Mode Control 
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Register (address 3D8h) to a 1 value. This bit is used to 
inhibit color burst output (to select monochrome output) 
in systems which have composite video output. If an 
RGBI monitor is connected, the output is in color and 
the following palette is available: 


Pixel Bits Alternate Palette = Intensified Palette 


Background Color Background Color 


Cyan Light Cyan 
Red Light Red 
Light Gray White 





When operating in this mode, bit 5 of the Color 
Select Register (3D9h) does not switch palettes. The in- 
tensified version of the palette is selected through bit 4 of 
the Color Select Register. 


Device Communications 


The 72C81 responds to both Memory and I/O 
accesses. I/O accesses (IOR/ and IOW/) are used to 
specify the manner in which data in the frame buffer is 
displayed. Memory operations (MEMW/ and MEMR/) 
are used to write and retrieve data in the frame buffer. 
I/O operations take place through a group of registers. 
These registers are described below. 


Color Modes 
Address (Hex) Register 
3D4 6845 Index Register 
3D5 6845 Data Register 
3D8 Mode Control Register 
3D9 Color Select Register 
3DA CRT Status Register 
3DB Clear Light Pen Latch 
3DC Preset Light Pen Latch 


Monochrome Modes 


Address (Hex) Register 

3B4 6845 Index Register 
3B5 6845 Data Register 

3B8 Mode Control Register 
3B9 Preset Light Pen 

3BA CRT Status Register 
3BB Clear Light Pen 

3BF Memory Mode Register 
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Special Registers 


Register 


Extended Control Register 
M1/M2 Control Register 


- Address (Hex) 


25A/35A 
25B/35B 


The addresses for the special registers is con- 
trolled by the 35Xh/25Xh input. Two addresses are 
available in the event of an I/O address conflict with 
these special registers. 


Selection of modes through the M1/M2 Control 
Register changes the mapping of the I/O Registers de- 
pending on whether the selected mode is color or mono- 
chrome. : 


Registers 


Mode Control Register - I/O address 3D8h 
(color), 3B8h (mono) (Write only) 


BitO © 0 = All other modes 
- = 80 x 25 alphanumeric mode 


Bit 1 0 = Alphanumeric mode 
1 = Graphics Mode 


Bit 2 0 = Normal operation 
1 = Enable alternate palette (320 x 200 
graphics) 
Bit 3 0 = Blank display 


1 = Enable video 


Bit 4 0 = Other modes 
1 = 640 x 200 graphics 


Bit 5 0 = Use bit 7 of the alphanumeric attribute 
byte for an intensified set of back- 
ground colors. 

= Blink alphanumeric foreground if bit 7 
of the attribute byte is set. 


Bit 6 0 = Not Used 
Bit 7 0 = Normal 
1 = Display page 2 of monochrome graph- 


ics if memory mode register indicates 
that two pages are available. 
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Color Select Register - I/O address 3D9h 
(Write only) 


Bits 0-3 Sets the border color in alphanumeric 
_ modes. 
Sets the background color in 320. 200 
mode. 
Sets the foreground color in 640 x 200 
mode. 
Color Components: Bit 0 Blue 
Bit 1 Green 
Bit 2 Red 
Bit 3 Intensity 
Bit 4 1 = Intensified background colors in alpha- 
numeric mode and intensified fore- 
ground colors when in 320 x 200 
graphics modes. 
Bit 5 0 = Palette 0 
1 = Palette 1 (320 =< 200 mode) 
Bit 6 Not used 
Bit 7 Not used 


Status Register - I/O address 3DAh (color), 
3BAh (mono) (Read only) 


Bit 0 (Active High) - Blanking Interval: Indicates 
that the display is in a blanking interval. 


Bit 1 (Active High) - Light Pen Signal: Indicates 
that a light pen signal has occurred. This bit 
is reset by writing to I/O address 3DBh. 


Bit 2 (Active Low) - Light Pen Switch: A low 
value indicates that the switch is on. 


Bit 3 VSYNC pulse in color mode, video in. 
monochrome mode. 


Bit 4 Always low 


Bit 5 Always low 
Bit 6 Always low 
Bit 7 Always high in color mode, negative 


VSYNC in monchrome mode. 


NCR Graphics Products 04/88 


Clear Light Pen - I/O address 3DBh 
(color), 3BBh (mono) (Write only) 


Writes to this address are used to clear the light 
pen latched condition. 


Preset Light Pen - I/O address 3DCh 
(Write only) 


This address is written to set up the light pen 
signal latched condition for testing purposes when in 
color mode. If monochrome mode is selected, this func- 
tion is performed by I/O address 3B9. 


Memory Mode Register - I/O address 3BFh 
(Write only) 


The Memory Mode Register is active only in 
monochrome modes and is used to set the wraparound 
and display areas. 


Bit O 0 = Alphanumeric (4K byte wrap) 
1 = Graphics 
Bit 1 0 = Page 1 (32K byte wrap) 


1 = Page 1 & 2 (64K byte wrap) 
Bit 2-7 Not Used. 


Extended Control Register - I/O address 
25Ah/35Ah (Write only) 


Writes to the Extended Control Register are decoded as 
shown below. 


Bit 0 Text Cell Size Selection 
0o=8x8 
1 = 8 x 16 


Bit 0 controls which character set is used for 
text display. Monochrome and Hi-Def 
modes require the 8 X 16 cell size, while 8 
xX 8 is:‘used for standard color mode. 


Bit 1 Line Doubler Mode 

0 = Single Line 

1 = Double Line a 

Line doubling is used for the Hi-Def and 
monochrome modes. This results in each 
scan line being displayed twice so that 
graphic images have a higher resolution. It is 
also used to blank the display borders. 
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Bit 2 


Bit 3 


Mapper 

0 = No Map 

1 = Mapper Enabled 

The mapper is a translation circuit which 
causes substitute parameters to be sent to the 
6845 style CRTC controller logic so that 
normal parameters for standard color opera- 
tion are changed to parameters for Hi-Def 
operation. These include the selection of the 
8 x 16 cell size, higher scanning rate and 
400 active display lines. The mapper allows 
standard application packages to be dis- 
played using Hi-Def mode, providing higher 
quality text and fuller graphics without soft- 
ware change. 


Monochrome 

0 = Color 

1 = Monochrome 

This bit controls monochrome operational 
differences between color and monochrome. 
If software is used to set this bit, rather than 
the M1/Mz2 selection inputs, then bit 0 (8 x 
16 cell size) and bit 1 (Line Doubler) must 
also be set. Bit 3 controls the following: 


e Changes the 72C81 registers so they 
respond to I/O address 3BXh rather 
than 3DXh. 

Changes the frame buffer addressing to 
BO0000h from B8000h. 

Changes the Light Pen preset from 
3DCh to 3B9h. 

Changes the basic timing from 8 clocks 
per character to 9 clocks per character 
in Text mode. 

Enables reverse video and underline at- 
tributes for text mode and inverts the 
VSYNC pulse. 

Automatically sets the 40/80 line width 
bit in register 3B8h to 80 for text oper- 
ations. 

e Changes the memory mapping in 
graphics operations. 

Disables the Red and Blue video out- 
puts (held low) and outputs mono- 
chrome video on the Green channel. 
Automatically sets bit 4 at 3B8h for 
640 x 200 graphics. 
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Bit 4 CGMA Disable 
0 = Normal 
1 = Disable 
Bit 5 Reserved 
Bit 6 Test Mode Select 
Bit 7 Software Reset 


Extended Status Register - address 
25Ah/35Ah (Read only) 


This register allows software visibility of modes selected 
by M1/M2 at power-up plus those attributes set by the 
Extended Control Register. 


Bit 0 O = 8 X 8 Text Cell Size 
1 = 8 X 16 Text Cell Size 


Bit 1 0 = Normal Graphics 
1 = Line Doubled Graphics 


Bit 2 0 = No Mapper 
1 = Mapper Enabled 


Bit 3 0 = Color 
1 = Monochrome 


Bit 4 0 = 72C81 Active 
1 = 72C81 Disabled 


Bit 5 Always low 
Bit6 Mz1 input value 
Bit 7 M2 input value 
266 


M1/Mz2 Control Register - address 
25Bh/35Bh (Write only) - 


This register is used for software selection of 
the adapter operating mode (CGA, MDA/ HGA, or Hi- 
Def). 


Bit 0-5 Reserved - always written as zeros 
Bit 6 M1 7 
Bit 7 M2 





CRT Controller 


Internal to the 72C81 is a CRT controller which 
is software compatible with a 6845 CRT Controller and 
performs the same functions except for interlace capabil- 
ity. To address the controller’s pointer register, use an 
even address (3D0h, 3D2h, 3D4h, or 3D6h). To store or 
retrieve a value from a particular data/control register, 
use an odd I/O address (3D1h, 3D3h, 3D5h, or 3D7h). 
The data/control registers inside the 72C81 CRT con- 
troller are ordered the same as the 6845 and use the same 
individual bit programming. Refer to a Motorola 6845 
data sheet for detailed information. © 
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CRT Controller Timing Illustration the various modes. The values shown for the Hi-Def 

mode are for reference only. These values are substituted 

The following chart indicates normal register for standard color values by the mapper circuitry. These 
programming for the CRT controller corresponding to values are in Hexadecimal. 


MDA/HGA 
Mono 40 Col |80 Col | Grfx {40 Col |80 Col | Grfx 
Text Text Text Mode iText Text Mode 
RO 63 
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# R10=CGARI0X2 
R11 =(CGA R11 X2) +1 
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6845 Register Reference 


Register Register Register Units Read/Write 
Address Number Type 
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Horizontal Total 
Horizontal Display 
Horizontal Sync 
Position 
Horizontal Sync 
Width 

Vertical Total 


Vertical Total 
Adjust 
Vertical Displayed 


Vertical Sync 
Position 
Interlace Mode 
Maximum Scan 
Line Address 
Cursor Start 


Cursor End 


Start Address 
(High) 

Start Address 
(Low) 

Cursor Address 
(High) 

Cursor Address 
(Low) 

Light Pen 
(High) 

Light Pen 


Character 
Character 
Character 


Character 
Character 
Row 
Scan Line 
Character 
Row 
Character 
Row 
Scan Line 


Scan Line 


Scan Line 


Write Only 
Write Only 
Write Only 
Write Only 
Write Only 


Write Only 


Write Only 


Write Only 


Write Only 
Write Only 


Write Only 
Write Only 
Write Only 


Write Only 


Read/Write 


Read/Write 


Read Only 


Read Only 
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System Interface 
Monitor Outputs 


The outputs to the monitor are comprised of 
Red, Green, Blue, Intensity and the Horizontal and Ver- 
tical Sync pulses. These outputs are TTL/CMOS com- 
patible with high drive capability and are tri-stateable via 
the CGMA Disable Mode. 


In Monochrome Mode, Red and Blue are at a 
logic low level while Green and Intensity contain the 
video information. The Horizontal sync is a positive 
pulse with a frequency (line rate) of 18.4 KHz. The Ver- 
tical sync is a negative polarity pulse output of 50 Hz 
which allows compatibility with standard monochrome 
PC monitors with high persistence phosphors (P39). 


In standard color mode, Red, Green, Blue, In- 
tensity signals are provided. The Horizontal sync signal 
is a positive polarity pulse with a scanning frequency of 
15.75 KHz. The Vertical sync pulse is of positive polar- 
ity and has an output frequency of 60 Hz, providing 
compatibility with standard color PC monitors. 


In Hi-Def color mode, signals are the same as 
in standard color mode except that the horizontal rate is 
25 KHz and the vertical rate is 57 Hz. 


CGMA Monitor Parameters 


The frequencies listed below apply only if the 
standard video rate frequencies are used. 


PC Interface 


The PC interface consists of the Data Bus: DO - 
D7, the Address bus: AO - A19 and control signals 
AEN, MEMR/, MEMW/, IOR/, IOW/, RESET, and 


IORDY for PC wait state control. These signals allow 
the 72C81 to be interfaced directly to the PC bus. 


Light Pen 


The light pen circuitry consists of two input sig- 
nals, the light pen switch and the light pen input. The 
light pen switch only goes back to the host processor as a 
status bit (a zero indicates the switch is made). The light 
pen input is latched and goes to the host as a status bit but 
also causes the coincident raster point to be stored for re- 
trieval by the host. The latched signal is reset under pro- 
gram control. 


Note: For software compatibility, the light pen 
should be used in non-Hi-Def modes of opera- 
tion. 


Display Buffer Interface 


The display buffer interface is comprised of 8 
address, 16 data, and 4 control lines. The Memory Ad- 
dress lines, MAO - MA7, are multiplexed lines which 
provide row and column addresses which are clocked by 
RAS/ and CAS/ signals. The memory data lines, MDO - 
MD15, are the bidirectional bus between the 72C81 and 
the frame buffer. WEVEN/ is low when data is written 
to the frame buffer and is high when data is read from 
the frame buffer. Memory timings are compatible with 
16K X 4 and 64K x 4 DRAMs. The 64K xX 4 parts are 
required if two page monochrome mode is used. 


Note: Standard color (CGA) mode requires 
DRAMs with 120 ns access, while Hi-Def and 
monochrome modes require 90 ns access. 


Monochrome CGA Mode Hi-Def Mode 


Horizontal scan rate 
Vertical scan rate 50 Hz 
Video rate 


Displayable colors 3 


Character size 
Character cell size 
Maximum resolution 


9x14 


18.432 KHz 
16.257 MHz 
7x9 pixels 


720 x 350 





15.750 KHz 25.000 KHz 
60 Hz 57 Hz 
14.318 MHz 20.000 MHz 
16 16 

5 x 7 pixels 7X9 pixels 
8x8 8x16 

640 x 200 640 x 400 


CGMA Monitor Parameters 
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84 Pin PLCC Diagram 
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PC Bus Interface Signals 


SIGNAL 
DO0-D7 
A0-A19 
RESET 
IORDY 


IOR/ 


IOW/ 


MEMR/ 


MEMW/ 


AEN 


TYPE 


1/O 


DESCRIPTION 

Data bits 0 to 7 are used for data transfers between the processor, memory, and I/O devices. 
Address bits 0 to 19 address memory and I/O devices. 

This input is used to initialize the 72C81 upon power-up. 

This output is pulled low to lengthen memory and/or I/O cycles for slow devices. 


I/O Read: This active-low signal instructs the 72C81 (or other addressed I/O devices) to 
drive its data onto the data bus. 


I/O Write: This active-low signal instructs the 72C81 (or other addressed I/O devices) to 
read the data on the data bus. 


Memory Read: This active-low signal instructs the addressed memory to drive its data onto 
the data bus. 


Memory Write: This active-low signal instructs the addressed memory to store the data 
present on the data bus. 


Address Enable: This active-high signal indicates that a DMA transfer is taking place. 


Monitor Interface Signals 


SIGNAL 


R 


HSYNC 


VSYNC 
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TYPE 


O 


DESCRIPTION 


TTL/CMOS-level Red monitor drive - active for color modes of operation, held low for 
monochrome modes. 


TTL/CMOS-level Green monitor drive - active for color modes, video for monochrome 
modes. 


TTL/CMOS-level Blue monitor drive - active for color modes of operation, held low for 
monochrome modes. 


TTL/CMOS-level Intensity monitor drive - active for color and monochrome display 
modes. 


Horizontal Sync - initiates horizontal retrace. 


Vertical Sync - initiates vertical retrace; polarity is inverted for monochrome modes. 
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Frame Buffer Interface Signals 


MDO-MD15 


MAO0-MA7 


RAS/ 


CAS/ 


WODD/ 


WEVEN/ 


1/O 


O 


O 


Bidirectional memory data lines for data transfer between the frame buffer and the 72C81. 
Multiplexed address lines for frame buffer DRAM row and column addresses. 


Row Address Strobe - used to strobe row addresses present on the memory address bus to 
the DRAMs. 


Column Address Strobe - strobes column addresses on the memory address bus to the 
DRAMs. 


Write Odd - Write enable signal for odd bank of the frame buffer. Used because writes to 
the frame buffer are eight bits wide while reads are 16 bits wide for flashless screen up- 


dates. 


Write even - write enable signal for even bank of the frame buffer. 


Clock, Control and Power Signals 


SIGNAL 


MCLK 


TEST/ 


35X/25X 


M1 


M2 


CSOUT/ 


LPEN SW/ 


LPEN INPUT 


VSS 


VDD 
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TYPE 


I 


I/O 


I/O 


DESCRIPTION 


MCLK is the 72C81’s pixel clock input and is equal to 14.318 MHz for standard color 
mode, 16.257 MHz for monochrome modes, and 20 MHz for Hi-Def mode. Refer to table, 
section 7.1.1. 


Test mode control. For normal operation, this pin is connected to the positive supply, 
VDD. 


This input selects the I/O mapping of the Extended Control/Status Register and the M1/M2 
Control Register. If this input is low, the Extended Control/Status Register is mapped at 
I/O address 25Ah and the M1/M2 Control Register is mapped to I/O address 25Bh. If this 
input is high, these registers are mapped to I/O addresses 35Ah and 35Bh respectively. 


Mode select line 1. (see M2 description) 


Mode select line 2. The mode lines M1 and M2 are bidirectional. When the RESET input is 
active, the logic levels on these pins are stored in the M1/M2 Control Register. When RE- 
SET is inactive, the values stored in the M1/M2 Control Register are driven out on these 
pins. This allows for external clock selection. 


This output is driven low when an I/O access is made at 25Eh to 25Fh, or 35Eh to 35Fh 
depending on the value of the 35Xh/25Xh input. This output can serve as a control for ex- 
ternal devices. 


The sense of this input is reselected in bit 2 of the Status Register (I/O address 3DAh). 

A high to low transition on this line causes the current refresh address to be latched into 
registers 16 and 17 of the 6845. The trigger for the light pen is reset by writing to address 
3DBh. No specific data value is required to perform the reset, just the IOR/ access to 
3DBh. 

Power supply ground. 

Positive five-volt supply input. 
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Parallel Port Select Signals 


SIGNAL TYPE 
MLTP/ O 
LPT1/ O 


NCR Graphics Products 


DESCRIPTION 


This output is driven low when an I/O access is made at 3BCh to 3BEh and is used as a chip 
select for parallel port interface chips. This allows a printer port to be included with mono- 
chrome display adapter configurations. 


This output is driven low when an I/O access is made at 378h to 37Fh and is used as a chip 


select for parallel port interface chips. This output is used for color display adapter config- 
urations that include a printer port. 
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Electrical Specifications 


D.C. CHARACTERISTICS (Ta = 0°C to 70°C, Vcc = SV +5%, Vss = OV) 


Characteristic 





Max. Power Supply Current Idd | 100 mA 


Input _ Voltage 


A0-A19, |OR/, MEMR/, MEMW/, 0.8 

AEN, RESET, LPEN INPUT/, 

LPEN SW/, M2, M1, MCLK, 

35X/25X, TEST/,MDO-MD15, DO-D7 : VDD +0.3 


In 


A0-A19, l|OR/,IOW/, MEMR/, 
MEMW/, AEN, RESET, 

M2, M1, MCLK, 

ViH =VDD, ViL= 0 


35x/25x, TEST/, 
LPEN SW/, LPEN INPUT 





Output _ Voltage 
VoL 0.4 V 
R,G,B,l, HSYNC, VSYNC = (loL = 2mA 
MAO - MA7, RAS/, CAS/, — loH = -1mA) VoH 24 V 
WODD/, WEVEN/ 
VoL 0.4 V 
MDO-MD15 (loL = 2mA DA V 
loH = -1mA) wor 
VoL 0.4 V 
D0-D7 (loL = 4mA 24 V 
loH = -2mA) ver 
ut_Load Capacitance 
R,G,B,!, HSYNC, VSYNC CL 150 of 
MAO - MA7, RAS/, CAS/, CL 40 pf 
WODD/, WEVEN/ 
MDO-MD15 CL 50 pf 
DO-D7 CL 100 of 
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A.C. Characteristics 
All timings are taken from the 10% or 90% points with respect to the specified VoL and VoH levels of the waveforms. 


Data Bus Timings 


Data Port Read: 


Select Enable 
Data Valid 
Data Hold - Read 


Data Port Write: 
Select Enable 


Data Setup 
Data Hold - Write 


nm a” 
25 
Address Setup/Hold : a rt 
ce 
on 


Before Write* 
After Write” 





*Note: Address must be stable during select times 


AO- A15 - >—_—— 


AEN 
1OR/ 
lOW/ TPW 
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Frame Buffer Read Timings Migration from 72C80 to 72C81. 
|___PARAMETER | SYMBOL | MIN | MAX_| The NCR 72C80 chip normally requires a Dis- 


CRT Cycle Time tCRT play Buffer of four 64K x4 DRAM chips, while the 
ce ied ae toPU newer NCR 72C81 needs only two 64K x4 DRAMs. 
recharge Time és 9 
RAS CRT ata Width ieee ue ae eats peat to - naa The 
RAS CPU Pulse Width | tras CPU play Burier as an © it data us an uses 
CAS Precharge Time tcp’ Page-mode accesses during CRT cycles to gain equiva- 
CAS Pulse Width tCAS lent 72C80 performance. The 72C80 and the 72C81 are 
RAS to CAS Delay tRCD functionally identical, as far as the user is concerned. On 
Row ADDR Setup 'ASR the 72C81, nine signals described below are labeled 


Rayer ne ““VSS-NC.” All other pins are identical between the two 


Col ADDR Hold tCAH parts. 
Data in Setup tps 
Data in Hold tpH 





T =MCLK PERIOD (ns) 


Frame Buffer Read Timings (CRT & CPU Reads) 


} A$$ tet +} cpr ——__________>+ }+_____—_tcpy —_____+ 


RAS tRAS,CRT trp (RAS Chis ee trp tRAS,CPU 
tRcD—> trop trcD 
— aa | cas {CAS A 4a tcas ROT eae 
CAS ~<«- top> ~eicp 
tasR tRAH tasc tcaAH tasc ‘CAH tasR tRaH tasc tcAH tasc 'CAH tasR 'RAH tasc tcAH 





tos toy tos tbH tos tbH tos tou tos tbH 


. VALID VALID VALID VALID VALID 
M D(7 , 0) DATA DATA DATA DATA DATA 


nme “CRT a aiaeniaetss Seana encase ined ee 


NOTE: all timings are referenced to VL and VjH levels. 


* This CRT Cycle only occurs during Alphanumeric 80 column modes. 


276 NCR Graphics Products 04/88 


COMMUNICATIONS PRODUCTS 

90C26 ARCNET Controller 
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General DeScripuOll 424064 k cama u Mees dak eter eee as Been ee tae eats oer e Chowne cada 
90C26 Pin Descripuons 2..se5t cet tage et ea eo ysae oe se Kas eae eee ode ae evened 
Description OF Line: Protocols cee gt aca eeedud dealin caa eho ae ea cae eee ed oan BERS oe a aye 
INGIWObK © ONIEOL cisaen nego teu a cietid one eases eae ane cen tae ma oe eae eee mee aoe ea 
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90C32 ARCNET Transceiver 
Introduction to ARCNET Chip Set, 90C26 and 90C32...... 0.0... cece cece cee eee eee 
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NCR90C32 at Pin Descriptions 25.4054 othe cae Sea eat awed PTR ee ew he Meee byes ee kee eee 
Descripaon Of Operavion: 2424" Ye oles ed A she ee Oy Raker SEE Ae USS Eeew SEER LSS Rs ore aes 
Electnical SpeeiiCaOns<.3.0s taco ea teas ama at Ree ie ne Masha ined bh 4 a area a hy ay Sa WER eae oie 

20C12 HART™ Modem 
INUOGUCHION 22 pk einen hace pou base eeee eee eka Soe) ee en ee eee ee eh ede 
PCAUTOS ahr c taken ieee es aa ce MAAR we a ae eee i ORM OO ane em eaewe oe feces 
ene Tal DESCLIDNOM su tee o ad Cea hy Sitde hk OR ee eee aie eee RAS be ee Ss aa ae ee SA 
Pitt, Descriplon.4 s suvshudars 4 bnaancenGe eens eS Oa eee eae ae Hae nea eee ws 
Pin OOl c's ovo sesame eee ee ote eh Bate ed be ae on Oa Ae oO te Mame eae ee eee ae 
Blectrical Characteristics. 500 605k ager ater a tut Gees aden Ore eee de ieee eee Buen SAS esy 
Ciitrent VS; Vol ase Cans: sie oe Be one Sie ah aes Sea OS eS ARO Re Se OSs SNS Oh a til teat 
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Mechanical Dtawihes: 207290. banewen sav storehouse ease eee eaas Dae ie pls aaa has esra wes 

Geometric Arithmetic Parallel Processor 
ENUOCUCHON a. wah ta Sew ace Ooi ee ke hehe iw eee Meare Dome eel pete GRR aa Mand arews helenae aie 4 

45CG72-GAPP 
PDDICAUONS os nu 572k, cuast oe Rae ec keds wee tiene Seas Bee ele oe Gs anders Does eS Gh oe een YS 
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Processor Element and Data Bus Identification .......... 0... eee eee eee een eens 
Block Diagram of Connections Between Four Processor Elements ......... 0.0... cee cee ee eee ees 
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NCR45CG72 Pin Numbers vs. Signal Labels (Plastic Chip Carrier) ..... 0.0... . 0... cee eee eee eee 
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GAPP Application Note Number 3 

Detection of Edges and Gradients in Binary and Gray Scale Images with the GAPP Processor 
INLEOGUCUON: <.5,c3-8 cig Smee ek eames Skee aS Bo ha ae wa enone ai ae kee ane UA ae ee aera eee 
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‘GAPP Application Note Number 4 

GAPP Chip Performs M XN Correlation on Binary Images 
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PO DCN 2 rete st ded eee lenin ace Sacuaes Mepoat ae ee OI ea dha ls SD vena kia AS Ge hark ee haa ete bh 


GAPP Application Note Number 5 
Data Input/Output Techniques for the Geometric Arithmetic Parallel Processor (GAPP) 
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Block Diagram, GAPP Development Systemis.s i045 e146 beekiaaes ote see ween eehonad gaaenane sega’ 
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45GS4 GAPP System Simulator Package 
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45CM16 CMOS 16x16 Bit Single Port Multiplier/Accumulator-Continued 
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90C26 ARCNET CONTROLLER 


Introduction Features 
Arcnet is a registered trade mark of Datapoint e Data transfers at 2.5 Megabits per second 
Corporation. The NCR 90C26 AC (ARCNET Control- e Supports up to 255 Local Area Network 
ler) and the NCR 90C32 AT (ARCNET Transceiver) to- nodes 
gether comprise all logical function of an ARCNET ¢ Controls external SRAM containing host 
RIM (Resource Interface Module), in low power CMOS messages 
implementations. ARCNET is a popular token passing e Token Passing Protocol gives predictable 
Local Area Network (LAN) scheme developed by Data- transfer intervals 
point Corporation. e Interfaces with a variety of microprocessors 
e Can transmit broadcast messages to all other 
ARCNET is an ideal LAN for use in PC Net- nodes on LAN 


works, small office automation and factory automation. 


Typical ARCNET Node 
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General Description 


The NCR 90C26 AC (ARCNET Controller) is 
a powerful token-passing communications chip that han- 
dles all data transfer functions for a node on an 
ARCNET Local Area Network (LAN). With a flexible 


microprocessor interface, the AC accepts commands - 


from its host regarding message packets to be sent or re- 
ceived over the LAN. These packets are stored in an 


Pin Assignment 


external Static RAM that may be accessed jointly by the 
host or the AC. When a node is either added to or re- 
moved from the network, the active nodes will automati- 
cally “‘reconfigure”’ as directed by each AC. The 
diagram on the previous page shows the detailed connec- 
tions for the AC in an ARCNET node. The NCR 90C32 
ARCNET Tranceiver is a 16-pin companion chip that 
passes data between the AC and the actual LAN cable 
circuitry. | 


PIN ASSIGNMENT 
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90C26 Pin Descriptions 


AS, A10 PAGE SELECT: The two most significant address bits to the RAM buffer. These pins 
reflect the page value specified in the ENABLE TRANSMIT amd ENABLE RECEIVE 
commands. For a 1K buffer they are connected to A8 & AQ of the RAM, and for a 2K buffer 
system, connect to A9 & A10 respectively. 














A8 ADDRESS 8: Connects to RAM pin A8 in a 2K buffer system . This pin is left unconnected 


in systems with a 1K buffer. 









ADO - AD7 ADDRESS-DATA BUS: The eight-bit data path to the AC, and the lower eight address bits 


of the RAM buffer. In addition, ADO is used for command decoding of host status/control 
commands to the AC. 


VO REQUEST: This signal is sampled by the AC on the falling edge of AS, and indicates 


that the host wishes to transfer status/control information over the Address-Data bus to 
the AC. 









MEMORY REQUEST: This signal is sampled by the AC on the falling edge of AS, and 
indicates that the host plans to transfer data to or from the RAM buffer. 








READ / WRITE: Indicates that the pending host access request is either a read or a write 
cycle. R/W is sampled on the falling edge of AS. 












ADDRESS STROBE: Used by the AC to sample the state of R/W, MREQ, and IOREQ. If 
necessary, the AC will initiate arbitration for the Address-Data bus on the falling edge of 
AS. 


REQUEST: A feedback signal acknowledging that the AC has sampled a Memory or V/O 
request by the host. 












WAIT: This signal is asserted by the AC to indicate that it is not ready to transfer data, at 
the beginning of host access requests. WAIT is returned low when the AC is ready for the 
host to complete its transfer. 






DELAYED WRITE: A signal that informs the AC that valid data is set on the Address-Data 
bus, for host write cycles. DWR should be grounded, if the host will always be able to meet 
write data setup time. 





INTERRUPT: The AC asserts this signal to indicate to the host that an enabled interrupt 
condition has occurred. INTR will return low upon the resetting of the interrupting status 
condition or the corresponding mask bit. 


INTERFACE LATCH ENABLE: The AC brings this signal low to gate the host's valid output 
data for host write cycles. 










ADDRESS-DATA INPUT ENABLE: Tri-states Address-Data Bus pins in the AC. Enables 
the host to drive the Address-Data bus. 


ADDRESS INPUT ENABLE: Tri states pins A8 - A10 of the AC and enables the host to drive 
these signals. 






NCR Communications Products 04/88 


283 


” 
= 
2 we 
e 
Ito 
— i) 
So 
=c 
= 
= 
=) 
rz) 





90C26 Pin Descriptions (Cont’d) 


Symbol eee Name and Function 


LATCH: Gates the Address-Data bus into an external latch. This latch in turn is normally 
connected to AO - A7 of the RAM buffer. 







WRITE ENABLE: This signal strobes data off the Address-Data bus into the RAM buffer. 
Data is taken by the RAM at the rising edge of WE. 


OUTPUT ENABLE: Enables the RAM buffer to drive the Address-Data bus on all RAM read 
cycles. 









IDLD ID LOAD: When active, this signal synchronously loads the state of the ID switches into 


an external shift register. 





IDDAT ID DATA IN: This signal is the serialized ID switch setting from the ID switch register. The 


ID data is shifted into the AC MSB first, and with high level indicating logic 1. 












ET1, ET2 EXTENDED TIMEOUT FUNCTIONS: The levels on these pins indicate the timeout 
durations of the AC in checking responses from the other nodes on the LAN. These pins 


should be tied high for normal operation. 














TX TRANSMIT DATA: Serial output data to the Transceiver chip. 


RECEIVE DATA: Serial input data from the Transceiver chip. 





RX 


TEST PINS 1 & 2: Used to set up special diagnostic tests. For normal operation, these 
pins are grounded. 


ECHO DIAGNOSTIC ENABLE: When low, this signal enables a re-transmit of messages 
whose length is less than 254 bytes, for level testing. This pin is normally tied high. 


CLOCK: A free-running 5 MHz clock used for timing of AC bus cycles and other various 
chip functions. 


| AUXILIARY CLOCK: A gated 5 MHz clock used to control operation of the AC sequencer. 
CA is periodically halted by DSYNC and restarted by RX. 










| DELAYED SYNC: This signal is asserted by the AC to cause the clock generator circuit to 
halt the CA clock. 








POWER ON RESET: Sets the AC sequencer counter to zero and initializes various internal 
control and status signals. Also sets the POR status bit which causes the INTR pin to be 
asserted. 










+5 VOLT SUPPLY. 


GROUND. 
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Description of Line Protocol 


The NCR 90C26 ARCNET Controller imple- 
ments an isochronous line protocol, with each character 
byte consisting of: 2 clock units of mark (logic 1), 1 
clock unit of space (logic 0), and 8 clock units of data 
(the character). A single clock unit is 200 nanoseconds 
in duration, so a byte of data will be transmitted every 
4.4 microseconds. Thus, the time to transmit any mes- 
sage can be determined exactly. All transmissions start 
with an ALERT BURST, which is 6 clock units of mark. 
The line idles in a spacing condition. The five types of 
ARCNET transmissions are now described: 


Invitations To Transmit: 


An ALERT BURST followed by three charac- 
ters: one EOT (End Of Transmission) and two repeated 
DID (Destination [Dentification) characters. This mes- 
sage passes control (the “token’’) from one node to an- 
other. 


Free Buffer Enquiries: 


An ALERT BURST followed by three charac- 
ters: one ENQ (ENQuiry) and two repeated DID charac- 
ters. This message asks another node if it is able to 
accept a message packet. 


Packets: 


An ALERT BURST followed by from 8 to 260 
characters: 

¢ one SOH (Start Of Header) character 
one SID (Source [Dentification) character 
two repeated DID characters 
an inverse COUNT character = 250 —N, 
for N data characters to be sent 
e from 1 to 253 data characters 
¢ two CRC (Cyclic Redundancy Check) char- 

acters 


Acknowledgements: 


An ALERT BURST followed by a single ACK 
(ACKnowledgement) character. This message is used as 
a positive to FREE BUFFER ENQUIRIES, and also to 
acknowledge the valid reception of a PACKET. 


Negative Acknowledgements: 
An ALERT BURST followed by a single NAK 
(Negative AcKnowledgement character. This message 


gives a negative response to FREE BUFFER EN- 
QUIRIES. 
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Notes: 
The codes (all in HEX) for the special charac- 
ters mentioned above are now given: 
EOT-04 ENQ-05 SOH-01 ACK-06 NAK-15 
The COUNT character for PACKETS may be 
= 512 — N if a “long packet” is being sent. The CRC 
polynomial used for data packets is: 


X= X84 X41, 


As receiving node, the AC will verify all in- 
coming transmissions by checking for: 1] at least one 
mark and exactly one space preceding each character 2] 
a valid EOT, ENQ, SOH, ACK, or NAK following the 
ALERT BURST 3] proper CRC for data packets 4] cor- 
rect number of characters, depending on the transmis- 
sion: can be from 1 to 260 5] at least nine spaces 
following the very last character. 


Network Control 


All nodes in an ARCNET system are distin- 
guished by a unique 8 bit ID (IDentification) value 
which is determined by switches, typically a DIP switch, 
that is associated with AC chip. An ID of ‘0’ may not be 
assigned to any node however, since that ID indicates a 
BROADCAST to all nodes. Control of the Local Area 
Network (or ““LAN’’) is based on an INVITATION TO 


_ TRANSMIT being passed between nodes. When an AC 


receives an INVITATION containing its own ID, it has 
“gotten the token,” and it then takes control of the LAN. 
To pass a message, the host processor simply loads the 
message data and the destination ID into its AC’s RAM 
buffer, and then writes an “‘Enable Transmit’? command 
to the AC. An AC will know it has a message to send if it 
sees that TA (Transmitter Available) in its Status Register 
is LOW. When that AC has the token, it then transmits a 
FREE BUFFER ENQUIRY to the destination ID to see 
if it is able to take the message. If that destination is able 
to receive, it will transmit back an ACK. The controlling 
node then transmits the PACKET, complete with a 16 bit 
CRC. When an AC receives the token, but its TA is high 
(it has no message to send), it will send INVITATION 
TO TRANSMIT and thus pass on the token. 


When an AC is sent FREE BUFFER EN- 
QUIRY, it will poll its RI (Receiver Inhibited) Status bit. 
If the RI bit is set, that AC will transmit a NAK, and the 
controlling node will then pass the token. If an AC with 
a packet to send gets a NAK, then it will re-transmit a 
FREE BUFFER ENQUIRY the next time it receives the 
token. These attempts will continue until the AC “Times 
out,” a process described in detail in a following section. 
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Upon Timeout, the AC sets its TA bit, and passes the to- 
ken. After it has sent a PACKET, an AC waits a speci- 
fied response time: if within that time, it receives ACK, 
it sets both the TMA (Transmit Message Acknowledged) 
and the TA Status bits and passes the token. If it does not 
receive ACK in time, it only sets TA and then passes the 
token. 


All nodes recognize a PACKET when they see 
the SOH character, and all the ACs will write the SID 
into their Receive Buffer. If an AC perceives the first 
DID as its own, or the PACKET is a Broadcast 
(described below), the chip will write the second DID 
and the rest of the message into its Receive buffer. Oth- 
erwise, the AC will ignore the rest of the PACKET. Af- 
ter the PACKET has been fully received, it must pass 
three conditions to be considered a valid message: a) the 
CRC comparison b) correct length of characters, and c) 
valid DID in byte 0 of the Receive Buffer. Valid DIDs 
are either ‘0’ (indicating Broadcast), or the AC’s own 
ID. If a message is valid by these conditions, then the 
AC will set its RI Status bit. However, if the DID is that 
of the AC, it will transmit an ACK first before setting 
RI. If any of the conditions fail, the AC ignores the mes- 
sage and will write it over with any future PACKETS. 


Reconfiguration and Broadcast 


There are two activities that involve all nodes 
on the ARCNET system. The first is a Reconfiguration 
of the network, which is performed any time a node is 
removed from, or added to the system. Specifically, an 
AC will instigate a Reconfiguration when it is first pow- 
ered on, or when it has not received an INVITATION 
TO TRANSMIT within 840 milliseconds. It does this by 
transmitting a RECONFIGURATION BURST: 8 marks 
and 1 space repeated 765 times. This burst has the effect 
of terminating all activity on the network. As it is longer 
than all the other types of transmissions, it will interfere 
with the next INVITATION TO TRANSMIT, in effect 
“destroying” the token, and thus no other node will take 
control of the line. The RECONFIGURATION BURST 
also provides enough line activity so that the AC that just 
sent the token will also release control of the network. 


When any AC sees the line idle for 78 us, it will 
know that the network is being Reconfigured, and it will 
set an internal NID (Next ID) register to its own ID. The 
NID is normally the DID sent with an INVITATION TO 
TRANSMIT. Besides resetting its NID, an AC also 
starts a timeout of 146 us times the quantity 255 minus 
its own ID. If this timeout expires with no other line ac- 
tivity, the AC will start transmitting INVITATIONS TO 
TRANSMIT, with DID set pointing to itself. Only the 
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AC with the largest ID value will actually timeout, 
however. 


After sending an INVITATION TO TRANS- 
MIT, the AC will look for any line activity, indicating 
the the DID is a valid node. If the sending AC detects no 
activity after 74 us, it increments its NID, and sends an- 
other INVITATION. Eventually, the AC with the ID that 
should be next, will see its ID in the INVITATION, and 
it will take control of the line. The previous AC will then 
have its NID set correctly. The process repeats, with the 
end result that each AC will have a NID stored which 
will represent a truly active node to which it will always 
pass the token. No time will be wasted in trying to send 
the token to nonexistent nodes. If for some reason a node 
is removed from an active network, then when the pre- 
vious node tries to pass the token, it will timeout. The 
previous AC will go through a cycle of incrementing its 
NID and transmitting INVITATIONS TO TRANSMIT, 
until it finds the next valid node. The total time to per- 
form a Reconfiguration will vary depending on the sys- 
tem configuration, but is typically between 34 to 61 ms. 


The other operation that pertains to all the 
nodes in the network is a Broadcast Packet. Broadcast 
Packets are a special subset of PACKETS. A PACKET is 
considered to be Broadcast if the DID is a value of ‘0’ 
No regular node may be assigned to the Broadcast ID. 
Nodes are set up to receive Broadcasts by issuing an 
“ENABLE RECEIVE to Page nn” command to the cor- 
responding AC, with the most significant bit of the com- 
mand set to ‘1, All the AC commands are described in a 
following section. 


Timecheck Functions 


The various timeouts that have been mentioned 
previously are now summarized. A standard baseband 
system using RG-62 coax cable (the ARCNET standard) 
can take up to 31 us for a one-way propagation, which 
corresponds to a distance of about 4 miles. Also, the 
maximum turnaround time that any AC takes to respond 
to an incoming message is 12 us. Therefore, a maximum 
Response Time for any transmission should be 31 + 31 
+ 12 = 74 us. To allow margin, the AC uses 74.7 ys as 
its basic Response timeout, the interval within which a 
controlling node expects to perceive any line activity af- 
ter it makes a transmission. 


An IDLE Timeout is the interval that transpires 
at the onset of a Reconfiguaration. After the RECONFI- 
GURATION BURST, all the nodes will commence the 
Reconfiguration process after they have seen no line ac- 
tivity for the Idle timeout. In a standard network, the 
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Idle timeout is 78.2 ps. The TRANSFER Timeout is the 
ID-dependent interval that is also associated with Recon- 
figuration. This timeout is given by 146 ws X (255 — 
ID), and it will transpire only for the node with the high- 
est ID on the network. The last timeout is the interval 
that instigates a Reconfiguration. In a standard network, 
if any node has not received an INVITATION TO 
TRANSMIT within a Reconfiguration timeout of 840 
ms, it will issue a RECONFIGURATION BURST and 
thus start a network Reconfiguration. 


The above timeout values apply to a standard, 
or “‘basic” network with no 2 nodes further apart than 
about 4 miles. The network may operate over longer dis- 
tances by appropriate setting of the ET1 and ET2 inputs. 
The table below shows the effect of ET1 and ET2 on two 
of the more pertinent timeouts. It is important that ET1 
and ET2 be set to the SAME VALUE for all nodes on the 
network. 


RESPONSE 


ET2  €ET1 TIMEOUT TIMEOUT 


74.7 ps 0.84 second 
283.4 us 1.68 seconds 


561.8 ps 1.68 seconds 
1118.6 ps 1.68 seconds 





Host Interface 


The “Typical ARCNET Node” diagram on 
page 1 of this manual illustrates the hardware aspects of 
a host processor interface to the 90C26 AC. The block 
on the left contains the signals of a generic processor 
with 8 bits of multiplexed address-data. The upper ad- 
dress bits are used to decode whether a pending host ac- 
cess is to/from the RAM buffer, or the AC. The RAM 
buffer in the drawing, a 2Kx8 Static RAM, can hold four 
pages at 512 bytes per page. Entire PACKETS are stored 
in a page in the RAM buffer. A 512 byte page corre- 
sponds to a Long Packet. Short Packets require 256 byte 
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RECONFIGURATION 


pages and a RAM buffer which is only a 1Kx8 SRAM. 
Leave A8 (from both the AC and the host) unconnected 
for a Short Packet network. The #1 latches capture the 
host’s upper address signals for RAM buffer accesses. 
The #2 8-bit latch always contains the lower 8 address 
bits for RAM buffer accesses, by both the AC and the 
host. For host write cycles, latch #3 buffers both lower 
RAM address and Data under control of the AC. Finally, 
latch #4 holds Data that the host has asked for in a read 
cycle. A recommended device for these latches is 
74LS373. 


In dealing with an ARCNET node, the host 
need only be concerned with 2 I/O locations, described 
below, and the 1K or 2K bytes in the Message RAM 
buffer. The AC chip was designed to allow speedy data 
transfers between the host and the Local Area Network. 
The organization of the 4 pages in the RAM allow for 
one message to read out while concurrently a follow-on 
message is being written to the RAM. By transparently 
making alternative accesses, the AC gets a dual port im- 
plementation out of a standard component RAM. Since 
the host makes it access request at arbitrary times, the 
AC synchronizes the host by asserting WAIT at every ac- 
cess attempt by the host. In addition to passing mes- 
sages, the host also used the Address-Data bus and the 
latches to access the AC directly. A low level on IOREQ 
at the falling edge of AS identified I/O cycles, which are 
used to read the AC’s Status, or to write commands to 
the AC. The I/O accesses pass through 2 I/O ports 
within the AC. The ports and their direction are decoded 
by the states of ADO (at the host) and R/W (at the AC) at 
the falling edge of AS as follows: 





WRITE OPERATION READ OPERATION 
ADO (RW low) (RW high) 


Write Interrupt Mask Read Status Register 
AC Command [reserved function] 
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Commands 
The six valid host commands to the AC are now described, followed by a summary of the Status Register bits: 


DATA FUNCTION 
DISABLE TRANSMITTER: Causes an AC to cancel any pending transmit command. This 
command will cause the TA bit to be set the next time the AC receives the token. 


DISABLE RECEIVER: Causes a pending receive command to be canceled. This com- 
mand will cause the RI bit to be set the next time the AC receives the token. If a PACKET 
has already started arriving, then this command will have no effect. 


ENABLE TRANSMIT from Page nn: Tells the AC to prepare for a transmit operation out of 
RAM buffer page nn when it next receives the token. The TA and TMA bits are reset by an 
AC receiving this command. The TA bit is set to logic ‘1’ at completion of the transmission; 
the TMA bit may already be set at that time if the destination node has sent back an ac- 


knowledgement. If TA is not true, this command should not be issued. 


ENABLE RECEIVE to Page nn: Allows the AC to receive messages into RAM buffer page 
nn. The RI status bit is set to ‘0’ by this command. If ‘b’ in the command is ‘0’, then only 
messages addressed to the AC’s ID will be received. If ’B’ is ‘1’, then Broadcast messages 
will also be accepted. RI will be set by a successful message reception. 


DEFINE BUFFER SIZE: Tells an AC the size of its RAM buffer. If bit ‘s’ is ‘0’, the buffer is 
1K bytes, and only short packets may be sent and received. If ‘s’ is a ‘1’, the buffer is 2K 
bytes, and both short and long packets may be handled. 


CLEAR FLAGS: Resets the POR and/or the RECON status bits depending on the variable 
bits. If ‘r’ is ‘1’, the RECON flag is cleared, and if ‘p’ is ‘1’, then POR is cleared. 





Status Register 


BITNAME DESCRIPTION 


Transmitter Available: When = 1, this bit indicates that the node is available to carry out a 
transmit sequence, and any previous ENABLE TRANSMIT process has been completed. 


Transmit Message Acknowledged: This bit, when set to 1, indicates that a message sent from 
a previous ENABLE TRANSMIT command was acknowledged by the receiving node. 


Reconfiguration Flag: When = 1, this bit indicates that a system Reconfiguration took place 
due to the expiration of an Idle timeout. RECON is reset by the CLEAR FLAGS command. 


Test Flag: Intended for test and diagnostic purposes. This bit will be:a ‘0’ under normal opera- 
ting conditions. 


Power on Reset: When = 1, this bit indicates that the AC has experienced a Power Reset due 
to an active signal on the POR input. POR is reset by CLEAR FLAGS. 


Extended Timeout Status 1: The state of this bit reflects the logic level on the ETS1 pin. ETS1 
will be ‘1’ under normal operating conditions. 


Extended Timeout Status 2: Reflects the level on the ETS2 pin. Normally = ‘1’. 


Receiver Inhibited: When = 1, this bit indicates that the AC is not taking any messages from 
other nodes. If an ENABLE RECEIVE command has been issued to the AC, and no Power 
Reset has occurred, then RI = 1 means that a message has been received into the RAM 
buffer over the network. 





NOTE: If an AC experiences a Power Reset, then the BIT: 7 6 5 4 3 Z 1 
Status Register assumes the following states, where ‘x’ State: 1 X X 1 0 0 0 1 
indicates “‘same as previous state.” 
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Host Interrupts 


The 90C26 AC is able to generate an interrupt 
signal on the INTR pin in response to most of the condi- 
tions that cause Status bits to be set. A POR condition 
causes an unconditional (non-maskable) interrupt. There 
is a Mask Interrupt Register where any combination of 
four other Status conditions may be set to cause inter- 
rupts. Status bits TMA, ETS1, and ETS2 have no cor- 
responding mask bits and can never cause interrupts. 
The 4 maskable Status bits are grouped in the following 
table: 


RECEIVE 
INHIBIT 


STATUS 
CONDITION 


MASK BIT 7 


RAM Buffer Map 


Setting any of these bits to a ‘1’ will cause the 
INTR signal to become active whenever the correspond- 
ing Status Condition becomes true. The other 4 bits in 
the Mask Register should be considered as “don’t care.” 
Once the INTR signal is active (high), it can be deas- 
serted by either A) getting the corresponding Status Re- 
gister bit to be reset, or B) resetting the Mask Register 
bit directly. 


TRANSMITTER 
AVAILABLE 


RECON 
TIMEOUT 


2 0 





The host needs to know the proper locations of the components in a message PACKET. The following map dia- 
grams show these locations for both Short Packets (pages up to 256 bytes in length) and Long Packets (for pages up to 


512 bytes long). 


























Contents Address Contents 
—o— 
ee 
COUNT = 256-N 2 Se 
, —- 3 — COUNT =512-N 
\ Not " : 
Used 
: ‘ 4 Not 
Used 
Data Byte 1 ‘ \ 
i. ae COUNT ~  \ t 
Data Byte 2 Data Byte 1 
‘ 
Data Byte 2 


Data Byte N 


| 


SHORT PACKET 


NOTES: - Addresses shown are relative to a Page, not absolute » SID = Source ID (not 


soi 255 


at 





‘ ‘ 
‘ 


Data Byte N 


LONG PACKET 


written in Transmit Packets) « DID = Destination ID (set = 0 for Broadcasts) « N = 
Message Length « “Not Used” bytes imply message is less than maximum length. 
These bytes would be written for Max. Messages: SHORT = 253 bytes, LONG = 508. 
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Electrical Specifications 
Absolute Maximum Stress Ratings 


Voltage on VDD pin with respect to Vss ............. 0000 ee —0.3 to +7.0 V 


Voltage on-any signal pin ............ eee ee ee eee —0.3 to VDD + 0.3 
Power Dissipation: <24<-ccscnuwieeiet ous eeeentseeesew Peet aeetakoks 100 mW 
Operating Temperature Range .......... 0... cece eee eee ene 0°C to 70°C 
Storage Temperature Range ............ 20. e eee eee eee —65°C to +150°C 


The values listed above are absolute maximum which if exceeded could cause permanent damage to the device. 
Voltages are with respect to circuit ground. 


DC Characteristics 


Symbol Parameter 


Input Voltage, Low 

Input Voltage, High 

Clock Input Voltage High (CA and CLK pins) 
Output Voltage, High (IOH = —50 pA) 


Output Voltage, Low (lIOL = 2 mA) 

Input Capacitance 

Data Bus Capacitance 

Remaining Pins,Capacitance 

Input Leakage Current (all input except ECHO) 
Power Supply Current (Vpp = 5.25 V) 





Note: All parameters are assured over the 0°C to 70°C temperature range and with 4.75 < Vpp <s 5.25 
Volts. All voltages are with respect to circuit ground (Vss). The ECHO input has an internal pullup 
Circuit. 





Timing Diagrams 


The following pages contain detailed diagrams illustrating the timing relations between the various AC device 
signals. Below each diagram is a table with the relevant time intervals specified. All timings are taken from the 10% or 
90% points with respect to the specified VOL and VOH levels of the waveforms. A quick guide to the different timing 
diagrams is given below. 


Page Diagram 

12 Processor Access 
Clock Pulses & ID Input 

13 Write RAM by Host 
Write RAM by AC 

14 Read RAM by Host 
Read RAM by AC 

15 Write AC by Host 


Read AC by Host 


16 Receive & Transmit 
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Processor Access Timing 


tSW tASP 
AS 
tLR 


ae AK WW KW 


MRE <@ tA tLA > 


(OREO BCBC?WWwC fF W’'’W’W™WWW WW 


AS Strobe Width 50 
Period of AS 3.5 tCAP tCKP and tCAP 
REQ delay after AS falling edge 0 
Control Valid before AS falling edge 50 


are defined in 


Control Hold after AS falling edge 50 diagram below. 


WAIT delay after AS 0 200 
Processor Cycle delay tCKP 2tCKP +100 





COMMUNICATIONS 
PRODUCTS 





NAME DESCRIPTION MIN TYP MAX UNITS NAME MIN MAX 


CA Pulse High Duration 
CA Pulse Low Duration 
Rise Time for CLK & CA 
Fall Time For CLK & CA 


tCD, I!DLD Delay from 
CLK Rising Edge 


tCT, IDDAT Delay from 0 
CA Period CLK Rising Edge 
CLK Pulse High Duration 
CLK Pulse Low Duration 


CLK Period 
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Write RAM By Host Timing 


CLK \ 
BEGIN HOST ACCESS CYCLE tLD 

ADIE 
AIE 

tWD 
WE 

DATA ON A-D BUS LATCHED INTO RAM 

DWR 

tID 
ILE 

tAH HOST DATAJAPPEARS ON A-D BUS 
L 
tAS tDW 
WAIT 
NAME DESCRIPTION MIN MAX — UNITS NOTES 


WE Delay from Clock edges 

DWR Setup before Clock (LD, tAH, an 
ILE Hold after Clock tAS are specified 
WAIT Hold after Clock below. 





Write RAM By AC Timing 


292 


CLK 


\ 


BEGIN AC ACCESS CYCLE 


AB-A19  W~’éUYY Kaui acurrerannress > YW 
ADO - AD7 ed eee 


WE 


rl 


NAME DESCRIPTION MIN MAX UNITS 


Address Setup to tT. 
Address Hold from L 


Data Setup to WE_ 
_Data Hold from WE 
L turnoff delay from clock 
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Read Ram By Host Timing 


ee Na Ver Vey “ey Nw 
NS 


BEGIN HOST ACCESS CYCLE 
ADIE 

tAS ‘AH —# tRH 
Lt 

tAO tOS tRH 
OE 
WAIT REQUESTED RAM DATA CAPTURED IN LATCH ————— 
_ tAW tRH 
AIE 
NAME DESCRIPTION MIN MAX UNITS 


Read Data Hold after WAIT 
Delay from ADIE to OE Active 
OE Setup to WAIT Turnoff 


AIE Active before WAIT 
Address Setup to L_ 
Address Hold from L 





Read RAM By AC Timing 
RAM DATA LATCHED IN AC 
CLK 


PRODUCTS 


£) 
<= 
= 
j= 
< 
= 
<= 
— 
= 
= 
© 
oO 





\ WN AC ACCESS CYCLE 
| 


== 


NAME DESCRIPTION MIN MAX UNITS NOTES 


Address Valid before RAM Data tAH andtAS are 
RAM Data Hold for AC___ specified above 
RAM Data Delay after OE , 


> 
oe) 
ro) 


_A-D Bus Hi Impedance before OE 
"L turnoff delay from clock 
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Write AC By Host Timing 


CLK x 
BEGIN F tLD 
ADIE 


AlE 





AD0-7 WYN) Co QD KW GG 
DWR 
ID |<? tID 
LE : 
tDW 
WAIT 
NAME DESCRIPTION MIN MAX UNITS 
Enable Setup before Address | 
Command Setup before Clock 
1LE Delay after Clock 
WAIT hold after Clock 
Enable turnoff after Clock 
Read AC By Host Timing 
CLK 


ADO-7 WWW 9K AcDATAoUuT OD i OUT WEG 


WAIT REQUESTED AC DATA CAPTURED IN LATCH = a 


NAME DESCRIPTION MIN MAX UNITS 
tED Enable Setup before Address 50 ns { 
tDS AC Data Setup before WAIT 60 | ons 
tRH AC Data Hold after WAIT 20 ns 
tLD AIE turnoff after Clock 0 100 ns 
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NAME DESCRIPTION MIN MAX UNITS 
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90C32 ARCNET TRANSCEIVER 


Introduction to ARCNET Chip Set, Features 


90C26 and 90C32 
e Works with NCR 90C26 to transfer data at 


Arcnet is a registered trade mark of Datapoint 2.5 Megabits per second 
Corporation. The NCR 90C26 AC (ARCNET Control- © Outputs the special clock signals required by 
ler) and the NCR 90C32 AT (ARCNET Transceiver) to- the 90C26 
gether comprise all logical function of an ARCNET 
RIM (Resource Interface Module), in low power CMOS e Generates output in NRZ format from in- 
implementations. ARCNET is a popular token passing coming LAN data 


Local Area Network (LAN) scheme developed by Data- 


point Corpora e Provides two general purpose 4 MHz clock 
i ation. 


outputs for CPU interface 


ARCNET is an ideal LAN for use in PC Net- e Generates dual-pulse output signals for data 
works, small office automation and factory automation. transmission out to LAN 
Typical 90C32 Hookup 


SORRY BRYN) SHAE RIOAANN NS 
Sree RRR Sees SSSR 


. SE OS CSU HER ER 





SHIFT REG 
& 
ID SWITCH 


7) 
_ 
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—_ 
jam) 
=) 
cc 
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DRIVING & 
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RECEIVING 
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General Description 


The NCR 90C32 AT (ARCNET Transceiver) is 
a flexible data handling device that interfaces an NCR 
90C26 ARCNET Controller chip to special cable driv- 
ing and receiving circuitry. Directed by a host micropro- 
cessor, these components comprise a node in an 
ARCNET Local Area Network. The main function of 


Pin Assignment 


‘PULS2 
PULS1 
BLNK 
CPUCLK 
CKSEL 
TTLCLK 
OSC 


VSS 
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the 90C32 is to convert data between a NRZ format on 
the hose side and dual-pulse on the cable side. In addi- 
tion, the 90C32 provides special 5 MHz clocks required 
by the Controller chip and two other flexible 4 MHz 
clock signals that may be useful for the host and its inter- 
face. The only additional component required by the AT 
is a 20 MHz clock oscillator. 


VDD 


INHTX 
x 

CA 
DSYNC 
RXOUT 
RXIN 


LANCLK 
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NCR 90C32 at Pin Descriptions 


OSCILLATOR: 20 MHz input signal. 







CLOCK SELECT: Chooses the clock options for the extra TTLCLK and CPUCLK 
pins. When CKSEL is high, the 2 extra clocks both output a constant 4 MHz 
derived from the OSC signal. When CKSEL is low, then CPUCLK outputs the 
inverse of the input on TTLCLK. 

LANCLK NETWORK CLOCK: A free-running 5 MHz clock used for timing of 90C26 bus 
cycles and other functions. 

CA AUXILIARY CLOCK: A gated 5 MHz clock used to control data transfers of the 
90C26. CA is periodically halted by DSYNC and restarted by RX. 


TTL CLOCK: May be either input or output. See description for CKSEL above. 
| CPU CLOCK: An additional clock output. See description for CKSEL. 


TRANSMIT DATA: Serial data input to the AT for conversion and transmission 
over the LAN. 


PULSE1 & PULSE2: These outputs are nonoverlapping negative going pulses 
that are asserted to the cable circuitry for every active pulse detected at TX. 
PULSE1 is the first, and PULSE2 is the second pulse in this dual-pulse process. 
RECEIVE DATAIN: Serial input data from the LAN. 


DELAYED SYNC: This signal is asserted by the 90C26 to cause the AT to halt the 
CA clock. 


RECEIVED DATA OUT: An NRZ form of the serial data input at the RXIN pin. 


“” 
b= 
(>) 
poe 
jan) 
i) 
cc 
On. 


| TRANSMIT INHIBIT: A Power-Reset input. INHTX active forces PULS1 and 
PULS2 high and BLNK low. These actions block the TX input from causing 
transmissions on the LAN. 
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BLANK: A delayed and shortened version of TX. This signal should be left 
unconnected when used in a typical circuit such as that on page 1. 


+5 VOLT SUPPLY. 


GROUND. 
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Description of Operation 


The primary job of the NCR 90C32 AT is to 
format data and synchronize transfers over the 
ARCNET node to which it is attached. The LANCLK 
output to the 90C26 Controller device assures that all 
transactions between the 2 chips are synchronous. The 
analog cable circuit converts all dipulses (logic ones) re- 
ceived on the LAN to single positive pulses on the RXIN 
pin into the AT. This data, after some delay, is converted 


DSYNC, which halts the CA clock. When the AT de- 
tects the first bit of the next byte, it will restart CA. The 
CA signal is used by the 90C26 to sample the levels on 
RXOUT at the times indicated on page 7. For outward 
transmissions, the 90C26 puts active-low pulses 200 ns 
in duration on TX for every logic one it sends. Each of 
these active-low pulses is converted to two 100 ns-wide 
nonoverlapping active-low pulses on the PULS1I & 
PULS2 outputs. These signals will drive the cable cir- 
cuitry to create the dipulse that signifies logic one on the 





into NRZ format and sent to the 90C26 device. After a LAN cable itself. 


full byte has been transferred, the 90C26 will assert 


Electrical Specifications 


Absolute Maximum Stress Ratings 


Voltage on VDD pin with respect to Vss..............-.2---. —0.3 to +7.0V 
Voltage ‘On. any Sienal pin. ain cceeeday ee eee —0.3 to Vpp + 0.3 
Power Dissipauionsd4, nner es tee ee eas alow was ke 53 mW 

Operating Temperature Range .................... 0-22 eee 0°C to 70°C 
Storage Temperature Range 2.45. .cse eee ce eae hs bece es —65°C to +150°C 


The values listed above are absolute maximums which, if exceeded, could cause permanent damage to the de- 
vice. Voltages are with respect to circuit ground. 


DC Characteristics 


Symbol Parameter Min Max Units 


Input Voltage, Low (all inputs) 

Input Voltage , High (all inputs) 

Transfer Output High Current (@ VOH min = 4.0V) 
for: PULS1, PULS2, RXOUT, and TTLCLK outputs 

Transfer Output Low Current (@ VOL max = 0.4V) 
for: PULS1, PULS2, RXOUT, and TTLCLK outputs 

Clock Output High Current (@ VOH min = VDD - 0.5) 
for: CA, LANCLK, and CPUCLK 

Clock Output Low Current (@ VOL max = 0.4V) 
for: CA and LANCLK 

Output Low Current (@ VOL max = 0.4V) 
for. CPUCLK 

Input Capacitance 

Input Leakage Current (TTLCLK pin as Input ) 

Input Leakage Current (all other inputs) 

Power Supply Current (Vpp = 5.25 V) 





Notes: aij parameters are assured over the 0°C to 70°C temperature range and with 4.75 <Vpp < 5.25 Volts. 
All voltages are with respect to circuit ground (Vss). 


300 NCR Communications Products 04/88 


Clock Timing Parameters 


tCH tCL 
tCY 
OSC 
tCY1 
tCH1 
C VOH 
A 
LANCLK _VOL ia 
tR1 tF1 
(FOR CKSEL = HIGH) 
tCY2 
TTLCLK oi 
CPUCLK VOL tCH2 tCL2 
tR2 tF2 
(FOR CKSEL = LOW) 
TTLCLK 
tDCK | tDCK = 
ee 
CPUCLK pS = 
SS 
= o 
NAME DESCRIPTION MIN TYP MAX UNITS = 





High Duration of OSC 

Low Duration of OSC 

Period of OSC 

High Duration of 90C26 Clocks 
Low Duration of 90026 Clocks 
Period of 90C26 Clocks 

Rise Time of 90C26 Clocks 


Fall Time of 90C26 Clocks 

High Duration of Extra Clocks 

Low Duration of Extra Clocks 
Period of Extra Clocks 

Rise Time of Extra Clocks 

Fall Time of Extra Clocks 

CPUCLK Delay from TTLCLK Edges. 





NOTE: All timings in this specification are taken from the 10% & 90% points with respect 
to the specified VOL & VOH of the waveforms. 
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Transmit Timing 


OSc 


CA 


xd| 


PULS1 
BLNK 
PULS2 


INHTX 
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NAME 


tSTO tH Ps 


a 
tSTC ae 
cl 
tP1C 
PW 
DESCRIPTION 


TX Setup to CA Falling Edge 

1X Setup to OSC Rising Edge 

TX Hold after CA Falling Edge 

TX Hold after OSC Rising Edge 
PULS1 Delay after CA Falling Edge 


PULS1 Delay after OSC Rising Edge 
PULSE & BLNK Edge Delays after OSC Rising Edge 
Duration of the two PULSE Signals 


Pulse Duration for BLNK__ 
PULS1 Turnoff from INHTX Falling Edge 


MIN 


MAX UNITS NOTES 
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tCY was defined 
On previous page. 
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Receive Timing 








RS-Edge 

Osc eee eeeeeeoeeeeoeseerereneeeeere ees am teri fee tee |= le ttt ee eee eee eee mee eee 
tRS tDO 
tRO 
RXIN 
tRW tDO 
RXOUT 
tROW 
CA 
90C26 SAMPLE POINTS 
DSYNC 
NAME DESCRIPTION MIN TYP MAX UNITS NOTES 


RXIN Setup to RS-Edge 
RXIN Active Duration 
RXOUT Delay from OSC Rising Edge 70 


RXOUT Active after RS-Edge 5tCY + tDO tCY was defined 
CA Turnoff after DSYNC on page 5 
RXOUT Isolated '1' Duration 
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20012 HART™ MODEM 


Introduction 


HART is a trade mark of Rosemount Corpora- 
tion. 


The NCR 20C12 (Highway Addressable Re- 
mote Transducer) HART low power FSK modem is a 
single chip CMOS model that operates at the Bell 202 
standards. 


The NCR 20C12 HART modem is ideally 
suited for factory automation, especially in areas that re- 
quire ultra low power such as intrinsically safe environ- 
ments. 


Features 


e¢ Operates at the Bell 202 Standard Forward 
Bit Rate of 1200 bits/sec 


e Uses the Bell 202 Shift Frequencies of 1200 
Hz and 2200 Hz 


Transmit Modulation of 1200 Baud 


Receive Modulation of 1200 Baud 


Single Chip Frequency -Shift-Keying (FSK) 


Optimal for Intrinsically Safe Applications 


Singel 5-V Power Supply 


e CMOS and TTL Compatible 


Reliable CMOS Technology 


16 pin DIP or 28-pin PLCC packages 
available 
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General Description 


The NCR 20C12 (Highway Addressable Re- 
mote Transducer) HART low power FSK Modem is a 
single-chip, CMOS modem for use in process control in- 
struments or other low power equipment. The modem 
circuitry is digital. It provides only the modulating and 
demodulating functions and is intended to be used with 
external circuits which may amplify, filter, and shape the 
media signals. 


The modem operates at the Bell-202 standard 
upper (forward) bit rate of 1200 bits/sec and uses the 
Bell-202 shaft frequencies of nominally 1200 Hz and 
2200 Hz. With proper conditioning of them media, it can 
communicate with other Bell-202 modems. 


To conserve power, the demodulator is stopped 
while the modulator operates and vice versa. Therefore, 
operation is half-duplex. The modem is packaged in a 
standard 16-pin Dual In-line Package (DIP) or in a 28- 
pin Plastic Leaded Chip Carrier (PLCC). The HART 
modem operates from a single 5-volt supply and requires 
an externally generated clock fo 460.8 kHz. 


The modem provides an active low carrier de- 


tect output and a 19.2 kHz clock output. No external ad- 
justments or special biasing are required. 
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iNPOT] PIN @ 
or 
SIGNAL [ouTPU PLCC 


| DESCRIPTION 


+ & V power supply 


User clock. Nominally 19.2 kHz (16 times bit rate). 


| 3 [carrier Detect is low (0) when carrier Is present. 
Demodulator Input accepts 1200 (2200) Hz square wave 
FSK modulated carrier, 


No internal connection. 


13 | Test Inout One must be connected to VSS during 
normal operation. 
7 Le No Internal Connection, 


Demodulator Output provides a logic 1 (0) in response to 
a 1200 (2200) Hz FSK square wave signal at IRXA. 
Demodulation takes place only when INRTS is a high 
(1). With INRTS low (0) the ORXD output is not defined. 


Power supply ground. | 
pone fe] to fe | No Internal connection. 


Modulator Output provides a square wave FSK output 

1200 (2200) Hz in response to a logic 1 (0) applied to 
ITXD, OTXA Ig active when INRTS Is low (0). It goes to a 
high-impedance state when INRTS Is high (1). 




























Request To Send selects operation of the modulator 
when low (0) and the demodulator when high (1), 
causing OTXA to go to a high-impadance state when 
high (1). 


) 

ITESTO 13 Test Input Zero must be connected to VSS during 
normal operation. | 

ITXD 14 27 Modulator Input accepts Input data (logic 1 or 0) for 
modulating the carrier output at OTXA. 

eee 45 tt 8-25 |No Internal Connection. 

460K [| 16 Input Glack clocks the modem circultry; the frequency 

is nominally 460.8 kHz. 


Note: Signal names starting with 'I' are Inputs and signal names starting with ‘O' are outputs. 
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Pin Out 


16 Pin Dip 28 Pin PLCC 


T] ITXD 
|_| FrESTO 


VDD 460K 
O19 2K NC 

OCD ITXD no CIs a 
IRXA ITESTO No Ljé HNC 
NC INRTS No Cj? 1 NC 
ITEST1 OTXA Nc C48 4 NG 
NC NC NC Lys mae 
ORXD vss NG Ly 10 ecttine 





ITEST1 


Electrical Characteristics 


The conditions for the following electrical characteristics apply to the full operating temperature range with a 
supply voltage of 5.0 volts. 
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DC Characteristics 





Absolute Maximum Ratings 
SYMBOL PARAMETER MIN 


TSTG Storage Temperature -65 





TA Operating Free-air -40 
Temperature 


VDD Supply Voltage (non-operating) 


Cautions 
1. CMOS Devices are damaged by high energy electrostatic discharge. Devices must be stored in con- 

ductive foam or with all pins shunted. Precautions should be taken to avoid application of voltages 
higher than the maximum rating. 

. Remove power before insertion or removal of this device. 

. Stresses above “absolute maximum ratings” may result in damage to the device. Functional opera- 
tion of devices at the ‘absolute maximum ratings” or above the recommended operation conditions 
specified in this document is not implied. 


Qn 
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Operating Conditions 


SYMBOL PARAMETER MIN MAX WNIT CONDITIONS 
VDD Supply Voltage 4.5 5.5 


VIN Input Voltage VSS -0.38 VDD +0.3 


VIH Logical 1 input Voltage 2.0 VDD +0.3 


Logical O Input Voltage VSS -0.3 0.8 


Output Low Voltage 0.4 Output Sink 


Current=4.0mA 
Output High Voltage 2.4 VDD -0.3 Output Source 
Current=4.0mA 
Supply Current 437 During 
Demodulation 
101 During 

Modulation 


Input Leakage Current +/-14 VIN=VDD or VSS 


High-Impedance Output +/-10 1A typical — Appiles only to OTXA 
Leakage Current 





Input Capacitance 10pF typical 
* IDD NOTES: 
* 5OpF load on all outputs 
¢ All Input rise and fall time requirements satisfied 
* Clock (460K) frag=460.8kHz +/-0.1% 
* See the following Current vs Voltage Charts for more Information. 
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Current vs Voltage Charts 


Modulation 


MicroAmps 


110 


100 


90 
4.5 ) 5.5 


Power Supply Voltage 


Demodulation 


MicroAmps 
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480 





460 
440 
420 
400 


4.5 5 5.5 
Power Supply Voltage 


NCR Communications Products 04/88 309 


AC Characteristics 





Clock Frequency (at the Il460K pin): 
Clock Pulse Widths: 






Clock Rise and Fall Time: 
IRXA Input Rise and Fall Time: 
Other Inputs Rise and Fall Time: 





Output Rise and Fall Time*: 


*Condition: 50 pF capacitance on all outputs. 


Modem Characteristics 


Carrier Detect 


Carrlar Detect Frequency Range: 
This ls the range of frequencies applied at 


IRXA over which OGD must go low (logic 0). 


Conditions: 
1) Clock (Il460K) frequency of 
460.8 kHz +/- 0.1%. 
2) Input (IRXA) asymmetry of 5% max. 


Time From Carrier Input To Carrier Detect: 


This is the time from the start of a valid 
carrier signal at IRXA until OCD goes to 
logle low (0), 


Time From Carrler Loss To Carrier Undetect: 
This Is the tlme from the loss of a valld 
carrler signal at IRXA until OCD goes to 
@ logic high (1). 


User Clock (019_2K) Frequency: | 
This clock frequency is proportional to the 
460.8kHz clock at 460K, 
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high level = 150 nanoseconds min. 
low lavel » 150 nanoseconds min, 


10 nanoseconds ax. 
200 nanoseconds max. 
50 nanoseconds max. 


10 nanoseconds max. 











460.8 kHz +/- 0.1% 







1000 Hz to 2575 Hz. 


Minimum = 9.0 millisec. 
Maximum = 15.0 millisec. 


1 milllsecond maximum 


19.2 kHz nominal. 
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Modulator 


Modulator Output Frequency (at the OTXA pin): 
Nominal high frequency (logic 0 applied to ITXD) = 2194.3 Hz 
Nominal low frequency (logic 1 appiled to ITXD) =1196.9 Hz 


hee etre output frequencies are proportional to the Input clock frequency (applied to the 
460K pin). 


Modulator phase continuity error: +/- 10 degrees maximum. 


Demodulator 


Maximum Demodulater Jliter; +/- 12% of one bit time 


Conditions: 
1) Input frequencies at 1200 Hz +/- 10 Hz and 2200 Hz +/- 20 Hz. 
2) Glock (Il460K) frequency of 460.8 kHz +/- 0.1 %. 

3) Input (IRXA) asymmetry = 0, 






Representation of Jitter: 


NOMINAL 
TRANSITION TIME 
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Functional Description 


The modem uses shift frequencies of nominally 
1200 Hz (representing a digital one) and 2200 Hz (dig- 
ital zero). The bit rate is nominally 1200 bit/second. 
There are four major functional blocks: clocks, demodu- 
lator, modulator and carrier detect. 


Clocks 


The clock section accepts a digital input fre- 
quency of 460.8 kHz from an external source. This is 
used in various counter arrangements to generate several 
internal clocks. One internal clock at a nominal fre- 
quency of 19.2 kHz is also brought to an output pin for 
use in reconstructing the data in circuits external to the 
modem. All circuit operations can be performed with a 
master clock frequency of 460.8 kHz. This is considera- 
bly lower than the clock frequencies used in existing 
single-chip modems and contributes to a low current 
consumption. Various sections of the model are shut 
down (not clocked) when not being used. This further 
reduces power consumption. 


Demodulator 


The demodulator accepts an FSK signal at its 
IRXA input and reproduces the original modulating sig- 
nal at its ORXD output. Both the input and output are 
digital signals as illustrated below. 


aie! taf te oe Ly ee 
eet ee ee ORXD (OUTPUT) 


0 1 4 Q 1 DATA 
1/1200 SEC 


Demodulator Signals 
Modulator 


The modulator accepts digital data in NRZ 
form at its ITXD input and generates the FSK modulated 
signal at its OTXA output. An additional requirement 
for the modulator is that it provide phase continuous 
modulation. That is, when switching from one to the 
other of the shift frequencies, the phase angle of the 
modulated signal is preserved. 
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A simplified modulator block diagram is shown 
below. It works by counting down one or the other of 
two clocks, A or B, depending on whether the input sig- 
nal is high or low. Clock A (153.6 kHz) is derived by di- 
viding the 460.8 kHz oscillator frequency by 3. Clock B 
(83.78) kHz is derived by dividing the 460.8 kHz oscil- 
lator frequency by 5.5. The counter in the diagram is a 
divide-by-70. This means that the two shift frequencies 
are 1196.9 Hz and 2194.3 Hz. 


Since the modulator works by counting down 
clocks, its output transitions are quantized as to when 
they can occur. The maximum timing error due to quan- 
tization is 12 microseconds, which is the period of the 
slower of the two clocks, A and B. At the higher of the 
two shift frequencies (2200 Hz), the phase error is 9.5 
degrees, and at the lower of the two shift frequencies the 
phase error is 5.2 degrees. 


153. 
53.6kHz 
| clock) 83.8kH2_ 


TXD 


+70 
TxA 


Modulator Block Diagram 
Carrier Detect 


The active low carrier detect works by looking 
for incoming signal frequencies in the approximate 
range of 1200 Hz to 2200 Hz. This is done by measuring 
interval times between input transitions. If several suc- 
cessive interval time measurements fall within specific 
limits, carrier detect is indicated, and the carrier detect 
output is asserted. If, after the carrier has been detected, 
the measured interval time falls outside of these limits 
for some length of time, the carrier detect output is unas- 
serted. 
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Typical Application 


The modem will usually be applied as shown in 
the block diagram below. The received signal is filtered 
to reduce noise. The filter should include the band of fre- 
quencies from about 900 Hz to 2.5 kHz. The output of 
the filter is applied to the input of a comparator to pro- 
vide the required signalling levels to the modem. Addi- 
tional amplification may be required ahead of the filter 
to provide sufficient signal to the comparator. Be sure 


| BANDPASS 
FILTER 
















MEDIA 
INTERFACE < 







MICRO- py 
COMPUTER 





COMPARATOR 


> ad 
RXD 


Ted A 
A TXD 


that the comparator switches at the zero crossings of the 
incoming waveform and is glitch free. 


Depending on the application, the output filter 
may not be necessary. Omitting it will cause square 


waves to be applied to the signalling media. 


A schematic showing a typical applications fol- 
lows the block diagram. 


ya IRXA 









H480K 


OSCILLATOR 





OTXA 
HART 
MODEM 


INATS 














Block Diagram of a Typical Application 


BANOPASS FILTER 


001 2uF 
001 2uF 
Input 28.1K 
V 


DO 


ZERO CROSSING 


HART MODEM 









DETECTOR 


Schematic of a Typical Application 
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Mechanical Drawings 
16-Pin Dual In-line Package (DIP) 


Note: All units are 1/1000 inches 


750 
PIN 1 


100 +/-10 TYP om 65 TYP 


300 
\ 125 MIN 


AE (O\ 
Pewee Tf 


350 
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28-Pin Plastic Leaded Chip Carrier (PLCC) Package 


Note: All units are 1/1000 inches 






7°{8X) 





aC WH 
~ 


9710420 


PIN 1 50 rrP 


DETAIL OF ol 
X: SURFACE MOUNT POINT 
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SEATING 
PLANE 





SIDE VIEW BOTTOM VIEW 
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GEOMETRIC ARITHMETIC PARALLEL PROCESSOR 


Introduction 


Announced in 1984, the Geometric Arithmetic 
Parallel Processor, or GAPP™, chip is the first commer- 
cially available Single-Instruction/Multiple Data class 
parallel processor integrated circuit. The GAPP chip is a 
general purpose processor that can be used in a wide 
variety of applications such as: Pattern Recognition, Au- 
tomated Inspection, Machine Vision, Image Processing, 
and Morphological Processing. 


Each GAPP chip contains 72 processing ele- 
ments arranged in a 6 by 12 matrix. All 72 processing el- 
ements concurrently execute instructions on their 
respective data elements, thus a single GAPP chip proc- 
esses 72 data items simultaneously. Each processing 


Performance of GAPP Systems 


Execution Time 
(per Image Plane 
with 10MHz Clock) 


Calculation 


8-Bit Add 2.5uS 

8-Bit Multiply 27.1nS 

8-Bit 3x3 Gauss 71.7pS 
Filter® 

8-Bit 3x3 100yuS 
Convolution* (Typical) 

8-Bit 5x5 2731S 
Convolution* (Typical) 

Binary 21x21 1.1mS 
Correlation’ 

Edge Detection 58.1p1S 
(Sobel Gradient) 


‘Efficiency improved if edge buffers used. 
**2M if edge buffers are used. 
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element in the chip can communicate with its immediate 
neighbor processing elements, a very desirable feature 
for performing neighborhood computational algorithms 
typical in image processing. 


GAPP chips can additionally be cascaded into 
arbitrarily sized processing element arrays in a fashion 
that makes chip boundaries completely transparent to the 
programmer. For instance, two GAPP chips can be con- 
nected to form a 12 by 12 array or a 24 by 6 array or 
processing elements. Regardless of the configuration, 
with two GAPP chips you have the power of 144 indi- 
vidual processing elements operating in parallel. As de- 
vices are cascaded to form larger arrays of processing 
elements, the performance of a GAPP-based system pro- 
vides unmatched processing power. 


Pixels per Second Processed 
6x12 Array | 48 x 48 Array} 192 x 192 Array 
1 GAPP 32 GAPPs 512 GAPRs 


7M 
712K*" 


36M 
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GAPP Development Systems 


In order to allow engineers, researchers, and 
programmers to rapidly develop application software for 
GAPP™ systems, NCR Microelectronics offers three 
development systems for the GAPP. 


The entry level GAPP support product is the 
GAPP PC Development System (NCR45GDS1). This 
product consists of a board which plugs into an IBM, or 
compatible, personal computer and software to develop 
and debug GAPP programs. The 12 by 12 array of 
GAPP processing elements provided by the GAPP PC 
Development System allows customers to easily evalu- 
ate GAPP technology without investing a great deal of 
time or money. 


The mid-level GAPP support product is the 
GAPP System Simulator Package (NCR45GS4). This 
product consists of software that allows users to develop 
GAPP programs and then to execute the programs on a 
simulator. The simulator supports array sizes of up to 
108 by 96 processing elements. The GAPP System Sim- 
ulator Package runs on PC-AT class computers under 
DOS or on a VAX computers under VMS. 
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At the high-end of GAPP application software 
development products, NCR offers the SIMD Processor 
Development Station (NCR45SPDS). This product in- 
cludes a processing electronics enclosure, incorporating 
an array of GAPP processing chips and a 10 megahertz 
controller, that connects to a PC-AT class computer via a 
high-speed host interface bus. A multiwindow, menu- 
driven user interface provides the user with complete 
control over all features of the NCR45SPDS hardware 
and provides an optimal environment for writing and de- 
bugging GAPP software. 


All three GAPP development products include 
the NCR-GAL™ (GAPP Algorithm Language) compiler 
and a library of source code routines written for the 
GAPP in NCR-GAL. NCR-GAL is a subset of the “‘C” 
programming language with built in GAPP mnemonics. 
Since all GAPP development products use NCR-GAL 
for source code, an applications written on any one of 
the GAPP development products may be ported to the 
other two. 
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45CG72 GEOMETRIC ARITHMETIC PARALLEL 
PROCESSOR (GAPP)™ 


Applications The cascadability of the GAPP allows system 
designers to implement arrays of processors of arbitrary 
e Pattern Recognition size in multiples of 6 X 12 elements. 
— Correlation 
— Sobel Transform Features 
— Spoke Filter 
— Template Matching ¢ CMOS parallel array with 72 processors per 
— Automated Inspection chip : 


— Machine Vision 
® 6 X 12 array of bit serial processor elements 


Parallel Data Processing 

— Convolution Single instruction multiple data stream archi- 

— Search and Sort tecture — all processor elements operate in 
parallel 


e Image Processing 
— Image Enhancement ¢ GAPP devices are fully cascadable 
— Edge Detection 
— Two Dimensional Convolution System throughput increases linearly with 
— Compression number of processor elements in the system 
Spatial Filtering 
Differential Imaging 


| 


Broadcast global input and output 


Associative Processor Separate I/O bux = overlapped I/O and com- 
— Content Addressable Memory putation 

— Limit Search 

— Hamming Distance 


128 Bits of static RAM per processor 


General Description VLSI double layer metal CMOS technology 
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The NCR45CG72 is a two-dimensional parallel 500 milliwatts power at 10 Mhz 


array processor chip. It is a mesh-connected six by 
twelve arrangement of 1 bit processor elements. Each 
processor element can communicate with four neigh- 
bors: N,E,S, and W. Each processor element is com- 
posed of a bit serial ALU, 128 x 1 bit RAM and 4 single 
bit latches: three latches hold inputs to the ALU and the 
fourth latch allows I/O through the cell without inter- 
rupting the ALU, i.e. I/O operations are overlapped 
with computation. 
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Absolute Maximum Ratings 


Supply Voltage, VpD............e cece ee eee + 7V Stresses above ‘‘absolute maximum ratings”’ 
Voltage on any pin with respect may result in damage to the device. Functional operation 
to ground ................ —-0.3 to Vpp + 0.3V of devices at the “absolute maximum ratings”’ or above 
Storage temperature.............. —65°C to 150°C the recommended operation conditions stipulated else- 
where in this specifications is not implied. 
CAUTION 


1. CMOS Devices are damaged by high energy electrostatic discharge. Devices must be stored in conductive foam or 
with all pins shunted. Precautions should be taken to avoid application of voltages higher than the maximum rating. 


2. Remove power before insertion or removal of this device. 


Operating Characteristics 















Supply Voltage 
Supply Current (10 pF loads) 
45CG72-1 


| inputLow Voltage | | 
| InputHign Voltage | Min | 20 
| Outout Low voltage (lon =2mA) | Vou | — 
| Output High Voltage (lon =1mA) | Von | 24 
| Temperature | TAT 
[Input Capacitance | Cw | 
| Output Capacitance | Co | 


Input or I/O Pin 


NCR has a license from Martin Mariette Aerospace to manufacture and market GAPP devices only for commercial and industrial applica- 
tions. GAPP devices may not be sold by NCR to the military market and may not be incorporated into equipment for the military market 
without authorization from Martin Marietta Aerospace, Orlando, Florida. “Military Market” shall mean the market defined by procure- 
ments of product made directly or indirectly for the U.S. Department of Defense or any other U.S. Government agency or any foreign gov- 
ernments, for use in equipment intended for military application and, technically characterized for such application by construction, 
extreme environment capability, electronic circuit adaptations for specifically designed military equipment, and/or being type designated 
by any legally authorized government or joint government-industry body, which can confer such designations. 


NCR reserves the right to make any changes or discontinue altogether without notice any hardware or software product or the technical 
content herein. 
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Timing Diagram 


tcy 


io) 


Bee fhe (Xt 
aac LHe RA 
G0. 5 1 2 Sua 

Wc PO = = 
we L{ 1} _G)} 2} Ha) A 


NOTE: 1,2,3 refer to the staging sequence of instruction, data in and data out. 





AC Characteristics 


= 


NOTE: (1) d.c. by design; tested at 5 psec. 
(2) tested with 22pF load. Add 0.06 nS/pF for additional load. 
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Processor Element and Data Bus Identification 


Woo 


Wio 


CMNoo 


Noo 


oO 


So 


CMSgo 


TOP VIEW OF PACKAGE 
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CMSg3 
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24 2 E GLOBAL 

Ea 2 25 CONNECTIONS 

TO EVERY 

34 35 E45 PROCESSOR 
ELEMENT 


IN THE ARRAY 







Control Lines 
Co -Ce 







~s 
- 

~ 

oo 


RAM Address 
RAg - RAg 







Global Output 
GO 





CMS B4 
SB4 
CMS g5 
Ses 


NOTE: This numbering scheme may be extended in systems which contain more than one GAPP device. 
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PIN LABELS 
Woo — Weo WEST DATA BUS 
Eos — Egs EAST DATA BUS 
Noo — Nos NORTH DATA BUS 
Spo — Ses SOUTH DATA BUS 


CMSgo — CMSgs5 
CMNoo — CMNos 


RAg — RAg 
Co —Cc 


G 


.@) 


INPUT BUS 
OUTPUT BUS 
RAM ADDRESS BUS 


CONTROL LINES 
— INSTRUCTION BUS 
— GLOBAL DATA INPUT BUS 


GLOBAL OUTPUT LINE 
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Block Diagram of Connections Between Four Processor Elements 
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OE = Output Enable is an internal connectior 

East Outputs enabled whenever E\\ :=W 

West Outputs enabled whenever E\W:=E 

North Outputs enabled whenever NS:=S 

South Outputs enabled whenever NS:=N 

GO is pulled low whenever any NS register cc-ntains 1 
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Schematic Diagram of One Processor Element 







CONTROL 
LINES | 
MULTI- | 
Co o PLEXORS 


C REGISTERS 


Ya 





NS = NS Register 

EW = EW Register 

C = Carry Register 

CM = Communications Register 

CMS = Communications South Input 
CMN = Communication North Output 
SM = Sum 

ADDRESS LINES BW = Borrow 

CY = Carry 

GO = Global Output 


128 X 1 bit RAM 


Ag A; A2 Az Aa Ags Ag 
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Instruction Set 


Register Control Lines 


D ipti 
Operation Cy Ch Ce Ga Cg C5 escription 


x 
x< 
x< 


MICRO-NOP 

LOAD CM FROM RAM 
MOVE FROM CMS INTO CM 
LOAD @ INTOCM 


MICRO-NOP 

LOAD NS FROM RAM 
MOVE FROM N INTO NS 
MOVE FROM SINTONS 
MOVE FROM EW INTO NS 
MOVE FROM CINTO NS 
LOAD @ INTO NS 


-=—-— =] 000 07XRK XK X 


MICRO-NOP 

LOAD EW FROM RAM 
MOVE FROM E INTO EW 
MOVE FROM W INTO EW 
MOVE FROM NS INTO EW 
MOVE FROM C INTO EW 
LOAD @ INTO EW 


MICRO-NOP 

LOAD C FROM RAM 
MOVE FROM NS INTO C 
MOVE FROM EW INTOC 
LOAD C FROM CARRY 
LOAD C FROM BORROW 
LOAD @ INTO C 

LOAD 1 INTOC 


Xx 
x 
x 
Xx 
Xx 
Xx 
x 
x 
Xx 
Xx 
0 
0 
0 
0 
1 

1 

1 


=~oo7 2= 004K K KK MM KKM K XK 





- - ]-=+2 00 90 OTK KK MK MK KM MLK KK KKK KK KK 
”~".- COCO, = O OK KM MMR KKK KM KM KK KK KK 
~Oo- 027027 045K KK WM MK MK MLR KK WK KK KK KK XK 





READ FROM RAM 
LOAD RAM FROM CM 
LOAD RAM FROM C 
LOAD RAM FROM SUM 


CONDITIONS 


EW=0,C=1 
NS =0,C=1 
NS =0,EW=1 
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Arithmetic Operations Logic Operations 


LOGICAL 
OPERATION DESCRIPTION 


Adder/Subtracter Operations 






















CY = NSeEW 
CY = EWeC 
CY = NSeC 
BW = NS e EW 


CY = NS + EW 
BW =NS+EW 





0 
0 
1 
1 
0 
0 
1 
1 


-~O-0-0-0 
~=—=-4=-=O000 
-~O0-0-=-0 
~=-=-0O-000 
~O-- 00-0 





SM=NS ® C 
SM = NS ® EW 
SM=EW@C 
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NCR45CG72 Pin Numbers vs. Signal Labels (Plastic Chip Carrier) — 





NC = No Connection 
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Table of Signal Names vs. Pin Numbers 


SIGNAL SIGNAL PLA SIGNAL PLA 
NAMES PIN NAMES PIN NAMES PIN 
14 Noa 60 Cy 52 
16 
18 
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* substrate connection 
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Plastic Chip Carrier Package 
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; 0.045 X 45° 
TOP VIEW PIN 1 CHAM 
INDICATOR 


Ea 
0.018 





0.107 0.035 | | 
0.150 
_— i, ee 


SIDE VIEW 
All dimensions are in inches 
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DEVICES TESTED WITH THIS 
OUTPUT LOAD CONFIGURATION 


DUT 
All outputs 
except GO 


DUT 
Global 
Output (GO) 


CL = 40pF 


Open drain output on GO allows up to ——= 
4 devices to be connected together. 
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GAPP APPLICATION NOTE NUMBER 3 


Detection of Edges and Gradients in Binary and Gray Scale Images with the 
GAPP Processor 


Introduction processing element processes a single data item at a 
time), by comparison, a single GAPP chip processes 72 
The Geometric Arithmetic Parallel Processor times as many data items at a time. For this reason the 
chip (GAPP™) is a parallel processing integrated circuit. architecture of the GAPP chip is referred to as Single In- 
On each chip are 72 processing elements in a 12 x6 ar- struction Multiple Data, or SIMD as opposed to the Von 
ray which operate concurrently to solve parallel process- Neumann architecture which is referred to as Single In- 
ing problems (Figure 1). Each of the 72 processing struction Single Data, or SISD. 
elements executes the same instruction simultaneously 
while operating on its own data. If we contrast this with Another feature of the GAPP chip is that each 
the traditional Von Neumann architecture that is com- processing element can communicate with its four neigh- 
monly used in computers today (in which a single boring processing elements to the North, South, East, 


and West, a very desirable characteristic in many paral- 
lel processing applications (Figure 2). In effect, each 
processing element is only aware of processing elements 
in its local neighborhood. This property allows design- 
ers the ability to directly cascade chips to form larger ar- 
rays of processing elements without complicated 
interface logic. For example, if we connect 2 GAPP 
chips we have the power of 144 processing elements 
available to us, with all of these processing elements ex- 
ecuting operations in tandem. 
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Figure 1. Array of GAPP Processing Elements Figure 2. Communications Between 
on a single chip. Processing Elements. 
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In Figure 3 we see a schematic diagram of the 
individual processing element. This processing element 
is comprised of 4 registers, an ALU, and internal RAM. 
All data paths within and between processing elements 
are one bit wide. The CM register controls the flow of 
data on a unidirectional bus referred to as the CM bus. 
The CM bus allows data to be input and output from the 
processing element without interrupting the operation of 
the ALU. In effect the CM register acts as a shift regis- 
ter. The NS register is primarily concerned with manag- 
ing the flow of data along a bidirectional bus called the 
NS bus. The NS bus is used to allow an individual proc- 
essing element to communicate with processing 
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128 X 1 bit RAM 


elements to the North and South. The EW register han- 
dles the flow of data along the bidirectional EW bus. 
This bus allows the individual processing element to 
communicate with processing elements to the East and 
West. With this discussion, we now have a picture of 
how the individual processing element communicates 
with its neighbors. The final register that we must look 
at, the C register, is not used to communicate with neigh- 
boring processing elements, its function is strictly local 
to the individual processing element. But the C register 
is critical to the ALU function as we will see below in 
our discussion of the processing element ALU. 








J AG 








NS = NS Register 

EW = EW Register 

C = Carry Register 

CM = Communications Register 


Ay A2 Az Ag A CMS = Communications South Input 
CMN = Communication North Output 
ADDRESS LINES SM = Sum 
BW = Borrow 
CY = Carry 


GO = Globe! Output 


Figure 3. Schematic Diagram of the Processing Element. 


332 


NCR Communications Products 04/88 


Let us now turn our attention to the function of 
the ALU. The ALU within the processing element per- 
forms the full adder/subtractor function on its inputs: the 
NS register, the EW register, and the C register. The out- 
puts of the ALU are sum (SM), carry (CY), and borrow 
(BW). The carry and borrow output can only be read by 
the C register. Thus, we see that the primary function of 
the C register is to act as a Carry register to store carrys 
and borrows that result from ALU operations. The fact 
that the ALU provides SM, CY, and BW outputs allows 
the ALU to perform all arithmetic and logical operations 
on its inputs in a bit serial fashion as shown in Figure 4. 


If we take another look at the registers within 
each processing element we see that they receive their 
inputs from multiplexors that select from a variety of in- 
put sources. The C register can read its own output (a 
no-op condition), it can take its input from the process- 
ing element’s own RAM, or from the NS, or EW regis- 
ters. In addition, it can take its input from the CY and 
BW outputs from the ALU, or the register can be set to a 
vaue of 0 or 1. Likewise, other registers can also take in- 
puts from a variety of sources as specified by their own 
multiplexors. For instance, we see that the EW register 
can receive its input from the East (or West) input to the 
processing element. In essence, the EW processing ele- 
ment is taking its data input from an EW register in the 
neighboring processing element to the east (or west). 
Similarly, the NS register can receive input from the 
North (or South) input to the processing element. Now 
that we have discussed the communications between 
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Adder/Subtracter Operations 


INPUT OUTPUT 









2 
” 
oO 









=-00-=-=00 
=-O-0-0-0 
==--3- 30000 
=-9O00-0--0 
=--30-000 
4.6 sO: O10 








processing elements and the processing within process- 
ing elements, let us now move on to a discussion of the 
processing element RAM. 


Each processing element has its own 128 X 1 
bit static RAM which is accessible to all of the registers 
within the processing element. While neighboring proc- 
essing elements cannot access the individual processing 
element RAM directly, they can receive access indirectly 
by using the NS, or EW registers to transfer data to 
neighboring processing elements. The RAM is essential 
for working with multiple bit data. For instance, in 
working with 8-bit data the word would be stored in 
GAPP RAM and accessed one bit at a time as needed. To 
add two 8-bit numbers, A and B, we would store them in 
GAPP RAM using 16 of the 128 bits of available RAM, 
and add the bits one at a time. Thus, we could take the 
LSB of A, and put it in the NS register, the LSB of B and 
put it in the EW register. The result of the add is availa- 
ble on the SM output of the ALU, while the carry of the 
add is available on the CY output of the ALU. The SM 
output would then be stored in a location within GAPP 
RAM as the LSB of R, our result (Figure 5). The CY 
output would be stored as the carry in the C register 
while the next most significant bits of A and B are re- 
trieved from GAPP Ram and loaded into the NS, and 
EW registers. This operation continues until each of the 
bits of A and B are processed. Thus, we see that the 
GAPP Ram is a vital component of the processing ele- 
ment in that it allows the processing element to perform 
bit serial manipulations on data of any bit length. 


Logic Operations 


LOGICAL 
OPERATION DESCRIPTION CONDITIONS 


EW=0,C=1 
NS =0,C=1 
NS =0, EW = 1 


CY =NSeEW 
CY=EWeC 
CY=NSeC 
BW =NSeEW 


BW =NS+ EW 
BW=EW+C 
SM=NS@C 
SM = NS @ EW 


Figure 4. GAPP Arithmetic and Logic Operations. 
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The GAPP chip uses an instruction set consist- 


RAM ADORE SS 


ing of a sequence of mnemonics that controls the actions 7 ‘ 


y 
> 


of the registers and RAM as shown in Table I. What we 
can see in the Table is that the actions of the registers and : eer, 
RAM are controllable independent of one another. Thus, 
we can conceivably have 5 operations that can be exe- 
cuted with a single 13 bit microcode word. In addition to 
the 13-bit wide microcode shown in Table I, we also 
need 7-bits to select an address within GAPP RAM to be 
read from or written to. seal 


Operand B 





Figure 5. RAM within each GAPP processing ele- 
ment. Here we see how GAPP RAM can 
be used to store two operations (A and B) 
and the result R. 


Register Control Lines 
Operation Ca Cg Cg C7 Cg C5 Cy Cg Co Cy Cy 





x 


MICRO-NOP 
LOAD CM FROM RAM 


MOVE FROM CMS 
INTO CM 


LOAD @INTO CM 


x XK 


MICRO-NOP 

LOAD NS FROM RAM 
MOVE FROM N INTO NS 
MOVE FROM S INTO NS 
MOVE FROM EW INTO NS 
MOVE FROM C INTO NS 
LOAD OINTO NS 


MICRO-NOP 

LOAD EW FROM RAM 
MOVE FROM € INTO EW 
MOVE FROM W INTO EW 
MOVE FROM NS INTO EW 
MOVE FROM C INTO EW 
LOAD OINTO EW 


om Oo 2-0 = OFK KK KK MK KK 


MICRO-NOP 

LOAD C FROM RAM 
MOVE FROM NS INTO C 
MOVE FROM EW INTO C 
LOAD C FROM CARRY 
LOAD C FROM BORROW 
LOAD OINTO C 

LOAD 1 INTOC 


READ READ FROM RAM 
RAM: =CM LOAD RAM FROM CM 
RAM: =C LOAD RAM FROM C 
RAM: =SM LOAD RAM FROM SUM 


Table I. GAPP Instruction Set. 
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The timing requirements for the GAPP chip are the discussion below, clock timings for the 45CG72-2 


shown in Table II. The NCR45CG72-1 uses a 10 MHz are indicated in parentheses when they differ from those 
clock while the NCR45CG72-2 uses a 5 MHz clock. In for the 45CG72-1. 
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NOTE: (1) d.c. by design; tested at 5 psec. 





Table II. GAPP Timing Diagram. 
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Control (CTRL) and address (ADDR) data are 
latched on the falling edge of the system clock and re- 
quire a 10ns (20ns) set up time and a 10ns hold time 
(denoted by ‘1’ in Table II). Inputs to processing ele- 
ments from the N, E, W, S, and CMS lines become valid 
on the falling edge of the next clock cycle and require the 
same set up and hold times as the CTRL and ADDR sig- 
nals (denoted by ‘1’ in Table II). 


The GAPP chip has an output referred to as 
Global Output (GO). This is the output from a 72 input 
NOR gate whose inputs are from each of the NS regis- 
ters in the chip. This output can be used to flag condi- 
tions within the chip by loading the data into the NS 
registers. GO tristates within 35ns (50ns) relative to the 
rising clock edge allowing 65ns (150ns) for an external 
pull up resistor to bring the GO point high. If a longer 
pullup time is required in a system design, executing a 
NOP on the NS registers will hold the current values for 
additional cycles. This time for a valid low output is 
70ns (100ns) relative to the rising clock edge (denoted 
by ‘1’ in Table II). | 


The CMN output becomes valid 85ns (120ns) 
after the falling edge of the clock. The output (denoted 
by ‘1’) in Table II is valid for CMS input (denoted by 
“*1”’). This means that the CMN output is available to 
the neighboring processing elements to the North at least 
5ns (60ns) prior to when it is needed for input set up. 


Similarly, N, E, W, and S outputs become valid 
at least 5ns before they are needed as inputs to their neigh- 
bors. Consequently, the output enable time is 35ns (50ns) 
as measured from the rising clock edge. The output hold 
time is 30ns (SOns). The output indicated at ‘1’ in Table II 
is valid for N, E, W, and S inputs denoted as ‘1’. 


Edge Detection with GAPP Device 


The parallel architecture of the GAPP chip, in 
which 72 individual processing elements execute in- 
structions concurrently, makes it ideal for many “‘neigh- 
borhood”’ operations frequently encountered in image 
processing applications. Edge detection (or edge extrac- 
tion) is one example of an algorithm which uses such 
neighborhood operations. 


Ideally, is a gray-level picture, an edge is the 
boundary between two regions of constant gray-level. In 
practice, however, there are often shadings that degrade 
the sharpness of the edge. 


Edge extraction is a critical step in tasks such as 


feature extraction, object recognition, and. region seg- 
mentation. There are numerous approaches to the task of 
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edge detection in the literature.'* There is, however, no 
best approach as the ‘‘best” edge detection method is de- 
termined according to the requirements of the particular 
application. 


In the example discussed in this application 
note, we will use a technique known as the Sobel opera- 
tor. The Sobel operator has the property whereby the de- 
termination of whether a point in the image belongs to an 
edge is made independent of whether neighboring points 
in the image also belong to an edge. To make this deter- 
mination in the Sobel operation we start with 3 X3 mask 
coefficients in the X and & directions: 


[AOL Phe ie 
X-mask -|-2| 0 | 2| Y-mask=|0 | 0 | 0 
[140] 1] ptf -2 | -1 | 


operating on a 3X3 neighborhood of pixels within the 
image: 


3x3 Neighborhood = 





Using the X-mask and Y-mask gives us the fol- 
lowing equations for image gradients in the X and Y di- 
rections (where A through 7 represent gray-level 
intensities for the respective pixels in the 3 x3 neighbor- 
hood): 


Xs = X-gradient = (C + 2F + f) - (A + 2D+G)_ [1] 
Ys = Y-gradient = (A + 2B + C) - (G+ 2H+/) [2] 


The gradient equations above represent the So- 
bel gradients about point E. 


A system implemented using GAPP chips can 
determine the Sobel gradient for every point in an image 
simultaneously. By performing a threshold operation on 
the derived gradients over each point in the image (si- 
multaneously using the GAPP chip) to eliminate points 
whose gradient is below a predetermined gray-level 
value, the edge of an object can be extracted. Once the 
edge is extracted, subsequent processing such as spoke 
filtering (to recognize shape, etc.) can be performed.’ 


As an illustrative example of GAPP program- 
ming, we will develop a program for the GAPP to per- 
form edge detection using the Sobel algorithm. In our 
example we will use a 12 x 12 pixel image (Figure 6) of 
uniform intensity against a dark background (also of uni- 
form intensity). We implement (in hardware) a cylindri- 
cal image wrap-around in both X and Y directions. As a 
result, data output on one edge of the array becomes in- 
put to the other edge of the array on the same line or col- 
umn (Figure 7). 
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Figure 6. Input Image. Uniform Intensity Object Against. 
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Figure 7. Cylindrical wraparound in NS and EW directions. 
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Because the GAPP chip contains 72 processing 
elements, arrayed ina 12 X 6 configuration, we can use 
just two GAPP chips to implement a 12 X 12 array of 
processing elements which will then allow us to process 
the entire 12 x 12 pixel image in a single pass. To proc- 
ess larger images, the system designer has two options: 
(a) implement a system using more GAPP chips, or (b) 
use a frame buffer to load portions of the image 12 x 12 
pixels at a time into the GAPP subsystem. 


If we concern ourselves, for the moment, with 
the 3 X 3 neighborhood within the 12 x 12 image over 
which the Sobel gradient is being computed, we can il- 
lustrate how the GAPP can be used to determine the So- 
bel Y-gradient about point E. 


We start (in Figure 8) with each GAPP process- 
ing element in the 3 X 3 neighborhood containing the 
gray scale value of each pixel in the 3 X 3 neighborhood 
[a]. Next, we add the gray scale value of each pixel 
(from [a]) to its immediate neighbor to the left. This 
gives us the result [b] in the 3 X 3 neighborhood. A ‘—’ 
represents a processor element whoe contents are irrele- 
vant to the computation of the Sobel Y-gradient at point 
E (but relevant to the computation of the Sobel Y- 
gradient in adjacent 3 X 3 neighborhood within the im- 
age). Then we add the gray scale value of each pixel 
(from [b]) to its immediate neighbor to the right ([a]). Fi- 
nally, by taking the subtractive difference of the gray 
scale values of the pixels above and below our center 
point, E (from [c]), we derive the Sobel Y-gradient at 
point E. By using a similar process we can also process 
the Sobel X-gradient at point E. 


fAfeic] jA+sie+ci-| --ja+e+e+cy—-| [_|_|_| 

folelF}>+ (=f =F} +E ve 

iG +M +E] EXG+H+H+NE| EEE 

[a] [b] [c] [d} 
Figure 8. Sobel X Transform. 


Computing the Sobel Gradient 


Appendix A shows a GAPP program to per- 
form edge detection using the Sobel gradient operator. 
This program was developed and executed on the GAPP 
PC Development System (NCR45GDS1) which runs on 
IBM and IBM compatible personal computers. The code 
was written in a language called the GAPP Algorithm 
Language (GAL™) which is a subset of the C program- 
ming language. “Image’’ variables are used to assign 
names to a set of locations within GAPP RAM at each 
processing element. For example, the statement on line 
100 of the program “image A:0:7”, assigns RAM loca- 
tions 0-7 to the variable the input data (represented in 
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8-bit, two’s complement format). “T’’ represents the 
gradient threshold level at which we accept or reject 
points that belong to an edge, RAM locations 8-15 are 
assigned to image variable “R,”’ the output from the So- 
bel operation. We begin by tracing through the steps re- 
quired to generate the Sobel Y-gradient as illustrated in 
Figure 8. 


Computing the First Partial Sum 


Lines 300-640 in our program compute the So- 
bel Y-gradient according to the equation [2]. The first 
“while” loop (lines 350-410) takes the input gray scale 
data (Figure 8 [a]) and produces the first partial sum 
(Figure 8 [b]). Above, in line 320 we initialize the C 
(Carry) registers of every processing element within the 
GAPP array by setting them to 0. On the first pass 
through the loop, when i=0, we get the following 
(again, just focusing on a 3 X 3 neighborhood about a 
point E: 


INSTRUCTION: A:i EW:= RAM; (i =0) 


Ao | Bo | Co| 
EW =1Do | Fo | Fo| 


Where Ao through Jo are the least significant bits of the 
8-bit gray level intensities. These LSB’s are now con- 
tained in the EW registers within the GAPP array: 


INSTRUCTION:A:i NS :=RAM EW :=E; (i=0) 
[Ao | Bo | Co! Bo | Co | — | 

NS= [Do [Eo | Fo} EW= [Eo | Fo [—]} 
Ho | fo | — 


Where the NS registers within each processing element 
contain the LSB’s of gray levels in the 3 X 3 neighbor- 
hood as above. In addition, the local connectivity among 
processing elements allows us to move data between 
processing elements as was done with the EW registers 
that now contain the input data after being shifted to the 
left in the processing element array. Again, a ““—”’ refers 
to a data value that is irrelevant to the Sobel computation 
at point EF within our selected 3 X 3 neighborhood. Also 
note that within each processing element we have differ- 
ent values in the EW and NS registers. For example, the 
NS register of the processing element in the upper left 
hand corner (the 1.1 location in matrix notation) con- 
tains the LSB of the pixel A from Figure 8 [a], while the 
EW register contains the LSB of pixel B. 
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INSTRUCTION: B:0 RAM :=SM = CY; 


(Bo + Co) 
RAM(B:0) (Ep + Fo) 


Carry(Ag + Bo) | Carry(Bg + Co 
Carry Do + Eg) 
Carry(Gg + Ho) 





The result of addition of the contents of EW and NS re- 
gisters is stored as the LSB of image B, a temporary var- 
iable to store the first partial sum of the Sobel Y-gradient 
calculation. The C register within each processing ele- 
ment holds the carry bit from the addition of LSB’s 
above (which will be added on the next pass through the 
loop). Thus, fori = 1 we have: 


INSTRUCTION: B:1 RAM:=SM C:=CY;  (i=1) 


(Ay +B, +Carry(Ap +Bo)) | (By +Cy +Carry(Bg +Co)) | — | 


RAM(B:1) =|(D; + Ey + Carry(Dp + Eo)) | (Ey + Fy + CarrylEg + Fo)) | — | 
(G1 +H, + Carry(Go +Ho)) | (Ay +/4 +Carry(Hp +/9)) | —- | 


Carry(A; + By + Carry(Ag + Bo)) | Carry(By + Cy + Carry(Bo + Co)) 


C=|Carry(D;, + &, + Carry(Dp + Eo)) | Carry (Ey + Fy +Carry(Eg +Fo)) | — | 
Carry(G; + Hy + Carry(Go + Ho)) | Carry(H; +/4 + Carry(Hp +/o )) | — | 





This process continues in bit serial fashion until 
we have processed the entire 8-bit number. Note that in 
the above discussion, only elements (1,1) (1,2), (3,1), 
and (3,2) (matrix notation) in the 3 x 3 neighborhood 
contribute to the Sobel Y-gradient at point E. We com- 
plete the first partial sum by performing a sign extension 
to generate a 9-bit first partial sum. This is done in line 
420 where we store the final carry bit from the 8-bit ad- 
dition. 
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Computing the Second Partial Sum 


To compute the second partial sum, we start EW registers contain LSB’s of each partial sum 
with our first partial sum from above, and derive the sec- in the 3 X 3 neighborhood: 
ond partial sum as in Figure 8 [c]. This is done in lines 
430-520 as shown below: INSTRUCTION: B:0 NS :=RAM EW :=W; (i= 1) 
INSTRUCTION: B:0 EW:=RAM; (i= 1) HHA+B)o | (8 +Clo | — | 
2 is Oe ee ee ae 
(A +Blo | (8 +Co | — | UG +Hlo | (H+ No | — | 
EWE ea pe 
IG +Ho | V+No | = | 


= [A +B)o | (8 +Clo_| 
BW ele se 
j— HG +H)o | (H+ MN"o | 
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INSTRUCTION: C:0 RAM:=SM C:=CY;  (i=0) 


[— [(A+B)o +(B+C)o) | — | 
RAM(C:0) =[—[ C= I 
es Eel 


((G + H)o + (H+ Mo) 


— | Carry((A + B)g + (8 +C)o) 
“= 
| —'| Carry((G + H)o + (H + /)o) 


C 





As before, this process continues until we bit-serially 
process all the bits in the first partial sum. In line 520, 
we extend the sign bit. 


Completing the Sobel Y-Gradient 
Calculation | 


Finally, we are to the stage of Figure 8 [c] and 
can now complete the Sobel Y-gradient procedure (lines 
530-630): 


INSTRUCTION: C:0 NS:=RAM;  (i=0) 


{= | A+28+C)o | — | 
j—- | 
T— T(G+2H+ No | —| 


INSTRUCTION: 


INSTRUCTION: C: NS :=RAM EW:=NS;  (i=0) 


[— | (A+2B+C)o| — | 
NS =|-; = = J 
[= | (G+ 2H + No | — | 


a = 
EW =|— | (G+2H+/)o | — | 
a ae 


INSTRUCTION: 


INSTRUCTION: 
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After bit serially processing the second partial 
sums and extension of the sign bit (line 640), we have 
our Sobel Y-gradient stored as image variable Y. 


Computing the Sobel X-Gradient 


Computing the Sobel X-gradient follows the 
same procedure from a conceptual standpoint as the 
computation of the Sobel Y-gradient. Thus, we show the 
data flow for calculation of the Sobel X-gradient without 
further explanation: 





Figure 9. Sobel X Transform. 


Computing the Gradient Magnitude 


Having computed the X and Y gradients, we 
must next compute the magnitude of the gradient at point 
E (which we refer to a Grad(E)): 


; 2 9) 1/2 
Magnitude [Grad(E)] = (X¢ + Y9) 


which we approximate as: 


Magnitude [Grad(e)] = Max (|Xs],]Ys]) + 
V/[Min(|Xs|,|Ys|)] 


This function is computed in lines 990-1930. 
These operations do not involve exchange of data be- 
tween processing elements. Thus, in this portion of the 
program, each processing element independently oper- 
ates on the pixel data within its own RAM. 
The flow of this section of code is as follows: 
a) Derive absolute value of Xg and Yg by per- 
forming bitwise invert of X and Y gradients 


if the sign bit (MSB) is 1. 


_ b) If sign bit is 1, add 1 to the result of opera- 
tion a). 


c) Derive Min (|Xs| , |Ys]) 
d) Derive Max (|Xs| , |Ys]) 


e) Derive Magnitude [Grad(E)] 
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Statement 1030, “‘n = size (X)” returns a value 
equal to the number of bits in image X (in this case 11). 
In statement 1040, we take the MSB of Xg (stored in 
RAM location X:10) and load it into the C register. We 
then enter a while loop (lines 1060-111-) in which we: 


1) Take each bit of Xg (starting with the LSB) 
from GAPP RAM and load it into the EW 
register (line 1080). 


2) As we process each bit from Xg we perform 
an exclusive-or of that bit with the sign bit 
(line 1090). To perform this operation we 
set the NS register to 0, store the sign bit in 
the C register, and the bits of Xs in EW (bit 
serially). The SM output of each processing 
element’s ALU represents the logical opera- 
tion C ® EW. If the sign bit is 0, no bitwise 
invert is performed since the result of the 
exclusive-or operation is whatever is in the 
EW register. 


Replace the previous value of the i* bit of 
Xg with the result from 2) as we bit serially 
processXs. 


3 


ww’ 


After we complete the while loop of lines 1060- 
1110, we enter another while loop (lines 1140-1190) in 
which we add the sign bit to the result of the operation 
performed in lines 1060-1110 (which we will refer to as 
X’S): 
1) Serially take each bit of X’s: and load it into 
the EW register (line 1160). 
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2) Add the contents of the C register to the con- The first step towards determining the Min 


tents of the EW register (line 1170). The ({Xs|, |Ys]) is to set a flag. This is done in the while 
SM output contains the result of the addition loop of lines 1440-1490. Here we bit serially subtract the 
operaton. On the first pass (when i = 0) the absolute value of Ys from the absolute value of Xs. The 
C register still contains the sign bit and the borrow is stored in the C register. At the end of the while 
NS register still contains 0. Thus, we are ad- loop, we store the final borrow in RAM as a flag bit. If 
ding the sign bit to the LSB of X’s on the |Xs| is greater than or equal to |Ys], then the final bor- 
first pass. The carry generated by this: oper- row (stored as image variable xF) will be 0, otherwise it 
ation becomes the new value stored in the C will be 1 (Figure 11). 

register. | 

3) Replace the previous value of the i" bit of 


X’s§ with the result of 2). 


In lines 1210-1400 we derive the aboslute value 
of Ys. Figure 10 show |Xg| and |Ys|. 
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Figure 10. (a) Absolute value of Sobel gradient in X direction: |Xs]. 
(b) Absolute value of Sobel gradient in Y direction: |Ys]. 
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Figure 11. Image Variable xF. A ‘1’ indicates pixels in the image 
where |Xs|<|Ys]. 


In lines 1520-1650, we determine Min 
(|Xs|,|Ys|). First, the stored image variable, xF, is 
loaded into the NS register. We then enter a while loop 
which performs the logical operation |Xs|*xF + 
|Ys|*~xK, which returns the lesser of |Xs| and |Ys|. 
In line 1560, we put the absolute value of Xs (bit seri- 
ally), in the EW register, at the same time we set the C 
register to 0. In line 1570, we put in C the result of the 
logical operation: |Xs|*xF. in line 1580, this result is 
stored as the temporary image variable xT while the C 
register is again set to 0. 


In line 1590 we put the absolute value of Yg (bit 
serially), in the EW register, but this time the result put 
into the C register (line 1600) is the result of the logical 
operation |Ys|* ~xF. Had we not set the C register to 0 
in line 1580, we could have done so in line 1590 and the 
result of line 1600 would have been the same. We simply 
took advantage of the fact that each register can be inde- 
pendently set to a value on a single line of code to set the 
C register at the first available instance. 


In line 1610 we set the C, EW, and NS registers 
in one instruction. The result from line 1600 is trans- 
ferred from the C register, and put into the NS register 
on line 1610. The temporary image variable, xT, is taken 
from GAPP RAm and loaded into the EW register. Fi- 
nally, the C register is set to 1. On line 1620 the result 
loaded into the C register is the logical operation: 
|Xs|*xF+|Ys|*~xEF. On this same line the NS register 
is reloaded with the flag bit xF. On line 1630, the current 
contents of the C register are stored as image variable 
xD in GAPP RAM. 
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We then return to the beginning of the loop and 
process the next bits of |Xs|, and |Y¢|. This entire proc- 
ess repeats until all the bits of |Xs| and |Ys] have been 
processed. 


If we return to line 1620 we can see that there is 
an advantage in loading the flag bit, xF, into the NS re- 
gister at that time. If we look at the flow of the while 
loop, we can see that at the start of each iteration it is as- 
sumed that the flag bit is stored in the NS register. Thus, 
if we did not set the NS register before we started each 
iteration we could not do so on the first instruction in the 
loop. This is because we can access only one RAM ad- 
dress per instruction. Since the current first instruction 
accesses a bit from | Xs], then in order to load the flag bit 
into the NS register we would have to add an instruction 
to load the NS register from RAM with the flag bit be- 
fore we could obtain the result in line 1570. By setting 
the NS register at the end of the previous iteration in line 
1620, we save one instruction per iteration that would 
have been needed had we decided to wait until the begin- 
ning of the next iteration before loading the NS register. 


The above operations are repeated in lines 
1670-1800 to produce the Max(|Xs|,|Ygs]). This is done 
by simply interchanging |Xs|, and |Ys| from lines 
1520-1640. 


At this point, we have Min (|Xs| , |Ys]) stored 
as image variable xD, while Max (|Xsg| , |Ys]) is stored 
as image variable xC. To complete the magnitude calcu- 
lation, we must now sum xC + xD/2. This is done in 
lines 1830-1920 (Figure 12). 
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Figure 12. Image variable 4 : the unnormalized Gradient Magnitude. 
Z = Max (|Xg| , |Yg|) + 4/2 Min (|X| , |Ys)). 


The procedure for adding xD/2 to xC is to trun- 
cate the LSB of xD and roundup to nearest integer. In 
line 1830 we load the LSB of xD into the C register. 
Starting on line 1840 we enter a for loop that performs 
the operation xC + xD/2. On the first iteration, when i 
= O we add the LSB of xD (stored in the C register), to 
the second most significant bit of xD (stored in the EW 
register), and to the LSB of xC (stored in the NS regis- 
ter). What we are doing on this first iteration is treating 
the LSB of xD (which we are using for roundup) as the 
initial carry (instead of starting with an initial carry of 
0), which in effect it is. We continue on subsequent itera- 
tions by adding the i" bit of xC to the (i + 1)" bit of xD. 


Completing the Edge Detection Procedure 


The final steps toward deriving the edges of our 
input image are performed in lines 1970-2280 in which 
we follow the procedure below: 


a) Compare the Sobel gradient result of Figure 
12 against the threshold gray level 


b) Indicate all gradients in the image with a 
gray level greater than 60 by raising a flag 
bit | 


c) Use the resulting flag bit field to identify 
points in the input image of Figure 6 that be- 
long to an edge 


In lines 1970-2100 we threshold the magnitude 
of the Sobel gradient derived above to eliminate points in 
the image that fall below a set threshold in gray level in- 
tensity. This is basically done by taking each bit of the 
Sobel gradient and performing a bitwise subtract with 
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each bit of the predetermined threshold level (in this case 
we set the threshold to 60 at the beginning of the pro- 
gram). If the Sobel gradient is greater than the threshold 
level, then the final borrow from the subtraction of: 
[(Threshold Level) — (Sobel Gradient)] will be ‘1’, oth- 
erwise it will be ‘0’. The final carry as we leave the 
while loop is stored in the C register, and subsequently 
stored as image variable “‘flag” in GAPP RAM. Since 
the entire image is processed in parallel in our example, 
each of the 12 X 12 processing elements in the array will 
record a 0 or a 1 depending upon whether the Sobel gra- 
dient at a particular point in the image exceeds the 
threshold gray level. 


As we examine the while loop in lines 1970- 
2090 we observe that the EW register is used to store 
successive bits representing the value of the Sobel gradi- 
ent for each processing element, while the NS register is 
used to store successive bits representing the value of the 
threshold gray level. The if-else test of lines 2010-2030 
generates the successive bits in the threshold and loads 
them into the C register. After completing the test, the 
result is subsequently loaded into the NS register on line 
2060. We also note that an integral part of the if-else test 
is an unconditional loading of the NS register with the 
previous contents of the C register. At the beginning of 
each iteration in the while loop, we find that the C regis- 
ter contains the borrow from the previous iteration’s bit 
subtraction. Thus, we preserve the prior borrow by 
storing it in the NS register while we reset the C register 
with a new bit from the threshold. When we complete 
the if-else test we then (on line 2060) not only load the 
NS register with the result of the if-else text from the C 
register, but we at the same time load the C register with 
the current borrow from the NS register (in effect swap- 
ping data between the NS and C registers). 
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Figure 13. Image variable “flag”: A ‘1’ indicates a pixel whose gray level exceeds the threshold level. 
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Figure 14. Thresholded Edge. 


Now we have an image variable, flag (Figure 
13), that represents in a pattern of 1’s and 0’s which pix- 
els in the image have an image gradient that lies on an 
edge (or at least what we have determined with our 
threshold to be an edge). We now “and” each bit of our 
input image variable, image A, with our flag bit field. 
The result is a representation of the edges that lie in the 
original image. This is stored as image variable “R’’, 
our result field. Lines 2150-2280 perform the “‘and”’ 
function. 


Effect of Threshold 


In lines 2150-2280 we start by loading the flag 
bit into the NS register (line 2180), and the LSB of the 
input image (image A) into the EW register (line 2190). 
We then enter our while loop that successively takes each 
bit of image A and performs a logical “‘and’’ operation 
on each of these bits with the flag bit. On the first itera- 
tion when i = O we take the result of the “‘and”’ of the 
LSB of image A with the flag bit and load into the C re- 
gister (line 2240). At the same time we load the next bit 
of image A into the EW register for the next iteration. 
Still on the first iteration we take the current contents of 
the C register, and store it as the LSB of our result, 
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image variable R (line 2250). Since the logical operation 
NS * EW appears on the CY output of the ALU when the 
contents of C register is 0, we also set the C register to 0 
on line 2250 for the next iteration. After completion of 
this while loop, our final result is derived (Figure 14). 


If we look at the gradients in the image (Figure 
12), it becomes immediately apparent that all non-zero 
gradients are greater than our set threshold of 60. Thus, 
this set threshold has no impact at all on the final result 
(Figure 14). If we vary the threshold levels as in Figures 
15 we can see how the threshold level affects the final 
edge that we observe at the end of the procedure. In 
15(a) we see the case of a threshold of 0. Here, the result 
is the same as in Figure 14. In 15(b), we set the thresh- 
old to 75 and can see that the edge is now narrower than 
in the previous cases. In 15(c) and 15(d) we set the 
threshold to 100 and 150 respectively. Here we see no 
difference in the final result between the two cases. In 
15(e), however, when the threshold was set 175 we see a 
discontinuity in the edge. As we vary the threshold from 
200 to 225, in 15(f) and 15(g) respectively, we see the 
edge continue to disintegrate. Finally, when we set the 
threshold to 250 as in 15(h), the edge disappears com- 
pletely. 
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Figure 15(a). Threshold Level of 0. 
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Threshold Level of 75. 


Figure 15(b). 
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Threshold Level of 100. 


Figure 15(c). 
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Threshold Level of 150. 


Figure 15(d). 
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Threshold Level of 175. 


Figure 15(e). 
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Figure 15(f). Threshold Level of 200. 
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Figure 15(g). Threshold Level of 225. 
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Figure 15(h). Threshold Level of 250. 


347 


04/88 


NCR Communications Products 


Hardware—Software Relationship 


The Sobel gradient is a program that manipu- 
lates data over a3 X 3 processing window. In our treat- 
ment we have focused on the movement of relevant data 
in a3 X 3 neighborhood around a defined center point 
which we named point E. In fact, the GAPP array proc- 
essed the entire 12 x 12 image concurrently such that 
the Sobel gradient was computed at every 3 X 3 neigh- 
borhood in the image. Thus, after we executed the 581 
cycles required to complete the algorithm, we were fin- 
sihed with the entire image. From a software standpoint, 
the fact that the GAPP chip allows an entire image, or 
portion of an image, to be processed in parallel allows 
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software designers to design hardware-independent soft- 
ware. In this case, hardware-independence refers to the 
fact that we can change the hardware configuration in a 
number of ways and the software that we have discussed 
above remains the same. Thus, we could run the same 
Sobel gradient algorithm on a 24 X 24 or 24 X 12 array 
of processing elements and the results would be the same 
if the images being processed were also 24 X 24 or 24 x 
12 respectively. This relieves the software designer from 
having to rewrite programs every time the hardware 
configuration changes. 
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Appendix A. GAPP Program Code for Sobel Edge Detection 


100 image A:0:7 ; /* Ais input «# / 

110 image R:8: 15; /* 8 bit resolution gray scale output «/ 
120 int T=60; /* T is trial constant for performing threshold « / 
130 inti; 

140 int j; 

150 intn; 

160 

170 /* EDGE (A,R,T) Two‘’s complement arithmentic « / 

180) main () 

190 { 

200 image B:9; /* scratch «*/ 


210 image C:10; /* scratch */ 

220 image X: 11; /«* X-sobel and absolute value «/ 
230 image Y: 11; /«* Y-sobel and absolute value +/ 
240 image Z: 12:  /* magnitude approximation «/ 
250 image flag: 1; /« threshold result flag */ 
260 

270 image xF: 1; 

280 image xC: 11; 

290 image xD: 11, xT: 1; 





300 { 

310 /« Compute the Y-Sobel + / 

320 C:=0; /* Compute first partial sum « / 

330 n = size(A); 

340 i =O; 

350 while (i <n) 

360 

370 A:i EW := RAM; wn 
380 A:i NS := RAM EW :=E; = 
390 B:iRAM:=SM C:=CY: E i 
400 i=i+1; o> 
410 ZS 
420 B:n RAM :=SM C :=0; /* sign extension + / =o 
430 /« Compute second partial sum « / = 
440 i=0; ba 
450 while (i< n+ 1) 

460 { 

470 B:i EW := RAM; 

480 B:iNS := RAM EW :=W; 

490 C:i RAM :=SM C:=CY; 

500 i=i+1; 

510 } 

520 C:n+1 RAM :=SM C :=0; /* sign extension « / 

530 /« Compute difference « / 

540 i=0; 

550 while (i <n + 2) 

560 { 

570 C:i NS := RAM; 

580 NS :=S; 

590 C:i NS := RAM EW :=NS; 

600 NS :=N; 

610 Y:i RAM :=SM_ C := BW; 

620 i=it+; 

630 | | 

640 Y:n+2 RAM :=SM C:=0; /« sign extension « / 

650 /* Compute the X-Sobel + / 
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350 


1240 


/* Compute the first partial sum « / 
i=0; 
while (i <n) 
{ 
A:i NS := RAM; 
A:i EW := RAM NS:=S; 
B:i RAM:=SM C:=CY; 
j=i+1; 
{ 
B:n RAM :=SM C:=0; _ /* Carry extension */ 
/« Compute second partial! sum « / 
i=Q; 
while (i <n + 1) 
{ 


B:i NS := RAM; 
B:i EW := RAM NS :=N; 
C:i RAM :=SM_ C:=CY; 
i=(+1; 
} 
C:n+1 RAM :=SM C :=0; /» Carry extension « / 
/* Compute difference « / 
i= 0; 
i (i<n+2) 


C:i EW := RAM; 

EW :=W; 

C:i EW :=RAM NS := EW; 
EW :=E; 

X:i RAM :=SM_ C:=BW; 
i=i+1; 


} 
X:n+2 RAM := SM; /* sign extension « / 
| 
/* The following functions are MAGNITUDE */ 
/* MAGNITUDE (A,B,R) «*/ 
/* Absolute value of X */ 
{ /* Perform bitwise invert on X if MSB = 1+*/ 


n = size (X); 
X:n—1 C:= RAM NS :=0; /* MSB «/ 
i=0; 
oe (i<n) 
X:i EW := RAM; 
X:i RAM := SM; /* SM =C xor EW */ 
t=it; 


} 
/* Invert if MSB = 1+/ 


i=0; 

while (i < n) 

{ 
X:i EW := RAM; 
X:i RAM :=SM C:=CY; /* ignore final carry «/ 
i=it+; 


} 

} 

/* Absolute value of Y */ 

{ /* Perform bitwise invert on Y if MSB = 1 «/ 
n = size (X); | 
Y:n—-1 C:= RAM NS:= 0; /+ MSB */ 
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1250 i=0; 

1260 while (i <n) 

1270 { 

1280 Y:i EW := RAM; 

1290 Y:i RAM := SM; /* SM =C xor EW*«/ 
1300 j=i+1; 

1310 | 

1320 /* Add ‘'1"' if MSB = 1 */ 

1330 i=0 

1340 while (i <n) 

1350 { 

1360 Y:i EW := RAM; 

1370 Y:i RAM :=SM C :=CY; /* ignore final carry « / 
1380 i=it. 

1390 | 

1400 | 

1410 

1420 /* MAGNITUDE(A,B,R) «/ 

1430 C:=0; 

1440 for ( i=0; i < size(X)—1; i++) 

1450 { 

1460 X:i NS: = RAM: 

1470 Y:i EW: = RAM: 

1480 C:=BW; 

1490 | 

1500 xF: RAM:=C; 

1510 /* Use MUX operation D = X*xF + Y*~xF = min(X,Y) #/ 
1520 { 

1530 xF: NS:=RAM; 

1540 for ( i=0; i<size(X)—1; i++ ) 

1550 { 

1560 X:i EW:=RAM C:=0; 

1570 C:=CY; 

1580 xT: RAM:=C C:=0; 

1590 Y:i EW:=RAM; 

1600 C:=BW; 

1610 xT: NS:=C EW:=RAM C=}; 
1620 XE: C:=CY NS:=RAM; 
1630 xD:i RAM :=C; 

1640 | 

1650 | 

1660 /* Use MUX operation C = Y*xF + X*~xF =max (X,Y) «/ 
1670 { 

1680 xF: NS:=RAM; 

1690 for ( i=0; i< size(X)—1; i++ ) 

1700 { 

1710 Y:i EW:=RAM C:=0; 

1720 C:=CY; 

17350 xT: RAM:=C C:=0; 

1740 X:i EW:=RAM; 

1750 X:=BW; 

1760 xT: NS:=C EW:=RAM C:=1; 
1770 xF: C:=CY NS:=RAM; 

1780 xC:i RAM:=C; 

1790 

1800 } 

1810 /*« Add C+ C/2 */ 

1820 { 

1830 xD:0 C:=RAM; /* round by adding Isb */ 
1840 for (i=0; i<size(X)—2; i++) 
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1850 
1860 
1870 


} 


i=0: 


xC:i NS:=RAM; 
xD:i+1 EW:=RAM; 
Z:i RAM:=SM C:=CY; 
} 
xCri NS:=RAM EW:=0; 
Z:i RAM:=SM C:=CY; 
Z:i+1 RAM:=C; 


C:=0; | 
while (i < size(Z)) | 


} 
flag: 


/» detect “i''th bit value in T, load it in C 
and save previous borrow inNS ~ */ 
if(T & (1<<i))C := 1 NS :=C; /* bitwise ‘and’ the 
value T with left shifted 1" */ 
elseeC :=O NS :=C; 
/* load image in EW, put threshold value into NS and 
previous borrow back inC = */ 
Z:i EW:=RAM NS :=C C:=NS; 
C := BW; 
i=it+; 


RAM :=C; 


/* Flag contains the binary edge image. R is produced below 


which restores the gray-scale component to the edge image. +«/ 


/* flag anded with image Z and output to R */ 


j = size(A); 

flag: NS := RAM; 

A:0 EW := RAM: 

C :=0; 

i=Q; 

while (i < j) 

{ 
A:i+1C :=CY EW := RAM; 
R:i RAM :=C C :=0; 
j=i+1; 
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GAPP APPLICATION NOTE NUMBER 4 


GAPP Chip Performs MxN 
Correlation on Binary Images 


Introduction 


The parallel architecture of the GAPP™ proces- 
sor chip offers unmatched performance in many fields 
including: Pattern and Speech Recognition, Machine Vi- 
sion and Automatic Inspection, Parallel Data Process- 
ing, Image Processing, and Associative Processing. In 
this application note we will focus on an example of a 
“sliding window”’ function in one of the most commonly 
used operations in image processing: the mxn binary 
correlation. 


Here we will perform a 3x3 binary correlation 
and operate on a 3x3 neighborhood of pixels within the 
image: 





Correlation Mask = 


Applying this correlation mask on the 3x3 
neighborhood above gives the following equation for the 
correlation of the image with the mask about point e: 


Cor(e)=atb+c+f+gth+i' [I] 


where a correlation score of 9 indicates perfect correla- 
tion between the mask and the image while a correlation 
score of 0 indicates perfect negative correlation. 


A system implemented using GAPP devices can 
perform the 3x3 correlation on each 3x3 neighborhood 
of pixels in an image simultaneously. The ability to proc- 
ess images on an image by image basis, instead of on a 
pixel by pixel basis as is the case with conventional proc- 
essing approaches makes the GAPP chip orders of mag- 
nitude faster in performing this operation than systems 
implemented using conventional processing approaches. 
In addition, the ability of the GAPP processor to per- 
form general processing allows the system designer high 
performance without having to trade-off flexibility as 
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occurs with dedicated and special purpose processors. 
Consequently, the system designer has the best of both 
worlds: high performance and flexibility! 


GAPP Correlation Algorithm 


Appendix A shows an algorithm written for the 
GAPP processor that performs the 3x3 correlation. For 
the purposes of this discussion, we use 12x12 pixel im- 
age as our input (Figure 1). Because the GAPP proces- 
sor contains 72 processing elements, arrayed in a 12x6 
configuration, we can use just two GAPP chips to imple- 
ment a 12x12 array of processing elements which will 
then allow us to process the entire 12x12 pixel image in a 
single pass. To process larger images, the system de- 
signer has two basic options: (a) implement a system us- 
ing more GAPP chips, or, (b) use a frame buffer to load 
portions of the image 12x12 pixels at a time into the 
GAPP subsystem. 


The program shown in Appendix A was devel- 
oped and executed on the GAPP PC Development Sys- 
tem (NCR-45GDS1) which runs on IBM and IBM 
compatible personal computers. The code was written in 
a language called the GAPP Algorithm Language 
(GAL™) which is a subset of the C programming lan- 
guage. “Image” variables are used to assign names to a 
set of locations within GAPP RAM in each pricessing el- 
ement. For example, the statement on lines 100-130 of 
the program, “image A:0:0:, B:1:1, T:2:2, C:3:11,” as- 
signs RAM location 0 to variable A, RAM location 1 to 
variable B, RAM location 2 to variable T, and RAM lo- 
cations 3 through 11 to variable C. Variable A is the in- 
put binary image, variable B is used as a scratchpad for 
sliding data around in the 3x3 window, variable T is 
used as a Scratch location to permit reads and writes 
from GAPP RAM on the same cycle, and variable C is 
the output of the correlation function. 


Although we will be performing the correlation 
operation on a 12x12 pixel image, in the following dis- 
cussion we will focus on a 3x3 neighborhood about point 
e as shown earlier. Since the GAPP processor will per- 
form this operation on each 3x3 neighborhood simulta- 
neously, we can focus on a single 3x3 neighborhood with 
the knowledge that each 3x3 neighborhood in the 12x12 
array will be performing the same operation. Thus, we 
see that regardless of the overall processor element array 
size, from an algorithmic or software standpoint the rel- 
evant array is the 3x3 neighborhood. 
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Initial Data Movements 


The first task that we perform is to clear GAPP 
RAM locations 1 through 11. This is done in lines 210 
through 230. On line 210 we set the C register within 
each GAPP processing element to 0. We then enter a 
‘for’ loop in which we sequentially copy the contents of 
the C register into RAM locations 1 to 11. 


In lines 250 and 260 we copy the input image to 
our scratchpad location, image variable B. In line 250 
we load the input from GAPP RAM location A, to the C 
register within each processing element. In line 260 we 
copy the contents of the C registers into GAPP RAM lo- 
cation 1. 


On line 280 we perform our initial shift opera- 
tions on the input data. On line 320 we load image varia- 
ble B into the NS registers within the processing 
elements. Looking at our 3x3 neighborhood around 
point e: 


INSTRUCTION: B: NS := RAM; 





On line 330, we load the contents of the NS re- 
gisters into the EW registers. 


Oa a aw @ Om = | O- OO 
Qe-c0o0o0o0} 0 = = = 
Oa wee 2 OO aw - | O— 
=O 32 am O- O- 0 
On-0-20000—--—- 


1 
1 
0 
0 
1 
1 
1 
1 
0 
1 
1 
0 





The ‘for’ loop in lines 340 and 350 slides the 
data one column to the right: 





where a ‘—’ indicates a data value that is not relevant to 
the computation of the correlation function in the 3x3 
neighborhood about point e (although relevant to the 
correlation function in adjacent 3x3 neighborhoods). 


On line 360 we load the contents of the EW re- 
gisters into the NS registers. On lines 370 and 380 we 
enter a ‘for’ loop that shifts the data one row upward: 


INSTRUCTION: NS := S 
ea 


. 
’ 





On line 390 we copy the contents of the NS re- 
gisters to the C registers. On the next instruction (line 
400) we transfer the contents of the C registers to the 
GAPP RAM location assigned to image variable B: 








INSTRUCTION: B: RAM :=C; 


|—|d fe | 
RAM(B :0)= |—|g jh. 
Sel 


O-00O0--=20-0-— 
Om a mB OOO = = 
om =O00-0--000 
aa ost Onm-O--00 
==O=-00-00-0-— 
OO-02-2230--=0 


Figure 1. Input Image Data 
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Beginning the Loop 


In the next phase of the program we enter a 
nested ‘for’ loop which processes each of the 9 coeffi- 
cients in the 3x3 convolution mask. First we set integers 
k, and dl to 1 in lines 430 and 440. Integer k tells us 
which column we are on within a given row, integer dl 
tells us which direction we will be sliding the window in 
the x-direction. When k is equal to 3, we slide the win- 
dow to the left, if dl is equal to — 1 then we slide the win- 
dow to the right. 


We first enter a ‘for’ loop that cycles us through 
the rows in the 3x3 convolution grid (line 450). For the 
first iteration i = 0. We then enter an inner ‘for’ loop 
that cycles us through the columns along each row (line 
470). For the first interation j is also equal to 0. Below 
we trace the execution of the first iteration. 


First Iteration (i=0, j=0) 


1. On lines 580, 590, and 600 we set dx=1, 
dy =0, and k=2 respectively. 


2. Evaluating the expressions on lines 780 and 
790 we get s=O, and r=1 


3. Load image B into EW registers and set C 
registers to 0 (line 840): 


| ld |e | 
EW = | -|9 [A | 
eae 


4. Enter ‘for’ loop to bit serially process each 
bit of the resultant image, image C. First, 
retrieve the LSB of image C (line 980): 


INSTRUCTION: C:0 NS :=RAM; (ix = 0) 





add the current contents of the EW regis- 
ters, and store sum in RAM (line 990): 


INSTRUCTION: C :0 RAM 
EW :=0; 





| —|d fe | 
RAM(C : 0) = | —|g [A] 
CoS Ei fae 
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propogate carry (in C registers) and con- 
tinue addition operation over all bits in im- 
age C. 


5. Shift Operation. Set x=dx=1, and 
y=dy=0 (lines 1050 and 1060). On line 
1090 load current image variable B into NS 
registers. Then, on line 1120, copy the con- 
tents of NS registers into EW registers. On 
line 1170: 


INSTRUCTION: EW=E ; 


dle |F | 
ew = [o[A[7] 
eee 





6. Copy contents of EW registers to NS regis- 
ters (line 1270). Then copy contents of NS 
registers to C registers (line 1460). Finally, 
store as new image B (line 1470): 


dje {fF 
RAM (B : 0) =[g ]A {i 
ee 


Second Iteration (i=0, j=1) 
1. Set k=3 on line 600 


2. Evaluating lines 780 and 790 gives us s=0, 
and r=1 


3. Load current image B into EW registers 
(line 840): 





4. Bit serially process each bit of the current 
accumulated value within image C. For sim- 
plicity, we will look at the value of image C 
for point e only (line 870): 





add the current contents of the EW regis- 
ters, and store sum in RAM (line 880): 


RAM(C : 0) = LSB (g + A) 
C = Carry (g + h) 
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propogate carry and continue addition bit serially un- 
til all bits of image C have been processed. 


5. Shift Operation. After executing line 1170 this time: 


le |f [-] 
EW = [A |i |-| 
Ca eal 


6. Save new image B (line 1470): 


e {f || 
RAM(B :0)= [A {i [—|] 
Pe 


Third Iteration (i=90, j=2) 


1. Set dl = —dl = —1 (line 510), dx = 0 (line 
520), dy = —1 (line 530), and k = 1 (line 
540) 


2. Evaluate lines 780 and 790: s = 0, r = O 


3. Invert image B; then add inverted image B’ 
(i.e. the logical complement of B) to accu- 
mulated value in image C. First, load cur- 
rent image B into the EW registers, and set 
the C registers to 1, and the NS registers to 
0 (line 940): 


fe F[= 
ew -[ A] [=| 
ee | 


4. Put image B’ into EW registers (line 950): 


pelfi—| 
EW =| Ati’ {— | 
Ee el 


5. Bit serially process each bit of the current 
accumulated value within image C. Again, 
looking point e only we have after executing 
the instruction on line 980: 


NS = LSB (Image C) = LSB(g + h) 
(ix = 0) 


We then proceed to add the contents of the 
EW registers which, after executing instruc- 


tion 990, yields: 


RAM(C : 0) = LSB (g + A+ /’) 
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We propagate the carry as we process each 
bit of the accumulated result, image C until 
all the bits have been processed. 


. Shift Operation. This time it is slightly dif- 


ferent. In this case, we load image B into the 
NS registers and then execute line 1420: 


| bic] 
NS =| e| Ff 
BOT le 


7. Save new image B (line 1470): 


bic] — 
RAM(B : 0) =| e|f|—| 
GE 


Fourth Iteration (i = 1, j = 0) 


1. Setdx = dl = —1, dy = 0, andk = 2 (lines 


580, 590, and 600) 


. Evaluating lines 780 and 790 gives us s = 0, 


r=0 


. Load current image B into EW registers and 


invert image B as before (line 950): 





. Bit serially process each bit of the accumula- 


ted result in image C (line 980): 


NS = LSB(Image C) = LSB(g + h + /’) 
(ix = 0) 


After instruction 990: 


RAM(C:0) = LSB +h +i’ +f) 


. Shift Operation. On this iteration we also 


have a somewhat different shift procedure. 
First, we set x = dx = —1, andy = dy = 
0. In this case we load image B into the NS 
register as before (line 1090), but we then 
put image B into the EW registers (instruc- 
tion 1120) and execute line 1240: 
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6. 


We save the above as the new image B (line 
1470): 


RAM(B : 0) = 





Fifth Iteration (i=1, j=1) 


l. 


2. 


Set dx = dl = -—1, dy = 0,k =3 


Evalute lines 780 and 790: s = 0, r= 1 


. Load current image B into EW registers and 


add to accumulated correlation score (line 
870): 


NS = LSB(ig + h + i’ + f') (ix = 0) 
After instruction 880: 


RAM(C : 0) = LSB(g +h +i +f +e) 


. Shift Operation. Set x = dx = —1, andy = 


dy = 0. Load image B into the NS register 
as before (line 1090), and then put image B 
into the EW register (instruction 1120) and 
execute instruction 1240: 


[=a [6 | 
EW = |—[d[e | 
|e [A | 


. Save the new image B (instruction 1470): 


RAM(B : 0) = 





Sixth Iteration (i = 1, j = 2) 


1. Set dl = 


—d] = 1, dx = 0, dy = —1, andk = 1 


(lines 510 through 540) 


2. Evaluate lines 780 and 790: s = 0, r = 1 


3. Load current image B into EW registers and add to 
accumulated correlation score (line 870): 


NS = LSB(g +h +’ +f’ + e) 


After executing statement 880: 


RAM(C : 0) = LSBg +h +/' +f’ +e +) 
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4. Shift operation. Set x = dx = 0, and y = dy = —1. 
Load image B into the NS register (line 1090), and 
execute instruction 1420: 


| —|—|—| 
NS = |-|a |b 
|—|d fe | 


5. Save the new image B (instruction 1470): 


|—|—|—| 
RAM(B : 0) = |—[a [d | 
eae] 


Seventh Iteration (i = 2, j = 0) 


1. 


Set dx = dl = 1, dy = 0, and k = 2 (lines 
580 to 600) 


. Evaluate s = 0, andr = 1 


. Load current image B into EW registers and 


add to accumulated correlation score (line 
870): 


NS = LSBg+h+i +f +e+ 40) 
After instruction 880: 


RAM(C:0) = LSB(g +h +i' +f +e 
+ d +a) 


. Shift operation. Set x = dx = 1, and y = dy 


= (). Load image B into the NS register and 
then load image B into the EW register, and 
execute line 1170. 


fe Oe eet 
EW = {a [6 {c | 
Bie 


. Save new image B (instruction 1470): 


|—|—|—| 
RAM(B :0)= Ja |b jc | 
Catal 
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Eighth Iteration (i = 2, j = 1) 
1. Set dx = dl = 1, dy = 0, andk = 3 
2. Evaluate s = 0, andr = 1 
3. Load current image B into EW registers and 
add to accumulated correlation score (line 


870): 


NS =LSBg+h+i' +f +e+d+ 


After executing instruction 880: 


RAM(C:0) =LSBig+hA+i +f +e 
+d+a+ b) 


4. Shift Operation. Set x = dx = 1, andy = 
dy = 0. Load image B into the NS register 


and then load image B into the EW register, 
and execute line 1170: 


Eee 
EW = [6 |c |— 
eae 


5. Save new image B (instruction 1470): 


Eo Gee Lee 
RAM(B : 0) = [6 fe |— 
Gigi 


Ninth Iteration 


1. Setdl = —dl = —1, dx = 0, dy = -1,k 
=| 


2. Evaluate s = 0, andr = 0 
3. Load current image B into EW and invert 
image B (lines 940 and 950). Then add to 


accumulated correlation score (line 980): 


NS = LSB@Q+h+i'+f'+e+d+a 
+ b) 


After executing line 990: 


RAM(C:0) = LSBg +h+i +f +e 
+d+a+b6+C’) 


[end of program] 
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Discussion 


The results of the correlation algorithm given 
the input shown in Figure 1 are displayed in Figure 2. 
The program shown in Appendix A was able to derive 
this output from the 3x3 binary correlation in 230 cycles. 
At 10MHz per cycle the GAPP processor is able to per- 
form this function in a mere 23us! 


To expand on our discussion, let us raise four 
issues worth mentioning concerning the program: 


1. Specifying a Different Set of Mask Coeffi- 
cients 


2. Varying the Size of the Convolution Win- 
dow 


3. Using the “enable” Variable 


4. Modifying the Order in which Coefficients 
are used. 


1. Changing the Mask Coefficients 


The mask coefficients in this example were sta- 
ted as a hexadecimal number. The value was determined 
by the mask that we wished to implement and the method 
of traversal that was used to slide the 3x3 window over 
the input image. In our approach, we started with the 
lower left hand corner coefficient, or position (3,1) us- 
ing matrix notation, and moved to position (3,1) using 
matrix notation, and moved to position (3,2) to (3,3), to 
(2,3), to (2,2), to (2,1), to (1,1), to (1,2), and finally to 
(1,3). Given our method of traversal about the 3x3 cor- 
relation mask, we see that the specified input mask, 
cmask, is a representation of the 3x3 coefficient mask 
with mask coefficient (3,1) being the LSB of cmask, and 
coefficient (1,3) being the leading bit of cmask. With 
this knowledge, a different mask can be specified ac- 
cording to the needs of the application. For instance, the 
3x3 correlation mask: 


can be represented by the hex word: cmask = OxOaa. 


NCR Communications Products 04/88 


2. Varying Correlation Mask Size 


In this example we used a 3x3 mask of correla- 
tion coefficients. This was cctermined on line 190 of the 
program where we set n (the number of columns), and m 
(the number of rows) to 3. Thus, the size of the correla- 
tion mask is set by this declaration. One must be mindful 
that if the coefficient array size is modified, the matrix 
of coefficients may be altered. For instance, if our speci- 
fied value for cmask, OxOf3 is applied to a 4x3 coeffi- 
cient mask we get: 





which may not be the desired correlation window. 
3. Using the “Enable” Variable 


You will notice a variable named ‘“‘enable”’ in 
the program. This variable can be used to mask don’t 
cares in the mxn window. This is particularly useful if 
we wanted to use, for example, a diamond shaped corre- 
lation mask: 





where x indicates a don’t care. The enable flag could be 
used to mask out any data within the correlation window 
that we did not want to correlate with the image. For ex- 
ample, the above correlation mask could be generated if 
cmask = Oxl1ff, and enable = 0x145. Using enable in 
this situation saves processing time that would otherwise 
be wasted evaluating meaningless mask coefficients. 
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4. Modifying the Ordering of Coefficient 
Evaluation 


As mentioned in discussion module 1 above, 
we followed a zig-zag pattern of traversal through the 
3x3 correlation mask starting at mask location (3,1). The 
program, however, is general enough to support any ar- 
bitrary order of coefficient evaluation by changing dx, 
dl, and dy. For instance, if we defined our initial starting 
point to be the (1,3) position instead of the (3,1) posi- 
tion, and changed our initial value of d1 from 1 to —1, 
and further changed dy = —1 to dy = 1 on line 510, 
then we would traverse the 3x3 correlation mask in the 
opposite direction. As a consequence, with cmask as 
given we would have the following correlation mask: 


Using the same input image as in Figure 1, we 
re-ran our correlation algorithm with the changes noted 


above. The output is shown in Figure 3. Likewise, other 
mask traversal patterns can also be accomodated. 


Conclusion 


The GAPP processor offers a high performance 
alternative for processing sliding window functions such 
as the 3x3 correlation that was treated in this application 
note. In our treatment we were able to focus on a 3x3 
neighborhood surrounding a defined center point, e. In 
addition, the 3x3 correlation was computed for every 
3x3 neighborhood in the entire image in 230 cycles or 
23us. A full 21x21 binary correlation can be done in 
1.1ms using the GAPP processor. From the program- 
mers’ perspective, the ability to focus on a relevant 
processing element neighborhood to the exclusion of the 
overall processing element array decouples the program- 
mer to a large extent from the specifics of the hardware 
design. If we were to process a 48x48 pixel image using 
32 GAPP devices, the same algorithm as used with our 
12x12 processing element array could be used with only 
modifications to the I/O drivers. 
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Figure 2. Correlation Score for Input Data 





Figure 3. Correlation Score for Reverse Traversal in 3x3 Correlation Matrix for Input Data 
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Appendix A 





100 image A:0:0, /* input image «/ 

110 Bt et, /* temporary value «/ 

120 VF e222: /* scratch */ 

130 Ceo e122 /* output value */ 

140 main () 

150 { 

160 int cmask = OxOf3; 

170 int enable = 00; /* code values */ 

180 int x,y,i,ix,dx,dy,dl,r,s,j,k; 

190 intn = 3,m=3; /* size of correlation mask */ 

200 /* clear ram «/ 

210 c:=0; 

220 for (i = 0; i<size(C)+2; i++ ) 

230 21+ 1 ram:=C; - 

240 /* copy AintoB «/ 

250 A: c:=ram; 

260 B: ram:=c; 

270 

280 /* Initial SHIFT operation +*/ 

290 x=n/2; 

300 y=m/2; 

310 { 

320 B: NS:=RAM; 

330 NS:=EW EW:=NS; 

340 for (i=0; i<x; i++) 

350 { EW:=W; } 

360 NS:=EW EW:=NS; 7) 
370 for (i=0; i<y; i++) = 
380 { NS:=S; } = n 
390 C:=NS; -S = 
400 B: RAM:=C; a 
410 } = 2 
420 /* Begin loop */ = 
430 k=1; =} 
440 di=1; 

450 for (i=0; i<m; i++) 

460 { 

470 for (j=0; j<n; j++) 

480 { 

490 if (k ==n) 

500 { 

510 d| = —dl; 

520 dx = 0; 

530 dy = —1; 

540 k= 1; 

550 } 

560 else 

570 { 

580 dx = dil; 

590 dy = 0; 

600 k = k+1; 

610 } 

620 /* convert mask code to value «/ 

630 /* represent mask code as single hex value in zig-zag pattern 

640 represent enable code in same fashion for don‘t care */ 

650 if (j==0) { cmask = Ox0f3; enable=00; } /* code values */ 
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cmask = Ox0f3; enable = 00; 
cmask = Ox0f3; enable = 00; 
cmask = 0x0f3; enable = 00; 
cmask = Ox0f3; enable = 00; 
cmask = OxOf3; enable = 00; 
cmask = Ox0f3; enable = 00: 
cmask = 0x0f3; enable = 00; 
cmask = 0x0f3; enable = 00; 
cmask = 0x0f3; enable = 00; 
cmask = Ox0f3; enable = 00; 
cmask = 0x0f3; enable = 00; 


tow uo ow bo Ww wt non 
How W Won wd om out 
~~ =O ON ODOR WN — 


} 
li 


=a O- — — — wrnaeraaeraer 
olay pet eg eS pls ee Vy elegy pp a, 


OR eR ee eae 
ee ee 


s= 1& (enable > > (j+m<«i)); 
r= 1& (cmask > > (j+m*«i)); 


if (s==0) 
{ 
if (r==1) /* add un-inverted B value «/ 
{ 
B:0 ew:=ram c:=0; 
for ( ix=Q; ix <size(C)—1; ix++ ) 
{ 
C :ix ns:=ram; 
C:ix ram:=sm c:=cy ew:=0; 
} 
C:ix ram:=c; 
} 
else /* add inverted B value */ 
{ 
B:0 ew:=ram c:=1 ns:=0; 
T:0 ew:=ram ram:=sm_ c:=0; 
for (ix=0; ix< size (C)—1; ixt+ ) 
{ 
c:ix ns:=ram; 
ciix ram:=sm c:=cy ew:=0; 
} 
ciix ram:=c; 
} 
} 
/* SHIFT operation */ 
x=dx; 
y=dy; 
if (j+3*i << m*n—1 ) 
B: NS:=RAM; 
if (x !=0) 
{ 
NS:=EW EW:=NS; 
if (x > 0) 
{ 
for ( ix=0; ix<x; ixt+ ) 
{ 
EW:=E; 
} 
} 
else 
{ 


for ( ix=x; ix<O; ixt+ ) 
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/* code values 
/* code values 
/* code values 
/* code values 
/* code values 
/* code values 
/* code values 
/* code values 
/* code values 
/* code values 
/* code values 


*/ 
*/ 
*/ 
*/ 
*/ 
*/ 
*/ 
*/ 
«/ 
*/ 
*/ 
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1230 
1240 
1250 
1260 
1270 
1280 
1290 
1300 
1310 
1320 
1330 
1340 
1350 
1360 
1370 
1380 
1390 
1400 
1410 
1420 
1430 
1440 
1450 
1460 
1470 
1480 


1490 } 


1500 } 
1510 =} 
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{ 
} 


EW:=W; 
} 
NS:=EW EW:=NS; 
} 
if ( y != 0) 
if (y>0) 
{ 
for (ix =y; ix>0O; ix——) 
NS:=S; 
} 
else 
{ 


for ( ix=y; ix <0; ixt+ ) 


NS:=N; 


C:=NS; 
B: RAM:=C; 
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GAPP APPLICATION NOTE NUMBER 5 


Data Input/Output Techniques for 
the Geometric Arithmetic Parallel 
Processor (GAPP) 


Introduction 


One of the most important aspects of designing 
with the GAPP parallel array processor (NCR45CG72) 
is the method of getting data into and out of the array of 
GAPP processors. When designing a real time image 
processing system, the system is generally required to 
operate fast enough to accept 30 frames of data a second. 
This rate allows the array of GAPP processors to exe- 
cute 333,000 instructions to process the image during 
the video time frame (the GAPP processor executes one 
instruction every 100 nanoseconds). However, process- 
ing a typical high resolution image (512 by 512 pixels 
with 8 bits of gray-scale), imposes the requirement of 
having to load over 60 million bits of data into the 
processor array every second. The system designer must 
be careful to use an I/O method which is both fast 
enough to satisfy the throughput requirements of the sys- 
tem and is efficient enough so that the I/O method does 
not interfere with the execution of the image processing 
algorithm. Systems designed to do other types of numer- 
ical processing may not be limited to a 33.3 millisecond 
frame rate, but they will have similar requirements for 
throughput and efficient I/O. 


Data input to a system comprised of GAPP 
processors will not be in the format required by the 
GAPP processor array. Data from an analog-to-digital 
converter, or a system bus, is usually a stream of values 
(arranged word-serial, bit-parallel) with anywhere from 
6 to 16 bits per value. The CMS inputs at the south edge 


begin 


of the GAPP array provides an easy way to load data into 
the array. The most efficient way is to present a row of 
bit values to these inputs and use the “cm:=cms”’ in- 
struction to shift the bits into the south edge of the array. 
However, the GAPP array expects the data to be in a bit- 
serial, word-parallel format. Therefore, some hardware 
which is external to the array of GAPP processors must 
be used to store a row of data values and serially present 
each bit position to the CMS inputs of the array. The data 
must physically make a 90 degree change of direction to 
be reformatted from bit-parallel to bit-serial, therefore 
the reformatting process is called ‘“‘corner-turning.”’ 


One method of corner-turning uses a corner- 
turn line buffer (also referred to as a ““CTLB”’) con- 
structed of GAPP devices as the external I/O hardware. 
The I/O process splits the corner-turn process between 
the corner-turn line buffer and the main array of GAPP 
processor elements (see next page). This method re- 
quires that several instruction cycles be “stolen” from 
the main array and be used for I/O rather than computa- 
tion. For large arrays, and for data with a large number 
of bits per value, use of this method can potentially inter- 
fere with the main algorithm and may not allow the exe- 
cution of complex algorithms at video frame rates. 


A second method for higher performance I/O, 
called RAM-based corner-turning, is described in sec- 
tion 3. This method of corner-turning uses a corner-turn 
line buffer constructed of GAPP devices, as does the 
first method, but it also makes use of the GAPP RAM in 
the reformatting process. Almost all of the corner-turn 
reformatting is done in the corner-turn line buffer, so the 
number of instruction cycles ‘“‘stolen”’ from the main ar- 
ray is significantly reduced. 


for (i= 1) to (i=number of rows in the main array) do 
for (j= 1) to ( =number of columns in the main array) do 
Shift data value into corner-turn line buffer from east side. 


end /* forj */ 


Move data in corner-turn line buffer from EW registers to CM registers. 
for (k= 1) to (k=number of bits in a data value) do 
(1) Move bit position k - 1 of data values already in the 
main array from RAM to the CM registers. 
(2) Shift the contents of the CM registers in both the 
main array and corner-turn line buffer north one position. 
(3) Move bit position ‘k-1’ of data in the main array from 
the CM registers in the main array to RAM. 


end /* fork */ 
end /* fori */ 
end /* begin */ 





Figure 1. Descriptive Algorithm for Shift Register Corner-turning. 
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Shift Register Corner-Turning 


This corner-turning method is summarized by 
the general algorithm in Figure 1. The corner-turn line 
buffer and main array are assumed to be connected as 
shown in Figure 2. A “row” is a set of processor ele- 
ments which are in an east/west line, and a ‘‘column”’ is 
a set of processor elements which are in a north/south 
line. For data values with N-bits, bit position 0 is the 
least significant bit, and bit position N-1 is the most sig- 
nificant bit. 


The size (in rows and columns of processor ele- 
ments) of the main array and corner-turn buffer is deter- 
mined as follows. The number of rows and columns in 
the main array is arbitrary (as long as they are a multiple 
of the number of rows and columns per chip), and is 
generally dictated by the requirements of the algorithm 
being executed in the main array, which we will call the 
‘‘main algorithm.” The number of columns in the 
corner-turn line buffer must be the same as the number 
of columns in the main array. The CM communication 


bus lines of the main array and coner-turn line buffer are 
connected in a “cylindrical” fashion, which means that 
each CMN (CM North) output of the main array is con- 
nected to the CMS (CM South) input of the same column 
in the corner-turn line buffer. Likewise, each CMN out- 
put of the corner-turn line buffer is connected to the 
CMS input of the same column in the main array. The 
number of rows in the corner-turn line buffer must be 
equal to, or greater than, the number of bits in a data 
value. Usually, there are less than 12 bits per value, and 
the corner-turn line buffer is a single east/west line of 
chips, but more chips may be used for larger data values. 


The corner-turn operation is shared between the 
main array and the corner-turn line buffer. At any given 
time in the corner-turn process, the lines of data which 
have already been input are stored in the southmost rows 
of the main array. After a new line of data is brought into 
the corner-turn line buffer, it is shifted into the south- 
most row of the main array, and the other lines of data 
are shifted north one row. 


Connected in cylindrical fashion to the 
CMS inputs of the corner-turn line buffer 


CMN outputs 


Main Array of GAPP™ chips 


X columns by Y rows of PE’s 





CMS inputs 


CMN outputs 


Output data to 
DAC, video display, 
or I/O bus 


W outputs 


Corner Turn Line Buffer 
X columns by B rows of PE’s 





Input data from 
E inputs ADC or I/O bus 


CMS inputs 


Connected in cylindrical fashion to the CMN outputs 
of the main array 


Figure 2. Corner-turning: Main Array and Corner-turn Line Buffer Arrangement. 


Note: the N, S, E, and W I/O lines of the main array are 
not shown. The N and S lines and the E and W lines can 
be wrapped-around in any desired pattern as required by 
the algorithm executing in the main array. If no wrap- 
around is needed, these lines should be tied to ground or 
the Vqq rail through approximately 10KQ resistors to 
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prevent floating inputs and unnecessary power dissipa- 
tion. 


Note: the N and S I/O line of the corner-turn line buffer 


are not shown. These should be grounded through ap- 
proximately 10KQ resistors to prevent floating inputs. 
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Since the main array must share part of the re- 
formatting process, system performance is degraded. 
Consider the operations marked (1), (2), and (3) in Fig- 
ure 1. Each of these operations will require one instruc- 
tion in an optimal implementation of a corner-turn 
operation. Operation (2) only requires the CM register 
control lines of the GAPP chip. The CM registers are 
primarily used for I/O and should never be needed for 
computation during execution of the main algorithm. 
Accordingly, operation (2) of the corner-turn process 
may be executed at the same time as an instruction of the 
main algorithm. However, operations (1) and (3) require 
the RAM control lines, which are almost always needed 
during algorithm execution, and so two instruction cy- 
cles must be “stolen” from the main algorithm to per- 
form these operations. For a 512 by 512 array with 8-bit 
data values, this means that 8192 instruction cycles are 
stolen from main algorithm execution, which is 2.5% of 
the available processing time (assuming 30 video frames 
per second). The degradation gets worse as the number 
of bits in the data values gets larger. 


begin 


Ram-Based Corner-Turning 


High-performance I/O is achieved by doing 
most, if not all, of the corner-turn reformatting in the 
corner-turn line buffer. Ram-based corner-turning uses 
the same configuration for a main array and a corner-turn 
line buffer as shown in Figure 2. A general algorithm for 
RAM-based corner-turning is given in Figure 3. 


The RAM in the GAPP processor elements is 
used to do almost all of the reformatting in the corner- 
turn line buffer. As each row of data is input to the 
corner-turn line buffer, it is stored in the CTLB RAM in- 
stead of being immediately shifted into the main array. 
When all rows of data have been stored, the least signifi- 
cant bit position is extracted from each row and shifted 
into the CMS inputs of the main array, followed by the 
next bit position, etc. For now, it is assumed that the 
corner-turn line buffer has an unlimited number of RAM 
addresses in which to store the rows of data. This is not 
actually the case when the corner-turn line buffer is con- 
structed with GAPP devices, and this restriction forces 
some minor modifications of the basic algorithm which 
is covered on page 372. 


for (i= 1) to (i=number of rows in the main array) do 
for (j= 1) to (j=number of columns in the main array) do 
Shift data value into corner-turn line buffer from east side. 


end /* forj */ 


Store row of data in corner-turn RAM. 


end /* fori */ 


for (k=1) to (k=number of bits in data value) do 
for (i= 1) to (i=number of rows in the main array) do 
Read data row i in the corner-turn line buffer 


from RAM into the CM registers. 


(1) Shift the contents of the CM registers in both 
the main array and corner-turn line buffer north 


one position. 


Store the shifted data for row ‘i’ in the corner-turn 
line buffer from the CM registers to RAM. 


end /* fori */ 


(2) Write the data for bit position ‘k-1’ to main array RAM 


from the CM registers. 
end /* fork */ 
end /* begin */ 


Figure 3. Descriptive Algorithm for RAM-based Corner-turning. 
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corner__turn (dest, X, Y, B) 
image dest; 


/* destination image variable */ 


int /* number of columns in main array */ 
/* number of rows in main array a 
/* number of bits in input data */ 


int i, j, k; 


/* standard counter variables */ 


baa PERI EMME EE UR Ree RC ee ASE ey RN a NAG ty MON RCN Le RR 


/* Input Section: shift data values into corner-turn line buffer  */ 


/* 
for (i = 0; 1 < Y; i+ +) 


ie 


for (| = 0;j < X; j++) ew:=e ns:=0 c:=0; 


ram (:i) :=sm; 


/* REE A RS I Ee Mm NR Se ae EN Re ON eR Nay fe ee ee age, ae Ue oy 


Output Section: shift data from corner-turn line buffer into main array vy 


for (k = 0; k < B; k+ +) 
for (i = 0; 1 < Y; i+ +) 
cm := ram(:i); 
cm := cms; 
ram(:i) := cm; 





i 


/* (1) main array: cm := cms */ 


/* (2) main array: ram(dest:k) := cm */ 


Figure 4. GAL Program Code for RAM-based Corner-turning. 


Implementation 


Figure 4 gives the program code used to imple- 
ment the RAM-based corner-turn algorithm. The routine 
is written in NCR-GAL™, the GAPP Algorithm Lan- 
guage, which combines control statements similar to the 
C programming language with GAPP instruction mne- 
monics. 


The routine in Figure 4 would be executed in 
each of the processor elements in the corner-turn line 
buffer. The image variable argument to the routine, 
‘dest’, is an image variable which determines the RAM 
addresses where the data frame is to be stored in the 
main array. The other arguments to the routine are the 
integer variables ‘X’, “Y’, and ‘B’, which are respec- 
tively the number of columns in the main array, the num- 
ber of rows in the main array, and the number of bits in 
the input data. 
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During the execution of the corner-turn routine 
in the corner-turn line buffer, the main array is free to 
execute the main algorithm. The technical where the 
corner-turn line buffer executes one program, while the 
main array executes another, is reasonable simple to im- 
plement in hardware. 


Some complications arise due to the fact that 
the main algorithm and the RAM-based I/O routine are 
not completely independent. During the operations 
marked (1) and (2) in Figure 3, the main array must exe- 
cute certain instructions under the control of the I/O rou- 
tine, which are shown in comments in Figure 4. 
Operation (1) requires the use of the main array’s CM 
register control lines. It is an easy matter to have the I/O 
routine always control the CM registers of the main ar- 
ray. This effectively moves 2 bits from the main array 
control store to the corner-turn line buffer control store. 
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Since the main algorithm does not need the CM registers 
for computation, this method of data input/output does 
not interfere with the execution of the main algorithm. 
The CM registers should only be used in the I/O routine. 


Operation (2) requires the use of the main array 
RAM control lines. If both the main algorithm and the 
I/O routine try to simultaneously execute an instruction 
which uses the RAM field, the conflict must be resolved 
in the favor of the I/O routine. This is to allow the 
corner-turn line buffer to keep up with the input data. 
Rather than to try and detect such conflicts, and since al- 
most all main algorithm instructions will make use of the 
RAM field, it is a much simpler matter to “‘steal’’ an in- 
struction cycle from the main algorithm every time oper- 
ation (2) occurs in the I/O routine. 


This must be done before the microcode is 
loaded into the control store, and is most easily accom- 
plished with a utility which takes the two files containing 
the main algorithm and the I/O routine, and merges them 
into one file which is the microcode for the single con- 
trol store. Such a merge utility must know: 1) which in- 
structions of the I/O routine are operation (2), 2) on 
these instructions it must select the main array RAM ad- 
dress and control bits from the I/O routine, and 3) insert 
a NOP instruction into the main array EW, NS, and C re- 
gister control bits. 


Performance 
Table 1 gives a summary of the performance of 


the RAM-based corner-turning routine shown in Figure 
4. The number of instruction cycles are shown as 


a function of the ‘X’, ‘Y’, and ‘B’ arguments to the 
‘corner-turn’ routine. To obtain the execution time, the 
number of instructions is multiplied by the cycle time of 
the GAPP chip (100ns is assumed in this application 
note, corresponding to a system constructed of 
NCR45CG72-1 chips with a 10 MHz clock rate). The to- 
tal time, ‘Tt’, is the total number of instruction cycles 
needed to input a frame of data into the main array 
through the corner-turn buffer. This time is divided into 
two components, the input time, ‘Tl’, which is the 
needed to shift the data into the corner-turn buffer and 
store it in RAM, and the output time, “To’, which is the 
time needed to shift the data out of the corner-turn buffer 
and store it into the main array RAM. The interference 
time, ‘Tr’, is the number of instruction cycles ‘“‘stolen”’ 
from the algorithm executing in the main array (this is 
typically less than 0.5% of ‘Tt’, for real-time video 
frame rates). 


Generally, input data to a GAPP system comes 
from a mass storage device such as a video frame buffer. 
In this case, the only important item from Table 1 is ‘Tt’. 
This value will determine the maximum array size which 
will allow the system to achieve its throughput require- 
ments (usually one frame every 33.3 ms, corresponding 
to real-time video input). It is also important that ‘Tt’ be 
no greater than the execution time of the main algorithm, 
otherwise there will be instruction cycles during which 
the main array could be processing data, but is actually 
idle while waiting for the I/O routine to complete. Due 
to the limit of the size of the GAPP RAM in the corner- 
turn buffer, a maximum value of 128 for “y’ is assumed. 
Techniques for getting around this limit are in the next 
section. 


Number of Instructions 
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Tt = Y(X + 1) + BOY +41) 
Ti = Y(X +1) 


Total Time: 
Input Time: 


Input Time per Line: T1 = X +1 


Output Time: To = B(SY +1) 
Main Array RAM Interference: = B 





Table 1. RAM-based Corner-Turning Performance 
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Modifications for Greater Than 128 Video 


Lines 

As mentioned on previous page, the routine some slight modifications. There are three options here, 
shown in Figure 4 will not work if ‘Y’ is greater than giving the system designer a tradeoff between perform- 
128. However, this restriction can be avoided by making ance and hardware complexity. 


group__corner__turn (dest, X, Y, B) 
image dest; /* destination image variable */ 
int X, /* number of columns in main array */ 
/* number of rows in main array gy 
B, /* number of bits in input data we 
G; /* number of data lines in group | 


int i, j, kK, m, p; /* standard counter variables */ 


OR Ee ES Re en Pe Meter ae Oca my Rein eee RM aR Oe ee eo aeons fy Med 


/* Do for each group of G data lines & for any “‘leftover’’ lines (Y mod G) */ 
Gare ant Pea te ae es en Geet ts ie eae ee! ee ete Sen 
for(m = 0;m <= Y/G; m+ +) 


/* KRKKEKKEKRKKKEKHEKEKKKEKEKKEKKKKE KKK KK KKK KEKKK KEKE KEK HK KKK KK KKK i | 


i ‘p’= number of data lines in this group (usually ‘G’, but */ 
* ‘p’= (Y mod G) if this is the last group of data lines wf 
ia aE Sr a 2 ee et ee eens */ 
p=(m< Y/G)?G:(¥Y %G); 


fia RHKKKKRKKEKKKE KKK KKK KEK KKK KKK KKKR KKK KKK KKK KKK KKK KKK KKK KKK KEK KK ef 


Ee Input Section: shift data values into corner-turn line buffer */ 
/* pe ce i cs ee *y 
for (i = 0; i < p; i+ +) 
for (j = 0; 
ram (:i); = 


PO Oe Re ee ee Be, GN TPN ee ee re Rg RTGS Op Pe Pe gd Veen eae ohn eae 


X; j+ +) 


j < 
sm; 


i Output Section: shift data from corner-turn line buffer */ 
ig into main array. */ 
/* a | 
for (k = 0; (p !=0) && (k < B); k+ +) 


for (i = 0; | < p; i+ +) 


cm: = ram(:i); /* (1) main array: cm: = ram (dest:k) 
cm: = cms; /* (2) main array: cm: = cms 
ram(:i): = cm; 

nop; /* (8) main array: ram(dest:k): = cm 





Figure 5. GAL Program Code for RAM-based Corner-turning with Data Line Grouping. 
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Total Time: 

Total Input Time: 
Group Input Time: 
Input Time per Line: 


Total Output Time: 
Group Output Time: 
Main Array RAM Interference: 


Number of Instructions 


notes: ‘f’ = 0 if Y is a multiple of G, ‘f’ = 1 otherwise. 


number of data lines per group 
integer part of Y divided by G 





Table 2. RAM-based Corner-Turning Performance: Data Line Grouping 


Ram-based Corner-turning with Data Line 
Grouping 


The first option is to repeat the RAM-based 
corner-turning process for each group of 128 lines of 
data. 128 lines of data are shifted into the corner-turn 
line buffer (the maximum that it will hold in RAM), 
which are then shifted into the main array and stored in 
the bottom 128 rows. Then, the next group of 128 lines 
is shifted in, stored in the corner-turn line buffer, and 
shifted into the bottom 128 rows of the main array as the 
first group is shifted up to the next 128 rows. Thus, we 
have a method which employs the basic idea behind shift 
register corner-turning, but operates on groups of data 
lines to reduce the interference with the main algorithm 
execution. 


Figure 5 gives a GAL routine to implement 
RAM-based corner-turning with data line grouping. Ta- 
ble 2 gives a summary of the performance of the RAM- 
based corner-turning routine shown in Figure 5. The 
group input time, ‘Tlg’, is the time needed to input one 
group of data lines, and the group output time, “Tog’, is 
the time needed to output one group of data lines to the 
main array. The corner-turn line buffer alternates be- 
tween two phases: input of a group, and output of a 
group. The total input and output time, ‘Tit’, and ‘Tot’, 
show how much time is spent in each phase. 


Ram-based Corner-turning with Line Buffer 
Grouping 


The second option for handling a main array 
larger than 128 rows is to divide the main array into 
groups of 128 (or less) rows and assign a corner-turn line 
buffer to each group. Each line buffer is only responsi- 
ble for data belonging to the rows of the main array in its 
local group. 
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There are two schemes for implementing this 
option. The same implementation that was given on page 
370 can be used for each group, with all of the corner- 
turn line buffers under control of the same address se- 
quencer and executing the same routine. The data to all 
the line buffers arrives in parallel. This means that the 
performance of the system will be the same as given in 
Table 1, with ‘Y’ replaced by ‘H’, the number of main 
array rows per group. The drawback to this scheme is 
that a frame buffer must be designed which is large 
enough to hold an entire frame of data, and present the 
data in parallel to each corner-turn line buffer. If the data 
acquisition time of the frame buffer is slow (such as for 
real-time video data), then the frame buffer will be able 
to present data to the corner-turn line buffers much faster 
than it can acquire it. In this case the frame buffer will 
likely be the bottleneck in the system, and the througput 
will only be slightly better than the option given on this 
page, with greatly increased hardware costs. Therefore, 
this scheme is probably best suited for systems process- 
ing very high speed input data, such as from infrared 
sensors. The high data rates coming into the system al- 
ready require a frame buffer to slow the data rate down 
to what the GAPP array can accept. 


The second scheme avoids the use of a frame 
buffer by having each corner-turn line buffer accept its 
input data as it is available. The line buffer for the first 
group will begin inputing its data and storing it in RAM. 
All other corner-turn line buffers will be inactive. When 
the data for the first group has been input into the first 
line buffer, that buffer becomes inactive and the second 
line buffer begins inputing its data. This continues until 
all line buffers have stored their data in RAM. Only one 
corner-turn line buffer is active at any one time. After all 
the corner-turn line buffers are full, each corner-turn 
line buffer outputs its data into its section of the main ar- 
ray in parallel with all the other corner-turn line buffers. 
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The corner-turn routine needed to implement 
this scheme is made up ot two parts of the ‘corner-turn‘ 
routine shown in Figure 4, with the variable ‘Y’ re- 
placed by ‘H’, the number of main array rows per 
group. The first part is the ‘Input Section’, which is exe- 
cuted once for each corner-turn line buffer. The second 
part is the ‘Output Section’, which is executed by all 
corner-turn line buffers in parallel. The performance for 


Total Time: 

Total Input Time: 

Group Input Time: 

Input Time per Line: 

Output Time: 

Main Array RAM Interference: 


the scheme is summarized in Table 3. Note that the input 
time and main array RAM interference is very similar to 
the corresponding figures for RAM-based corner- 
turning as shown in Tabel 1 (but this assumes that a 
GAPP chip with more than 128 bits of RAM is availa- 
ble). However, the output time is much less than shown 
in Table 1, and is closer to the values for RAM-based 
corner-turning with data line grouping. 


Number of Instructions 


Tt = Y(X + 1) + BSH + 1) 
Tit = Y(X + 1) 

Tig = H(X + 1) 

T1 =X + 1 

To = B(SH + 1) 

Tr = B 


note: ‘H’ = number of main array rows per group 





Table 3. Ram-based Corner-Turning Performance: Line Buffer Grouping 
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45GDS1 - GAPP PC DEVELOPMENT SYSTEM 


General Description 


The GAPP PC Development System is com- 
posed of two parts. The first is a hardware board which 
is compatible with the IBM-PC I/O bus and contains a 12 
by 12 array of processor elements implemented with two 
GAPP devices. The second part is a software package 
which allows the user to program the GAPP array in a 
high-level language and interactively debug a program. 


Hardware Features 


e 12 by 12 array of GAPP Processor Elements 
(PE). 


e 12 byte reformatting/corner-turn array for 
data input/output. 


Interface to IBM standard bus with TTL cir- 
cuitry. 


e Three 8-bit registers for GAPP control and 
address interface. 


¢ Two I/O ports for data down-load/up-load to 
or from GAPP array. 


Register and port addresses are switch se- 
lected. 


PE array clock is software controlled through 
separate I/O port. 


e Printed circuit board plugs into bus connec- 
tor of IBM compatible personal computers. 


e Cylindrical wrap: all East and West I/O lines 
are horizontally connected at the left and 
right edges of the array: all North and South 
I/O lines are vertically connected at the top 
and bottom edges of the array. 


Software Package Features 
e Menu driven with screen oriented displays. 


¢ GAL™ (GAPP Algorithm Language) com- 
piler. 


e Simple text editor for program corrections. 
e Debug routines allow user to: 


single step through GAPP instructions, 


execute an entire block of GAL program 
statements, 


execute entire program, 


stop at any time for program corrections/ 
re-compilation. 


e GAPP PE editor allows user to: 


up-load/change/down-load contents of 
each PE RAM, 


up-load/change/down-load contents of PE 
registers, 


store or load any of the above data to/from 
a data file, 


data files can be edited with the text editor. 


e Runs under the VENIX/86™ (NCR45GDS1- 
VX) operating system on any NCR Model 4 
(with hard disk) or IBM PC-XT™ compati- 
ble. Also available in an MS-DOS™ version 
(NCR45GDS1-MS) for IBM compatible per- 
sonal computers. 


Features of GAL 


The GAPP Algorithm Language is a subset of 
the C programming language with several features 
added to tailor the language to the GAPP. Features of the 
C programming language which have been implemented 
are: 


e All arithmetic, logical, and assignment oper- 
ators. 


e Int variables, can contain the values from 
— 32768 to 32767. 


e Variables defined inside of a block (within 
{}’s) are automatic (storage space can be re- 
used outside of the block). 


NCR reserves the right to make any changes or discontinue altogether without notice with respect to any hardware or software product 


or the technical content herein. 
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© The if, if...else, for, and while program state- 


ments are implemented. 


e Support for sub-routines and int functions is 


provided. Arguments to the subroutine are 
the values of the variables which are used in 
the sub-routine call. The values of these vari- 
ables are not changed by the sub-routine. 


Additional features have been added which are unique to 


GAL: 


e A new type of variable is used to refer to 


GAPP RAM addresses. An image variable is 
used to refer to a set of adjacent RAM loca- 
tions starting at address X, with m number of 
bits. Image variables are declared by one of 
the following program statements: 


image SCRATCH:3:7; 
image SCRATCH:5; 


~The first form defines an image named 


“SCRATCH” which starts at RAM address 
3 and ends at RAM address 7. The second 
form also defines an image name 
“SCRATCH,” but only specifies the number 
of bits (5). The starting address of the image 
is left up to the GAL compiler. 


Image names can be used to specify the ad- 
dress portion of a GAPP instruction. The 
programmer must specify the name of the 
image and an arithmetic expression which 
gives the offset within the image. The com- 
piler adds the starting address of the image to 
the arithmetic expression to determine the 
GAPP RAM address. An example is: 


SCRATCH:i+3 


Either the image name, or the arithmetic ex- 
pression may be omitted, but not both. If the 
expression is omitted, the compiler uses 0 for 
the offset; if the image name is omitted, the 
compiler uses the expression for the address. 


™GAPP and GAL are trademarks of NCR Corporation. 
™VENIX/86 is a trademark of VenturCom, Inc. 
™MX-DOS is a trademark of Microsoft Corp. 
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The function size() is built into the compiler; 
the function accepts the name of an image as 
an argument and returns the number of bits in 
the image. 


A legal GAL program statement is a GAPP 
instruction made up of GAPP RAM address 
and a list of GAPP assembler mnemonics. 
Examples of GAPP instructions are: 


X:lcw: = cram: = cy; 
ram (X:1): = ¢; 
cw: = ram (:2); 


In addition to using int variables as argu- 
ments to subroutine calls, the names of im- 
ages may also be used. Both the starting 
address and the size of the image are put on 
the argument stack for the sub-routine to use. 


The status of the Global Output pin can be 
used as a criteria for conditional execution of 
GAL program statements. This is accom- 
plished by the program statements: 


if(goset) 
if(gocir) 
if(goset)...else 
if(gocir)...else 
while(goset) 


while(gocir) 
for (...;giset;...) 
for (...;giCir;...) 


The term -gocir is non-zero (true) if the 
Global Output is low (one or more NS regis- 
ter contains a 1). The term goset is non-zero 
(true) if the Global Output is high (all NS re- 
gisters contain 0). 


NCR Communications Products 04/88 


GAPSYS Interactive Menu Structure 


Main Menu 














C-Compile GAL™ Program 
D - Debug/Execute GAL Program 
P - Edit Program 

| - Initialize (Clear) GAPP Array 
S - System Configuration 


X - Temporary Exit to Execute 
System Command 


Q - Exit GAPSYS ™ 


Editor 
(Program File) 





Debug Sub-menu Configuration Menu 





E - Specify Editor Pathname 


1 - Specify Maximum Number of 
instruction Cycles (Designed 
Timeout) for GAL Program 


A - Add File to Subroutine Library 


G - Execute Single GAPP Instruction 
B - Execute Program to Breakpoint 


F - Execute to End of Program 
P - Edit Program “pe Editor 
(Program File) 


List 


D - Delete File from Subroutine 
Library List 
Q - Return to Main Menu 


U - Upload Data from GAPP RAM 

R - Uploed Data from GAPP Register 
L - Load Data from File 

D - Edit Data File “Dp” Editor 
Q - Return to Main Menu (Data File) 





ery” Had “R oe 


Register Select 
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C- Display C Register 
M - Display CM Register 
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N - Display NS Register 
E - Display EW Register 
A= Diépley All Registers 





Cc” Mh" ON ” “E ad - Nad 


Display Data Sub-menu 










G - Execute Single GAPP Instruction 
B - Execute Program to Breakpoint 
F - Execute to End of Program 


i eseregen “?" Editor 
H.J,K,L - Cursor Movement within (Program File) 
D - Download Dats to GAPP Array 
$ - Store Data to File (Specify 

Filename) 
‘C- Changé Number Base (Hex or 


Q.- Return to’ Debug Menu 
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Block Diagram. GAPP PC Development System 






E/W WRAP AROUND 





i gy 


CONTROL REGISTER 
N/S WRAP AROUND 












12X12 


GAPP™ PROCESSOR 
ARRAY 
(2 GAPP CHIPS) 


GLOBAL OUTPUT 






READ D 


IBM PC I/O DATA BUS 


CORNER TURN LINE BUFFER 
(2 NCR45CT6 CHIPS) 







WRITE DATA REGISTER 
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Using the GAPP PC Development System 


a) Displaying the main menu... 


Copyright 1985 by NCR Corp. Dayton, Ohio, USA. All rights reserved. 


NCR GAPP PC Development System version 1.0 
GAL release 2.0. Hardware module version 1.1. 
Compile GAL program 

Debug program 

Execute program 

GAPP RAM editor 

Edit program (vi) 


Initinlize (clear) GAPP array 


[e] [-] [<] [=] [I [e: fe] 


Quit 





b) Reading from GAPP RAM... 


Copyright 1985 by NCR Corp. Dayton, Ohio, USA. All rights reserved. 


NCR GAPP PC Development System version 1.0 
GAL release 2.0. Hardware module version 1.1. 


0 0 0 
0 0 0 
0 0 0 
0 0 0 
0 50 0 
50 50 50 
50 50 50 
50 50 
50 50 50 
50 50 50 
0 50 50 


ooocecccocoocjo 
ogoooooccoonooco 
on 
ooooocooo°c”coeo°o 
eoceoeoocooceco 
oocooooceoce 
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GAPP RAM addresses 16 to 23 unsigned decimal display 
io Download Change {s] Store to file [M] Display mode [x] 
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c) Debugging a GAPP program... 


Copyright 1985 by NCR Corp. Dayton, Ohio, USA. All rights reserved. 


NCR GAPP PC Development System version 1.0 
GAL release 2.0. Hardware module version 1.1. 


ram :.= 


16 Sm ci: cy 
[G] GAPP instr Block FJ Progran ® RAM edit Edit (vi) [x] Abort 
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d) Flagging a program error... 


"edge.gal" line 19: syntax error. 
"“edge.gal" line 23: syntax error. 


Hit RETURN to continue 





e) Entering editor to correct program... 


main( ) 


/* 
/* 
/* 


"edge.gal" 24 lines, 378 characters 
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Get bit from operand X_ */ 
Get bit from operand Y */ 
Add bits and store in result x/ 
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45GS4 GAPP SYSTEM SIMULATOR PACKAGE 


Quick Fact Sheet 


The Geometric Arithmetic Parallel Processor 
(GAPP™) System Simulator Package (GSSP) is a soft- 
ware package that runs on a PC-AT™ compatible and on 
a VMS™ based VAX™ computer. The GAPP System 
Simulator Package provides a complete low cost devel- 
opment environment for writing, debugging and analyz- 
ing GAPP system algorithms and for analyzing GAPP 
related system parameters. It is comprised of four mod- 
ules, the NCR GAL™ compiler, the GAPP microcode 
generator, the GAPP hardware simulator, and a library 
of coded routines. The GSSP can run solely on a main 
array of GAPP chips or can include a cornerturn input/ 
output (I/O) array which properly reformats the I/O data 
for the GAPP Main Array. 


Features: 


¢ Develop GAPP programs in C-like language, 
NCR GAL 


¢ Write and Debug GAPP Main Array Algo- 
rithms 


GAPP Array Block Diagrams 


GAPP Array with Cornerturn 


CM Wrap 


sewer enevweu ve 
ee em ene nana ane 


we nwrnewe nena 


Std Data 
Out GAPP 

Cornerturn 
Array 






e Write and Debug GAPP Cornerturn Algo- 
rithms 


e Execute Algorithms on Array only or on Ar- 
ray with Cornerturn 


Inspect data in GAPP registers and GAPP 
RAM directly (Main array and Cornerturn) 


Variable I/O data path width (this can vary 
from | to 32 bits) 


Variable Array size (1-108 for N-S direction, 
1-96 for E-W direction) 


Choice of 3 different edge wraps in N-S and 
E-W directions (Spiral Up, Cylindrical and 
Spiral Down) 


Load data files into GAPP Array 
Store GAPP Array data to files 


e NCR GAL source files from the PC Devel- 
opment system, NCR45GDS1 are upward 
compatible to this system 


CMN Bit 


Plane 
GAPP Array Data 





(1-32 bits) 


Std Data In CMS 
A * 
aaaaien a. Spiral Wrap Down 
b. Cylindrical Wrap 
c. Spiral Wrap Up 
xX 


GAPP is a trademark of NCR Corporation, GAL is a trademake of NCR Corporation, PC-AT is a trademark of IBM Corporation, 


VAX and VMS are trademarks of Digital Equipment Corporation 
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Command Descriptions 
Simulator Configuration Commands 


ctysize - specifies the size of the cornerturn in y direction 

xsize - specifies the horizontal size of the GAPP Main and Cornerturn Arrays 
xwrap - specifies the horizontal (E-W) wrap 

ysize - specifies the vertical size of the GAPP Main Array 

ywrap - spécifies the vertical (N-S) wrap 


Simulator Directive Commands 


brkpoint - halts execution of a “‘do”’ file at a break point 

cont - resumes execution of a “do” file or a microcode file after breakpoint 
do - executes a file comprised of simulator commands and GAPP instructions 
execsys - initiates execution of a microcode file 

gostate - displays current Global Output signal state 

greg - displays contents of Global Output Register 

startaddr - specifies starting address of program 


Data I/O Commands 


load - loads data to GAPP Main Array RAM 

rdarin - read array data from file (array only mode) 
rdctin - read cornerturn data from file 

store - store frame from GAPP Main Array RAM to file 
wrarout - write GAPP Main Array data to file 

wrctout - write cornerturn data to file 


Simulator System Commands 


bye - ends simulation and returns to operating system 
clear - initializes GAPP Main Array to zero 

ctclear - initializes GAPP cornerturn to zero 

ctpgrid - displays state of the cornerturn processors 
ctrgrid - displays contents of cornerturn RAM 

prgrid - displays state of the GAPP Main Array processors 
rgrid - displays frame of GAPP Main Array RAM data 
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45SPDS - SIMD PROCESSOR DEVELOPMENT SYSTEM 


System Features 


Provides a User-Friendly Development En- 
vironment for Geometric Arithmetic Parallel 
Processor (GAPP™) Based Image Processing 
Systems. 


Window-Oriented Menu-Driven User Inter- 
face 


NCR-GAL™ Compiler/Linker Allows 
GAPP Devices to be Programmed in a ““C’’- 
like Language 


Compatible with NCR-GAL Source Code 
from NCR’s GAPP Development System 
(NCR45GDS1-MS) 


Source Resident Breakpoints 


GAPP RAM/Register Uploading- 
Downloading-Editing 


System Block Diagram 


System Works in Conjunction with Industry 
Standard Frame Grabber to Acquire and Dis- 
play RS-170 Video Images 


Direct Memory Access Connection between 
Host and SIMD Development System Pro- 
vides High-Speed Transfer of Image and Pro- 
gram Data 


10 Megahertz SIMD Controller with 64K In- 
struction Control Store and 256K byte Input/ 
Output Buffer Memory 


Accommodates 1, 2, or 4 GAPP Processor 
Cards; Provides Processing Element Array 
Sizes of 48 x48 to 108 x96 


SIMD Controller Contains 256 bit Dynamic 
Constant Memory to Facilitate Data- 
Dependent, Adaptive Processing 


SIMD PROCESSOR DEVELOPMENT SYSTEM 


PROCESSING 
ELECTRONICS 


SIMD 
CONTROL & 
/O BUFFER 


DATA OUT 


DATA _IN 


HIGH- 
SPEED 
HOST 
INTERFACE 
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PCIAT, NCR PC8, 
OR COMPATIBLE 
HOST COMPUTER 
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Introduction 


The SIMD Processor Development System 
(SPDS) facilitates the development of operational and al- 
gorithmic software for GAPP based systems. The SPDS 
is comprised of a software package which runs on a PC- 
AT™ compatible (host) computer such as the NCR PC8. 


The software package contains the NCR GAPP 
Algorithm Language (NCR-GAL) Compiler and the 
GAPP Microcode Generator. These software tools are 
presented to the user of the four different operational 
modes customized for developing NCR-GAL software. 
These operational modes are accessed through a simple 
window oriented user interface. Also included is an on- 
line ‘Help’ feature which provides the user with menu- 
specific descriptions. 


The SPDS hardware consists of one to four 
GAPP Array cards, an SIMD Controller card, a High- 
Speed Host Interface card and an optional frame grab- 
ber*. The High-Speed Host Interface card and the frame 
grabber reside in the host computer while the SIMD 
Controller card and the GAPP Array card(s) reside in a 
separate enclosure, the Processing Electronics station. 
The host computer and the Processing Electronics sta- 
tion are linked by a cable capable of transferring data at 
DMA rates. 


SPDS System Overview 


The basic components of a GAPP system in- 
clude the following: 


¢ Main Array of GAPP Processing Elements 


¢ Corner Turn Array of GAPP Processing Ele- 
ments 


¢ Controller to provide instructions to the 
GAPP Array and to coordinate timing with 
other associated hardware. 


¢ Host Computer to act as an interface between 
the user and the GAPP based system. 


The SIMD Processor Development System 
(SPDS) provides a straight-forward, logical process 
for developing GAPP algorithms. Four development 
modes are structured to allow the user to focus on each 


individual step of the GAPP code generation without 
allowing concerns from other areas to interface. 


The primary function of the SPDS system is to 
simplify two tasks: 


1. Development of the Main Array Algorithm 
2. Development of the Corner Turn Algorithm 


To expedite task 2, a generic Corner Turn Algo- 
rithm is provided. (Thus task 2 may be skipped if de- 
sired.) 


Four development modes for the various steps 
of designing NCR-GAL algorithms are presented in the 
order they are most likely to be used. The four modes 
are: 


. Algorithm Development 
. Image - No Corner Turn 
. Corner Turn Development 
. Image - With Corner Turn 


h WN = 


The first two modes focus on modifying and 
testing the Main Array algorithm. The last two focus on 
developing a Corner Turn algorithm. Corner turning is a 
technique which properly reformats the data for the 
GAPP Array. If the algorithms are to be run only on the 
SPDS system, the development cycle may be concluded 
early by using the generic corner turn program furnished 
with the system. 


Development Mode Descriptions 
Features Common to all Modes 


Source Resident Breakpoints - Breakpoints can be set at 
any line in the source code. When a breakpoint is 
encountered the sequencer halts and returns control 
to the user interface. Additionally, all breakpoints 
may be enabled or disabled without editing the 
source file via a menu command. 


Global Output Register Inspection - The Global Output 
Register contains the last 16 samples of the GAPP 
Array Global Output Signal. This register may be 
inspected at any time. The current state of the 
Global Output Signal may also be inspected at any 
time. 


*The optional industry standard frame buffer supported by the SIMD Processor Development Systems (SPDS) is the PG100-640/2 AT 
Frame Grabber from Imaging Technology. FG100 is a trademark of Imaging Technology, Inc. 
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Data Transfer - Data transfers are supported between the 
following items: 


- GAPP Array contents 
- Main Array, Corner Turn RAM. 
- Main Array, Corner Turn registers. 
- Constant RAM. 

- Frame Buffer 

- Disk Files 

- Windows 


Image Display Control - The following image control 
functions are supported by the SPDS Frame Grab- 
ber interface. 


- Canned and Camera Images 

- Zooming 

- Selection of a Region of Interest 
- Look-Up Table Configuration 


Window Control - The window-oriented user interface 
supports the following features. 


- Overlapping 
- Resizing and Moving 
- Outputting Contents to Printer or ASCII Disk File 


Single Keystroke or Cursor Select Pull Down Menus - 
Pull Down Menu items may be selected by pressing 
the first letter of the item desired or positioning the 
cursor over the item and pressing “‘Enter.” 


Operating System Access from within SPDS Software - 
The user interface allows DOS commands to be exe- 
cuted without exiting the SPDS user interface. 


Mode Specific Descriptions 
Algorithm Development 


This mode allows the user to compile a Main 
Array NCR-GAL program, and execute it over a single 
array (one sub-image) of GAPP data. This is useful 
when verifying algorithm operation and when testing al- 
gorithms on several data sets. 


Image - No Corner Turn 


One or more compiled Main Array NCR-GAL 
programs are executed to process an entire image (Sub- 
imaging routines to split/join images are provided). This 
mode allows the user to focus attention on evaluating the 
final results of the Main Array algorithm without con- 
cern for image data I/O. This mode also allows the user 
to work with a “suite” of algorithms: the user has the 
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option to run an entire set of algorithms (a suite) in se- 
quence or to run any algorithm individually. 


Corner Turn Development 


In this mode the user runs all three key ele- 
ments of an NCR-GAL program together. The three key 
elements are the Main Array algorithm, the Corner Turn 
algorithm, and the Takeover algorithm. Compiled ver- 
sions of Main Array, Corner Turn, and Takeover NCR- 
GAL programs may be merged and the resulting 
program executed over a single GAPP array of data. 


Image - With Corner Turn 


A compiled Main Array NCR-GAL program 
may be merged with a standard ‘‘Corner-Turn” program 
provided with the SPDS to significantly increase execu- 
tion speed. The resulting program may be executed to 
process an entire image. (Sub-imaging routines pro- 
vided). 


Hardware Component Descriptions 
Processing Electronics Station 


Within the Processing Electronics station is a 
card cage, a power supply and cooling fans. The SIMD 
Controller card and 1, 2 or 4 GAPP Array cards reside 
in the card cage. 


GAPP Array 


The GAPP Array consists of a two dimensional 
array of processing elements (PEs). This array of PEs is 
the computational heart of the system. 


The SPDS GAPP Array consists of one or more 
GAPP Array cards. Each GAPP Array Card contains 40 
GAPP chips (60 x 48 PEs) and is clocked at 10 Mhz. 


The SPDS supports configurations of 1, 2 or 4 
GAPP Array cards. (Additional array cards increase the 
overall throughput of the system by increasing the num- 
ber of PEs.) Eight or twelve-bit I/O data is supported by 
all configurations. The signals along the periphery of 
each GAPP Array Card are brought out to connectors to 
support interconnection of GAPP array cards. 


A four card configuration provides a 108 x 96 
processing element GAPP array and a 12 X 96 element 
Corner Turn array. In the one and two GAPP array card 
configurations, Main Array sizes of 48 x 48 and 48 x 
96 are provided respectively. The respective Corner 
Turn arrays are 12 X 48 and 12 X 96. 
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SIMD Controller 


The SIMD Controller is contained on a single 
circuit card which resides in the Processing Electronics 
station. It communicates with the host computer via the 
High-Speed Host Interface board. The controller card 
performs the following functions: 


Main GAPP Array Control Functions - The 
SIMD Controller card broadcasts commands and RAM 
address signals to the Main GAPP Array. A run-time 
adaptive Constant RAM and the SIMD Controller allows 
the system to perform operations such as adaptive 
thresholding and adaptive filtering. 


Corner Turn GAPP Array Control Functions - 
The SIMD Controller card broadcasts commands and 
address signals to the Corner Turn array for data refor- 
matting. 


Data Transfer Functions - The SIMD Control- 
ler card contains a pair of high-speed buffers that sup- 
port the host’s DMA data transfer mode. Data may be 
transferred to/from the host using one buffer while data 
from the other buffer is simultaneously transferred to/ 
from the GAPP Array. 


Program Download Functions - The writable 
control store memory on the SIMD Controller card al- 
lows the host to download compiled NCR-GAL pro- 
grams to the SPDS. 


System Control Functions - The host monitors 
and controls the operation of the Processing Electronics 
station by accessing the status and control registers of 
the SIMD Controller card. 
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High-Speed Host Interface 


The High-Speed Host Interface card is located 
in a 16-bit slot on the AT Expansion Bus. The High- 
Speed Host Interface provides a 16-bit direct memory 
access path or an 8/16-bit programmed input/output path 
between the host computer and the Processing Electron- 
ics Station. The High-Speed Host Interface works in 
conjunction with the host computer’s direct memory ac- 
cess controller to achieve data transfers of approxi- 
mately one million 16-bit words per second. 


Frame Grabber 


An Imaging Technology Series 100™ Frame 
Grabber card is located in a slot on the AT Expansion 
Bus. The Frame Grabber accommodates RS-170 video 
devices, thereby allowing the SPDS to capture and dis- 
play images. Captured image data is available for proc- 
essing by the SPDS. Processed images may be 
transferred back to the Frame Grabber for display. The 
Frame Grabber supports block DMA transfers to accel- 
erate sub-image transfers. The Frame Grabber also sup- 
ports pseudocolor output to enhance the visual 
appearance of processed images. 
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GAL LIBRARY FUNCTIONS 


The GAL programs included in this listing are 
“library” functions which may be used in conjunction 
with the GAPSYS software package of the GAPP PC 
Development System (NCR45GDS1-MS). The intention 
is to aid the user in developing GAL (GAPP Algorithm 
Language) programs for the GAPP processor 
(NCR45CG72). These programs serve two purposes: 
they provide the user with some examples of how GAL 
subroutine programs may be written and they provide a 
collection of library functions which may be used for ap- 
plications programming. Note that these programs have 
been written as “‘general purpose” routines. In many 
cases, it is possible to optimize (modify) the code for a 
specific application to obtain superior performance over 
these standard functions. 


The following functions have been 
implemented as GAL sub-routines: 


absval Find absolute value of 2’s complement 
number 

acctc Accumulate 2’s complement numbers 

addsm Add signed magnitude numbers 

addtc Add 2’s complement numbers 

addum Add unsigned magnitude numbers 

compare Compare unsigned or 2’s complement 
numbers 

dilate8 Dilate binary image in eight directions 

dividesm Divide signed magnitude numbers 

dividetc Divide 2’s complement numbers 

divideum Divide unsigned magnitude numbers 

edge Extract edge of gray scale image 

erodes Erode binary image in eight directions 

fswitch Conditional reversal of two inputs 
(two output multiplexor) 

median3 3 by 3 median filter 

median3 1 3 by 3 median filter, line scan version 

multsm Multiply signed magnitude numbers 

multtc Multiply 2’s complement numbers 

multum Multiply unsigned magnitude numbers 

mux Conditional selection of two inputs 
(multiplexor) using simple algorithm 

mux2 Optimized multiplexor using “tricky” 
algorithm 
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sort Add data to a sorted list 
shift Shift in any of 8 directions 
skel Extract topological information from 


an image of an object and produce a 
skeleton that represents the original to- 


pology 

sm2tc Signed magnitude to 2’s complement 
converter 

subsm Subtract signed magnitude numbers 

subtc Subtract 2’s complement numbers 

tc2sm 2’s complement to signed magnitude 
converter 

thresh Flag all pixels above a given threshold 

xsobel Find gradient in x direction using so- 
bel xform 

ysobel Find gradient in y direction using so- 
bel xform 


A more detailed description of a function may 
be found in the header section of that functions’s source 
listing. The header section will give a description of the 
function, the parameters, additional GAPP memory re- 
quired within the sub-routine, execution times (in GAPP 
cycles), and any special notes about characteristics or 
usage of the function. 


Each of these functions is found in a file listing 
which has the same name and a file extension of “.gal’’. 
For example, the “‘acctc’’ function is in a file named 
“acctc. gal.” 


Special Note: 


All of the signed magnitude (sm) library func- 
tions allow (and produce) both positive and negative 
zero. If this is not desirable for a specific application, the 
results of these functions may be checked for the nega- 
tive zero condition at the end of the sm function. If the 
result is negative zero, the sign bit should be inverted. 


Only 5 mA while cycling through multiply/ 
accumulate operations at a 5 MHz pace. 
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45CM16 CMOS 16 X 16 BIT SINGLE PORT MULTIPLIER/ 


ACCUMULATOR 


Introduction 


The NCR45CM16 multiplier/accumulator de- 
vice is a small, low-power device which is compatible 
with 16-bit microprocessor systems. Input/output data is 
transferred through a 16-bit bi-directional data bus in 
signed two’s complement form. The M16 is asynchro- 
nous, therefore does not require a clock. It can be at- 
tached to a system bus like a 16-bit wide static RAM 
with little additional circuitry and little space. The sys- 
tem sees it as a 200 nS, 16-bit wide static RAM. 


It provides an inexpensive solution to multipli- 
cation operations as opposed to alternatives like the addi- 
tion of an array processor board or redesigning the 
system. 


The M16 is well suited to accelerating the 
multiply/accumulate operations associated with 16-bit 
controller or digital signal processing applications, re- 
leaving the processor of those operations and speeding 
up the system significantly. 


The M16 is packaged in a 24-pin DIP as op- 
posed to a conventional three-port multiplier/ 
accumulator device which comes in a 64-pin DIP 
package. The M16 can easily be placed in existing sys- 
tems because of its small size and small power require- 
ments. 


General Description 


The NCR45CM16 is a 24 pin CMOS 
multiplier/accumulator for use with 16-bit microproces- 
sor systems. All input and output data are transferred 
through a single 16-bit bidirectional data bus in signed 
two’s complement format. This device is TTL/CMOS 
compatible and requires no clock due to its total static 
(asynchronous) operation. The device may be attached 
to the system bus in the same way as a 16-bit wide static 
RAM. A single 16x16 multiply and read 32-bit result re- 
quires 5 cycles (write X, write Y, multiply, read high- 
order result, read low-order result). Pipelined 
multiply/accumulate operations require only 2 cycles 
each. 
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Features 


e 24 Pin Package 
—300 mil Ceramic “Skinny DIP” 
—600 mil Plastic DIP 


e 40 bit Accumulator 
—Add Product to Accumulator 
—Subtract Product from Accumulator 


¢ Cycle Time 190 ns (typ) 


e¢ Low Power CMOS 
—100uW Standby (max) 
—10mA Operating (max) 


Single 5 Volt+ 10% Supply 


Fully Static Operation—No Clock Required 


3-state Bus Compatible Outputs 


Pin Configuration 

















1 Vpop CS eq oa Vop 
2 A2 AST 4-2 23[] A2 
3 Al WE 3 22 Al 
4 AO D8 4 nse AO 
5 D7 DQ 5 20/7] D7 
6 D6 DIOL] 6 19 D6 
7 DS. DIT? He D5 
8 D4 «p12 ] 8 17[] D4 
9 D3. D131 9 16f D3 

D2 p14C_ho 15 D2 

D1 D15C_]11 14 D1 

DO GND[_]}12 13 DO 

NCR45CM16-P NCR45CM 16-C 
Plastic DIP Ceramic DIP 
Pin Names 








AQ - A3 Address Inputs 
DO-D15 Data Inputs/Outputs 


Write Enable 





* 5V + 10% 
Supply Voltage 
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° cc 
KE > 
~ 
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WE 
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am 
Ao Ee ACCUMULATOR 
a >| 8 pe fis Fie 
2 © 
A3 


Functional Block Diagram 





X-REGISTER 
















MULTIPLEXER 


Parameter 


Supply voltage 
Input high level voltage 


Input low level voltage 
Operating ambient temperature 









input leakage current 
Output leakage current 


lin 
lo 



















CS=1 
Output high voltage current lon =400UA 
Output low voltage loL=2.1mMA 


Supply current — Active 
Supply current — Standby 


Symbol 


Vin=O0V to Vpp max 
Vo0=0.4 to Vpp max 


Outputs Open 


Absolute Maximum Ratings 


Supply Voltage, VpD.........-. 0c cece cence 

Voltage on any pin with respect 
tO SIOUNd 9265 25cws cheese dnd 

Storage temperature 


—0.3 to Vpp +0.3V 
ee eee eee —65°C to 150°C 

Stresses above “absolute maximum ratings” 
may result in damage to the device. Functional operation 
of devices at the “absolute maximum ratings” or above 
the recommended operation conditions stipulated else- 
where in this specification is not implied. 








| Min. | Typ." | Max. | Units | 
t HA 






*Typical limits are Vpp = 5.0V, T, = 25°C; typical parameters are not guaranteed 
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Capacitance 


[Symbol [Parameter ——~—~—~S*d;'Condition =n 


Input capacitance All pins except pin 


Input/Output capacitance under test are tied to 
ground 





AC Test Load Circuit 


OUTPUT UNDER 
TEST 


*includes jig capacitance. 
All diodes 1N3064 or equivalent. 





7p) 
— 
(a) 
_ 
am) 
fan} 
o 
ou 


CAUTION 


wn 
= 
= 
_ 
<< 
— 
— 
—_ 
= 
= 
fan) 
(a) 


1. CMOS Devices are damaged by high energy electrostatic discharge. Devices must be stored in con- 
ductive foam or with all pins shunted. 





2. Remove power before insertion or removal of this device. 
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AC Characteristics 


Read Cycle ~ 
SYMBOL PARAMETER 
tac Read Cycle Time | 
taa Address Access Time 





Chip Select to Output Data Valid | 
Write Enable Set Up Before Select 
Read Recovery Time 

Chip Deselect to Output High-Z 
Data Hold from Read Time 









Read Cycle Timing Waveforms 


The read operation is performed with WE = high. The falling edge of CS latches the address and initiates the read process. 


Seeeaeeaaeeine TemarRE 


me 
LLLLLIML I twes | | | SX 


tco—+| ten} 


cs ! ty 
7 
‘ A — 
tana ——_——+} 


tour] | 


DATAout Hi-Z OOD XX Hi-Z 


| 


Write Cycle 


| | NCR45CM16__ 
SYMBOL | PARAMETER | Min, | [units | 


Write Cycle Time 
Address Valid to End of Write 
Write Enable Set Up Before Select 


Write Recovery Time 

Write Pulse Width 

Data Set Up to Write Time 
Data Hold From Write Time 
Write Enabie to Output Hi-Z 
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Write Cycle Timing Waveforms 


The write operation is performed with WE = low. The falling edge of CS latches the address and the rising edge of CS latches 


the data in. 
ADDRES 


BI 


DATA w 





DATAout DATA UNDEFINED HiZ 


Read Operations (WE = 1) 


Lie. Ao OPERATION 






po | o | o | Read bits 0 through 15 of result from accumulator 


Read bits 16 through 31 of result from accumulator 


Oe dy Soe ae ke ee Read bits 32 through 47 of result” from accumulator 


7) 
= 
Ow 
ll 
= a) 
| 
Sc 
2-2 
=o 
= 
oO 
ra) 





Divide by 2 and Read (WE = 1) 


pas [ae | a | ao | remain 
x [1 [0 | 0 | Resdtites wou 16 rst from accumulator 
px [is | o | 1 | Ressbite 7 moun 32 of remit from acumen 
Lx | s [os | x | reedtits39 through 48 of rest from acsumulator® 


X = Don't care 









“NOTE: Accumulator accumulates to 40 bits. Thus bits 0 - 39 are valid, while bits 40 - 48 are a sign extension of bit 39. 
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Write Operations (WE = 0) 


Clear Accumulator Retain Accumulator 
Retain X and Y — | Retain X and Y (NOP) 


Clear Accumulator Retain Accumulator 
Write new data to Y Write new data to Y 


Clear Accumulator | Retain Accumulator 
Write new data to X Write new data to X 


Clear Accumulator Retain Accumulator 
Write new data to X and Y Write new data to X and Y 


Add X Y to Accumulator Subtract X Y from Accum. 
Retain X and Y Retain X and Y 


Invalid Operation Invalid Operation 


Add X Y to Accumulator Subtract X Y from Accum. 
Write new data to X Write new data to X 


Add X Y to Accumulator Subtract X Y from Accum. 
Write new data to X and Y Write new data to X and Y 





Example Operations 


1. Multiply two 16-bit numbers, read 32-bit result 


Instruction E Operation 
0010 0 Clear A, Write X 
0001 0 Clear A, Write Y 
0100 0 Add X:‘YtoA 
0000 1 Read low order result 
0001 1 Read high order result 
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2. Multiply two 16-bit numbers and accumulate, repeat five times (five point digital filter), read 40-bit result = 
X1Y1 + X2Yo + X3Y3 + X4Y4 + X5Y5 


instruction 


0010 
0001 
0110 
1001 
0110 
1001 
0110 
1001 
0110 
1001 
0100 
0010 
0001 
0000 


E 


-"?A +H =H OOOO 000000 CO 


3. Half of sum of squares = 1/2 (B72 + Bo2) 


instruction 


0011 
0111 
0100 
0101 


m 


0 
0 
0 
, 


4. Scale a series of numbers by a constant 


Instruction 


0001 
1010 
0100 
0001 
0000 
0010 
0100 
0001 
0000 
0010 
0100 
0001 
0000 
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Operation 


Clear A, Write X1 

Clear A, Write Y1 

A = X1° Y1, Write Xo 

Write Yo 

A = X1°Y1 + X2 Yo, Write X3 

Write Y3 

A = X1°Y1 + X2 Yo + X3 Y3, Write Xq 

Write Y4 

A = X1°Y1 + X2 Yo + X3 Y3 + Xq Yq, Write X5 
Write Y5 

A = X1°'Y1 + X2 Yo + X38 Y3 + X4 Yq + X65 Y5 
Read most significant bits (32-47) of result 

Read bits 16-31 of result 

Read bits 0-15 of result 


Operation 


Clear A, Write By to Registers X and Y 

A = B12, Write Bo to Registers X and Y 

A = By2 + Boe 

Divide A by 2 and read most significant 16 bits 


Operation 


Clear A, Write Constant to Y 
NOP A, Write Xj 

A = X1Y 

Read high order result 
Read low order result 
Clear A, Write Xo 

A = Xo'Y 

Read high order result 
Read low order result 
Clear A, Write X3 

A = X3°Y 

Read high order result 
Read low order result 
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45CM16 APPLICATION NOTE NUMBER 1 


As many assembly language programmers can 
attest, performing multiplication operations with a mi- 
croprocessor can take a great amount of time. The un- 
aided microprocessor is especially slowed down by 
repeated multiply-accumulate operations that are com- 
mon in process control or digital signal processing appli- 
cations. This reduced performance limits the maximum 
bandwidth signal that the general purpose microproces- 
sor can handle. 


The alternatives, however, for improving the 
effective throughput of the processor are expensive. Pre- 
viously the system designer could add a special purpose 
array processor board to his system, or redesign his sys- 
tem to use a special purpose DSP microprocessor. Both 
of these options require high expense or extensive engi- 
neering which may not be justified for many applica- 
tions. 


Another solution, that of adding an expensive 
three port multiplier chip with the associated latches and 
logic required to interface it to the system, can take up a 
large amount of system board space and consume an in- 
ordinate amount of power. 


On the other hand, a small, low power multi- 
plier chip that could be interfaced to the system with lit- 
tle additional circuitry would be an attractive solution to 
the throughput problem. NCR has developed a micro- 
processor bus compatible, 16 x 16 multiplier 
(NCR45CM16) which is designed specifically as a mi- 
croprocessor “‘multiplication accelerator.’ It is packaged 
in a small 24-pin DIP and typically consumes only 5mA 
while cycling through multiply-accumulate operations at 
a 5 MHz pace. One important feature of the device is its 
simple system interface. The NCR45CM16 attaches to 
the microprocessor bus and appears to the system as a 
200-ns, 16-bit wide static RAM. Figure 1 shows the size 
of the NCR45CM16 package next to a conventional 
three-port multiplier. The small size of the single port 
device will allow its incorporation into many existing 
microcomputer boards. 
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Figure 1. Comparison between the NCR45CM16 
(below) and conventional three-port 
multiplier/accumulator chip (above) 
clearly shows that the bulky three-port 
does not size up for space limited micro- 
processor board designs. 
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Use in a System 


The multiplier chip is most easily used if it is 
mapped directly into the processor’s memory space. 
This is because the device has Chip enable (CE) and 
Write enable (WE) pins that perform the same functions 
as they would for a static RAM. When the device is not 
enabled, the I/O pins will go into a high impedance state 
that effectively disconnects the multiplier from the sys- 
tem bus. As shown in Figure 2, the chip has input regis- 
ters X-REG and Y-REG that are written to through the 
single port bus interface. The product of these registers 
is then available for an accumulate operation on the next 
cycle. This ‘product’ may be added to or subtracted 
from the 40-bit accumulator while the X register is si- 
multaneously updated. The result in the 40-bit accumu- 
lator may be read 16-bits at a time: least significant 16, 
most significant 16, or high significant 16. The latter is 
produced only with repeated multiply-accumulates that 
create a result greater than 32-bits. Figure 3 provides de- 
tails of the multiplier operation. Control of the input re- 
gisters, output registers and accumulator operation is 
determined by bits of the address bus (Ag-A3). 


For a series of multiply-accumulate operations 
(such as an FIR filter computation), the device can oper- 
ate as a two cycle pipeline (Write to X-REG and accumu- 
late, Write to Y-REG). After the last arithmetic 
operation, three read operations would be required to 
obtain the full precision output. A multiplier-aided- 
68000 or 8086 will be approximately three times faster 
than an unaided 68000 or 8086 microprocessor using 
only the internal multiply instruction. 
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16 X-REGISTER 












Do - Dis MULTIPLIER 


ARRAY 


INPUT/OUTPUT PORT 
Y-REGISTER 


ACCUMULATOR 


ra qe fis 


MULTIPLEXER 


BEze aly 
CONTROL 


Figure 2. Functional Block Diagram 
Microprocessor Interface 


The NCR45CM16 is easily interfaced to both 
the 68000 and 8086 microprocessors. Typical interface 
circuitry for both micros can be seen in Figures 4a-4c. 
Examples of 68000 and 8086 assembly code used with 
the multiplier are included at the end of this application 
note. | 
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Read Operations (WE = 1) 


Read bits 0 through 15 of result from accumulator 





Read bits 16 through 31 of result from accumulator 







Read bits 32 through 47 of result* from accumulator 


“NOTE: Accumulator accumulates to 40 bits. Thus bits 0-39 are valid while bits 40-47 are a sign extension of 
bit 39. 


Divide By 2 and Read (WE = 1) 


ete tete 






Read bits 1 through 16 of result from accumulator 





Read bits 17 through 32 of result from accumulator 







Read bits 33 through 48 of result* from accumulator 





X = Don’t care 


NOTE: Accumulator accumulates to 40 bits. Thus bits 1-39 are valid, while bits 40-48 are a sign extension of 
bit 39. 


Figure 3a. Read operations of the NCR45CM16 are determined by 4 address pins (Ag-A3) 
and the write enable (WE) pin. 
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Write Operations (WE = 0) 


Clear Accumulator Retain Accumulator 
Retain X and Y Retain X and Y (NOP) 


Clear Accumulator Retain Accumulator 
Write new data to Y Write new data to Y 


Clear Accumulator Retain Accumulator 
Write new data to X Write new data to X 


Clear Accumulator Retain Accumulator 
Write new data to X and Y Write new data to X and Y 


Add X Y to Accumulator Subtract X Y from Accum. 
Retain X and Y Retain X and Y 


Invalid Operation Invalid Operation 


Add X Y to Accumulator Subtract X Y from Accum. 
Write new data to X Write new data to X 


Add X Y to Accumulator Subtract X Y from Accum. 
Write new data to X and Y Write new data to X and Y 





Figure 3b. Write operations of the NCR45CM16 are 
determined by 4 address pins (Ag-A3) 
and the write enable (WE) pin. 


Accumulator 
Data latched into X-register 


Data latched into Y-register 
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MC6800 to 45CM16 Interface 


68000 : 45CM16 
1 
pois { 00-015 


DECODER 


19 
ssan{ 7 |b} ds 





DTACK [0 <i 


Figure 4a. 


PRODUCTS 
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= 
= 
— 
<x 
4 
= 
=) 
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8086 


pO-D15 


ALE 


M/iO 


OT/R 
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$086 to 45CM16 Interface 


MINIMUM MODE 


Figure 4b. 


45CM16 


00-015 


AO-A3 


R/IW 


8086 to 45CM16 Interface 





MAXIMUM MODE 


Figure 4c. 
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Example: 


Using the NCR45CM16 for Assembly Language Multiplication/Addition - 68000 Application 


The NCR45CM16 can speed up compute- 
bound problems on 16 bit microprocessors. One applica- 
tion that benefits from adding a 45CM16 is the 
computation of the sum of products: 


SUBROUTINE: Sum Products 

AO points to the first element in the X list 

Al points to the first element in the Y list 

DO contains the number of products to be summed 


NCRAREA EQU XXXX 
Offsets for writes 

WXYCLRA EQU $3 
ADDXYWX EQU $6 
WRITE _Y EQU #9 
Offsets for reads 


Result of product sum returned in low byte of D3 plus D2 
Define memory mapping for relevant 45CM16 instructions: 


A = (X1) * (YI) + (X2) * (¥2) +...+ (Kn) * (Yn). 
Code for implementing this algorithm on the MC68000 
is given below: 


BASE ADDRESS FOR 45CM16 I/) 


WRITE TO BOTH X, Y; CLEAR A 
ADD X * Y TO A; PUT NEW DATA IN X 
WRITE NEW DATA TO Y 


A LOW EQU $0 LOW WORD OF 40 BIT ACCUM. 
A_MID EQU $1 BITSX 16-31 OF A 
A_HIGH EQU $2 BITS 32-47 (40-47 EXTENDED) 
Executable code: 
START MOVE . W 4NCRAREA, A2 

CLR . W WXYCLRA * 2 (A2) SEND 0’s TO X, Y, AND A 
LOOP MOVE . W (AO) +, ADDXYWX * 2 (A2) MULTIPLY/ACCUMULATE, NEXT X 


MOVE . W (AO) +, ADDXYWX * 2 (A2) 
MOVE . W (A1) +, WRITE_Y * 2 (A2) 


DBF D0, LOOP 


MOVE . W D0,ADDXYWX * 2 (A2) 


MOVE . W A _ LOW * 2 (A2), Dl 

MOVE . WA MID * 2 (A2), D2 

SWAP D2 

MOVE . W D1, D2 

MOVE . W A_HIGH * 2 (A2), D3 
RTS 


Of course, the sub-routine can be made to exe- 
cute even faster by using separate address registers to 
hold write and read locations instead of using offsets. 
But even in the above, register-conserving approach it is 
clear that using the 45CM16 to do the multiply-and- 
accumulate loop greatly reduces the overhead and short- 
ens the code of the corresponding loop for an unaided 
68000. Without the 45CM16 a programmer would have 
to use the 68000’s own signed multiply instruction and a 
32 bit addition even to accumulate to just 32 bits. The re- 
quires 82 machine cycles of execution time for the un- 
aided 68000 versus either 24 or 32, depending on the 
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WRITE NEXT Y 


LST MULTIPLY/ACCUMULATE 

FETCH LOW WORD IN ACCUMULATOR 
FETCH BITS 16-31 IN A 

MOVE MIDDLE A WORD TO HIGH D2 
CONVERT TO SINGLE 32-BIT 

FETCH HIGH ACCUMULATOR WORD 


addressing mode, for the same operations done through 
the 45CM16 in a loop. 


The largest disadvantage to the unaided ap- 
proach, however, is the overhead required to do accumu- 
lation. With the 45CM16 at least 256 products can safely 
be added and the high byte of the 40 bit accumulator can 
be fetched at the end by the 68000. Without the 
45CM16, adding 32 bit quantities in succession requires 
overflow checking and updating the bits in a second data 
register on each addition. This results in still further de- 
lay in the loop. 
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In short, there is more code and more delay in 
the unaided mutliply-and-accumulate loop than in a simi- 
lar loop executed through the 45CM16. With the multi- 
plication accelerator, much code becomes unnecessary 
and the only additional code required for communicating 
with the 45CM16 is that which fetches the result from 
the accumulator at the end. 


Using the NCR45CM16 For Assembly 
Language Multiplication/Addition on the 
8086 


The NCR45CM16 MAC can be interfaced with 
the Intel 8086 bus in two ways, memory mapped mode 
or I/O mode. In the memory mapped mode, the 45CM16 
acts as a 16-bit wide RAM device connected to the 8086 
bus. Data transfer between the 8086 and the 45CM16 is 
achieved by using one of the 23 different addressing 
modes available with the MOV instruction. In the I/O 
mapped mode, the 45CM16 acts as a 16 bit wide I/O de- 
vice or peripheral connected to the 8086 bus. Data trans- 
fer between the 8086 and the 45CM16 is achieved by 
using only two I/O instructions, IN and OUT. 
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The advantage of connecting the 45CM16 in 
the memory mapped mode is the availability of a large 
number of addressing modes for data transfer. However, 
all of these modes, except one, have higher execution 
times than the simple IN and OUT instructions asso- 
ciated multiply/accumulate operations on the 8086, the 
I/O interfacing mode is used in this example. Comparing 
the unaided 8086 to the 45CM16 used in the I/o mode in- 
dicates a speedup of approximately 3X for the multiply 
operation. 


The following assembly language subroutine is 
used to calculate SUM as 
SUM = X (1) * Y G1) + X 2) * Y (2) + 
(Set NO) iaces + X(N) * Y (N) 


The 45CM16 and data arrays are mapped into 
the memory space OO hex to FF hex. An Intel Intellec 
IV development system was used to write the sub- 
routine. 
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S}ONPOJd SUOITEOIUNWILWOD HON 


88/v0 


SOV 


SERIES-III 8086/8087/8088 MACRO ASSEMBLER V1.0 ASSEMBLY OF MODULE SUM < OF < PRODUCTS 
OBJECT MODULE PLACED IN : Fl: NCR. OBJ 
NO INVOCATION LINE CONTROLS 


LOC OBJ LINE SOURCE 

1 NAME SUM <« OF « PRODUCTS 

2 ; 

3 ; THIS SUBROUTINE CALCULATES THE SUM OF PRODUCTS AS 
4 ; SUM=XC1)* YC1)+XC2)* YC2)+. 2.2.6 tXCND* YCN: 

5 ; IT ASSUMED THAT NO OVERFLOW OCCURES DURING THIS CONFIRMATION 
6 ; 

7 . THE CALLING PROGRAM SETS THE VALUE OF BP REGISTER TO THE BASE 
8 ; ADDRESS OF THE DATA REQUIRED FOR THIS SUBROUTINE 
9 ; 

10 ; N = NUMBER OF MULTIPLICATIONS IN THE SUM 

11 ; X AND Y = ARRAYS TO BE MULTIPLIED AND ADDED 

12 ; SUM<« LOW, SUM<+ MID, SUM+* HIGH = VARIABLES WHERE THE SUM IS STORED 
13 ; 

14 ; 

15 ; \<--------- 16 BITS---------- >\ 

16 Se, itera alte Sat eS eae item ie 

17 ; BP-~------ >\ N \ 2 BYTES 
18 SSSR SSR a eee 

19 ; 1h X ARRAY ‘ 
20 ; 2 \ \ 
21 ; \ \ 2N 
22 3 \ \ BYTES 
23 ; \ \ 
24 ; \ \ 
25 ; N \ \ 
26 Fa a a a a 
27 ; 1 \ Y ARRAY \ 

28 ; 2 \ \ 
29 ; \ \ 

30° ; \ \ 2N 

31 ; \ \ BYTES 
32 ; \ \ 

33 ; N \ \ 

34 Fe ae a a a 

35 ; \ SUM « LOW \ 

36 ; \ SUM + MID \ 6 BYTES 
37 ; \ SUM « HIGH \ 

38 Pe RR SO i Se ee 
59 5 
40 ASSUME CS: CODE 
41 ; 


COMMUNICATIONS 


PRODUCTS 
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LOC | 


0000 


OBJ 


OOE4 
00E2 
OOEC 
00F2 
00E8 
O0OE0 
00E2 
O0E4 


0000 


0002 
0004 
0006 
0008 
0009 


000A 
0o0c 


0005 
0010 
0012 


0013 
0014 


0015 
0017 


8BF5 


8B0C 
8B09 
03DB 
46 
46 


8B04 
E7E4 


8B00 
E7E2 
49 


46 
46 


8B04 
E7EC 


SOURCE 


we ‘wo we We We Wwe Wwe 


we We We We 


we 


‘we 


CODE 
SUM 


CLA< WRX1 
CLA<« WRY1 
ACCXY « WRX 
NOP <« WRY 
ADDXY « NOP 
RD « LOW 

RD <« MID 

RD « HIGH 


SEGMENT 
PROC 


EQU 
EQU 
EQU 
EQU 
EQU 
EQU 
EQU 
EQU 


NEAR 


111001008 
111000108 
111011008 
111100108 
11101000B 
111000008 
111000108 
111001008 


THE 8 EQUATE STATEMENTS DEFINE THE ADDRESSES REQUIRED 
FOR VARIOUS OPERATIONS OF NCR 45CM16. THESE ARE BASED ON 
THE I/O DECODING SCHEME SHOWN IN THE ENCLOSED REPORT. 


REPEAT 


MOV 
MOV 


INC 
INC 


MOV 
OUT 


MOV 


OUT 


DEC 


INC 
INC 


MOV 
OUT 


SI,BP 


CX,{ST] 
BX, CX 
BX, BX 
SI 

SI 


AX, [SI] 
CLA <« WRX1, AX 


AX, [SI+BX] 
CLA+ WRY1, AX 
CX 


= 
SI 


AX, [SI] 
ADDXY « WRX, AX 


Nee We We We 


SI HOLDS THE 
BASE ADDRESS 
CX=N 

BX=N 

BX=2N 


NOW SI POINTS TO 
FIRST ELEMENT OF 
X ARRAY 


TAKE XC1) TO AX 
CLEAR ACC OF 45CM16 
AND WRITE XC1) 

TAKE YC1) TO AX 
CLEAR ACC OF 45CM16 
AND WRITE YC1) 


CX=CX-1 


ST=S1+2 


TAKE NEXT X TO AX 
MULTIPLY X AND Y 
AND ADD TO ACC 
WRITE X TO 45CM16 
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88/0 


LOv 


LOC OBJ 
0019 8B00 


001B E7F2 


001D E2F4 


QO1F E7E8 


0021 E5E0 
0023 894002 
0026 E5E2 
0028 894004 
002B E5E4 
002D 894006 


0030 C3 


115 


ASSEMBLY COMPLETE: NO ERRORS FOUND 


SOURCE 


we “we We We Wwe Wwe We Wwe We We 


SUM 


CODE 


OUT 


LOOP 


OUT 


RET 


AX, CSI+RX] 
NOP « WRY, AX 


REPEAT 


ADDXY « NOP, AX 


AX, RD + LOW 
[SI+BX+2], AX 
AX, RD« MID 
[S1+BX+4], AX 
AX, RD« HIGH 
[SI+BX+6], AX 


ENDP 


ENDS 


Nee we We Wwe we We We Wo 


TAKE NEXT Y TO AX 
WRITE NEXT Y TO 45CM16 


DECREMENT CX AND 
GOTO REPEAT IF 

CX NOT EQUAL TO 0 
DO XC(N)*YCN) AND 
ADD TO ACC 

READ LOW 16 BITS 
STORE AT SUM< LOW 
READ MID 16 BITS 
STORE AT SUM< MID 
READ HIGH 16 BITS 
STORE AT SUM+HIGH 


RETURN FROM SUBROUTINE 


THIS SUBROUTINE IS WRITEN BY KAYLAN P. GOKHALE AT DEPARTMENT OF 
ELECTRICAL AND COMPUTER ENGINEERING, UNIVERSITY OF MISSOURI, 


COLUMBIA, MO 65211 
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45CF8 FINITE IMPULSE RESPONSE FILTER 


Introduction 


The NCR45CF8 Finite Impulse Response Filter 
is a directly cascadable device which is designed for the 
implementation of video speed FIR filters with either 
linear or non-linear phase characteristics. Each chip con- 
tains four 9X8 parallel multipliers, along with adders 
and delays to implement a four-stage general FIR filter. 


A unique architecture allows the NCR45CF8 to 
be cascaded to any number of stages in either the linear 
or nonlinear phase modes. For example, a 24-tap filter 
requires only three NCR45CF§8 devices. 


Multiple coefficients of each chip can be 
changed during each clock cycle. Two’s complement or 
unsigned magnitude format is selected independently for 
each coefficient and each data input. Input data is nine 
bits and the coefficients are eight bits, with multiplica- 
tion results rounded to 14 bits. The output is summed to 
18 bits. 


Two versions of the NCR45CF8 have been de- 
signed to allow implementation of FIR digital filters with 
both even and odd numbers of taps. In the linear phase 
mode, port B is connected to port C, which wraps 
around the partial sums. The NCR45CF8E (even) re- 
peats the center coefficient while the NCR45CF8O (odd) 
does not repeat the center coefficient. 


General Description 


The NCR45CF8 is a directly cascadable finite 
impulse response (FIR) filter chip designed for the im- 
plementation of video speed FIR filters with either linear 
or non-linear phase characteristics. Each chip contains 
four 9 x8 parallel multipliers, along with adders and de- 
lays, to implement either a four stage general FIR filter 
(with non-symmetric coefficients) or an eight stage lin- 
ear phase FIR filter (with symmetric coefficients). A 
unique architecture allows the NCR45CF8 to be cas- 
caded to any number of stages in either the linear or non- 
linear phase modes. For example, a 24-tap linear phase 
FIR filter requirs only three NCR45CF§8 devices. 
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For maximum versatility, one coefficient of 
each chip can be changed during each clock cycle. Two’s 
complement or unsigned magnitude format is selected 
independently for each coefficient and each data input. 
Data inputs are nine bits and coefficients are eight bits. 
Multiplication results are rounded to fourteen bits and 
the output is summed to eighteen bits. 

Features 


¢ Directly cascadable with no external compo- 
nents 


¢ 14.5 Mhz throughput rate 
e Linear or non-linear phase operation 
e 4 stages per chip in non-linear phase mode 
© 8 stages per chip in linear phase mode 
¢ TTL compatible 
¢ Low power CMOS 
Applications 
e Digital Video Filters 
e 2-D Filtering 
¢ Multi-bit Correlation 


e Adaptive Filters 
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NCR45CF8E Block Diagram 


Xin(0-8) 
D2/0 


Coett (0-7) 
Cadd (0-1) »— — 
aoe eae aes 


Clock }»——»> 
Reset »———> 


Port C (0-17). 


U >_> 
C2/U 3 


Cad (01) >I >> 


CWE 


Clock }»———_» 
Reset »————>> 


Port C (0-17). 


18 


Two versions of the NCR45CF8 are available. 
This is to allow linear phase digital filters with either an 
even or an odd number of taps to be implemented. In the 
linear phase mode, port B is connected to port C to wrap 


410 















Port D (0-17) 


Port D (0-17) 


Port A (0-17) 


around the partial sums. The NCR45CF8E (even) re- 
peats the center coefficient while the NCR45CF80 (odd) 


does not repeat the center coefficient. 
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Logic Diagram 





Xin(0-8) Coeff (0-7) 
Cadd (0-1) 
D2/U cau 
CVE 
NCR45CF8 
Port C (0-17) Port D (0-17) 
Port B (0-17) Port A (0-17) 
Clock Reset 
PIN NAME FUNCTION 
Data Data Input 
D2/U Data Format Select 
Coeff Coefficient Input 
Cadd Coefficient Tap Address 
C2/U Coefficient Format Select 
CWE Coefficient Write Enable 
Port A, C Input Ports 
Port B, D Output Ports 


NOTE: BIT 0 of the Input Ports, Output Ports, Data In- 
put Bus and Coefficient Input Bus is the Least 


Significant bit. 


The individual coefficients and data values can 
be input to the NCR45CF8 in either unsigned magnitude 
or two’s complement format. For coefficient input, the 
C2/U input is held high for two’s complement and low 
for unsigned magnitude format. For data value input, the 
D2/U input is held high for two’s complement and low 
for unsigned magnitude format. These control lines may 
be changed independently for every clock cycle as a data 
value or a coefficient is input. Coefficients are updated 
by placing the new value on the coefficient input lines 
with the appropriate tap address on the Cadd lines and 


taking the CWE line low. One coefficient may be 
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updated during each cycle. Coefficient storage is fully 
static, so the coefficients can be loaded once and will re- 
main stable as long as the power is on. A reset line is 
provided to insure complete device initialization in a 
known state. When the reset line is pulled low, all inter- 
nal registers, including data and coefficient registers, are 
initialized to zero. This assures proper filter output dur- 
ing the first few cycles of operation when data has not 
yet propagated the full length of the filter. A four cycle 
latency exists from data input to sum output due to inter- 
nal pipelining. 
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The canonical FIR filter structure shown in fig- 
ure la is equivalent to the structure of figure 1b. The 
second structure has the advantage of regularity and is 
easily cascaded. When used with non-symmetric coeffi- 
cients, two NCR45CF8 chips will implement the struc- 
ture shown in figure 1b. Four taps, or stages, of such a 


filter are implemented in each chip. In many instances, a 
linear phase FIR filter is desired. Linear phase is 
achieved by using coefficients which are symmetric 
about the center tap, or taps, of the filter. Figure 2 shows 
a linear phase filter. 





Figure 2. Linear phase FIR filter. 
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A significant savings in hardware can be real- takes advantage of the symmetric coefficient characteris- 
ized by sharing the multipliers with the same coeffi- tic of the linear phase mode, while maintaining casca- 
cients. This reduces the number of multipliers required deability, is shown in figure 3. 
for a length-N filter from N to N/2. A structure that 





\V VV VV \/ VV VV 
Sababababak 
yy Sy ay, OS 


; : | 
HD He He Ho 
Figure 3. Linear phase FIR architecture using N/2 multipliers. 

The NCR45CF8 device can be used as a four either the linear or non-linear phase mode to create 
stage or tap, section of a FIR filter with arbitrary coeffi- longer filters. This is shown in figure 4. Any number of 
cients, such as previously shown in figure 1b. It can also NCR4SCF8 devices can be cascaded electrically, but 
be used to implement eight stages, or taps, of a linear caution must be exercised to scale the coefficients so that 
phase FIR filter by externally connecting port B to port overflow does not occur in the adder strings. 


C. Multiple NCR45CF8 devices can be cascaded in 
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NCR45CF8E NCR45CF8E 


Figure 4. Cascading two NCR45CF8 chips to form a length-16 linear phase FIR filter. 
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System requirements can dictate a filter design 
to have either an odd or an even number of taps. For an 
odd tap filter with non-symmetric coefficients, the 
NCR45CF8E can be used with the coefficient of the first 
(leftmost) tap of the first (leftmost) chip set to zero. This 
neutralizes the effect of that tap since it will produce a 
zero product that will have no impact on the overall filter 
output. Doing this effectively cuts one tap off the filter, 
resulting in a filter with an odd number of taps. 





NCR45CF80 


Odd tap FIR filters with symmetric coefficients 
are implemented with a unique (non-repeated) center .co- 
efficient. This structure is shown in figure 5. The 
NCR4SCFS8E (even) is used for even tap filters and for 
cascaded sections of odd tap filters, while the 
NCR45CF80 (odd) is used for the leftmost device in an 
odd tap linear phase filter. Figure 6 shows both devices 
cascaded to form a 15-tap linear phase FIR filter. Note 
that the leftmost device must be the odd tap version since 
the center coefficient is not repeated in this filter. 


NCR45CF8E 


Figure 6. Cascading two NCR45CFS8 chips to form a length-15 linear phase FIR filter. 
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interleaving for Higher Speed Operation 


By interleaving two (or more) filters the effec- the four sections will cause a filter with 29 Mhz 
tive data rate can be doubled. The 8-tap FIR filter of fig- throughput to result. Figure 9 shows the interleave oper- 
ure 7 is limited to 14.5 Mhz operation. The same filter, ation. Essentially, this scheme doubles the filter 
implemented in four sections using twice the hardware, throughput by distributing computation between two sets 
is shown in figure 8. The proper addition of the output of of hardware. 





Figure 7. Eight tap filter using two NCR45CF$8 devices (non-linear phase mode 14.5 MHz data rate). 


X (even) 





Yao = Xyho 
Yay = Xho + X, ho 


Ys Yao = Xyhg +Xphy + Xq ho 


Ye, = Xohg + Xph, 


Ya, = Xo hg + Xphq + X, hy 
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Yoo = Xho 


Yo, = Xhg + X34 hy 


Yo, = X, hy + Xho + Xg ho 


Yoo = X hy 


Yo, = X, hg + X3h, 


Yoo = X, he + Xghg + Xe h, 





Figure 8. Four section equivalent FIR filter showing distribution of data and coefficients (14.5 MHz operation 
within sections). 
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FIR 
Section A 


Ya 






Y (even) 







FIR 
Section B 







Section C 





X (odd) 


Section D 





Yo = Xyhy = Yay 
Y; = X, No + Xo h, = Yeo + YB 


Yg = Xghy + Xph, + Xho + Xghy = Yo, + Yo, 


Figure 9. 29 MHz throughput interleaved FIR filter (14.5 MHz components). 


Another application of the double throughput between two NCR45CF$ filter sections, a 29 Mhz inter- 
system is for interpolating FIR filters. A filter like the polating FIR filter can be constructed. Figure 11 shows 
one shown in figure 10, where every other coefficient is such a system. 


zero, is often desired. By distributing the computation 





mm (even) 





Figure 11. 29 MHz interpolating FIR filter using interleaved filter sections (14.5 MHz components). 
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AC Characteristics over Recommended Operating Conditions 


| Symbot_| Parameter | Min, | Max. | Unite 
ns 


clock period 69 


-— 


a clock high time 29 ns 
th clock lot time ns 
t. reset time ns 
te reset pulse width ns 
th data hold time ns 
t. data setup time ns 
fe coefficient write pulse width ns 
to coefficient address setup time ns 
toe coefficient address hold time ns 
ta coefficient setup time ns 
toh coefficient hold time ns 
teu coefficient write recovery time ns 
toout clock to Port D valid ns 
ton clock to Port D invalid ns 
teout clock to Port B valid ns 
ton clock to Port B invalid ns 
tas Port A setup time ns 
ta, Port A hold time ns 
tos Port C setup time ns 
ton Port C hold time ns 
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Timing Diagram | - Coefficient Initialization Sequence 






t 


| ; 

ron SXKXKKXXY _| | | | | 
| | | | i 

ron s XXKXKXKY | | 

| eo | | | 

| a | | | 


onl | 
ae cah 
caast PDK OR REE KKK “ASB RBEE®_ XOX OX “sta” XOX ON REE XOX OOK 
Note FE tom | 
EP XXX KRW coe KR Xeon XX cation XR a XR KOO 
' 
| | | 


CWE 














Xin(0-8) 


VALID DATA 
Dat 
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Timing Diagram Il - Free Running Mode with Stable Coefficients 







<é— teout —/| Le>| ‘on 
ane Bots KK fone XK Sates XK Ban XOX Be OOK Ba 


This shows the filter in a free-running mode with coefficients already loaded and stable. Dout, and Bout, are the first outputs using the Data,. Thus, a latency of four 
cycles is present in this filter. Both CWE and RESET are assumed to be held high (inactive) in this mode. The C2/U and Coeff (0-7) inputs are don't cares. 


Timing Diagram Ill - Free Running Mode with Changing Coefficients 


l , f | | | ) | 
ae al 
| 
| ! | | { 
CWE l ee oe ae Ce ee ee, | | l | | | 
| 1 | ! | | l | | { | 
er ceast=0 WX KKK MIK MMA KKK KH 
| | { 
aaa (XX XKKKX LOKI PKK | 
| 
| 




























| 
Dout Dout Dout, 
ne n+3 nes a6 
Port D M3 M3, M2, M1 M3, M2, M1, MO M3, M2. M1, MO 
Bouty.s 
Port B M3, M2, M1, MO 
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Timing diagram III shows the latency effects on filter output from changing the coefficients while the filter is 
running. One coefficient can be changed during each cycle. It should be noted that a four cycle latency exists between a 
coefficient update and output data effected by the update. This latency is due to internal delays in the multipliers. The 
sequence of the coefficient update is arbitrary and is controlled by the CaddO and Cadd1 lines. The M3, M2, M1, MO 
notation on the Coeff(0-7) inputs and the Port B and Port D outputs shows how the output data is effected by this particu- 
lar sequence of coefficient updates. It should also be noted that with this sequence of coefficient updates (M3, M2, M1, 
MO), Port D sees the effect on output one at a time, while Port B sees the effect all at once. 


Timing Diagram IV - Input Port Timing 


Timing diagram IV shows the relationship of the Port B and Port D outputs to the filter inputs: Xin, Port A, and 
Port C. At time tn, Datan is input through Xin, while Ay and Cy are input through Ports A anc C, respectively. The four 
cycle latency discussed previously is evident since the Port B and D outputs do not depend on Datay until tp +4. Ap, and 
Cm both experience a five cycle latency before contributing to the Port B and D outputs, respectively, at tp 45. This dia- 
gram shows a FIR filter used as a ‘“‘non-end”’ chip in a cascaded, multi-chip linear phase configuration. If it was the lead 
chip, Port A would be grounded. If it was the left end chip (Port B tied to Port C of the same NCR45CF8B), then an input 
Ayn at tp would not contribute to the Port D output unitl tn+9. 


Clock 
Xin(0-8) 


pat 


Port A 


Port D Dout(n-4,m-5) Dout(n-3,m-4) Dout(n-2,m-3) { Doutir-tzm-2)  Doutinimt) X Dourin+m) Dout(n+2,m+1) 


Port B Bout(n-4,m-5) Bout(n-3,m-4) Bout(n-2,m-3) Bout(n-1,m-2) ( Bout(n.m-t) | Bout(n+2,m +1) 
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Absolute Maximum Ratings 


Supply Voltage, VDD...........--+ eee eee 


Voltage on any pin with respect 


to Sround ees set heee aes —0.3 to VDD + 0.3V 


.. +7V Stresses above “‘absolute maximum ratings”’ 


may result in damage to the device. Functional operation 
of devices at the “‘absolute maximum ratings” or above 
the recommended operation conditions stipulated else- 
where in this specification is not implied. 


Storage temperature .............. —65°C to 150°C 


Recommended Operating Conditions 


[Symbor_| Parameter SOSCS~S~SYCn || 


Supply voltage 
Input high level voltage (All inputs except Input Ports) 


Input high level voltage, Parts A and C. 


Input low level voltage 
Operating ambient temperature 





*Port A and Port C use CMOS Input levels, all other pins use TTL levels. 


Static Electrical Characteristics Over Recommended Operating Conditions 


Input leakage current 

Output leakage current 
Output high voltage 

Output low voltage 

Supply current — Active 
Supply current — Standby 
Short circuit Output current t+ 


Vin =OV to Vopmax 
Vo =0.4 to Vynpmax 
lon =4.0MA 

lo, =4.0MA 

Outputs Loaded 
Clock Inactive 

One Output Shorted 
to ground or power 





t Operating the device with Outputs Shorted to power or ground may result in permanent damage to the chip. 


Capacitance TA = 25°C, f = 


Input capacitance 


Output capacitance 


1 MHz 


All pins except pin 


under test are tied to 
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Plastic Pin Grid Array Package 


.070 DIA (Typ) 


Bottom View 


1.320 SQ + 012 


1.200 + 012 


AL i ; T 
hb heh ob 29-OO¢ a es 
(IN sf FAS (iN IN 44 (iN SAN SLY FLY 
J NU WY , a ae J VOY W& WQ WY WY 
fi\ 3, (iN (4) 41 am 
ae ok UF WJ VY ee 
BO & | 
Pe: > 
eg 4 
(IN LAN 
bee: KOO. 
(4 shes eral at te ert au 
eee oo 
(\\ IN. £4 (IN 4% 
ay sip 
(\\ £4. 
ee: a ie 
ORIENTATION PIN 

fi\ 4 
ae a 

(IN LN (IN CAN £4. (\N 
J WO WY LJ WOU XL LJ \YU 


reese 44 


B 3 4 
WY WY WY 


560008 


he A a i 





.018 DIA 
+ .002 
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6 7 8 9 10 11 12 13 


STAND OFF 
(4 corners) 


Side View 


NOTE: ALL DIMENSIONS ARE IN INCHES 
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Table of Pin Numbers vs. Signal Labels for Plastic Pin Grid Array Package 


PIN # LABEL PIN # LABEL PIN # LABEL 


w” 
Pal 
2 wy 
he 
pen a a) 
a) 
=o 
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=o 
= 
cm) 
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L1 B9 

L2 B7 

L6 Cadd1 
L7 Vdd 
L8 Coeff2 
L12 AQ 
L13 A8 





*** PIN NUMBER C3 is for ORIENTATION PURPOSES ONLY. This PIN is electrically floating. 
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Table of Signal Names vs. Pin Numbers for Plastic Pin Grid Array Package 


- SIGNAL | SIGNAL SIGNAL SIGNAL 
LABEL PIN # LABEL PIN # LABEL _ PIN # LABEL PIN # 


C15 

C16 

C17 

DO 

D1 

D2 

D3 

D4 

D5 

D6 

D7 

D8 

D9 

D10 

D011 

D12 

013 

D14 — 

D15 

016 

D17 F13 
Coeff0 M9 
Coeff1 NQ 
Coeff2 L8 
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Ceramic Pin Grid Array Package 


Bottom View 







1.060 + .010 SQ 


0.900 REF. 


0.100 
se 


SOSSSOOOSE 
"| FOOOOOOOOE 
SO OOOOOOOE 
64444464: 
dOO66O60O0O606 
SOOOOCOOOOES 
dOOOOOOCOOE 
FOOOOOOOOS 
LOCCCOC TOO? 


pin Al indicator » 
















>O< 







6 
> 


dO¢ 
« 












>OO6 





0.070 
DIA. 







All dimensions are in inches 
0.080 + 0.008 


+ 


0.150 + 0.010 


Side View 
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Table of Pin Numbers vs. Signal Labels for Ceramic Pin Grid Array Package 


PIN # LABEL PIN # LABEL PIN # LABEL 





426 NCR Communications Products 04/88 


NCR45CEF8 Finite Impulse Response Filter 
Table of Pin Numbers vs. Signal Labels for Ceramic Pin Grid Array Package 


SIGNAL SIGNAL SIGNAL SIGNAL 
LABEL PIN # LABEL PIN # LABEL LABEL PIN # 


AO 
Al 
A2 
A3 
A4 
AS 
AG 
A7 
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CAUTION 
OUTPUT 1. CMOS Devices are damaged by high 
UNDER energy electrostatic discharge. Devices 
TEST must be stored in conductive foam or with 


all pins shunted. 


2. Remove power before insertion or removal 
of this device. 





NCR Communications Products 04/88 427 


Application Notes 


The ground pins (Vss) of the NCR45CF8 are 
not connected internally. In all applications, both ground 
pins must be connected externally. to ground. We also 
recommend connecting both power pins (Vdd) exter- 
nally to power in all applications. The NCR45CF8 de- 
vice is a high speed CMOS integrated circuit, which will 
dissipate very little static power but will also consume 
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significant dynamic current. We recommend the use of 
at least one 01.yuf deglitching capacitor per NCR45CF8 
chip to reduce switching noise on the system power 
buss. To prevent ringing, care should be taken to follow 
standard engineering practice for minimizing power and 
ground lead inductance. ‘ 
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45CF8 CMOS FIR FILTER CHIP 


Quick Fact Sheet Applications: 
The NCR45CF8 is a high speed digital FIR fil- ¢ Broadcast video equipment 
ter optimized for real time video and image processing 
applications. It’s unique architecture allows linear and ¢ Machine/robot vision systems 
nonlinear phase operation for noise reduction filtering, 
anti-aliasing/reconstruction filtering, 2-D filtering, and e Factory automation systems 
chroma/luminance separation. In addition, the design of 
the NCR45CF8 allows multiple chips to be cascaded to e Image processing 
form arbitrary length FIR filters, without external com- 
ponents or “glue” logic. Even and odd tap versions are e Video teleconferencing 
available (NCR45CF8E and NCR45CF80O) for imple- 
mentation of even or odd length linear phase FIR filters. e Medical imaging systems 
Features: Currrently available in plastic or ceramic pin 
grid array packages, the NCR45CF8 replaces board 
¢ 14.5 MHz data throughput rate level FIR filters, reducing component cost, power dissi- 
pation.and required board space. The 9 bit data and 8 bit 
e 9 bit data words coefficient widths provide the resolution needed for 
video and image processing applications. For applica- 
e 8 bit coefficients ; tions requiring higher resolution such as medical imag- 
. ing, NCR45CF8’s can be used in parallel to obtain 14 bit 
eg stages/ chip in linear phase mode data width. Designed for ease of use, the NCR45CF8 re- 
quires a minimum of support logic. A simulator 
eo 4 stages/chip in nonlinear phase mode (NCR45FSM) is also available, enabling the system de- 
signer to simulate the filters internal bit - widths and 
¢ Maximum 750mW power dissipation roundoff characteristics. 


¢ 100 pin PGA package 
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NCR45CF80 NCR45CF8E 
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The NCR45FSM simulator runs on MS-DOS ° The NCR45CF8 Replaces beard level FIR 


personal computers with graphics capability. (CGA and filters 

Hercules standards are supported.) Your NCR field ap- 

plications engineer or sales representative can arrange a Reducing chip count 
demonstration. 


| Reducing power dissipation 
Key Points to Remember about the | 


NCR45CF8 | __ Reducing board space requirements 
¢ High Speed for Rea 1 Time Video/Image Increasing reliability 
Processing 


_ All while still providing performance for 
¢ Easy to Use real time processing! — 


e Directly Cascadable to form Arbitrary 
Length FIR Filters 
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MEMORY PRODUCTS 


NMOS KOMS2 tcc igixitete Sa oe towie te eat eee beta ee OEE Pate hae eee ae east oO Eee ane 433 
2210-10K. (ZKc8) ROM neue cbc aetna ena tee uu maie tee Poa e hale nee Mea w eee em ae ee ae 435 
2332) 95-32 AR XS) ROM 653 Sd che Cet ee ee oe Gack edd eee x MN hae Reine wield Helis Soa ee OY 439 
2304/65-641 (SK XS) ROM 3.65.6 ng edie bie wee ity erase 4) wh ote eae eaten 6 ape ae eek aes 443 
Zo 128 212SK CIOK XS) ROM seein cad a Aree ee Onie hans Pe Cas a rere a yh i plea hae oa 447 
9290/9) 2290K- 02K XS) ROM, 635546 aero e youu ees Demi owwe be one te Lob ig enon ew eH aene se 5 451 

CMOS ROMS oxic. 8 sictohiacaceatschinu OW eS beciaute Daag oe ia wis wae a ate HE I ER een earns 455 
29004/0)-04K: (8K. *8) CMOS ROM G04 ongatnn ud iyiniw aad bees Meee wed otiwe is epee age wwe 457 
Z3CIZ8-1286 16K <8). CMOS: ROM 43.052 nicdn tad secba eased Saag ouweeeu awe a Aneta Sek x 461 
23@250-250K. (92K X38) CMOS: ROM 6 odie ote pie etna haake ten betes sc ste et ebed ee Shite anaes < 465 
23CO 12-5 12K (64K X-8) CMOS ROM vivecier sind te bao ecne eanae Mice eas aMeens see Shee . 469 

U 
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NMOS ROMS 


Introduction 


NCR offers NMOS ROMs ranging in sizes 
from 16K to 256K fabricated in a 2.75u technology. 
ROM patterns are accepted in EPROM. If additional in- 
formation is needed contact: NCR - Fort Collins, C.O.T. 
Department. 
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16K (2K X 8) ROM 


e Fully Static Operation 

e Silicon Gate NMOS Technology 
e Programmable Chip Selects 

e Maximum Access Time 


ZI1G-20 ose es tei Gei ee ew ete em eeseasen 200ns 
DINGS: siickee ew siee eae ew ia ee Awe Oeals 250ns 
2316-30 ios ie Ste Satta wre sedate eo ogee 300ns 


2316 


3-State Outputs 

Fully TTL Compatible 

Single +10% 5 Volt Supply 

Pin Compatible with 2716 and 2516 EPROM’s and 
2316 Type ROM’s. 

0°C to 70°C Operating Range. 


The NCR2316 is a mask programmable read-only-memory with a 2K word by 8-bit organization. Designed for ease of 
use, this device requires only a 5 volt supply, is TTL compatible, and because of its totally static (asynchronous) opera- 
tion requires no clock. The active level of the three-chip select inputs are programmable and are defined by the user. 
These ROMs are available in a 24 pin package and are pin compatible with industry standard EPROMs and ROMs. 











PIN FUNCTIONAL 
CONFIGURATION BLOCK DIAGRAM 
Qo Qi Q2 Q3 Q4 Q5 Q6 Q7 
1 Vvcc-—_—_ 
2 GND ————__-»> 
3 
*CS1 
5 *CS3 SELECT | 
6 
7 
| 
A10 
AQ > 
A8 ew) 
* Active Level (Hi, Low or Don't Care) P| 
of chip selects are defined by user. A7 2 
A6 ow ras 
PIN NAMES AS Si Fs MEMORY 
- m o ARRAY 
AO - A10 Address Inputs o S aK X8 
A3 oO 
m 
Q0 - Q7 Data Outputs ne 
Al 
AO 






CS1 - CS3 Programmable 
Chip Selects 


Supply Voltage 
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2316 


ABSOLUTE MAXIMUM RATINGS 


Voltage on any pin with respect to ground —.5 to +7V Stresses above “‘absolute maximum ratings”’ may result 

Storage temperature .............. —65°C to 150°C in damage to the device. Functional operation of devices 
at the “‘absolute maximum ratings” or above the recom- 
mended operating conditions stipulated elsewhere in this 
specification is not implied. 


RECOMMENDED OPERATING CONDITIONS 


Parameter 


Supply voltage * 

Input high level voltage 

Input low level voltage 
Operating ambient temperature 





* Vcc must be applied at least 100s before proper device operation is achieved: 


STATIC ELECTRICAL CHARACTERISTICS 
OVER RECOMMENDED OPERATING CONDITIONS 


IN 


Input leakage current VIN = OV to Voc max 

Output leakage current Vo = 0.2 to Vcc max, 
Chip Deselected 

Output high voitage IOH= —160nA 

Output low voltage loL=1.6mA 

Supply current Outputs Open 


Output capacitance test are tied to ground 





Input Capacitance All pins except pin under 
Co 
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2316 


AC CHARACTERISTICS OVER RECOMMENDED OPERATING CONDITIONS 


jive | renee ae ae pe 


Cycle time 
Address access time 

Chip select access time 
Chip select to data off (Hi Z) 
Chip select to data hold 
Address to data hold 









ADDRESS 


CS1, 
CS2, 


CS3 ! ¢—___ tofr ——>! 


’ 


' 
—<— Jee i —>I'csH<— 
i 


LLL, Ee Uf fp a 


The chip select lines are assumed to be active low. 





AC TEST LOAD CIRCUIT A.C. CONDITION OF TESTS 
* 
a= 
Input Pulse Levels ............ 0.8 Volts to 2.0 Volts = =) 
Inputs Rise & Fall Times.................... 10 ns uw ° 
Output Timing Levels.......... 0.8 Volts to 2.0 Volts a. 





OUTPUT 
UNDER 
TEST 11.7k O 


+ Includes jig capacitance. 
All diodes 1N3064 or equivalent. 
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2316 


MECHANICAL DATA 24 PIN 
CERAMIC DEVICES 1.170-1.230 


Length of Package 


+ 


.560- .620 
Width of Package 


=s 


.075-.175 
Top of Package 
.015-.075 to Standoff .120-.160 


Bottom of Package Length of Lead 
to Standoff from Standoff 


.008-.015 
Lead 
Thickness 


or —| Lead Centers a <— Lead 
ers ,090-.110 .030-.070 Width 
.580- .695 Lead Shoulder .01 2-.025 
Width 





All dimensions are inches. 


PLASTIC DEVICES 1.230-1.270 


Length of Package 






Pin 1 


.520- .560 
Width of Package 


.150-.250 
Top of Package 
.015-.075 to Standoff = 120-.160 
Bottom of Package Length of Lead 
to Standoff from Standoff 


.008-.015 1 
Lead | 
Thickness 
}-— oe —+ Lead Centers 2 a re Lead 
a 090-.110 030-.070 Width 


580- .695 Lead Shoulder .012-.025 
Width All dimensions are inches. 
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32K (4K X 8) ROM 2332/33 


e Fully Static Operation e 3-State Outputs 

e Silicon Gate NMOS Technology ¢ Fully TTL Compatible 

e Programmable Chip Selects e Single + 10% 5 Volt Supply 

e Maximum Access Time e 2332 Pin Compatible with 2532 EPROM’s. 
DES2IS S220 cio ia eI EEOE EGS Oa Gwe oe 200ns e 2333 Pin Compatible with 2732 EPROM’s. 
DII2 SSL Ss sow He Seo adds SHCA GA Rees 250ns e 0°C to 70°C Operating Range. 
2332/3330. ca wuskee Vee sate hse w ae oad 300ns 


The NCR2332 and 2333 are mask programmable read-only-memories with 4K word by 8-bit organizations. Designed for 
ease of use, these devices require only a 5 volt supply, are TTL compatible, and because of their totally static (asynchro- 
nous) operation require no clock. The active level of the two chip select inputs are programmable and are defined by the 
user. These ROMs are available in a 24 pin package with industry standard byte-wide JEDEC pin-outs. The NCR 2332 is 


pin compatible with 2532 EPROM’s and the NCR 2333 is pin compatible with 2732 EPROMS’s. 





PIN 
CONFIGURATION 


NCR 2332 NCR 2333 


, 
2 
3 
4 
5 
6 
7 
8 


OnN OAR WD = 





* Active Level (Hi, Low or Don’t Care) 
of chip selects are defined by user. 


PIN NAMES 







AO - Ai1 Address Inputs 
| Q0 - Q7 Data Outputs 


CS1 - CS2 Programmable 
Chip Selects 
5V + 10% 
Supply Voltage 
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FUNCTIONAL 
BLOCK DIAGRAM 


QO Qi Q2 Q3 Q4 Q5 Q6 Q7 


OUTPUT BUFFERS 
COLUMN DECODE 


Vvcco---——_ 
GND ————»>- 


oe CHIP 
ae SELECT 





> 
QO 
9 
pe) 
m 
@ 
aD 
w 
5 g MEMORY 
7 9 ARRAY 
Be 8 4K X8 
9 
m 
*MASK PROGRAMMABLE 
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2332/33 


ABSOLUTE MAXIMUM RATINGS 


Voltage on any pin with respect to ground —.5 to +7V Stresses above “absolute maximum ratings’? may result 
Storage temperature .............. —65°C to 150°C in damage to the device. Functional operation of devices 
| at the “‘absolute maximum ratings” or above the recom- 
mended operating conditions stipulated elsewhere in this 

specification is not implied. 


RECOMMENDED OPERATING CONDITIONS | 


_Symbot_ | Parameter | Teen 


Supply voltage * : 5.5 


Input high level voltage 
Input low level voitage 
Operating ambient temperature 





*Vcc must be applied at least 100us before proper device operation is achieved. 


STATIC ELECTRICAL CHARACTERISTICS 
OVER RECOMMENDED OPERATING CONDITIONS 


Input leakage current VIN=OV to Voc max 

Output leakage current Vo = 0.2 to Voc max, 
Chip Deselected 

Output high voltage IOH= — 160A 

Output low voitage lIoL=1.6mA 

Supply current Outputs Open 





CAPACITANCE, Ta = 25°C, f=1 MHZ 


CIN Input capacitance All pins except pin under 
Co Output capacitance test are tied to ground 


_ Unite | 
7 pF 
12.5 pF 
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2332/33 


AC CHARACTERISTICS ena RECOMMENDED OPERATING CONDITIONS 


Cycle time 
Address access time 


Chip select access time 
Chip select to data off (Hi Z) 
Chip select to data hold 
Address to data hold 


AC WAVEFORMS 


ADDRESS 


CS1, 
CS2 


The chip select lines are assumed to be active low. 


AC TEST LOAD CIRCUIT 


OUTPUT 
UNDER 
TEST 


* includes jig capacitance. 
All diodes 1N3064 or equivalent. 
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A.C. CONDITION OF TESTS 








Input Pulse Levels........... 0.8 Volts to 2.0 Volts 

Inputs Rise & Fall Times .................. 10 ns 

Output Timing Levels ........ 0.8 Volts to 2.0 Volts 
441 


WM 
> 

ac 65 
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=D 
= 
=F 





MECHANICAL DATA 
CERAMIC DEVICES 


.008-.015 
Lead 
Thickness 


Lead 
Splay | 


.580- .695 


PLASTIC DEVICES 


.008-.015 
Lead 
Thickness 


Lead 
Splay 


.580- .695 


442 


24 PIN 


1.170-1.230 


r— Length of Package 


a 


2332/33 


.560- .620 
Width of Package 


.075-.175 


Top of Package 


.015-.075 to Standoff 


Bottom of Package 
to Ie 


Bi 


Lead en 
.090-.110 
Lead Shoulder 

Width 


sf i Lead 
.030-.070 Width 


.012-.025 


.120-.160 


Length of Lead 
from Standoff 


All dimensions are inches. 


1.230-1.270 
— Length of Package 


.520- .560 
Width of Package 


.150-.250 
Top of Package 


.015-.075 to Standoff 


Bottom of Package 
to le 


Lead cons | 


.090-.110 


alk soon ¥ 


Lead Shoulder 
Width 


.120-.160 
Length of Lead 
from Standoff 


.012-.025 





All dimensions are inches. 
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64K (8K X 8) ROM 2364/65 


2364/65 0655. 6ce eee esas weer Non-Power Down e Programmable Chip Selects 


e 

© 2364S/65S 2.0... . cece eee Automatic Power Down e 3-State Outputs 

¢ Fully Static Operation ¢ Fully TTL Compatible 

e Silicon Gate NMOS Technology e Single + 10% 5 Volt Supply 

e Maximum Access Time ¢ Pin Compatible with 2564 EPROM’s 
2364/65-20. 2... cere veccaee new tre eleiretie's 200ns e Available in 3 Temperature Ranges 
2364/65-25... cc eeeees sia ad ayeneiecece eae 250ns 2364/65 (Commercial) ........-e06% 0°C to 70°C 
2364/65-30 i. 6 ox ais Ped Seweeew eR cree ewe 2 300ns 23641/651 (Industrial)........... —40°C to 85°C 

2364HR/65HR (Military)....... —55°C to 125°C 


The NCR 2364 and 2365 are mask programmable read-only-memories with 8K word by 8 bit organizations. Designed 
for ease of use, these devices require only a 5-volt supply, are TTL compatible, and because of their totally static (asy- 
nchronous) operation require no clock. These memory devices are available in two versions. The 2364 and 2365 are non- 
power down versions where the active level of chip selects CS1 (on the 2364), and CS2 and CS3 (on the 2365) are 
programmable and defined by the user to facilitate system memory expansion. The 2364S and 2365S are standby ver- 
sions offering an automatic power-down feature controlled by the chip enable CE input. When CE goes high, the device 
automatically powers down and remains in a low power standby mode as long as CE remains high. Also to provide easier 
system implementation, the active level of chip enable CE (on the 2364S), and chip selects CS2 and CS3 (on the 2365S) 
is programmable. The NCR 2364 is packaged in a 24 pin DIP, and the 2365 is packaged in a 28 pin DIP, both with indus- 
try standard byte-wide JEDEC pin-outs. Optionally, the 2365 is available in a space saving 28 pin surface mounted plastic 
leaded chip carrier. 





PIN CONFIGURATION 
NCR 2364/S | NCR 2365/S 


‘ 1 
> 2 

3 
3 4 
‘ 5 
5 6 
6 7 
7 8 
8 





PIN N AMES * Active Level (Hi, Low or Don’t Care) 


exe defined by user. 
AO-A12 Address Inputs 
QO - Q7 Data Outputs 


CS1,CS1 Programmable 

CS2,CS3 | Chip Select 
Chip Enable 
| CE __|_Outputenable 


Voc 5V + 10% 
| Supply Voltage 
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- 2364/65 


ABSOLUTE MAXIMUM RATINGS FUNCTIONAL 
| _— BLOCK DIAGRAM 


Voltage on any pin with respect 2 4 
Qo Qi Q2 Q3 Q4 Q5 a6 Q7 


10° STOUNG) scence tt ot eee 2 eee —0.5 to +7V Vcc —_———> 
Storage temperature .............. —65°C to 150°C 


OE, CS2, CS3 
en poe CONTROL OUTPUT BUFFERS 
Stresses above “(absolute maximum ratings” may result oe —— 


in damage to the device. Functional operation of devices 





at the “‘absolute maximum ratings” or above the recom- AQ —__—_»> COLUMN DECODE 
mended operating conditions stipulated elsewhere in this a 
specification is not implied. me 
AQ 
> 
A8 9 
A7 g 
A6 w 2 
cess al 4 
ai 3 QO 8K X 8 
A3 24 
m 
A2 


Al 


RECOMMENDED —N 
OPERATING CONDITIONS 


2364/65  23641/651 _ 2364HR/65HR | 
paamaer | ain | Tops [ns [mn [ to. [ ww [wn [ To. [ wan | Unt 
Vcc : 








Supply voltage* ‘ 5.5 
VIH Input high level voltage : Vcc 
VIL Input low level voltage 0.8 
Ta | Operating ambient temperature 70 


*Vcc must be applied at least 100us before proper device operation is achieved. 


STATIC ELECTRICAL CHARACTERISTICS _ | 
OVER RECOMMENDED OPERATING CONDITIONS’ (UNLESS OTHERWISE NOTED) 


[symbar [Parameter | Gonaion [win [em Un 






Input leakage current Vin= OV to Voc max HA 

Output leakage current Vg = 0.2 to Veg max, pA 
Chip Deselected 

Output high voltage —— loH = ~200HA 

Output low voltage lol =3.2mA 

Supply current - active Outputs Open 


Supply current - standby Chip Deselected 


* Applies to 2364S/65S power down versions only 
CAPACITANCE,’ Ta = 25°C, f = 1 MHz 


[Smo [ Parameter | Ganaion 
Input capacitance All pins except pin under 
Co 


Output capacitance test are tied to ground 


Note: 1. Characteristics are the same for all operating temperature ranges. 
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2364/65 


AC CHARACTERISTICS OVER RECOMMENDED OPERATING CONDITIONS 


2364/65-20, 23641/65I-20. 2364/65-25, 23641/651-05, | 2364/65- 30, 23641/651-30, 
erg ag 2364HR/65HR-25 2364HR/65HR-30 
aaa | typ. | Max. | Min. | typ. | Max. | min. | typ. | Max. 
Cycle time 


200 250 300 
Address access time : 
Chip enable access time 
Chip select access time 
Chip select to data off (Hi Z) 
Data hold time from control 
Data hold time from address 













AC WAVEFORMS 


and: tcy sat 
VALID — 


a es 
CS1, CE | - — tAH | 
OE, CS2,CS3 
X / \~— ‘torr 
| _ ieee) ge 
<—______—_t, 


72 CID TD Fz 


The chip select line is assumed to be active low. 





AC TEST LOAD CIRCUIT A.C. CONDITION OF TESTS o 
> 
co 

Input Pulse Levels ............ 0.8 Volts to 2.0 Volts c2 
Inputs Rise & Fall Times.................0.. 10 ns Se 
Output Timing Levels.......... 0.8 Volts to 2.0 Volts Se 





*100 pF 


* Includes jig capacitance. 
All diodes 1N3064 or equivalent. 
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MECHANICAL DATA 


CERAMIC DUAL IN LINE (DIP) 
(24 PIN) re 


ee Length of Package 


(24 PIN) 







Pin 1 





-560- .620 
Width of Package 


.075-.175 
Top a Package 
.015-.075 10 Standott .120-.160 
pais m of oe Length of Lead 
from Standott 


tando 
ao f—| anil wos (-—| 
woe f—| thea 
Le] spc rine Wi aA he 
0-.070 wat ng ee 
oe 012-.025 5 


ies 090-.110 


.580- .695 Ps ~ Shouider 


CERAMIC DUAL IN LINE (DIP) 
(28 PIN) 1.370-1.430 


rs Length of Package 


(28 PIN) 







Pin 1 





.550-.620 
Width of Package 


075-175 
. Te i P. 
015-075 oD Standet §——.120+.160 
Bott ft Pack 
SS ackage Peng of Lead 


iia .008-.01 Le 
Lead 


2364/65 


PLASTIC DUAL IN LINE (DIP) 





1.230-1.270 
Length of Package —— 






Pin 1 


.520- .560 
Width of Package 


.150-.250 
Top of Package 
.015-.075 to = f — 120-.160 
paste ph ba oa 


sage of Package 


——_ 
ny ra 


Lead Centers 
.090-.110 030-.070 
ean Shoulder 


PLASTIC DUAL IN LINE (DIP) 


1.430-1.480 
Length of Package 





-150-.250 


. Te ft P; 
015-.075 Po Stanset ——,120-.160 
pileg hang 


.008- ov s {7 Wi 
ane f—| Thickness 
ree ta conte 4 HTT es, be nes — in ts 
.030-.070 wan .030-.070 wa 
rst Shoulder 


wan Shoulder 


PLASTIC LEADED CHIP CARRIER (PLCC) 
(28 PIN) | 





.042-.056 =| ae 


.042-.056 


020 bce .410-.430 scl 


446 


All dimensions are in inches. 
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128K (16K X 8) ROM 


© 2ST IRS 4s oecceieww dee: Automatic Power Down 
e Fully Static Operation 


23128 


e Fully TTL Compatible 
e 5 Volt Only Operation 
e Byte-Wide Industry Standard 


e Silicon Gate NMOS Technology JEDEC Pin-Out 

e Maximum Access Times e Available in Three Temperature Ranges 
Z3128/23128S-15 ccs cid eiiateesns eewes 150ns 23128 (Commercial)..............- 0°C to 70°C 
23128/231 288-20 wiseciaws tein eawshiwes 200ns 231281 (Industrial) ............. —40°C to 85°C 
DS128/ 231288225: sccae sca ge aneseataulsen es 250ns _ 23128HR (Military) ........... —35°C to 125°C 


The NCR 23128 is a mask programmable read-only-memory with a 16K word by 8 bit organization. Designed for ease of 
use, this device requires only a 5 volt supply, is TTL compatible, and because of its totally static (asynchronous) opera- 
tion, requires no clock. This memory device is available in two versions. The NCR 23128 is a non-power down version 
where the active level of chip selects CS2 and CS3 is programmable and is defined by the user to facilitate system mem- 
ory expansion. The NCR 23128S offers an automatic power down feature (standby) controlled by the chip enable CE 
input. When CE goes high, the device automatically powers down and remains in a low power standby mode as long as 
CE remains high. Also, on the 231288, the active level of chip select CS and output enable OE is programmable, thereby 
providing easier system implementation. The NCR 23128 is packaged in a 28 pin DIP with an industry standard byte- 
wide JEDEC pin-out. Optionally, this device is available in a space saving 28 pin surface mounted plastic leaded chip 
carrier. 





PIN FUNCTIONAL | 
CONFIGURATION BLOCK DIAGRAM 
NCR 23128/S Q0-07 


Vc-—--—> 








{ Voc GND ———__»> 8 
* 
2 cs3"/cs* ales! 58 OUTPUT BUFFERS 
* 2 
4 AB CS1/CE e) 
5 AQ 
6 Alt COLUMN DECODE 
7 CS2*/OE* 
8 A10 
9 CST/CE 5 
a7 2 
a 
Q6 nd D 
e g 
Q5 A0-A13 S MEMORY 
mn 9 ARRAY 
Q4 2 Q 16K X8 
Q3 o 
m 
* Programmable Active High or Low 


NOTE: ' 

23128 Only: Chip Selects CS1, CS2 
and CS3 are normally AND’'d, ie, 
(CS1°CS2°CS3). At the option of 
the user, CS1 and CS2 may be in- 
ternally OR’d and then AND’d with 
CS3 ie, ((CS1 + CS2)eCS3] 


PIN NAMES 







aa Voc 5 Volt + 10% 
CS1, CS2, CS3, CS Chip Selects Power Supply 
ves | coun 
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23128 


ABSOLUTE MAXIMUM RATINGS 


Voltage on any pin with respect to Stresses above ‘“‘absolute maximum ratings” may result 
PTOUNG iis dice Scans ys ee ee —0.5 to +7V in damage to the device. Functional operation of devices 
Storage temperature .............. —65°C to 150°C at the “absolute maximum ratings” or above the recom- 


mended operating conditions stipulated elsewhere in this 
specification is not implied. 


RECOMMENDED OPERATING CONDITIONS 


FOSS oaaGeS 
4.5 5.5 4.5 





Supply voltage” 5.5 

Input high level voltage : ; ve Vcc} Volts 
Input low level voltage F : ce 8 | Volts 
Operating ambient temperature 


* Vcc must be applied at least 100 us before proper device operation is achieved. 


STATIC ELECTRICAL CHARACTERISTICS OVER RECOMMENDED 
OPERATING CONDITIONS' (UNLESS OTHERWISE NOTED) 


Input leakage current VIN = OV to Vcc max 


Output leakage current Vo = 0.2 to Vcc max, 
Chip Deselected 


Output high voltage IOH =-200uA 
Output low voltage loL = 3.2mA 
Supply current — Active Outputs Open 
Supply current — Standby Chip Deselected 





* Applies to 23128S Power Down Version only. 


CAPACITANCE, Ta = 25°C, f = 1 MHZ 


Input capacitance All pins except pin under test 
Output capacitance are tied to ground 





Note: 1. Characteristics are the same for all Operating Temperature Ranges. 
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23128 


AC CHARACTERISTICS OVER RECOMMENDED OPERATING CONDITIONS 


| oe 15, 23128-20, 23128-25, 231281-25, 
| oe 1§ 231281-20 2312BHR-25 


Parameter 


Address access time 
Chip enable access time 


Chip select access time 

Output enable access time 

Data hold time 

CS active to data high 
impedance 


AC WAVEFORMS 


ADDRESS 


CS1/CE 
CS2*/OE * 


CS3*/CS* 

—[ 

oe 
Qe LPR 


‘OFF 


*Programmable Chip Selects CS, CS2 and CS3 and Output Enable OE are assumed to be active low for this example. 


AC CONDITIONS OF TEST AC TEST LOAD CIRCUIT 
Input Pulse Levels ............ 0.8 Volts to 2.0 Volts 
Inputs Rise & Fall Times.................4.. 10 ns 
Output Timing Levels.......... 0.8 Volts to 2.0 Volts 


OUTPUT 
UNDER 
TEST 


* Includes jig capacitance. 
All diodes 1N3064 or equivalent. 
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23128 
MECHANICAL DATA | 28 PIN 
PLASTIC DUAL IN LINE or) | 4430-480 


—- Length of Package 










(| .520- .560 
Width of Package 


. .150-.250 

.015-.075 Te mi .120-.160 
Bottom of Package Length of Lead 
to Standott from Standoff 





.008-.015 | — ils 
Lead | 
Thickness 


| Lead — an a 
Lead Centers 
ony 090-.110 a 


.580- .695 


= PF Lead 
.030-.070 Width 


Lead Shoulder 012-.025 
Width 
All dimensions are inches. . 







CERAMIC DUAL IN LINE (DIP) crear Pee 


Pin 1 


(1 .550- .620 
Width of Package 


.075-.175 
Top of Package 
.015-.075 to Standoff .120-.160 
Bottom of Package Length of Lead 
iz Standoff from Standoftt 


008-.015 | 
Lead 
Thickness 
|—te2s — Lead Sis rey _.| ee Lead 
ae .090-.110 ‘  030-.070 Width 


.580-.695 Lead. Shoulder .012-.025 
Bs Widt 


All dimensions are inches. 


PLASTIC LEADED CHIP CARRIER (PLCC) 






.042-.048 





.042-.056 =| mi 
a = COT 
020 —_ .410-.430 =| 


.042-.056 


All dimensions are inches. 
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256K (32K X 8) ROM 23256/57 


© 23256/ST oxi eet w ewe wesw ¥en Non-Power Down e Pin compatible with 27256 EPROMS 

@ 23256S/57S8 «0... eee ones Automatic Power Down ¢ Fully TTL Compatible 

e Fully Static Operation e 5 Volt Only Operation 

e Silicon Gate NMOS Technology e Byte-Wide Industry Standard JEDEC Pin-Out . : 

e Maximum Access Time e Available in three temperature ranges 
PIZSG/ 571 ek oi 6 dea oe awe eeas 150ns 23256/57 (Commercial) ..........+. 0°C to 70°C 
DIZIO/S 1620 sacks nae see ae Cad ewe w Ree 200ns 232561/571 (Industrial).......... —40°C to 85°C 
DIEDO) Oo wa whe ee eich walleye ee alae a 250ns 23256HR/57HR (Military)...... —55°C to 125°C 


The NCR 23256 and 23257 are mask programmable read-only-memories with 32K word by 8 bit organizations. De- 
signed for ease of use, these devices require only a 5 volt supply, are TTL compatible, and because of their totally static 
(asynchronous) operation, require no clock. These memory devices are available in two versions. The NCR 23256 and 
23257 are non-power down versions where the active level of chip select CS2 is programmable and is defined by the user 
to facilitate system memory expansion. The NCR 23256S and 23257S are standby versions offering an automatic power 
down feature controlled by the chip enable CE input. When CE goes high, the device automatically powers down and 
remains in a low power standby mode as long as CE remains high. Also, on the 23256S and 23257S, the active level of 
output enable OE is programmable, thereby providing easier system implementation. The NCR 23256 is packaged in a 
28 pin DIP with an industry standard byte-wide JEDEC pin-out. The 23257 is packaged in a 28 pin DIP with an alternate 
pin-out where pin 1 = A14 and pin 27 = NC. Optionally these devices are available in a space saving 28 pin surface 
mounted plastic leaded chip carrier. 





PIN 
CONFIGURATION 


NCR 23256/S NCR 23257/S 


1 1 
2 é 
3 3 
4 4 
5 5 
6 6 
7 7 
8 8 
9 fe) 





*Programmable Active High, Low or Don’t Care *Programmable Active High, Low or Don't Care 


NOTE: PIN NAMES 


23256/57 Only. Chip Selects CS1 

ay be ate cay OPtd chic ce | Ao- Ara | Address Inputs || OE 

may be internally OR’d at the op- Ag - Ay4 Address Inputs OE Output Enable 
CS1, CS2 Chip Selects Voc 5 Volt + 10% 

© | Power Sup 
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23256/57 






ABSOLUTE MAXIMUM RATINGS FUNCTIONAL BLOCK DIAGRAM 
Qo-a7 
Voltage on any pin with respect to | vec ——- : 
CLOUNG i: ate todo ka eae naates —0.5 to +7V = 
Storage temperature .............. —65°C to 150°C Beane 2 
e) 3 | 










CS1/CE 
Stresses above “‘absolute maximum ratings” may result : I 


in damage to the device. Functional operation of devices 
at the ‘absolute maximum ratings” or above the recom- 
mended operating conditions stipulated elsewhere in this 
specification is not implied. 


COLUMN DECODE 






A0-A14 


$¥343NG SS3HOGV 


300930 MOW 


RECOMMENDED 
OPERATING CONDITIONS 


23256/57 232561/571 23256HR/57HR 


ph I nen es ee ee 
4.5 4.5 


Supply voltage* 4.5 5.5 

Input high level voltage 2.0 ; Vcc | Volts 
Input low level voltage -0.5 - 
Operating ambient temperature 0 


*VCc must be applied at least 100 ys before proper device operation is achieved. 


STATIC ELECTRICAL CHARACTERISTICS OVER RECOMMENDED 
OPERATING CONDITIONS’ (UNLESS OTHERWISE NOTED) 





Input leakage current VIN = OV to Vcc max, 


Output leakage current Vo = 0.2 to Vcc max, 
Chip Deselected 


Output high voltage IOH = —200 vA 
Output low voltage loL = 3.2mA 
Supply current — Active Outputs Open 
Supply current — Standby Chip Deselected 


* Applies to 23256S/57S Power Down Versions Only 





CAPACITANCE’, Ta= 25°C, f = 1 MHZ 


Input capacitance All pins except pin under test 
Output capacitance are tied to ground 





Note: 1. Characteristics are the same for all Operating Temperature Ranges. 
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23256/57 


AC CHARACTERISTICS OVER RECOMMENDED OPERATING CONDITIONS 


23256/57-15 23256/57-20 23256/57-25 23256HR-27 
232561/571-15 232561/571-20 232561/571-25 23257HR-27 


Address access time 

Chip enable access time 

Chip select access time 

Output enable access time 

Data hold time 

CS active to data high 
Impedance 


ADDRESS 


CS1/CE 
CS2*/OE* 


* Programmable Chip Select CS2 and Output Enable OE are assumed to be active low for this example. 





7p) 

AC CONDITIONS OF TEST AC TEST LOAD CIRCUIT ze 5 

=a 

Input Pulse Levels ............ 0.8 Volts to 2.0 Volts = = 
Inputs Rise and Fall Times................... 10 ns 
Output Timing Levels.......... 0.8 Volts to 2.0 Volts 





OUTPUT 


UNDER *100pF 
TEST 


* Includes jig capacitance. 
All diodes 1N3064 or equivalent. 
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23256/57 
MECHANICAL DATA 28 PIN 









Length of Package 


PLASTIC DUAL IN LINE (DIP) i 


Pin 1 


- 


.520- .560 
Width of Package 


Es 


.150-.250 
.015-.075 Top of Package .120-.160 
eer as pales Length of Lead 


from Standoft 


r Lead — 
Lead Centers 
beige 090-.110 


.580- .695 


= Ls Lead 
.030-.070 Width 


Lead Shoulder .012-.025 
Width 


Lead 
Thickness in| mL 


All dimensions are inches. 






CERAMIC DUAL IN LINE (DIP) 


Pin 1 


1.370-1.430 
aes Length of Package 





.550- .620 
Width of Package 


2 


. .075-.175 

Top of Package 
.015-.075 to Standoff .120-.160 
Bottom of Package Length of Lead 
to Standoff from Standoff 


el = Lead 
030-.070 Width 


Lead Shoulder .012-.025 


Lead 
-— pla teas — Lead Centers 
580-695 .090-.110 


.008-.015 —j iit 
Lead 
Thickness ae my 


Width 


All dimensions are inches. 


PLASTIC LEADED CHIP CARRIER 
(PLCC) 





.042-.048 





ee 042-.056 a Bi 


172 2 3 
ts .042-.056 


020 ee .410-.430 — 


All dimensions are inches. 
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CMOS ROMS 


Introduction 


NCR offers CMOS ROMs ranging in sizes 
from 64K to 512K fabricated in a 2.75u technology. 
ROM patterns are accepted in EPROM. If additional in- 
formation is needed contact: NCR - Fort Collins, C.O.T. 
Department. 
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/ 
64K (8K X 8) CMOS ROM 23C64/65 


¢ Fully Static Operation e 5 Volt Only Operation 

e Silicon Gate CMOS Technology e Byte-Wide Industry Standard 

e Maximum Access Time JEDEC Pin-Out 
230641 65-15 6 6508s os 45 Nba GROAN CRS Re 150ns e Available in Two Temperature Ranges 
2ICOA) 65220) stie diva es eee iase OoeNte Kaew es 200ns 23C64/65 (Commercial) ........... 0°C to 70°C 
DICOA GS-25 ia oid bi i eeu a eed Moe ea 250ns 23C64/651 (Industrial) .......... —40°C to 85°C 


The NCR 23C64 and 23C65 are mask programmable read-only memories with 8K word by 8 bit organizations. Designed 
for ease of use, these devices require only a 5-volt supply, are TTL compatible, and because of their totally static (asy- 
nchronous) operation, require no clock. These CMOS ROMS offer very low power dissipation in the operational mode 
and have an automatic power down feature that significantly reduces power consumption in the standby mode. The NCR 
23C64 is packaged in a 24-pin DIP and the 23C65 is packaged in a 28-pin DIP, both with industry standard byte-wide 
JEDEC pin-outs. Optionally, the 23C65 is available in a space saving 28-pin surface mounted plastic leaded chip carrier. 













PIN FUNCTIONAL 
CONFIGURATION BLOCK DIAGRAM 
23C64 23C65 ie 


GND .——___—__» 8 






OE , CS2, CS3 


om a 


NC 
A12 
A7 
A6 
AS 
A4 
A3 


OUTPUT BUFFERS 


31907 
TOYWLNOD 


COLUMN DECODE 


, 
2 
3 
4 
5 
6 
7 
8 






Al 
AO 


1 
2 
3 
4 
5 
6 
7 
8 
9 


Q1 
Q2 


Vss 


S¥3a4d5NE SS3YG0V 


300940 MOu’ 





PIN NAMES 


oc 
und 


















C hi 


“Programmable High, Low or Don’t Care 


Copyright © 1984 and 1986 by NCR Corporation, Dayton, Ohio, U.S.A. 
All Rights Reserved. Printed in U.S.A. 
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23C64/65 


ABSOLUTE MAXIMUM RATINGS 


Voltage on any pin with respect | Stresses above “absolute maximum ratings” may result 
tO STOUNG: 46.650 se Sy es ese —0.5 to +7V in damage to the device. Functional operation of devices 
Storage temperature .............. -—65°C to 150°C at the “absolute maximum ratings”’ or above the recom- 


mended operating conditions stipulated elsewhere in this 
specification is not implied. 


RECOMMENDED OPERATING CONDITIONS 


23C64/65 23C641/651 


Parameter 


Supply voltage* 

Input high level voltage _ 

Input low level voltage 
Operating ambient temperature 





*Vcc must be applied at least 100 ys before proper device operation is achieved. 


STATIC ELECTRICAL CHARACTERISTICS OVER RECOMMENDED 
OPERATING CONDITIONS '(UNLESS OTHERWISE NOTED) 


Condition 


Input leakage current VIN = OV to Voc max 


Output leakage current Vo = 0.2 to Vcc max 
Chip Deselected 


Output high voltage lIOH = —200uA 
Output low voltage lo. = 3.2mA 
Supply current—active Outputs Open 
Supply current—standby Chip Deselected 





CAPACITANCE; Ta = 25°C, f=1 MHZ 


Input capacitance Ali pins except pin under test 
Output capacitance are tied to ground 





NOTES: 1. Characteristics are the same for both Commercial and Industrial Operating Temperature Ranges. 
2. Current is proportional to cycle rate. loc is measured at the specified minimum cycle time. Data outputs open. 
Vit = Vss: Vin = Voc 
3. CE = Vog- 0.3V or CE < Vgg + 0.3V 
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23C64/65 


AC CHARACTERISTICS OVER RECOMMENDED 
OPERATING CONDITIONS’ 


mot | rome 


Address Access Time 

Chip Enable Access Time 

Data Hold Time 

CS Active to Data High Impedance 







23C64/65-15 23C64/65-20 23C64/65-25 





AC WAVEFORMS 


ADDRESS 


CE*, OE 
CS2,CS3 


* Programmable Chip Enable is assumed to be active low for this example. 


AC TEST LOAD CIRCUIT AC CONDITIONS OF TEST 


Input Pulse Levels ............ 0.8 Volts to 2.0 Volts 
Inputs Rise & Fall Times.................06- 10 ns 
Output Timing Levels.......... 0.8 Volts to 2.0 Volts 


OUTPUT 
UNDER 
TEST 


Ceara 
— 


* Includes jig capacitance. 
All diodes 1N3064 or equivalent. 
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MECHANICAL DATA 


PLASTIC DUAL IN LINE (DIP) 
(24 PIN) 


.008-.015 oor 
Lead 
Thickness 


Lead 
Splay 


.580- .695 


PLASTIC DUAL IN LINE (DIP) 
(28 PIN) 


.008-.015 
Lead 
Thickness 


Lead 
Splay 


.580- .695 


PLASTIC LEADED CHIP CARRIER (PLCC) 


460 


23C64/65 


1.230-1.270 


ie Length of Package 


.520- .560 
Width of Package 


.150-.250 
Top of Package 


.015-.075 to Standott 


Bottom of Package 
to ie 


Le 


.120-.160 
Length of Lead 
from Standoftt 


Lead Centers = a a a Weak 
At 30-.070 i 
eens .012-.025 
All dimensions are inches. 


Lead Shoulder 
Width 


1.430-1.480 


Length of Package 


(| .520- .560 
Width of Package 


.150-.250 
Top of Package 
to Standott 


vi ei 


ee e416 in as - Lead 
.030-.070 , 
Lead Shoulder .012-.025 


Width ; : 
All dimensions are inches. 


.015-.075 
Bottom of Package 
to ie 


.120-.160 
Length of Lead 
trom Standott 


.042-.048 


.020 ie .410- ited 


All dimensions are inches. 
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128K (16K X 8) CMOS ROM 23C128 


e Fully Static Operation e Fully TTL Compatible 

e Silicon Gate CMOS Technology e 5 Volt Only Operation 

e Maximum Access Time e Byte-Wide industry Standard JEDEC Pin-Out 
ZSCTZS-15 Gs k Sie eke eGeS- 64 eS WAR eae ue 150ns e Available in Two Temperature Ranges 
DICTI8- 20 6 ed bie iowa reese ee eet Cues 200ns 23C128 (Commercial),.......... »- 0° C to 70°C 
PA] Gi 1.74. ee a ea eer re Gib avers 250ns 23C128I (Industrial)............ —40°C to 85°C 


The NCR 23C128 is a mask programmable read-only-memory with a 16K word by 8 bit organization. Designed for ease 
of use, this device requires only a 5 volt power supply, is TTL compatible, and because of its totally static (asynchronous) 
operation, requires no clock. This CMOS ROM offers very low power dissipation in the operational mode and has an 
automatie power down feature that significantly reduces power consumption in the standby mode. The active level of out- 
put enable OE and chip select CS is programmable, thereby providing easier system implementation. The NCR 23C128 
is packaged in a 28 pin DIP with an industry standard byte-wide JEDEC pin-out. Optionally, this device is available in a 
space saving 28 pin surface mounted plastic leaded chip carrier. 





PIN FUNCTIONAL 
CONFIGURATION BLOCK DIAGRAM oe 
V=———> 
GND ———__—_» 8 
CS* = Q ——— 
53 


COLUMN DECODE 


1 
2 
3 
4 
5 
6 
7 
8 
9 


MEMORY 
ARRAY 





14 


> 
=] 
=] 
B] 
m 
7] 
” 
ow 
Cc 
TvTl 
7 
m 
mt] 
9) 


16K X8 


*Programmable Output Enable and Chip Select 
High, Low or Don’t Care 


3G093G MO’ 





PIN NAMES 


[cs | Chip Select | Vss [Ground 
[oe [Output Enable 
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— 230128 


ABSOLUTE MAXIMUM RATINGS 


Voltage on any pin with respect to ground —0.5 to +7V Stresses above “absolute maximum ratings” may result 

Storage temperature .............. —65°C to 150°C in damage to the device. Functional operation of devices 
at the “absolute maximum ratings” or above the recom- 
mended operating conditions stipulated elsewhere in this 
specification is not implied. 


RECOMMENDED OPERATING CONDITIONS 


eee 


Supply voltage* 

Input high level voltage 

Input low level voltage 
Operating ambient temperature 







*Voc must be applied at least 100 us before proper device operation is achieved. 


STATIC ELECTRICAL CHARACTERISTICS OVER RECOMMENDED 
OPERATING CONDITIONS ' (UNLESS OTHERWISE NOTED) 


Condition 


Input leakage current VIN = OV to Voc max 


Output leakage current Vo = 0.2 to Voc max 
Chip Deselected 


Output high voltage. IOH = -200uA 
Output low voltage loL = 3.2mA 
Supply current—active Outputs Open 
Supply current—standby Chip Deselected 





CAPACITANCE; Ta = 25°C, f=1 MHZ 





Input capacitance All pins except pin under test 
Output capacitance are tied to ground 


NOTES: 1. Characteristics are the: same for both Commercial and Industrial Operating Temperature Ranges. 
2. Current is proportional to cycle rate. loc is measured at the specified minimum cycle time. Data outputs open. 
Vit = Vss: Vin = Yoo | 
3. CE = Voc 7 0.3V orCE < Vss + 0.3V 
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23C128 


AC CHARACTERISTICS OVER RECOMMENDED 
OPERATING CONDITIONS' 


Address Access Time 

Chip Enable Access Time 

Chip Select Access Time 

Output Enable Access Time 

Data Hold Time 

CS Active to Date High Impedance 


| 


—<_—__—_—_—_—_—_—_—___— '‘a —____________» 


*Programmable Output Enable and Chip Select are assumed to be active low. 


AC TEST LOAD CIRCUIT AC CONDITIONS OF TEST 
Input Pulse Levels............. 0.8 volts to 2.0 volts 
Inputs Rise & Fall Times.................0.. 10 ns 
OUTPUT Output Timing Levels.......... 0.8 Volts to 2.0 Volts 


UNDER 
TEST 


* includes jig capacitance. 
All diodes 1N3064 or equivalent. 
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230128 


MECHANICAL DATA 28 Pin 





PLASTIC DUAL IN LINE (DIP) 1.430-1.480 


ed Length of Package 






Pin 1 





.520- .560 
Width of Package 


.150-.250 
.015-.075 Top of Package =» 120-160 
Bottom of Package " a Length of Lead 
to lt from Standoff 
008-.015 
Lead 
Thickness 
a oak TW ae om 
11 
.580- .695 “Lead Shoulder .012-.025 


All dimensions are inches. 


PLASTIC LEADED CHIP CARRIER (PLCC) .485-.495 


.450-.456 .042-.048 






.485-.495 





020 re .410-.430 ad 


All dimensions are inches. 
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256K (32K X 8) CMOS ROM 


e Fully Static Operation 
e Silicon Gate CMOS Technology 
e Maximum Access Time 


PSC256- FS waste seinen yea iseesewees 150ns 

BIC 290720 5 5d oie oe eeaee ore SCE GaSe 200ns 

PIC 256-25 i535 Shee A OE OSS RAS 250ns 
e Fully TTL Compatible 


23C256 


e 5 Volt Only Operation 

e Byte-Wide Industry Standard 
JEDEC Pin-Out 

e Available in Two Temperature Ranges 
23C256 (Commercial) ............. 0°C to 70°C 
23C256I1 (Industrial)............ —40°C to 85°C 


The NCR 23C256 is a mask programmable read-only-memory with a 32K word by 8 bit organization. Designed for ease 
of use, this device requires only a 5 volt power supply, is TTL compatible, and because of its totally static (asynchronous) 
operation, requires no clock. This CMOS ROM offers very low power dissipation in the operational mode and has an 
automatic power down feature that significantly reduces power consumption in the standby mode. The active level of out- 
put enable OE is programmable, thereby providing easier system implementation. The NCR 23C256 is packaged in a 28 
pin DIP with an industry standard byte-wide JEDEC pin-out. Optionally, this device is available in a space saving 28 pin 


surface mounted plastic leaded chip carrier. 





PIN 
CONFIGURATION 


o ON DW oO B® WwW PPO = 





* Programmable Output Enable High, Low or Don’t Care. 


PIN NAMES 


[0c [Output Enabie 
[vss [Goud 


04/88 
















NCR Memory Products 









FUNCTIONAL 
BLOCK DIAGRAM 
Q0 - Q7 
Vvcc--_—_—_——_ 
GND ———_—_—_» 8 


OUTPUT BUFFERS 
COLUMN DECODE 


OE* 







JIDO7 
TOYLNOD 





$W345N8 SSSYCGQV 


300930 MOY 
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23C256 


ABSOLUTE MAXIMUM RATINGS 


Voltage on any pin with respect Stresses above “absolute maximum ratings” may result 
(O° SIOUNG. 25302000 deeds et seeede ds —0.5 to +7V in damage to the device. Functional operation of devices 
Storage temperature .............. —65°C to 150°C at the “‘absolute maximum ratings”’ or above the recom- 


mended operating conditions stipulated elsewhere in this 
specification is not implied. 


RECOMMENDED OPERATING CONDITIONS 


Vee Supply voltage * 4.5 5.0 4.5 


Input high level voltage 2.0 
Input low level voltage -0.3 
Operating ambient temperature 0 





















*Vcc must be applied at least 100 us before proper device operation is achieved. 


STATIC ELECTRICAL CHARACTERISTICS OVER RECOMMENDED 
OPERATING CONDITIONS’ (UNLESS OTHERWISE NOTED) 





Input leakage current VIN = OV to Voc max 

Output leakage current Vo = 0.2 to Vcc max 
Chip Deselected 

Output high voltage IOH = —200uA 

Output low voltage loL = 3.2mA 

Supply current—active Outputs Open 

Supply current—standby Chip Deselected 


CAPACITANCE’, Ta = 25°C, f=1 MHZ 
ee EEE 


10.0 
12.5 


NOTES: 1. Characteristics are the same for both Commercial and Industrial Operating Temperature Ranges. 
2. Current is proportional to cycle rate. Iog is measured at the specified minimum cycle time. Data outputs open. 
Vit = Vss Vin = Voc 
3. CE = Voc - 0.3V or CE = Veg + 0.3V 









Input capacitance All pins except pin under test 









Output capacitance are tied to ground 
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23C256 


AC CHARACTERISTICS OVER RECOMMENDED 
OPERATING CONDITIONS' 


Address Access Time 

Chip Enable Access Time 

Output Enable Access Time 

Data Hold Time 

CS Active to Date High impedance 


*Programmable Output Enable is assumed to be active low. 


AC TEST LOAD CIRCUIT 
AC CONDITIONS OF TEST 


Input Pulse Levels ............ 0.8 Volts to 2.0 Volts 
SRtnED Inputs Rise & Fall Times.................... 10 ns 
TEST Output Timing Levels.......... 0.8 Volts to 2.0 Volts 


* Includes jig capacitance. 
All diodes 1N3064 or equivalent. 
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MECHANICAL DATA 
PLASTIC DUAL IN LINE (DIP) 


28 Pin 


.015-.075 
Bottom of Package 
to ie= 


.008-.015 
Lead 
Thickness 


Lead Centers 


.090-.110 


Lead 
Splay 


.580- .695 


PLASTIC LEADED CHIP CARRIER (PLCC) 


23C256 


1.430-1.480 
Length of Package 


(| .520-.560 
Width of Package 


.150-.250 
Top of Package 


to Standoff -120-.160 


Length of Lead 
from Standoff 


inti me bee 
.030-.070 idt 
Lead Shoulder .012-.025 
Width 


All dimensions are inches. 


.042-.048 


020 - .410- ian 
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512K (64K X 8) CMOS ROM 230512 


e Fully Static Operation e 5 Volt Only Operation 

e Silicon Gate CMOS Technology e Byte-Wide Industry Standard 

e Maximum Access Time JEDEC Pin-Out 
PSCSIZAS 5 a.6066 86 ihe ae ie eaneese ewes 150 ns e Available in Two Temperature Ranges 
2SCSI2-20 4 chen aeia kw eeesin as pees 200 ns 23C512 (Commercial) ............. 0°C to 70°C 
DICS 2-25 howd cs ew Gage he ewe HES OG 250 ns 23C512I1 (Industrial)............ —40°C to 85°C 


¢ Fully TTL Compatible 


The NCR 23C512 is a mask programmable read-only-memory with a 64K word by 8 bit organization. Designed for ease 
of use, this device requires only a 5 volt power supply, is TTL compatible, and because of its totally static (asynchronous) 
operation, requires no clock. This CMOS ROM offers very low power dissipation in the operational mode and has an 
automatic power down feature that significantly reduces power consumption in the standby mode. The active level of out- 
put enable OE is programmable, thereby providing easier system implementation. The NCR 23C512 is packaged in a 28 
pin DIP with an industry standard byte-wide JEDEC pin-out. Optionally, this device is available in a space saving 32 pin 
surface mounted plastic leaded chip carrier. 










PIN FUNCTIONAL 
CONFIGURATION BLOCK DIAGRAM See 
VC 










a2 At4 ee , fs 2 OUTPUT BUFFERS 
A7 A13 ro’ 3 
fe 





CE a 
A8 
COLUMN DECODE 


1 
2 
3 
4 
5 
6 
7 
8 
9 


$y354NE SS3Y0QV 


Vss 





300930 MOw 


“Programmable Output Enable High, Low or Don’t Care 


PIN NAMES | 
[0 [Output enabie 
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ABSOLUTE MAXIMUM RATINGS 


Voltage on any pin with respect 
TO CROUNG 4 2e wite Ree atee eemn es —0.5 to +7V 
Storage temperature ...... Raia age —65°C to 150°C 


230512 


Stresses above “absolute maximum ratings”? may result 
in damage to the device. Functional operation of devices 
at the “‘absolute maximum ratings” or above the recom- 
mended operating conditions stipulated elsewhere in this 
specification is not implied. 


RECOMMENDED OPERATING CONDITIONS 


23C512 


4.5 4.5 


Supply voltage* 


Input high level voltage 
Input low level voltage 
Operating ambient temperature 





*Vcc must be applied at least 100 ys before proper device operation is achieved. 


STATIC ELECTRICAL CHARACTERISTICS OVER RECOMMENDED 
OPERATING CONDITIONS’ (UNLESS OTHERWISE NOTED) 


Condition 


Input leakage current VIN = OV to Vcc max 


Output leakage current Vo = 0.2 to Vcc max 
Chip Deselected 


Output high voltage IOH = -200pnA 
Output low voltage loL = 3.2mA 
Supply current—active Outputs Open 
Supply current—standby Chip Deselected 





CAPACITANCE’, TA = 25°C, f=1 MHZ 


Input capacitance Ail pins except pin under test 
Output capacitance are tied to ground 





NOTES: 1. Characteristics are the same for both Commercial and Industrial Operating Temperature Ranges. 
2. Current is proportional to cycle rate. loc is measured at the specified minimum cycle time. Data outputs open. 


Vit = Yss: Vin = Yoo 
3. CE = Voc - 0.3V or CE < Vgg + 0.3V 
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230512 


AC CHARACTERISTICS OVER RECOMMENDED 
OPERATING CONDITIONS' 


Address Access Time 

Chip Enable Access Time 

Output Enable Access Time 

Data Hold Time 

CS Active to Date High Impedance 


| Hi-Z 


et ta___») 


*Programmable Output Enable is assumed to be active low. 


AC TEST LOAD CIRCUIT AC CONDITIONS OF TEST 
Input Pulse Levels............. 0.8 volts to 2.0 volts 
Inputs Rise & Fall Times.................... 10 ns 
Output Timing Levels.......... 0.8 volts to 2.0 volts 


OUTPUT 
UNDER 
TEST 


* includes jig capacitance. 
All diodes 1N3064 or equivalent. 
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MECHANICAL DATA 


PLASTIC DUAL IN LINE 
(28 Pin) 


.008-.015 —— | 
Lead 
Thickness 


Lead 
Splay 


.580- .695 


PLASTIC LEADED CHIP CARRIER 


(32 Pin) 
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230512 


1.430-1.480 
Length of Package 


.520- .560 
Width of Package 


.150-.250 
Top of Package 


.015-.075 to Standoff 


Bottom of Package 
to Ie 


.120-.160 


Length of Lead 
from Standoff 


in| .030-.070 | 
Lead Shoulder .012-.025 
Width 


Ail dimensions are inches. 


Lead Centers 


.090-.110 


i 
©, Cou) 2 


520 FORQPIN SIDE 
.420 FOR7 PIN SIDE 


021 


All dimensions are in inches with + .005 tolerance. 
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MILITARY PRODUCTS REFERENCE 


NCR’s full line of memory products is available 
in military temperature ranges. Information regarding 
these products can be found in the Memory Products 
section in this data book. 


In addition to NCR memory products, our mili- 
tary business unit plans to offer the 53C80, 53C81 and 
53C90 SCSI products screened to military specifica- 
tions. Commercial versions of these products are in- 
cluded in the SCSI Products section in this data book. 
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For further information regarding NCR mili- 
tary products, please call or write the following source. 


NCR Military Products 

1635 Aeroplaza Drive 

Colorado Springs, Colorado 80916 
1-800-543-5618 
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NCR is the 

name and mark of 

NCR Corporation. 

© 1988 NCR Corporation 
Printed in U.S.A. 


